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CHAPTER 1 


Introduction 


This book is intended for users and prospective users of Z8Q based 
micro-computers who already have some machine code programming 
experience and wish to extend their ability to write and modify 
programs. It is designed to be a convenient reference manual when 
specifying and coding new programs or debugging and modifying 
existing systems and programs. 


The Zilog Z8Q micro-processor was designed to be compatible with the 
Intel 8989 range of micro-processors. That is programs which run on 
Intel 8908 or 8080 processors will also run ont he Z8Q, although, as the 
Z89 provides additional facilities (instructions, registers, block input/ 
output, etc.) it is extremely unlikely that a program written for the Z8Q 
would run successfully on either the 8008 or 8089. 


Chapter 2 describes the various registers provided in the Z8Q and 
contains tables showing the effect various groups of transactions have 
on the Flag Register. 


Chapter 3 gives brief details of the timing principles used in the 280. 


Chapter 4 contains a summary of the instructions, identified within a 
number of groups, each of which is related to specific functions or 
activities. This chapter is intended for the programmer who knows what 
is required of the program and needs to select the most appropriate 
instruction(s). 


Chapter 5 gives full details of each individual instruction, together with 
its effect on the Flag Register, Timing and an example of all except the 
most simple instructions. 


Chapter 6 contains various practical hints and tips based on the 
experience of a number of individual programmers. 


The following tables are provided as appendices for easy reference: 
Appendix A — ASCII Codes. 
Appendix B — ASCII Hexadecimal/Decimal Conversion. 
Appendix C — Glossary of Terms and Abbreviations used in this 
book. 
Appendix D — Table of Instructions by Operator Code, indexed. 
Appendix E — Table of Instructions by mnemonics, indexed. 


CHAPTER 2 
Registers and Flags 


Z8@ Registers can be considered under three different groups: 


Type of Register No. 
General Purpose Registers 14 
Flag Register 1 
Special Purpose Registers 6 


General Purpose Registers 

Fourteen 8-Bit General Purpose Registers are provided, in two sets, 
identified as A, B, C, D, E, H and L plus A’, B’, C’, D’, E’, H’ and 
L’. Only one set, together with the equivalent Flag Register (F or F’) 
can be in use at any one time. A “set” of registers may consist of either A 
and F or A’ and F’ plus either B, C, D, E, H and L or A’, B’, C’, 
D’,E’, H’ and’, ie.: 


Set Set Set Set 
A A A’ A’ 
B B' B B’ 
C C! Cc GC’ 
D or D’ o Dp o op 
E E’ E E! 
H H’ H H’ 
L Ls Ie i 


Special Register Selection instructions provide the facility to switch 
between the two sets of registers, allowing extra storage in registers, 
which is much faster than using external memory, particularly if 
interrupts are likely to occur. 


The A Register is the Accumulator and is the most frequently used of all 
the registers. The result of an Arithmetic or Logical operation, such as 
ADD, SBC, XOR, etc., is always stored in the Accumulator (Register A). 


The remaining six General Purpose Registers in a set can be used to 
store either data or memory addresses and are frequently referred to as 
Register Pairs — BC, DE, HL. This enables a Register Pair to be used to 
store a complete memory address (up to 64K) or to provide double 
precision arithmetic facilities. 


NOTE: The H and L registers were originally designated as such 
because one held the High (H) byte of a memory address and 
the other the Low (L) byte of the same memory address. 
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Register Pairs 


[B_ | Cj< Bc B’c’>|B'_ | C’] 
<= DE De Dt | E' 
H ae a Bie 
High Order Low Order High Order Low Order 
Byte Byte Byte Byte 
Flag Register 


Two Flag Registers are provided, one identified as the F Register, which 
is always associated with Register A, and the other identified as F’, 
which is always associated with Register A’. The Flag (F) Register 
contains 8 Bits, as do the General Purpose Registers, but each 
individual Bit is used to identify conditions within the C.P.U. (Central 
Processing Unit) which exist after an instruction has been obeyed. The 
purpose of each Bit within the Flag Register is given on the next 
page. 


Bit Positions 


(7 |6[5]4[3]2]1]o] 









Details 








SET = 1 if the result of. certain 
operations are negative, RESET = @if 
the result is not negative. (See Table 
2.1) 































6 SET = 1 if the result of certain 
operations are zero, RESET = @if the 
result is not zero. (See Table 2.1) 

5 Not used. 

4 Indicates whether there has been a 





carry from Bit 3 (Add operations), 
borrow from Bit 4 (Subtract 
operations) or if the Low Order half 
byte of the result of an operation has 
a value greater than 1001, i.e. is 
invalid for Binary Coded Decimal 
purposes. (See Table 2.3) 













Not used. 






2 Parity/Overflow | A dual-purpose flag. When used to 
: indicate Parity, itis SET = 1, for Even 
Parity and RESET = @ for Odd Parity. 
When used to indicate Overflow it is 
SET = 1 if the result of an arithmetic 
operation is too large to be contained 
in 8 Bits (or 16 Bits for Two Byte 
operations). (See Table 2.4) 
a — caf 
Subtract SET = 1 if the instruction was a 
Subtract operation, RESET = @ if the | 
instruction was an Add Operation. 





1 | 





0 Carry Indicates whether there has been a 
Carry or Borrow during Arithmetic 
operations and can be SET or RESET 
by certain Shift and Rotate 
operations. (See Table 2.5) 














Table 2.1 — Sign Flag 





Instruction 
Group Instructions 








— 





























Effect 
(See Ch.4) 
Single Byte | LD A,I SET = 1 ifthe | Register is negative, 
Load Group otherwise RESET = 9. 
Exchange, | CPI 
Block CPIR SET = 1 if the result is negative, 
Transfer CPD otherwise RESET = @. 
and Search | CPDR 
Group. 
Single Byte | ADCA,s 
Arithmetic |ADDA,s 
Group AND s 
CPs SET = 1 if the result is negative, 
DEC s otherwise RESET = 9. 
INC s 
ORs 
SBC A,s 
SUB s 
XORs 
Two Byte ADC HL, rr SET = 1 if the result is negative, 
Arithmetic | SBC HL,rr otherwise RESET = @. 
Group. 
General DAA SET = 1 if the most significant bit of 
Purpose the Accumulator = 1, otherwise 
Arithmetic RESET = 9. 
and C.P.U. 
Control NEG SET = 1 if the result is negative, 
Group otherwise RESET = @. 
NOTES: 


b represents a specified Bit. 
r represents a specified Register. 
s represents a specified Operand. 


rr represents a specified Register Pair. 





























Rotate and |RLs 
Shift RRs SET = 1 if the result is negative, 
Group RLC s otherwise RESET = 9. 
RRC s 
SLAs 
SRA s 
SRLS 
RLD SET = if the Accumulator is 
RRD negative after the shift, 
otherwise RESET = @. 
Bit Set, BIT b,r Unknown 
Reset and 
Test (Flag) 
| Group. 
Input and IN R,(C) SET = 1 if the input data is 
Output negative, otherwise RESET = 9. 
Group IND 
INDR 
INI 
INIR Unknown 
OTDR 
OTIR 
OUTD 
OUTI 
NOTES: 


b represents a specified Bit. 


r represents a specified Register. 
s represents a specified Operand. 
rr represents a specified Register Pair. 





Table 2.2 — Zero Flag 








Instruction 

Group Instructions Effect 

(See Ch. 4) | 
Single Byte |LDA\| SET = 1 if | Register = Q, otherwise 
Load Group RESET = 9. 


LD A,R SET = 1 if the R Register = Q, 
otherwise RESET = @. 





Exchange, |CPD 





























Block CPI SET = 1 if the contents of the 
Transfer CPDR Accumulator = the contents of the 
and Search |CPIR memory location whose address is 
Group held in Register Pair HL. 
ences ree 
Single Byte |ADCA,s 
Arithmetic |ADDA,s 
Group CPs 
DEC s SET = 1 if the result = Q, 
INC s otherwise RESET = 9. 
ORs 
SBC A,s 
SUB s 
XOR s 
Two Byte ADC HL, rr SET = 1 if the result = Q, 
Arithmetic |SBC HL,rr otherwise RESET = @. 
Group 
ae 
General DAA SET = 1 if the result = Q, 
Purpose NEG otherwise RESET = 9. 
Arithmetic 
and C.P.U. 
Control 
Group 
NOTES: 


b represents a specified Bit. 

r represents a specified Register. 

s represents a specified Operand. 

rr represents a specified Register Pair. 





Rotate and |RLs 





























Shift RRs 
Group RLD 
RRD SET = 1 if the result = Q, 
RLC s otherwise RESET = 9. 
RRC s 
SLAs 
SRA s 
SRLs 
Bit Set, BIT b,r SET = 1 if the nominated Bit in 
Reset and the specified Register = Q, 
Test (Flag) otherwise RESET = @. 
Group 
Input and IN r,(C) SET = 1 if the Input Data = Q, 
Output otherwise RESET = @. 
Group IND SET = 1 if the contents of Register 
INI B — 1 =Q, otherwise RESET = @. 
INDR SET = 1. 
INIR 
OTDR SET = 1. 
OTIR 
OUTD SET = 1 if the contents of Register 
OUTI B — 1 =@, otherwise RESET = 9. | 
NOTES: 


b represents a specified Bit. 

r represents a specified Register. 

s represents a specified Operand. 

rr represents a specified Register Pair. 


Table 2.3 — Half Carry Flag 





























Instruction 
Group Instructions Effect 
(See Ch. 4) 
Single Byte | LDA,I RESET = @. 
Load Group} LDA,R 
Exchange, | CPD 
Block CPI SET = 1 if no Borrow from Bit 4, 
Transfer CPDR otherwise RESET = @. 
and Search | CPIR 
Group LDD 
LDI RESET = @. 
LDDR 
LDIR 
Single Byte | ADC A,s 
Arithmetic |ADDA,s SET = 1 if Carry from Bit 3, 
Group INC s otherwise RESET = @. 
CPs 
DEC s SET = 1 if no Borrow from Bit 4, 
SBC A,s otherwise RESET = 0 
SUB s 
AND s 
ORs SET = 1. 
XOR s 
Two Byte |ADC HL,rr 
Arithmetic | ADD HL,rr SET = if Carry from Bit 11, 
Group ADD |X,rr otherwise RESET = 9. 
ADD IY, rr 
SBC HL, rr SET = 1 if no Borrow from Bit 
12, otherwise RESET = 9. 





NOTES: 
b represents a specified Bit. 
r represents a specified Register. 











s represents a specified Operand. 
rr represents a specified Register Pair. 
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General Not affected. 
Purpose 
Arithmetic 
and C.P.U. Not known. 
Control ——_—— 
Group NEG SET = 1 if no borrow from Bit 4, 
otherwise RESET = @. 
SCF RESET = @. 
Rotate and |RLs 
Shift RRs 
Group RLA 
RLD 
RRA 
RRD 
RLC s RESET = @. 
RRC s 
RLCA 
RRCA 
SLAs 
SRAs 
SRL s 
f a2 
Bit Set, BIT r,s SET = 1. 
Reset and. 
Test Group 
Input and IN r,(C) RESET = @. 
Output 
Group IND 
INI 
INDR 
INIR Not known. 
OTDR 
OTIR 
OUTD 
OUTI | 
NOTES: 


b represents a specified Bit. 

r represents a specified Register. 

s represents a specified Operand. 

rr represents a specified Register Pair. 
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Table 2.4 — Parity/Overflow Flag 





















































Instruction 
Group Instructions Effect 
| (See Ch. 4) 
Single Byte |LDA\| 
Load Group |LDA,R Set equal to the contents of IFF2. 
-—_ 
Exchange, |CPD 
Block CPI SET = 1 if the new contents of 
Transfer CPDR Register Pair BC = Q, otherwise 
and Search |CPIR RESET = 9. 
Group LDD 
LDI 
LDDR 
LDIR RESET = @. 
Single Byte |ADCA,s 
Arithmetic |ADDA,s 
Group CPs SET = 1 if Overflow, otherwise 
SBC A,s RESET = @. 
SUB s 
AND s 
ORs SET = 1 for Parity Even, RESET 
XOR s = Q for Parity Odd. 
DEC s SET = 1 if operand was 8Q(Hex.) 
before decrement, otherwise 
RESET = @. 
INC s SET = 1 if Operand was 7F(Hex.) 
before increment, otherwise 
RESET = @. 
Two Byte ADC HL, rr SET = 1 if Overflow, otherwise 
Arithmetic |SBC HL,rr RESET = @. 
Group 
NOTES: 


b represents a specified Bit. 
r represents a specified Register. 


s represents a specified Operand. 
rr represents a specified Register Pair. 
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SET = 1 if the Accumulator is 
Parity Even, otherwise RESET = @. 


General 
Purpose 

Arithmetic 
andC.P.U. |NEG 
Control 
Group 






SET = 1 if the Accumulator contents 
= 80(Hex.) before negate, 
otherwise RESET = @. 











Rotate and 

Shift RRs 

Group RLD 
RRD SET = 1 for Parity Even, RESET 
RLC s = Q for Parity Odd. 
RRC s 
































Bit Set, BIT b,r Not known. 
Reset and 
Test Group 
Input and | IN r,(C) SET = 1 for Parity Even, 
Output RESET = Q for Parity Odd. 
Group 

IND 

INI 

INDR 

INIR Not known 

OTDR 

OTIR 

OUTD 

OUTI 

2] 
NOTES: 


b represents a specified Bit. 

r represents a specified Register. 

s represents a specified Operand. 

rr represents a specified Register Pair. 
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Table 2.5 — Carry Flag 


























Instruction 
Group Instructions Effect 
(See Ch. 4) 
Single Byte |ADC As SET = 1 if Carry from Bit 7, 
Arithmetic |ADDA,s otherwise RESET = 9. 
Group CPs SET = 1 if no Borrow, 
SBC s otherwise RESET = @. 
SUB s 
AND s 
ORs RESET = 9. 
XORs 
Two Byte ADC HL, rr 
Arithmetic |ADD HL,rr SET = 1 if Carry from Bit 15, 
Group ADD IX, rr otherwise RESET = @. 
ADD IY, rr 
SBC HL, rr SET = 1 if no Borrow, otherwise 
RESET = @. 
General CCF SET = 1 if the C (Carry) Flag 
Purpose = Q before the instruction, 
Arithmetic otherwise RESET = 9. 
and C.P.U. 
Control DAA SET = 1 if Binary Coded Decimal 
Group (BCD) carry, otherwise RESET = 9. 
NEG SET = 1 if the contents of the 
Accumulator = QQ(Hex.) before 
the instruction, otherwise 
RESET = 9. 
SCF SETH 1; 
NOTES: 


b represents a specified Bit. 
r represents a specified Register. 
s represents a specified Operand. 


rr represents a specified Register Pair. 
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Rotate and |RLs 
Shift RLCs Set from Bit 7 of the Operand. 
Group SLAs 


RRs 

RRC s 

SRA $s Set from Bit 9 of the Operand. 
SRLs 


RLA Set from Bit 7 of the Accumulator. 
RLCA 


RRA Set from Bit 0 of the Accumulator. 
| RRCA 














NOTES: 

b represents a specified Bit. 

r represents a specified Register. 

s represents a specified Operand. 

rr represents a specified Register Pair. 
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CHAPTER 3 


Timing 


The execution of instructions within the Z8@ requires time which is 
measured in cycles. There are two types of cycle — the clock or time 
cycles, known as T Cycles, and a longer machine cycle, referred to as 
the M Cycle. T Cycles are always of the same length, and indicate the 
time taken for the ‘clock’ which is used to co-ordinate the actions of the 
Z8@ to ‘tick’ once. They are the fundamental unit of time for the 
processor. Machine cycles are more abstract, each one representing 
the time taken for the Z8Q0 to perform one particular action, such as 
fetching a program instruction, or writing a byte to memory. Because 
they can represent different actions, M Cycles can take varying 
amounts of time, from 3 to 6 T states (Note: this is simply another term for 
a T cycle). To find the actual time taken by an instruction, divide the 
number of T states taken by the clock rate being used. Thus, if an 
instruction taken 11 T states, and the Z8@ is being run at 2 megahertz, 
the instruction will take 5.5 microseconds to execute. If a2 MHz. clock is 
used to control the Z8@ (as is assumed throughout this book), each T 
cycle will take @.5 microseconds to complete. 


NOTE: A 4 MHz. clock will reduce the completion time of one T cycle to 
Q.25 microseconds but will not necessarily halve the time required to 
execute any given instruction, as it may not be possible to fetch 
instructions and data from the memory twice as fast as they were 
previously being fetched. 


Since the time required to execute a given instruction, or follow a loop or 
subroutine, can be crucial to the design and efficient running of a 
program, full details of the number of M and T cycles, and the 
processing time in microseconds (assuming a 2 MHz. clock) are given 
for each individual instruction code in chapter 5. Note that some 
conditional instructions will not always take the same amount of time to 
execute. Where two execution times are shown, one is for the case in 
which the condition is met, and the other is for the case in which the 
condition is not met. For instance, the instruction JR Z,190@ will take 12 T 
states if the zero flag is set, and the jump is performed, whereas it will 
take 7 T states if the zero flag is not set, and the jump is not performed. 


Each instruction can be considered as executing in three stages; 
— fetch the instruction 

— where appropriate, read from the memory 

— where appropriate, write to the memory, e.g. 
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Fetch Instruction Read from Memory | Write to Memory 





During stage 1 the instruction will be fetched and decoded, then any 
necessary processing carried out within the C.P.U. If the instruction 
requires a memory read, this will take place during stage 2 and, 
similarly, any memory write activity takes place during stage 3. 
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CHAPTER 4 


Instruction Groups 


Full details of each instruction are given in Chapter 5. However, for 
convenience of programming, these can be considered under a 
number of separate groups, each related to a specific function or 
activity. These Groups are: 


Single Byte (8 Bit) Load Group. 

Two Byte (16 Bit) Load Group. 

Exchange, Block Transfer and Search Group. 
Single Byte (8 Bit) Arithmetic Group. 

Two Byte (16 Bit) Arithmetic Group. 

Logical Group. 

General Purpose Arithmetic and C.P.U. Control Group. 
Rotate and Shift Group. 

Bit Set, Reset and Test (Flag) Group. 

10. Jump, Call (Subroutine) and Return Group. 
11. Input and Output Group. 


ONoarhan > 


© 


The following pages give a brief description of each transaction within 
each of these groups, each transaction being cross-referenced to full 
details in Chapter 5. 
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1. Single Byte (8 Bit) Load Group 
































FLAGS NO TIMING 
SOURCE OBJECT OF M T HSEC @ CHS 
CODE CODE (HEX)} DECIMAL | s | Z | H | PV} N | C_ |BYTES|CYCLES] STATES | 2MHZ | COMMENTS | REF 
T 
LOrr Tienes saiecareacedon PoNe TONE Tesi [Ne | inte tN 1 1 4 2 |randr 
Ole 1 ee oo represent 
Registers A B 
sone CDE Mork 
randr’ Bit 
Patiernis. 
A> Ft 189 
B 000 189 
Cc 001 189 
D 010 189 
— ow 189 
H 100 189 
tL 101 189 
LDrn N N n | N|N JN 2 2 7 35 
rea 3En 0621n 188 
1B 06n 006 1n 188 
ree 0En o14n 188 
ted 16 022n 188 
rE 1En 030n 188 
rH 26n 038n 188 
rel 2En 046n 188 
LOr (HL) N Nn | N JN N N 1 2 7 35 
Pima 7E 126 191 
r B 46 070 191 
rec 4 078 191 
1D 56 086 191 
ree 5E 094 191 
rH 66 102 191 
yak 6F 110 191 
LD r, (IX + d) N N N N N N 3 5 19 95 
roa DD 7Ed | 221 126d 193 
1B 0D 46d | 221070d 193 
r= OD4Ed | 221078d 193 
rd DD 56d | 221 086d 193 
rok DD5Ed | 221 094d 193 
rH Dp 66d | 221 102d 193 
rel DD6Ed | 221 110d 193 
LOr, (IY + d) N N N Nn | N [ON 3 5 19 95 
roa FD7Ed | 253 126d 193 
1-8 FD 46d =| 253 0704 193 
r=C FD 4Ed 253 078 d 193 
ced; FD 56d 253 086 d 193 
r€ FDSEd | 253 094d 193 
roH FD66d | 253 1024 193 
rel FO6Ed | 253 110d 193 
LO(HL).+ N N N nN | N [ON 1 2 7 35 
roa 7 119 212 
r-B 70 112 212 
e=C 71 113 212 
r-D 72 114 212 
ree 73 115 212 
rH 74 116 212 
rel 75 117 212 
LD (IX + d), N | N N N N | N 3 5 19 95 
rea Dp77d | 2211194 215 
1-8 DD 70d | 221 112d 215 
r=C DD71d | 2211134 215 
0 DD 72d | 2211144 215 
r=E DD 73d | 2211154 215 
rH DD74G | 2211164 215 
rab OD 75a | 2211170 215 
LD (IY + d).6 N | N N nN] NI |N 3 5 19 95 
r=A FO77d =| 253 119d 215 
r=8 FD 70d =| 253.112'd 215 
r=C FO71d = | 253 113d 215 
r=D FO 72d | 253114d 215 
r=E FD 73d = | 253 115d 215 
r=H FD74d_ = | 2531164 215 
pet FD75d = | 253:117d 
LO(HL).n 36n 054n N N Nn | NIN N 2 3 10 5 2 
LD (IX + d),n | DD36dn }221054dn| N N N | N N N 4 5 19 95 214 
LD (IY + d),n | FD36dn j253054dn| N N n | NIN N 4 5 19 95 214 
LDA. (BC) 0A 010 N N Nn | N JN N 1 2 7 35 186 
LDA. (DE) 1A 026 N N | N N N N 1 2 7 35 187 




















20 











SINGLE BYTE (8 BIT) LOAD GROUP TABLE (cont.) 





















































FLAGS T no TIMING 
SOURCE | OBJECT | OF M T  |uSEC@ CHS 
CODE — CODE (HEX)} DECIMAL | S | Z | H | PV | N ] C | BYTES|CYCLES} STATES} 2MHZ | COMMENTS | REF. 
LDA, (nn) 3Ann 050nn N N N N]N]N 3 4 13 65 185 
LD(BC),A 02 002 N | NIN N N N 1 2 7 3.5 210 
LO(DE),A 12 018 N N|N JIN IN N 1 2 7 3.5 210 
LDinn),A 32nn 050nn N | N]N N N N 3 4 13 65 205 
LDA.I ED57 237087 * o | FF | o N 2 2 9 45 183 
LDA.R EDSF 237095 : o | FF] o N 2 2 9 45 184 
LOLA ED47 237071 N N N N N | N 2 2 9 45 195 
LOR.A ED4F 237079 N N N N N 2 2 9 45 196 
FLAGKEY N_ -Notaffected 
@ -RESET=0 
1 -SET=1 
? Unknown. 
" Atfected according to the result 
IFF -Content of Interrupt Flip Flop 2 copied into flag 
, 
LDr,r Chapter 5, Page 189 


Where: 
rand r’ represent any of the C.P.U. registers A, B,C, D, E,H 
Or. 


This instruction simply loads the contents of the r’ register into the r 
register, leaving the contents of the r’ register untouched. 


LDrn Chapter 5, Page 188 
Where: 
rrepresents any of the C.P.U. registers A, B,C, D, E, Horl.. 
nis an 8-bit value, specified in the instruction. 


This instruction loads the 8-bit value n into the register r. 


LD r,(HL) Chapter 5, Page 191 
Where: 
rrepresents any of the C.P.U. registers A, B,C, D, E, HorL. 


This loads the contents of a memory location, identified by the contents 
of register pair HL, into the register r, leaving the contents of both the 
memory location and register pair HL untouched. 


LD r,(IX + d) Chapter 5, Page 193 
Where: 
rrepresents any of the C.P.U. registers A, B,C, D, E, HorL. 
dis the displacement, in Bytes, from the location identified 
by the contents of Index Register IX. 


This loads the contents of a memory location, identified by the contents 
of Index Register IX (modified by displacement d, which is specified in 
the instruction), into the register r, leaving the contents of both the 
memory location and Index Register IX untouched. 
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LD (ly + d) Chapter 5, Page 193 
Where: 
r represents any of the C.P.U. registers, A, B, C, D, E, Hor 
L. 
d is the displacement, in Bytes, from the location 
indentified by the contents of the Index Register IY. 


This loads the contents of amemory location, identified by the contents 
of Index Register lY (modified by displacement d, which is specified in 
the instruction), into the register r, leaving the contents of both the 
memory location and Index Register lY untouched. 


LD (HL), r Chapter 5, Page 212 
Where: 
r represents any of the C.P.U. registers, A, B, C, D, E, H 
orL. 


This loads the contents of register r into a memory location which is 
identified by the contents of Register Pair HL. The contents of Register 
Pair HL remain untouched. 


LD (IX + d),r Chapter 5, Page 215 
Where: 
represents any of the C.P.U. registers A, B, C,D, E, HorL. 
dis the displacement, in Bytes, from the location identified 
by the contents of Index Register IX. 


This loads the contents of register r into a memory location, which is 
identified by the contents of Index Register IX (modified by 
displacement d, which is specified in the instruction). The contents of 
Index Register IX remain unaltered. 


LD (IY + d),r Chapter 5, Page 215 
Where: 
rrepresents any of the C.P.U. registers A, B,C, D, E, HorL. 
dis the displacement, in Bytes, from the location identified 
by the contents of Index Register lY. 


This loads the contents of register r into a memory location, which is 
identified by the contents of Index Register IY (modified by 
displacement d, which is specified in the instruction). The contents of 
Index Register lY remain unaltered. 


LD (HL),n Chapter 5, Page 211 
Where: 
nis an 8-bit value, specified in the instruction. 


Loads the value n into a memory location identified by the contents of 
Register Pair HL. 


22 


LD (IX + d),n Chapter 5, Page 214 
Where: 
nis an 8-bit value, specified in the instruction. 
dis the displacement, in Bytes, from the location identified 
by the contents of Index Register IX. 


Loads the value n into a memory location, identified by the contents of 
Index Register IX (modified by displacement d, which is specified in the 
instruction). 


LD (IY + d),n Chapter 5, Page 214 
Where: 
nis an 8-bit value, specified in the instruction. 
d is the displacement, in Bytes, from the location identified 
by the contents of Index Register IY. 


Loads the value n into a memory location, identified by the contents of 
Index Register lY (modified by displacement d, which is specified in the 
instruction). 


LD A, (BC) Chapter 5, Page 186 

Loads the contents of amemory location, specified by the contents 
of Register Pair BC, into the Accumulator, leaving the contents of the 
memory location untouched. 


LD A, (DE) Chapter 5, Page 187 

Loads the contents of a memory location, identified by the contents 
of Register Pair DE, into the Accumulator, leaving the contents of the 
memory location unaltered. 


LDA, (nn) Chapter 5, Page 185 
Where: 
nn is a spcific memory location, identified in two bytes of 
the instruction. 


Loads the contents of the specified memory location, nn, into the 
Accumulator, leaving the contents of location nn unaltered. 


LD (BC),A Chapter 5, Page 210 

Loads the contents of the Accumulator into a memory location 
identified by the contents of Register Pair BC. The contents of the 
Accumulator remain unchanged. 


LD (DE),A Chapter 5, Page 210 

Loads the contents of the Accumulator into a memory location 
identified by the contents of Register Pair DE, leaving the contents of the 
Accumulator unchanged. 
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LD(nn),A Chapter 5, Page 205 
Where: 
nn is a specific memory location, identified by two bytes of 
the instruction. 


Loads the contents of the Accumulator into the memory location 
specified in the instruction, leaving the contents of the Accumulator 
unaltered. 


LD A,! Chapter 5, Page 183 
Loads the contents of the Interrupt Register | into the Accumulator, 
leaving the contents of Interrupt Register | untouched. 


LD A,R Chapter 5, Page 184 
Loads the contents of the Refresh Register ‘R’ into the Accumulator, 
leaving the contents of Refresh Register R unchanged. 


LDIA Chapter 5, Page 195 
Loads the contents of the Accumulator into the Interrupt Register |, 
leaving the contents of the Accumulator unchanged. 


LDR,A Chapter 5, Page 196 
Loads the contents of the Accumulator into the Refresher Register 
R, leaving the contents of the Accumulator unaltered. 
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2. Two Byte (16 Bit) Load Group 

































































if FLAGS NO. TIMING 
SOURCE OBJECT OF M T HSEC @ CH.5 
CODE ICODE (HEX)| DECIMAL | S Zz H PV N C_ | BYTES |CYCLES| STATES | 2MHZ | COMMENTS | REF. 
LD. dd. nn N N N N N N 3 3 10 5 
dd = BC O1nn 001 197 
dd = DE Jinan 017 197 
dd = HL 21 nn 033 197 
dd = SP 3 049 197 
LDIX,nn DD21nn | 221033nn}| N N N N N N 4 4 14 if 198 
LDIY.nn FD21nn | 253033nn| N N N N N N 4 4 14 7 198 
LDdd, (nn) N N N N N N 4 6 20 10 
dd = BC ED 4Bnn | 237075 199 
dd = DE ED 5B nn 237 091 199 
dd = HL ED 6B nn_ | 237 107 199 
dd = SP ED 7Bnn | 237 123 199 
LOIX(nn) DD2Ann | 221042nn| N N N N N N 4 6 20 10 201 
LOLY, (nn) FO2Ann | 253042nn| N N N N N N 4 6 20 10 201 
LD (nn), dd N N N N N N 4 6 20 10 
dd = BC ED43nn_ | 237067nn 206 
dd = DE EDS53nn_ | 237083nn 206 
dd = HL ED63nn_ | 237099nn 206 
dd = SP ED73nn_ | 237115nn 206 
LD (nn), IX DD22nn_ | 221034nn| N N N N N N 4 6 20 10 208 
LD(nn),lY FD22nn | 253034nn| N N N N N N 4 6 20 10 208 
LDSPHL F9 249 N N N N N N 1 1 6 3 203 
LO, SP.IX ODF9 221249 N N N N N N 4 4 10 5 204 
LDSP.IY FOF9 253.249 N N N N N N 2 2 10 5 204 
PUSH rr N N N N N N 1 3 "1 5.5 
r= AF FS 245 246 
r= BC cs 197 246 
t= DE DS 213 246 
mW=HL ES 229 246 
PUSH IX DDES 221229 N N N N N N 2 4 15 75 248 
PUSHIY FOES 253229 N N N N N N 2 4 15 75 248 
POP rr N N N N N N 4) 3 10 5 
t= AF FA 241 242 
t= BC C1 193 242 
= DE 01 209 242 
me HL —1 225 242 
POP IX DDE! | 204 225 N N N N N N 2 4 14 7 244 
POPIY FDE1 £253 225 Ny) ONY VN N]ON 2 4 14 7 244 
nae eae ae ae 1 = 
FLAGKEY N Not affected. 
t\) Reset - 0 
u Set = 1 
? Unknown 
¥ Affected according to the result 
IFF - Content of Interrupt Flip Flop copied into flag 
LD dd,nn Chapter 5, Page 197 


Where: 
dd is any of the register pairs BC, DE, HL or SP. 
nn is a specific memory location. 


Loads the memory location nn into the Register Pair dd. 


LD IX,nn Chapter 5, Page 198 
Where: 
nn is a specific memory location. 


Loads the contents of memory location nn, specified in the instruction, 
into the Low Order byte of Index Register IX and the contents of memory 
location nn+1 into the High Order byte of Index Register IX. 
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LDIY,nn Chapter 5, Page 198 
Where: 
nn is a specific memory location. 


Loads the contents of the memory location nn, specified in the 
instruction, into the Low Order byte of Index Register lY and the contents 
of memory location nn+1 into the High Order byte of Index Register lY. 


LD dd,(nn) Chapter 5, Page 199 
Where: 
dd is any of the register pairs BC, DE, HL or SP. 
nn is a specific memory location. 


Loads the contents of memory location nn (specified in the instruction) 
into the Low Order byte of the specified Register Pair and the contents of 
memory location nn+1 into the High Order byte of the same Register 
Pair. The contents of both memory locations remain unchanged. 


LD IX,(nn) Chapter 5, Page 201 
Where: 
nn is a specific memory location. 


Loads the contents of memory location nn, which is specified in the 
instruction, into the Low Order byte of Index Register |X and the contents 
of memory location nn+1 into the High Order byte of the same register. 
The contents of both memory locations remain unchanged. 


LD IY,(nn) Chapter 5, Page 201 
Where: 
nn is a specific memory location. 


Loads the contents of memory location nn, specified in the instruction, 
into the Low Order byte of Index Register lY and the contents of memory 
location nn+1 into the High Order byte of that register, leaving the 
contents of both memory locations unaltered. 


LD (nn),dd Chapter 5, Page 206 
Where: 
nn is a specific memory location. 
dd is any one of the Register Pairs BC, DE, HL or SP. 
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Loads the contents of the Low Order byte of the nominated Register Pair 
into memory location nn, and the contents of the High Order byte of the 
same Register Pair into memory location nn+1. The contents of the 
Register Pair are not affected. 


LD (nn), IX Chapter 5, Page 208 
Where: 
nn is a specified memory location. 


Loads the contents of the Low Order byte of Index Register IX into 
memory location nn and the contents of the High Order byte of the same 
register into memory location nn+1. The contents of Index Register |X 
remain unchanged. 


LD (nn), lY Chapter 5, Page 208 
Where: 
nn is a specified memory location. 


Loads the contents of the Low Order byte of Index Register IY into 
memory location nn and the contents of the High Order byte of the same 
register into memory location nn+1. The Index Register contents are not 
changed. 


LD SP,HL Chapter 5, Page 203 
Loads the Stack Pointer with the contents of Register Pair HL, but 
does not change the contents of Register Pair HL. 


LD SP,IX Chapter 5, Page 204 
Loads the Stack Pointer with the contents of Index Register |X, 
leaving the contents of that register unchanged. 


LD SP,IY Chapter 5, Page 204 
Loads the Stack Pointer with the contents of Index register IY, 
leaving the contents of that register unaltered. 


PUSH rr Chapter 5, Page 246 
Where: 
rris any of the Register Pairs AF, BC, DE or HL. 


Pushes the contents of the nominated Register Pair on to the memory 
stack. The Stack Pointer (SP), which contains the address of the top of 
the memory stack, is decremented and the High Order byte of the 
Register Pair is pushed out to that location. The Stack Pointer is again 
decremented and the Low Order byte of the Register Pair is pushed out 
to this new location. The contents of the Register Pair are not changed. 


PUSH IX Chapter 5, Page 248 

Pushes the contents of the Index Register IX an to the memory 
stack. The Stack Pointer (SP), which contains the address of the top of 
the memory stack, is decremented and the High Order byte of register 
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IX is pushed out to that location. The Stack Pointer is again decremented 
and the Low Order byte of Index Register IX is pushed out to the new 
location. The contents of Index Register IX are not affected. 


PUSH IY Chapter 5, Page 248 
Pushes the contents of the Index Register lY on to the memory 
stack. The Stack Pointer (SP), which contains the address of the top of 
the memory stack, is decremented and the High Order byte of Index 
Register lY is pushed out to that location. The Stack Pointer is again 
decremented and the Low Order byte of Index Register lY pushed out to 
that new location. The contents of Index Register lY remain unaltered 


POP rr Chapter 5, Page 242 
Where: 
rr is any of the register pairs AF, BC, DE or HL. 


Loads the contents of the memory location identified by the Stack 
Pointer into the Low Order byte of the nominated Register Pair. The 
Stack Pointer is then incremented and the contents of the location now 
identified by the Stack Pointer is loaded into the High Order byte of the 
same Register Pair. Finally, the Stack Pointer is again incremented. 


POP IX Chapter 5, Page 244 

Loads the contents of the memory location identified by the Stack 
Pointer into the Low Order byte of Index Register IX. The Stack Pointer is 
then incremented and the contents of this new location loaded into the 
High Order byte of the IX Index Register. The Stack Pointer is once again 
incremented. 


POP IY Chapter 5, Page 244 

Loads the contents of the memory location identified by the Stack 
Pointer into the Low Order byte of Index Register lY. The Stack Pointer is 
then incremented and the contents of that location loaded into the High 
Order byte of Index Register lY. The Stack Pointer is then incremented 
once more. 
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3. Exchange, Block Transfer and Search Group 


This group of instructions allows the exchange of 16 bit data blocks 
between register pairs in the same set of registers AND between the two 
sets of registers. It also includes instructions which transfer data from 
one block of memory to another and those which search a specified 
block of memory. 





— 






























































FLAGS NO. TIMING 
SOURCE OBJECT | | or | Mm T  |uSEC@ CHS 
CODE CODE (HEX)| DECIMAL |S Z H PN N C_ | BYTES |CYCLES| STATES | 2MHZ | COMMENTS REF. 
EXDE,HL EB 235 N N N N N N 1 1 4 2 149 
EX AF, AF! 08 008 N N N N N N 1 1 4 2 148 
EXXx D9 217 N N N N N N 1 1 4 2 154 
EX (SP), HL E3 227 N N N N N N 1 S 19 95 150 
EX (SP), IX 0D E3 221 227 N N N N N N 2 6 23 115 152 
EX(SP), IY FDES 253 227 N N N N N N 2 6 23 11.5 152 
LOD ED A8& 237 168 | N N ') & 0 N 2 4 16 8 217 
LDDR ED B8 237 184 N N ) 0 0 N 2 5 21 11.5 |IfBC#0 219 
4 16 8 NBC =0 
LOI ED AO 237 160 N N 0 N 2 4 16 8 221 
LDIR ED BO 237178 | N | N | @ | 0 ®|N 2 5 21 11.5 [HBC #0 223 
4 16 8 "BC =0 
CPD ED AQ 237 169 4 4 ° . 1 N 2 4 16 8 129 
CPDR ED B9 237 185 7 * . - 1 N 2 5 21 10.5 | IBC # Oand 130 
A 4 (HL) 
4 16 8 {BC = OorA 
= (HL) 
CPI ED AI 237 161 . = . Nu 1 N 2 4 16 8 132 
CPIR EDO B1 237 177 - ® s cs 4 N 2 5 21 10.5 |IfBC # @and 133 
A # (HL) 
4 16 8 ItBC = QorA 
= (HL) 
al 
FLAG KEY. N_ -Notatfected 
@ -RESET=0 
1 -SET=1 
? ~ Unknown, 
. - Affected according to the result 
IFF  - Content of Interrupt Flip Flop copied into flag 
A. Exchange Instructions 
EX DE,HL Chapter 5, Page 149 
Exchanges the contents of the DE and HL Register Pairs. 
EX AF,AF' Chapter 5, Page 148 
Exchanges the contents of Register Pair AF with Register Pair AF’. 
EXX Chapter 5, Page 154 


The contents of Register Pairs BC, DE and HL are exchanged with 
the contents of Register Pairs BC’, DE’, and HL’ respectively. 


EX (SP),HL Chapter 5, Page 150 
The Low Order byte of Register Pair HL (i.e. the contents of Register 
L) is exchanged with the contents of the memory location whose 
address is contained in the Stack Pointer (SP). The High Order byte of 
Register Pair HL is exchanged with the contents of the next sequential 
memory location. The contents of the Stack Pointer are not changed. 
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EX (SP), IX Chapter 5, Page 152 
Exchanges the Low Order byte of Index Register IX with the 
memory location whose address is contained in the Stack Pointer (SP) 
and the High Order byte of that register is exchanged with the next 
memory location. The contents of the Stack Pointer are not altered. 


EX (SP),lY Chapter 5, Page 152 

The contents of the Low Order byte of Index Register IY are 
exchanged with the memory location whose address is contained in the 
Stack Pointer (SP) and the High order byte of the register is exchanged 
with the next sequential memory location. The contents of the Stack 
Pointer are not changed. 


B. Transfer Instructions 

LDD Chapter 5, Page 217 
Transfers one byte of date from the memory location whose 

address is held in register Pair HL to the memory location whose 

address is held in Register Pair DE. Register Pair BC is used as a byte 

counter. All three register pairs (BC, DE and HL) are then decremented. 


LDDR Chapter 5, Page 219 
Transfers one byte of data from the memory location whose 
address is held in Register Pair HL to the memory location whose 
address is held in Register Pair DE. Register Pair BC is used as a byte 
counter. The three Register Pairs are then decremented. If Register Pair 
BC becomes zero, then the instruction is terminated, otherwise the 
Program Counter is decremented by 2 and the instruction is repeated. 


WARNING: If Register Pair BC is initially set to zero, the instruction will 
loop through all 64K of memory. 


LD! Chapter 5, Page 221 

Transfers one byte of data from the memory location whose 
address is held in Register Pair HL to the memory location whose 
address is held in Register Pair DE. Register Pair BC is used as a byte 
counter. Register Pairs DE and HL are then incremented while Register 
Pair BC is decremented. 


LDIR Chapter 5, Page 223 
Transfers one byte of data from the memory location whose 
address is held in Register Pair HL to the memory location whose 
address is held in Register Pair DE. Register Pair BC is used as a byte 
counter. Register Pairs DE and HL are then incremented while Register 
Pair BC is decremented. If Register Pair BC becomes zero then the 
instruction is terminated, otherwise the Program Counter (PC) is 
decremented by 2 and the instruction is repeated. 
WARNING: If Register Pair BC is initially set to zero, the instruction will 
loop through 64K of memory. 
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6. Search Instructions 


CPD Chapter 5, Page 129 

Compares the contents of the Accumulator with the contents of the 
memory location whose address is contained in Register Pair HL. If the 
contents match Condition Flag Z is set, otherwise it is reset. The 
contents of Register Pair HL are decremented as are the contents of 
Register Pair BC (used as a byte counter). 


CPDR Chapter 5, Page 130 

Compares the contents of the Accumulator with the contents of the 
memory location whose address is contained in Register Pair HL. If the 
contents match Condition Flag Z is set, otherwise it is reset. The 
contents of both Register Pair HL and Register Pair BC (used as a byte 
counter) are decremented. If either a match has been achieved, or the 
new value of Register Pair BC is zero, the instruction is terminated. If 
neither of these conditions are met the Program Counter (PC) is 
decremented by 2 and the instruction is repeated. 


NOTE: Execution of this instruction increments the Program Counter 
(PC) by 2, therefore failure of the tests returns the Program 
Counter to the start of the CPDR instruction. 

WARNING: If Register Pair BC is initialised to zero, this instruction will 
loop until either a match is found or it has cycled through all 
64K of memory. It can therefore be used to test all 64K of 
memory. 


CPI Chapter 5, Page 132 

Compares the contents of the Accumulator with the contents of the 
memory location whose address is contained in Register Pair HL. If the 
conditons match Condition Flag Z is set, otherwise it is reset. The 
contents of Register Pair HL are incremented while the contents of 
Register Pair BC (used as a byte counter) are decremented. 


CPIR Chapter 5, Page 133 
Compares the contents of the Accumulator with the contents of the 
memory location whose address is contained in Register Pair HL. If the 
contents match, then Condition Flag Z is set, otherwise it is reset. The 
contents of Register Pair HL are incremented while the contents of 
Register Pair BC (used as a byte counter) are decremented. If either a 
match has been achieved, or the new value of Register Pair BC is zero, 
the instruction is terminated. If neither of these conditions are met the 
Program Counter (PC) is decremented by 2 and the instruction is 
repeated. 
NOTE: Execution of this instruction increments the Program Counter 
(PC) by 2, therefore failure of both tests returns the Program 
Counter to the start of the CPIR instruction. 
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WARNING: If Register Pair BC is initialised to zero, this instruction will 
loop through until either a match is found or it has cycled 
through all 64K of memory. It can be used to test the entire 
memory. 

4. Single Byte (8 Bit) Arithmetic Group 


SINGLE BYTE (8 BIT) ARITHMETIC GROUP TABLE 





























FLAGS. NO. TIMING | 
SOURCE OBJECT i OF M T uSEC @ CH.S 
CODE ICODE (HEX)| DECIMAL| S Z H | PIV N C_ | BYTES |CYCLES STATES | 2MHZ | COMMENTS | REF. 
ADCA.n CEn 206 ‘ c = v 0 : 2 2 7 3.5 | Addswith ra) 
Carry 
ADCA,r % ® ‘ Vv ) 4) 1 1 4 2} Addswith 
r=A 8F 143 Carry 73 
r=B 88 136 74 
r=C 89 137 74 
r=D 8A 138 74 
brs e 8B 139 74 
rH BC 140 74 
rel 80 141 74 
ADC A, (HL) 8E 142 : i “i v 0 1 2 7 3.5 76 
ADC A, (IX +d) | OD8Ed | 221 142d] * ° ¢ v 0 : 3 5 19 95 78 
ADC A, (IY +d) | FO8Ed | 253 142d| * . * v 0 ‘ 3 5 19 95 78 
ADDA.n Cén 1981n * : v 0 : 2 2 7 35 82 
ADDA.r : * * v 0 1 1 4 2 
r=A 87 135 83 
r=B 80 128 83 
rac 81 129 83 
r=D 82 130 83 
re E 83 131 83 
r=H 84 132 83 
cab 85 133 83 
ADDA, (HL) 86 134 * : : v 0 1 7 35 85 
ADD A, (IX + d) |DD 86d 221134d| * * * Vv ) 5 19 95 86 
ADDA, (IY + D) | FO86D |253134D] + . $ Vv (') . 3 5 19 95 86 
DECd 
d=A 3D 061 1 1 4 2 138 
d=B 05 005 J 1 4 2 138 
d=C oD 013 1 1 4 2 138 
d=D 15 021 1 1 4 2 138 
d=E 1D 029 1 1 4 2 138 
d=H 25 037 1 t 4 2 138 
d=L 2D 045 1 1 4 2 138 
DEC (HL) 35 053 >: Z F Vv ! N 1 3 in 5.5 140 
DEC (IX + d) DD 35d | 221053d| * S * Vv ! N 3 6 23 11.5 141 
DEC (IY + d) FD 35d | 253053d} + Vv ' N 3 6 23 11.5 144 
INCr ‘ : ‘ Vv () N 1 1 4 2 
r=A 3c 060 162 
r=B 04 004 162 
r=C oc 012 162 
r=0 14 020 162 
reé 1c 028 162 
tsH 24 036 162 
ral 2c 044 162 
INC (HL) 34 052 ve " _ Vv 0 N 1 3 "1 55 165 
INC (IX + d) DD 34d 221052d| * % 7 Vv i) N 3 6 23 11.5 166 
INC (IY + d) FD 34d = =|253 052d] * S : Vv 0 N 3 6 23 11.5 166 
SBCA, n DEn 222n § , Vv 1 2 2 7 3.5  |Subtractwith | 301 
Carry 
SBCA,r e * * Vv 2 1 1 4 2 Subtract with 
r=A OF 159 Carry 302 
r=B 98 152 303 
99 153 303 
9A 154 303 
9B 155 303 
9c 156 303 
rail 9D 157 303 
SBCA, (HL) 9E 158 * : * Vv 1 : 1 2 7 35 305 
SBC A, (IX + d) | DD9Ed 221 158d| * $ - Vv 1 = 3 § 19 9.5 307 
SBCA, (IY + d) | FD9Ed |253158d| * = * Vv 1 * 3 5 19 95 307 
SUBn D6n 2t4n came (pect fsa |S a is ea a 2 2 7 35 334 
- . * Vv 1 - 1 1 4 2 
97 151 336 
90 144 337 
91 145 337 
92 146 337 
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SINGLE BYTE (8 BIT) ARITHMETIC GROUP TABLE (cont.) 


























| FLAGS no. | TIMING ] 
SOURCE OBJECT OF M T uSEC @ CH.S 
CODE CODE (HEX)} DECIMAL} S Zz H PN N C_ | BYTES |CYCLES| STATES | 2MHZ | COMMENTS | REF. 
r=E 93 147 337 
t=H 94 148 337 
r=L 95 149 337 
SUB (HL) 96 150 x : . Vv 1 ¥ 1 2 Z. 3.5 339 
SUB (IX + d) OD96d | 221150d/ * : $ v 1 " 3 5 19 95 341 
SUB (IY + d) FO96d | 253 150d) * 7 : Vv 1 Fe 3 5 19 95 | 341 
FLAGKEY N_ -Notaffected 
P Contains the Parity of the result (1 = Parity Even) 
Vv Contains the Overtlow of the result (1 = Overflow) 
@ -RESET=0 
1 -SET=1 
2? ~Unknown 


Affected according to the result 
FF - Content of Interrupt Flip Flop copied into flag 


ADC A,n Chapter 5, Page 71 
Where: 
nis an 8-bit value, specified in the instruction. 
Adds the value n to the Accumulator, with Carry. 


ADC A,r Chapter 5, Page 73 
Where: 
r represents any one of the single byte registers A, B, C, D, 
E,HorL. 


Adds the contents of the specified register to the Accumulator, with 
Carry. 


ADC A,(HL) Chapter 5, Page 76 
Adds the contents of the memory location whose address is 
contained in Register Pair HL, to the Accumulator, with Carry. 


ADC A,(IX + d) Chapter 5, Page 78 
Where: 
d is the displacement, in bytes, from the location identified 
by the contents of Index Register IX. 


Adds, with Carry, the contents of a memory location, identified by the 
contents of Index Register IX (modified by displacement d, which is 
specified in the instruction) into the Accumulator. The contents of the 
memory location remain unaltered. 


ADC A,(IY + d) Chapter 5, Pages 00 
Where: 
dis the displacement, in bytes, from the location identified 
by the contents of Index Register IY. 
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Adds, with Carry, the contents of a memory location, identified by the 
contents of Index Register lY (modified by displacement d, which is 
specified in the instruction) into the Accumulator. The contents of the 
memory location remain unchanged. 


ADD A,n Chapter 5, Page 82 
Where: 
nis an 8-bit value, specified in the instruction. 


Adds n to the Accumulator. 


ADD A,r Chapter 5, Page 83 
Where: 
r represents any one of the registers A, B, C, D, E, HorL. 


Adds the contents of the register specified in the instruction to the 
Accumulator. The register remains unchanged. 


ADD A,(HL) Chapter 5, Page 85 

Adds the contents of the memory location whose address is 
contained in Register Pair HL to the Accumulator. The contents of the 
location remain unaltered. 


ADD A,(IX + d) Chapter 5, Page 86 
Where: 
d is the displacement, in bytes, from the memory location 
identified by the contents of Index Register IX. 


Adds the contents of a memory location, identified by the contents of 
Index Register lY (modified by displacement d, which is specified in the 
instruction) to the Accumulator. The contents of the memory location 
remain unchanged. 


ADD A,(lY + d) Chapter 5, Page 86 
Where: 
d is the displacement, in bytes, from the memory location 
identified by the contents of Index Register IY. 


Adds the contents of a memory location, identified by the contents of 
Index Register lY (modified by displacement d, which is specified in the 
instruction) to the Accumulator. The contents of the memory location 
remain unaltered. 


DECr Chapter 5, Page 138 


Where: 
r represents any one of the registers A, B, C, D, E, HorL. 


Decrements the contents of the: specified register by 1. 
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DEC (HL) Chapter 5, Page 140 
Where: 
Decrements by 1 the contents of the memory location 
whose address is held in Register Pair HL. 


DEC (IX + d) Chapter 5, Page 141 
Where: 
d is the displacement, in bytes, from the memory location 
identified by the contents of Index Register IX. 


Decrements by 1 the contents of a memory location, identified by the 
contents of Index Register IX (modified by displacement d, which is 
specified in the instruction). 


DEC (IY + d) Chapter 5, Page 141 
Where: 
d is the displacement, in bytes, from the memory location 
identified by the contents of Index Register IY. 


Decrements, by 1, the contents of a memory location, identified by the 
contents of Index Register lY (modified by displacement d, which is 
specified in the instruction). 


INC r Chapter 5, Page 162 
Where: 
r represents any one of the Registers A, B, C, D, E, Hor L.. 


Increments the contents of the specified register by 1. 


INC (HL) Chapter 5, Page 165 
Increments by 1 the contents of a memory location whose address 
is held in Register Pair HL. 


INC (IX + d) Chapter 5, Page 166 
Where: 


d is the displacement, in bytes, from the memory location 
identified by the contents of Index Register IX. 


Increments by 1 the contents of a memory location, identified by the 
contents of Index Register IX (modified by displacement d, which is 
specified in the instruction). 
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INC (IY + d) Chapter 5, Page 166 
Where: 
d is the displacement, in bytes, from the memory location 
identified by the contents of Index Register IY. 


Increments, by 1, the contents of a memory location, identified by the 
contents of Index Register lY (modified by displacement d, which is 
specified in the instruction). 


SBC A,n Chapter 5, Page 301 
Where: 
nis asingle byte integer, specified in the instruction. 


Subtracts n, and the Carry Flag, from the Accumulator. 


SBC A,r Chapter 5, Page 302 
Where: 
r represents any one of the registers A, B,C, D, E, HorL 


Subtracts the contents of the register specified in the instruction, and 
the Carry Flag, from the Accumulator. The contents of the register are 
not changed. 


SBC A,(HL) Chapter 5, Page 305 

Subtracts the contents of the memory location whose address is 
contained in Register Pair HL, and the Carry Flag, from the Accumulator. 
The contents of Register Pair HL are unchanged. 


SBC A,(IX + d) Chapter 5, Page 307 
Where: 
dis the displacement, in bytes, from the memory location 
identified by the contents of Index Register IX. 


Subtracts the contents of the memory location, identified by the 
contents of Index Register IX (modified by displacement d, which is 
specified in the instruction), and the Carry Flag, from the Accumulator. 
The contents of the memory location and Index Register IX remain 
unchanged. 
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SBC A,(IY + d) Chapter 5, Page 307 
Where: 
d is the displacement, in bytes, from the memory location 
identified by the contents of Index Register IY. 


Subtracts the contents of the memory location, identified by the 
contents of Index Register lY (modified by displacement d, which 
is specified in the instruction), and the Carry Flag, from the Accumulator. 
The contents of the memory location and Index Register IY are not 
altered. 


SUB Nn Chapter 5, Page 334 
Where: 
nis a single byte integer, specified in the instruction. 


Subtracts the integer n from the Accumulator. 


SUB r Chapter 5, Page 336 
Where: 
r represents any one of the registers A, B,C, D, E, HorL 


Subtracts the contents of the register specified in the instruction from 
the Accumulator. The contents of the register remain unchanged. 


SUB (HL) Chapter 5, Page 339 

Subtracts the contents of the memory location whose address is 
contained in Register Pair HL from the Accumulator. The contents of the 
memory location are not changed. 


SUB (IX + d) Chapter 5, Page 341 
Where: 
d is the displacement, in bytes, from the memory location 
identified by the contents of Index Register IX. 


Subtracts the contents of the memory location identified by the contents 
of Index Register IX (modified by displacement d, which is specified in 
the instruction) from the Accumulator. The contents of the memory 
location are unchanged. 


SUB (IY + d) Chapter 5, Page 341 
Where: 
d is the displacement, in bytes, from the memory location 
identified by the contents of Index Register lY. 


Subtracts the contents of the memory location identified by the contents 
of Index Register lY (modified by displacement d, which is specified in 
the instruction) from the Accumulator. The contents of the memory 
location remain unaltered. 
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5. Two Byte (16 Bit) Arithmetic Group 


TWO BYTE (16 BIT) ARITHMETIC GROUP TABLE 






























































FLAGS NO. TIMING 
SOURCE OBJECT OF M T uSEC @ CH.5 
CODE CODE (HEX)} DECIMAL} S Z | H PV N C | BYTES |CYCLES| STATES | 2MHZ | COMMENTS | REF. 
ADC HL, ss . = . " 0 is 2 4 15 TS: 
ss = BC ED 4A 237 74 80 
ss = DE ED 5A 237 90 80 
ss = HL ED 6A 237 106 80 
ss = SP ED 7A 237 122 80 
SBC HL, ss 1 2 4 15 75 
ss = BC ED 42 237 66 309 
ss = DE ED 52 237 82 309 
ss = HL ED 62 237 98 309 
ss = SP €D 72 237 114 309 
ADDHL, ss N N 4 N v) . 1 3 "1 5.5 
ss= BC 09 009 88 
ss = DE 19 025 88 
ss = HL 29 041 88 
ss = SP 39 057 88 
ADDIX,pp. N N S N t) e 2 4 15° 75 
pp = BC DDOg 221009 89 
pp = DE 0D19 221025 90 
pp = IX DD29 221041 91 
pp = SP OD39 221057 93 
ADDIY. rr N N iy N 0 F 2 4 15 7.5 
r= BC FDO9 253009 89 
m= DE FD19 253025 90 
welY FD29 253041 92 
r= SP FD39 253057 93 
DECss N N N N N N 1 1 6 3 
ss = BC OB o11 143 
ss = DE IB 027 143 
ss = HL 2B 043 143 
ss = SP 3B 059 143 
DECIX 0028 221 043 N N N N N N 2 2 10 5 144 
DECIY FD 2B 253043 N N N N N N 2 2 10 5 144 
INC ss N N N N N N 1 1 6 3 
ss = BC 03 003 164 
ss = DE 13 019 164 
ss = HL 23 035 164 
ss = SP 33 051 164 
INC IX 0D23 221035 N N N N N N 2 2 10 5 168 
INCIY FD23 253035 N N N N N N 2 2 10 5 168 
FLAGKEY. N_ -Notaffected 
® -Reset = 0. 
1 -Set=1 
2? ~Unknown 
* — ~ Affected according to the result 
ADC HL,ss Chapter 5, Page 80 


Where: 
ss represents any one of the Register Pairs BC, DE, HL or 


SP. 


Adds the contents of the nominated Register Pair to the HL Register Pair 
with carry. If the nominated Register Pair is BC, DE or SP its contents 
remain unaltered. 

ADD HL, ss Chapter 5, Page 88 


Where: 
ss represents any one of the Register Pairs BC, DE, HL or 


SP. 


Adds the contents of the nominated Register Pair to the HL register pair. If 
the nominated Register Pair is BC, DE or SP its contents are unaltered. 
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ADD IX, rr Chapter 5, Page 89 
Where: 
pp represents any one of the Register Pairs BC, DE, SP, or 
Index Register IX. 


Adds the contents of the nominated Register Pair to Index Register Ix. If 
the Register pair BC, DE or SP is nominated, the contents of that 
Register Pair are unchanged. 


ADD IY, rr Chapter 5, Page 89 
Where: 
rr represents any one of the Register Pairs BC, DE or SP, or 
Index Register IY. 


Adds the contents of the nominated Register Pair to Index Register IY. If 
Register Pair BC, DE or SP is nominated, the contents of that Register 
Pair are not changed. 


SBC HL,ss Chapter 5, Page 309 
Where: 


ss represents any one of the Register Pairs BC, DE, HL, or 
SP. 


Subtracts the contents of the nominated Register Pair plus the carry, 
from the HL Register Pair. If the nominated Register Pair is BC, DE, or 
SP, its contents remain unaltered. 


DEC ss Chapter 5, Page 143 
Where: 
ss represents any one of the Register Pairs BC, DE, HL or 
SP. 
Decrements the contents of the nominated Register Pair. 
DEC |X Chapter 5, Page 144 
Decrements Index Register IX. 
DECIY Chapter 5, Page 144 
Decrements Index Register IY. 
INC ss Chapter 5, Page 164 
Where: 
ss represents any one of the Register Pairs BC, DE, HL or 
SP. 
Increments the contents of the nominated Register Pair. 
INC IX Chapter 5, Page 168 
Increments the contents of Index Register IX. 
INC IY Chapter 5, Page 168 


Increments the contents of Index Register lY. 
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6. Logical Group 


LOGICAL GROUP TABLE 


























FLAGS No. | “TIMING 
SOURCE OBJECT OF M T  |wSEC@ CH5 
CODE CODE (HEX)|DECIMAL| S | Z | H | PW | N | C | BYTES|CYCLES| STATES | 2MHZ | COMMENTS | REF. 
+ 

ANDn E6n 230n 5 1;epto|lo|.2 2 | 7 35 | 94 

ANDr : G 1 P| o|o 1 1 4 2 
r=A AT 167 95 
r=B AO 160 95 
rec Al 161 95 
r=D A2 162 95 
r=E A3 163 95 
r=H A4 164 95 
rel AS 165 95 
AND (HL) A6 166 : i 1 P|ojfo 1 2 7 3.5 98 
AND (IX + d) DD A6 d 221 166d) * * f P () 0 3 5 19 95 99 
AND (IY + d) FDAGd | 253 166d] * B 1 P 0 0 3 5 19 95 99 
cPn FEn n 5 . s Vv 1 ‘ 2 2 7 3.5 122 

cPr 3 : v 1 1 1 4 2 
r=A BF 181 123 
r=B 88 184 124 
r=C B9 185 124 
r=D0 BA 186 124 
r=E 8B 187 124 
=H BC 188 124 
rel 8D 189 124 
CP (HL) BE 190 : ‘ ‘ Vv 1 f 1 2 7 3.5 126 
CP (IX + d) DD BEd | 221 190d] * iy : v 1 : 3 5 19 95 127 
CP (IY + d) FOBEd |253190d| * : v 1 ‘ 3 5 19 9.5 127 
ORn F6n 246 n i 1 P| 0 () 2 2 7 3.5 227 

ORr : : 1 Plo () 1 1 4 2 
r=A B7 183 229 
r=B BO 176 229 
r=C BI 177 229 
r=0 B2 178 229 
r=E B3 179 229 
r=H B4 180 229 
ret B5 181 229 
OR (HL) B6 182 3 : 1 P|} o]o 1 2 7 35 231 
OR (IX + d) DDB6d | 221 182d] * : 1 Plol]}o 3 5 19 95 233 
OR (IY + d) FDB6d |253182d| * : 1 P1o|o 3 5 19 95 233 
XORn EEn 238n ‘ . 1 Plo 0 2 2 7 3.5 343 

XORr : 1 Plo 0 1 1 4 2 
r=A AF 175 345 
r=B A8 168 347 
r=C AQ 169 347 
r=0 AA 170 347 
r=€ AB 171 347 
r=H AC 172 347 
rel AD 173 347 
XOR (HL) AE 174 : ‘ 1 P|o|o 1 2 7 3.5 349 
XOR (IX + d) DOAEd | 221174d| * a 1 P ) ) 3 5 19 95 351 
XOR (IY + d) FDOAEd |253174d| * . 1 P|oj]o 3 5 19 9.5 351 



































FLAGKEY N_ -Notaffected. 


P — ~Contains the Parity of the result (1 = Parity Even). 
Vv -Contains the Overflow of the result (1 = Overflow). 
@ -RESET=0 

1 -SET = 1. 

2 -Unknown 


- Affected according to the result. 


The AND instruction compares a specified operand, bit by bit, with the 
Accumulator. For each bit position, if either operand or Accumulator is Q, 
then Q is placed in that bit position in the Accumulator. If a bit position in 
both the operand and the Accumulator contain a 1, then a1 is placed in 
that bit position in the Accumulator. The prime use of the AND instruction 
is to mask out unwanted bits in a field. 
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AND n Chapter 5, Page 94 
Where: 
n represents a single byte, specified in the instruction. 


Performs a Logical AND on the contents of the Accumulator with n and 
stores the result in the Accumulator. 


AND r Chapter 5, Page 95 
Where: 
r represents any one of the registers A, B, C, D, E, HorL 


Performs a Logical AND on the contents of the Accumulator, with the 
contents of the nominated register, and stores the result in the 
Accumulator. The contents of that register are not changed. 


AND (HL) Chapter 5, Page 98 

Performs a Logical AND on the contents of the Accumulator, with 
the contents of the memory location whose address is contained in 
Register Pair HL and stores the result in the Accumulator. The contents 
of the memory location are not changed. 


AND (IX + d) Chapter 5, Page 99 
Where: 
d is the displacement, in bytes, from the memory location 
whose address is identified by the contents of Index 
Register IX. 


Performs a Logical AND on the contents of the Accumulator with the 
contents of the memory location identified by the contents of Index 
Register IX (modified by displacement d, which is specified in the 
instruction) and stores the result in the Accumulator. The contents of the 
‘memory location remain unaltered. 


AND (IY + d) Chapter 5, Page 99 
Where: 
d is the displacement, in bytes, from the memory location 
whose address is identified by the contents of Index 
Register IY. 


Performs a Logical AND on the contents of the Accumulator with the 
contents of the memory location identified by the contents of Index 
Register lY (modified by displacement d, which is specified in the 
instruction) and stores the result in the Accumulator. The contents of the 
memory location are not changed. 


The COMPARE (CP) instructions compare a specified operand with the 
contents of the Accumulator and, if the two bytes are equal (i.e. a TRUE 
condition exists) then a Flag is set. 
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CP. n Chapter 5, Page 122 
Where: 
nis asingle byte, specified in the instruction. 


Compares the contents of the Accumulator with n. If a TRUE condition 
exists a Flag is set. The contents of the Accumulator are not altered. 


CPA Chapter 5, Page 123 
Compares the contents of the Accumulator with itself. Since a TRUE 

condition must always exist this is a convenient method of setting a 

particular Flag. The contents of the Accumulator are not changed. 


CPx Chapter 5, Page 124 
Where: 
r represents any one of the registers B, C, D, E, Hor L. 


Compares the contents of the Accumulator with the contents of the 
register nominated in the instruction. If a TRUE condition exists a Flag is 
set. The contents of the nominated register and the Accumulator remain 
unchanged. 


CP (HL) Chapter 5, Page 126 

Compares the contents of the Accumulator with the contents of a 
memory location whose address is held in Register Pair HL. If a TRUE 
condition exists, a Flag is set. 


CP (IX + d) Chapter 5, Page 127 
Where: 
d is the displacement, in bytes, from the memory location 
whose address is identified by the contents of Index 
Register IX. 


Compares the contents of the Accumulator with the contents of the 
memory location identified by the contents of Index Register |X 
(modified by displacement d, which is specified in the instruction). If a 
TRUE condition exists, a Flag is set. 


CP (IY + d) Chapter 5, Page 127 
Where: 
d is the displacement, in bytes, from the memory location 
whose address is identified by the contents of Index 
Register lY. 


Compares the contents of the Accumulator with the contents of the 
memory location identified by the contents of Index Register IY 
(modified by displacement d, which is specified in the instruction). If a 
TRUE condition exists, a Flag is set. 


The OR instruction compares a specified operand, bit by bit, with the 
Accumulator. For each bit position, if either the operand or the 
Accumulator is 1, then the result is always 1. This instruction can be 
used to set any number of bits to 1. 
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ORn Chapter 5, Page 227 
Where: 
nis a single byte, specified in the instruction. 


Performs a Logical OR on the contents of the Accumulator with n and 
stores the result in the Accumulator. 


ORr Chapter 5, Page 229 
Where: 
r represents any one of the registers A, B, C, D, E, HorL. 


Performs a Logical OR on the contents of the Accumulator with the 
contents of the nominated register and stores the result in the 
Accumulator. The contents of the register are not altered. 


OR (HL) Chapter 5, Page 231 

Performs a Logical OR on the contents of the Accumulator with the 
contents of the memory location whose address is contained in Register 
Pair HL and stores the result in the Accumulator. The contents of the 
memory location remain unchanged. 


OR (IX + d) Chapter 5, Page 233 
Where: 
d is the displacement, in bytes, from the memory location 
whose address is identified by the contents of Index 
Register IX. 


Performs a Logical OR on the contents of the Accumulator with the 
contents of the memory location identified by the contents of Index 
Register IX (modified by displacement d, which is specified in the 
instruction) and stores the result inthe Accumulator. The contents of the 
memory location are not changed. 


OR (IY + d) Chapter 5, Page 233 
Where: 
d is the displacement, in bytes, from the memory location 
whose address is identified by the contents of Index 
Register lY. 


Performs a Logical OR on the contents of the Accumulator with the 
contents of the memory location identified by the contents of Index 
Register IY (modified by displacement d, which is specified in the 
instruction) and stores the result in the Accumulator. The contents of the 
memory location remain unchanged. 


The Exclusive OR (XOR) instruction differs from the OR instruction in 
only one respect. It compares a specified operand, bit by bit, with the 
Accumulator and, as for the OR instruction, if either the operand or 
Accumulator value for a bit position is 1, then the result is 1. However, 
unlike the OR instruction, if BOTH operand and Accumulator have a 
value of 1 in the same bit position, then the result is Q. 
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XOR Nn Chapter 5, Page 343 
Where: 
nis asingle byte, specified in the instruction. 


Performs a Logical XOR on the contents of the Accumulator with n and 
stores the result in the Accumulator. 


XORr Chapter 5, Page 345 
Where: 
r represents any one of the registers A, B,C, D, E, HorLl 


Performs a Logical XOR on the contents of the Accumulator with the 
contents of the nominated register and stores the result in the 
Accumulator. If the nominated register is B, C, D, E, Hor L the contents 
of that register are not changed. 


XOR (HL) Chapter 5, Page 349 

Performs a Logical XOR on the contents of the Accumulator with the 
contents of the memory location whose address is contained in Register 
Pair HL and stores the result in the Accumulator. The contents of the 
memory location are not changed. 


XOR (IX + d) Chapter 5, Page 351 
Where: 
d is the displacement, in bytes, from the memory location 
whose address is identified by the contents of Index 
Register IX. 


Performs a Logical XOR on the contents of the Accumulator with the 
contents of the memory location identified by the contents of Index 
Register IX (modified by displacement d, which is specified in the 
instruction) and stores the result in the Accumulator. The contents of the 
memory location remain unaltered. 


XOR (IY + d} Chapter 5, Page 351 
Where: 
d is the displacement, in bytes, from the memory location 
whose address is identified by the contents of Index 
Register lY. 


Performs a Logical XOR on the contents of the Accumulator with the 
contents of the memory location identified by the contents of Index 
Register IY (modified by displacement d, which is specified in the 
instruction) and stores the result in the Accumulator. The contents of the 
memory location are not changed. 
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7. General Purpose Arithmetic and C.P.d. Control Group 


All instructions in this Group are implied addressing instructions. 


GENERAL PURPOSE ARITHMETIC AND C.P.U. CONTROL GROUP TABLE 






























































L FLAGS NO. TIMING 
SOURCE OBJECT OF M T |,SEC@ CHS 
CODE ICODE (HEX)| DECIMAL| S Zz H PIV N C_ | BYTES |CYCLES] STATES | 2MHZ | COMMENTS | REF. 
CCF 3F 063 N N ? N () ° | 1 4 2 121 
CPL 2F 047 N N 1 N 1 N 1 1 4 2 135 
DAA 27 039 : bs ‘ iP N 1 1 4 4 136 
ol F3 243 N N N N N N 1 1 4 2 145 
El FB 251 N N N N N N 1 1 4 2 147 
HALT 76 118 N N N N N N 1 1 4 2 155 
IMO ED46 237070 N N N N N N 2 2 8 4 156 
IM1 ED56 237 086 N N N N N N 2 2 8 4 157 
IM2 ED5E 237094 N N N N N N 2 2 8 4 158 
NEG ED44 237 068 * " * Vv 1 2 2 2 8 4 225 
NOP. 00 000 N N N N N N 1 1 4 2 226 
SCF 37 055 . > ') 1 L 1 1 4 2 311 
FLAGKEY N_ -Notaffected 
P — -Contains the Parity of the result (1 = Parity Even) 
Vv Contains the Overflow of the result (1. = Overflow) 
@ -RESET=0 
1 SET =1 
2? -Unknown. 
. Affected according to the result 
CCF Chapter 5, Page 121 
Complements (i.e. reverses) the Carry bit C in the Flag Register. 
CPL Chapter 5, Page 135 
Complements the entire contents of the Accumulator. 
DAA Chapter 5, Page 136 


The Accumulator is decimal adjusted to obtain the correct 
representation for Binary Coded Decimal (BCD). 
DI Chapter 5, Page 145 
Resets the Interruptable Flip-Flops, disabling all maskable 
interrupts. 
El Chapter 5, Page 147 
Sets the Interruptable Flip-Flops, enabling the maskable interrupt 
function. The maskable interrupt function is not enabled until this 
instruction is completed. 


HALT Chapter 5, Page 155 
Suspends operation of the CPU, until interrupt or reset is received. 


NOTE: The CPU NOP's so that memory refresh continues until interrupt 
or reset is received. 
IMO Chapter 5, Page 156 
Sets the Interrupt Mode @ allowing an interrupting device to insert 
an instruction code on the data bus for immediate execution. 
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IM1 Chapter 5, Page 157 
Sets Interrupt Mode 1, allowing the CPU to execute a restart to 
Location 0% 38H (Hexadecimal) when an interrupt takes place. 


IM2 Chapter 5, Page 158 

Sets Interrupt Mode 2. A memory address is placed on to the 
address bus, the lower order byte being supplied by the interrupting 
device and the higher order byte being the contents of the Interrupt 
Vector Register |. A CALL to this address is then executed by the CPU. 


NEG Chapter 5, Page 225 
Negates the contents of the Accumulator, equivalent to subtracting 
those contents from zero. 


NOP Chapter 5, Page 226 
No Operation. Nothing is done for one machine cycle. 
SCF Chapter 5, Page 311 


Sets the Carry Flag C in the Flag Register F. 


46 


8. Rotate and Shift Group 


ROTATE AND SHIFT GROUP TABLE 
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FLAGS NO. TIMING 
SOURCE | OBJECT OF M T |,ySEC@ CHS 
CODE |CODE (HEX)|_ DECIMAL Pv | N BYTES |CYCLES| STATES | 2MHZ | COMMENTS | REF. 
Rur | o/ePe|o 2 | 2 8 4 
r=A cB17 203023 263 
1=B CB10 203016 263 
r=C cB11 203017 263 
r=D CB 12 203018 263 
r=E CB 13 203019 263 
r=H cB 14 203020 263 
r=L CB15 203021 263 
RLA 17 023 o|/Nnjo 1 1 4 2 269 
RL (HL) CB 16 203022 o|]P]o 2 4 15 75 265 
RL (IX + d) | DD CB d 16| 221 203 d 022 o}|Peplo 4 6 23 11.5 267 
RL (IY + d) | FO CB d 16/253 203 d 022 o;/Pp|o 4 6 23 11.5 267 
RLCr o|ePejlo 2 2 8 4 
r=A cBOo7 203007 271 
r=B CBO0O 203000 271 
r=C cBo1 203001 271 
r=0 cB 02 203002 271 
r=E CB03 203003 271 
r=H CB04 203004 271 
rel CBOS 203005 271 
RLCA 07 07 o}Nn]o 1 1 4 2 277 
RLC(HL) | CBO6 203 006 o} Plo 2 4 15 75 273 
ALC (IX + d)| DD CB d 06| 221 203 d 006 o}|Pp]o 4 6 23 11.5 275 
RLC (IY + d)| FD CB d 06| 253 203 d 006 o|ePep|lo 4 6 23 11.5 275 
RLD ED6F 237111 o|Pp|o 2 5 18 9 279 
RRr o|/Ppjo 2 2 8 4 
r=A CBIF 203031 281 
1=B CB18 203024 281 
r=C cB 19 203 025 281 
r=D CBIA 203 026 281 
r=E CB1B 203027 281 
r=H CBIC 203028 281 
ret CB1D 203029 281 
RRA 1F 31 o | N]o 1 1 4 2 287 
RR (HL) CBIE 203 030 o}|Peplo 2 4 15 75 283 
RR (IX + d) | DD CB d IE| 221 203 d 030 o|ePelo 4 6 23 11.5 285 
RR (IY + d) | FD CBd IE | 253 203 d 030 o|P|o 4 6 23 115 285 
RRCr o}|Pp]o 2 2 8 4 
r=A CBOF 203015 289 
r=B CB08 203 008 289 
r=C CBO9 203009 289 
r=D CBOA 203010 289 
ree CBOB 203011 289 
r=H CBOC 203012 289 
rob CBOD 203013 289 
RRCA OF 15 0 N 0 1 1 4 2 295 
RRC(HL) | CBOE 203014 o}P]}]o 2 4 15 75 291 
RRC (IX + d)| DD CB doE| 221 203 d 014 o|P|o 4 6 23 11.5 293 
RRC (IY + d)| FD CB d OE| 253 203 d 014 o|P|o 4 6 23 11.5 293 
RRD ED67 237 103 o|Pl|o 2 5 18 9 297 
o;P|o 2 2 8 4 
CB27 203 039 316 
CB20 203032 316 
CB21 203033 316 
CB22 203034 316 
CB23 203035 316 
CB24 203 036 316 
CB25 203037 316 
SLA(HL) CB26 203038 o}Pp]o 2 4 15 75 318 
SLA (IY + d) | FD CB d 26| 253 203 d 038 o|Pp|o 4 6 23 11.5 
SRAr o|Pp|o 2 2 8 4 
r=A CB2F 203047 322 
1=B CB28 203 040 322 
c cB29 203041 322 
D CB2A 203042 322 
r=E CB28 203043 322 
r=H CB2c 203044 322 
r=L CB2D 203045 322 





ROTATE AND SHIFT GROUP TABLE (cont.) 






























































__ FLAGS NO. TIMING 
SOURCE OBJECT OF M T nSEC @ CH.5 
CODE CODE (HEX)} DECIMAL Ss Zz H PN N C | BYTES |CYCLES| STATES | 2MHZ | COMMENTS | REF. 
SRA (HL) CB2E 203046 . - | ) FP ) % 2 4 15 75 324 
SRA (IX + d)} DD CBd 2E| 221 203d 046} * s ') P 0 4 6 23 11.5 326 
SRA (IY + d)| FD CBd 2E| 253 203d 046 | * 0 P o 4 6 23 W5 326 
SRLr : ; t) P| o ‘ 2 2 8 4 
r=A CB3F 203 063 328 
r=B CB38 203 056 328 
r=C CB39 203057 328 
r=D CB3A 203058 328 
r=E CB3B 203059 328 
r=H CB3C 203060 328 
rab CB3D 203061 328 
SRL(HL) | CB3E 203062 Pot CL OMS PoE @h ir 2 4 15 75 330 
SAL (IX + d)| DD CBd 3E| 2212034 062} * P () P ) be 4 6 23 115 332 
SARL (IY + d)| FD CBid 3E/ 253203 d 062] * 7 ) P ) ” 4 6 23 11.5 332 
FLAGKEY. N_ -Notaffected 
P —_-Contains the Parity of the result (1 = Parity Even), 
v ~ Contains the Overflow of the result (1 = Overflow) 
@ -RESET=0 
1 -SET=1 
2? -Unknown. 
° ~ Affected according to the result 
RLA Chapter 5, Page 269 


Where: 
This has the same effect as RL A, although it is slightly 
faster. This instruction is included to retain compatibility 
with the Intel 8080 processor. 


RLr Chapter 5, Page 263 
Where: 
r represents any one of the registers A, B,C, D, E, HorL. 


Rotates the contents of the nominated register Left. The content of Bit 7 
is placed in the Carry Flag (C in the Flag Register) and the previous 
content of C is placed in Bit Q of the nominated register. 


RL (HL) Chapter 5, Page 265 

Rotates Left the contents of the memory location, whose address is 
contained in Register Pair HL. The content of Bit 7 is placed in the Carry 
Flag (C in the Flag Register) and the previous content of C is placed in 
Bit @ of the memory location. 


RL (IX + d) Chapter 5, Page 267 
Where: 
dis the displacement, in bytes, from the memory location 
whose address is identified by the contents of Index 
Register IX. 


Rotates Left the contents of the memory location identified by the 
contents of Index Register IX (modified by displacement d, which is 
specified in the instruction). The content of Bit 7 is placed in the Carry 
Flag (C in the Flag Register) and the previous content of C is placed in 
Bit Q of the memory location. 
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RL (IY + d) Chapter 5, Page 267 
Where: 
d is the displacement, in bytes, from the memory location 
whose address is identified by the contents of Index 
Register lY. 


Rotates Left the contents of the memory location identified by the 
contents of Index Register IY (modified by displacement d, which is 
specified in the instruction). The content of Bit 7 is placed in the Carry 
Flag (C in the Flag Register) and the previous content of C is placed in 
Bit @ of the memory location. 
RLCA Chapter 5, Page 277 
Where: 
This has the same effect as RLC A, although it is slightly 
faster. This instruction is included to retain compatibility 
with the Intel 8089 processor. 


RLCr Chapter 5, Page 271 
Where: 
r represents any one of the registers A, B, C, D, E, HorL. 


Rotates Left the contents of the nominated register. Bit 7 is placed in 
both the Carry Flag (C in the Flag Register) and the Bit Q position. 


RLC (HL) Chapter 5, Page 273 

Rotates Left the contents of the memory location whose address is 
contained in Register Pair HL. The content of Bit 7 is placed in both the 
Carry Flag (C in the Flag Register) and the Bit Q position. 


RLC (IX + d) Chapter 5, Page 275 
Where: 
d is the displacement, in bytes, from the memory location 
whose address is identified by the contents of Index 
Register IX. 


Rotates Left the contents of the memory location whose address is 
identified by the contents of Index Register IX (modified by 
displacement d, which is specified in the instruction). The content of Bit 
7 is placed in both the Carry Flag (C in the Flag Register) and the Bit 0 
position. 


RLC (IY + d) Chapter 5, Page 275 
Where: 
d is the displacement, in bytes, from the memory location 
whose address is identified by the contents of Index 
Register lY. 
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Rotates Left the contents of the memory location whose address is 
identified by the contents of Index Register IY (modified by 
displacement d, which is specified in the instruction). The content of Bit 
7 is placed in both the Carry Flag (C in the Flag Register) and the Bit @ 
position. 


RLD Chapter 5, Page 279 
Rotates the contents of a memory location, whose address is held 
in Register Pair HL, with the Accumulator as follows: 


1. The Lower Order four bits (@ to 3) of the memory location are 
placed in the Higher Order four bit positions (4 to 7) of the same 
location. 

2. The Higher Order four bits (4 to 7) of the memory location are 
placed in the Lower Order four bits (@ to 3) of the Accumulator. 

3. The Lower Order four bits (@ to 3) of the Accumulator are placed in 
the Lower Order four bits of the memory location. 

NOTE: This instruction has no affect on the Higher Order four bits (4 to 
7) of the Accumulator. 


RAr Chapter 5, Page 281 
Where: 
r represents any one of the registers A, B,C, D, E, HorL. 


Rotates Right the contents of the register nominated in the instruction. 
The content of Bit @ is placed in the Carry Flag (C in the Flag Register) 
while the previous content of C is placed in Bit 7 of the nominated 
register. 


RRA Chapter 5, Page 287 
Where: 
This has the same effect as RR A, although it is slightly 
faster. This instruction is included to retain compatibility 
with the Intel 808@ processor. 
RR (HL) Chapter 5, Page 283 
Rotates Right the contents of the memory location whose address 
is contained in Register Pair HL. The content of Bit @ is placed in the 
Carry Flag (C in the Flag Register) while the previous content of C is 
placed in Bit 7 of the memory location. 
RR (IX + d) Chapter 5, Page 285 
Where: 
d is the displacement, in bytes, from the memory location 


whose address is identified by the contents of Index 
Register IX. 


Rotates Right the contents of the memory location identified by the 
contents of Index Register IX (modified by displacement d, which is 
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specified in the instruction). The content of Bit @ is placed in the Carry 
Flag (C in the Flag Register) while the previous content of C is placed in 
Bit 7 of the memory location. 


RR (IY + d) Chapter 5, Page 285 
Where: 
d is the displacement, in bytes, from the memory location 
whose address is identified by the contents of Index 
Register IY. 


Rotates Right the contents of the memory location identified by the 
contents of Index Register lY (modified by displacement d, which is 
specified in the instruction). The content of Bit @ is placed in the Carry 
Flag (C in the Flag Register) while the previous content of C is placed in 
Bit 7 of the memory location. 


RRCA Chapter 5, Page 295 
Where: 
This has the same effect as RRC A, although it is slightly 
faster. This instruction is included to retain compatibility 
with the Intel 898@ processor. 


RRC r Chapter 5, Page 289 
Where: 
r represents any one of the registers A, B, C, D, E, HorL. 


Rotates Right the contents of the register nominated in the instruction. 
The content of Bit @ is placed in both the Carry Flag (C in the Flag 
Register) and Bit 7 of the nominated register. 


RRC (HL) Chapter 5, Page 291 
Rotates Right the contents of the memory location whose address 

is contained in Register Pair HL. The content of Bit @ is placed in both the 

Carry Flag (C in the Flag Register) and Bit 7 of the memory location. 


RRC (IX + d) Chapter 5, Page 293 
Where: 
d is the displacement, in bytes, from the memory location 
whose address is identified by the contents of Index 
Register IX. 


Rotates Right the contents of the memory location whose address is 
identified by the contents of Index Register IX (modified by 
displacement d, which is specified in the instruction). The content of Bit 
@ is placed in both the Carry Flag (C in the Flag Register) and Bit 7 of the 
memory location. 
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RRC (IY + d) Chapter 5, Page 293 
Where: 


d is the displacement, in bytes, from the memory location 
whose address is identified by the contents of Index 
Register lY. 


Rotates Right the contents of the memory location whose address is 
identified by the contents of Index Register IY (modified by 
displacement d, which is specified in the instruction). The content of Bit 
Q is placed in both the Carry Flag (C in the Flag Register) and Bit 7 of the 
memory location. 


RRD Chapter 5, Page 297 
Rotates the contents of a memory location, whose address is held 
in Register Pair HL, as follows: 


1. Places the Lower Order four bits (0 to 3) of the memory location 
into the Lower Order four bit positions of the Accumulator. 


2. Places the previous contents of the Lower Order four bits (@ to 3) 
of the Accumulator into the Higher Order four bits (4 to 7) of the 
memory location. 


3. Places the original contents of the Higher Order four bits (4 to 7) of 
the memory location into the Lower Order four bits (@ to 3) of the 
same location. 


NOTE: This instruction has no effect on the Higher Order four bits (4 to 7) 
of the Accumulator. 


SLAr Chapter 5, Page 316 
Where: 


r represents any one of the registers A, B, C, D, E, HorL. 


Shifts Left the contents of the register nominated in the instruction as 
follows: 


1. BitQis Reset to @. 
2. Bits 1 to 6 are Shifted Left one position. 


3. The previous content of Bit 7 is placed in the Carry Flag (C in the 
Flag Register). 
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SLA (HL) Chapter 5, Page 318 
Shifts Left the contents of the memory location whose address is 
held in Register Pair HL as follows: 


1. Bit@is Reset to @. 
2. Bits 1 to 6 are Shifted Left one position. 
3. The previous content of Bit 7 is placed in the Carry Flag (C in the 
Flag Register). 
SLA (IX + d) Chapter 5, Page 320 
Where: 
d is the displacement, in bytes from the memory location 
whose address is identified by the contents of Index 
Register IX. 
Shifts Left the contents of the memory location whose address is 
identified by the contents of Index Register IX (modified by 
displacement d, which is specified in the instruction), as follows: 


1. Bit Mis Reset to Q. 
2. Bits 1 to 6 are Shifted Left one position. 
3. The previous content of Bit 7 is placed in the Carry Flag (C in the 
Flag Register). 
SLA (IY + d) Chapter 5, Page 320 
Where: 
d is the displacement, in bytes from the memory location 
whose address is identified by the contents of Index 
Register IY. 


Shifts Left the contents of the memory location whose address is 
identified by the contents of Index Register IY (modified by 
displacement d, which is specified in the instruction), as follows: 


1. Bit @is Reset to Q. 

2. Bits 1 to 6 are Shifted Left one position. 

3. The previous content of Bit 7 is placed in the Carry Flag (C in the 
Flag Register). 


SRAr Chapter 5, Page 322 
Where: 
r represents any one of the registers A, B, C, D, E, Hor L. 


Shifts Right the contents of the register nominated in the instruction as 
follows: 


1. Thecontents of Bit positions 1 to 7 are Shifted Right one position. 
. The original content of Bit position 7 remains unaltered. 
3. The original content of Bit position @ is placed in the Carry flag (C 
in the Flag Register). 
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SRA (HL) Chapter 5, Page 324 
Shifts Right the contents of the memory location whose address is 
held in Register Pair HL as follows: 


1. Thecontents of Bit positions 1 to 7 are Shifted Right one position. 
2. The original content of Bit position 7 remains unchanged. 
3. The original content of Bit position @ is placed in the Carry Flag (C 
in the Flag Register). 
SRA (IX + d) Chapter 5, Page 326 
Where: 
dis the displacement, in bytes, from the memory location 
whose address is identified by the contents of Index 
Register IX. 
Shifts Right the contents of the memory location whose address is 
identified by the contents of Register IX (modified by displacement d, 
which is specified in the instruction) as follows: 


1. Thecontents of Bit positions 1 to 7 are Shifted Right one position. 

2. Theoriginal content of Bit position 7 remains unaltered. 

3. The original content of Bit position @ is placed in the Carry Flag (C 

in the Flag Register). 
SRA (IY + d) Chapter 5, Page 326 
Where: 

d is the displacement, in bytes, from the memory location 
whose address is identified by the contents of Index 
Register lY. 


Shifts Right the contents of the memory location whose address is 
identified by the contents of Index Register IY (modified by 
displacement d, which is specified in the instruction) as follows: 

1. Thecontents of Bit positions 1 to 7 are Shifted Right one position. 

2. The original content of Bit position 7 remains unchanged. 

3. The original content of Bit position Q is placed in the Carry Flag (C 

in the Flag Register). 
SRL r Chapter 5, Page 328 
Where: 
r represents any one of the registers A, B,C, D, E, HorL. 

Shifts Right the contents of the register nominated in the instruction as 
follows: 


1. Thecontents of Bit positions 1 to 7 are Shifted Right one position. 

2. Bit position 7 is Reset to 9. 

3. The original content of Bit position Mis placed in the Carry Flag (C 
in the Flag Register). 
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SRL (HL) Chapter 5, Page 330 
Shifts Right the contents of the memory location whose address is 
held in Register Pair HL as follows: 


1. Thecontents of Bit positions 1 to 7 are Shifted Right one position. 

2. Bit position 7 is Reset to @. 

3. The original content of Bit position 0 is placed in the Carry Flag (C 

in the Flag Register). 
SAL (IX + d) Chapter 5, Page 332 
Where: 

d is the displacement, in bytes, fromthe memory location 
whose address is identified by the contents of Index 
Register IX. 


Shifts Right the contents of the memory location whose address is 
identified by the contents of Index Register IX (modified by 
displacement d, which is specified in the instruction) as follows: 


1. Thecontents of Bit positions 1 to 7 are Shifted Right one position. 
2. Bit position 7 is Reset to Q. 


3. The original content of Bit position 0 is placed in the Carry Flag (C 
in the Flag Register). 
SRL (IY + d) Chapter 5, Page 332 
Where: 
d is the displacement, in bytes, from the memory location 
whose address is identified by the contents of Index 
Register lY. 


Shifts Right the contents of the memory location whose address is 
identified by the contents of Index Register IY (modified by 
displacement d, which is specified in the instruction) as follows: 


1. Thecontents of Bit positions 1 to 7 are Shifted Right one position. 
2. Bit position 7 is Reset to @. 


3. The original content of Bit position 0 is placed in the Carry Flag (C 
in the Flag Register). 
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9. Bit Set, Reset and Test (Flag) Group. 


These instructions either Set, Reset or Test one of the Bits in a specified 
CPU register or, alternatively, a particular memory location. 


BIT SET, RESET AND TEST (FLAG) GROUP TABLE 
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FLAGS. NO TIMING. 
SOURCE | OBJECT OF M T  |ySEC @ CHS 
CODE = |CODE (HEX)|_ DECIMAL | S H_ | PIV BYTES |CYCLES| STATES | 2MHZ | COMMENTS | REF 
a 4 
BITb.r ? 1 |? 2 2 8 4 a ean 
r-Ab-0 | CB47 203071 101 
b=1. | CB4F 203079 101 
b=2 | CB57 203087 101 
b-3 | CBSF 203095 101 
b=4 | CB67 203 103 101 
b=5 | CBEF 203111 101 
b=6 | CB77 203119 101 
b=7 CB7F 203 127 101 
r= B.b=0 | CB40 203064 101 
b=1 | CB48 203072 101 
b=2 | CB50 203080 101 
b=3 | CB58 203088 101 
b=4 | CB60 203096 101 
b= 5 | CB68 203 104 101 
b=6 | CB70 203112 101 
b=7 | CB78 203 120 101 
r=C.b=0 | CB41 203065 101 
b=1 | CB49 203073 101 
b=2 | cCBSI 203081 101 
b=3 | CB59 203 089 101 
b= 4 | cBé1 203097 101 
b=5 | CB69 203 105 101 
b=6 |cB71 203.113 101 
b=7 | cB79 203121 101 
r=O.b=0 | CB42 203066 101 
b=1 | CB4A 203074 101 
b=2 | CB52 203082 101 
b=3 | CBSA 203090 101 
b=4 | CB62 203098 101 
b=5 | CB6A 203 106 101 
b=6 | CB72 203114 101 
b=7 |CB7A 203112 101 
r=E,b=0 |CB43 203 067 101 
b=1 | CB4B 203075 101 
b=2 | CB53 203 083 101 
b=3 | CB5B 203091 101 
b=4 | CB63 203099 101 
b=5 | CB6B 203 107 101 
b=6 | CB73 203.115 101 
b=7 | CB7B8 203 123 101 
r=H.b=0 | CB44 203068 101 
b=1 | CB4c 203076 101 
b=2 | CB54 203084 101 
b=3 | CBSC 203092 101 
b=4 | cB64 203 100 101 
b=5 | CB6C 203 108 101 
b=6 | CB74 203.116 101 
b=7 | CB7C 203 124 101 
r=L.b=0 | CB45 203 069 101 
b=1 | cCB4D 203077 101 
b=2 | CB55 203085 101 
b=3 | CB5D 203 093 101 
b=4 | CBé65 203 101 101 
b=5 | CB6D 203 109 101 
b=6 | CB75 203117 101 
b=7 |CB7D 203 125 101 
BITb. (HL) ? 1 ? 2 3 12 6 
b=0 | CB46 203070 103 
b=1 | CB4E 203078 103 
b=2 | CB56 203086 103 
b=3 | CBSE 203094 103 
b=4 | cB66 203 102 103 
b=5 | CB6E 203.110 103 
b=6 | CB76 203118 103 
b=7 | CB7E 203 126 103 
BITb, (IX + D) ? 1 2 4 5 20 10 
b=0 | DDCB4g46| 2212034070 108 
b=1 | DDCB 44e| 221 203.4078 105 
b=2 | DDCB d56| 221 203 4 086 105 
b=3 | DDCAdS5E] 2212034094 105 











BIT SET, RESET AND TEST (FLAG) GROUP TABLE (cont.) 









































FLAGS NO. TIMING 
SOURCE OBJECT OF mM] uSEC @ CH.5 
CODE CODE (HEX)} DECIMAL Ss Zz H PN | N C_ | BYTES |CYCLES} STATES | 2MHZ | COMMENTS | REF. 
b=4 | DDCB d66| 221 203d 102 105 
b=5 | DDCB d6E} 2212034110 105 
b=6 | DDCBd76| 2212034118 105 
b=7 | ODCBd7E| 221203 d 126 105 
BITb, (IY + D) f ' 1 ? 0 N 4 5 20 10 
b=0 | FOCBd 46 | 2532034 070 105 
b=1 | FOCBd4E| 2532034 078 105 
b=2 | FDOCBd 56 | 253203 d 086 105 
b=3 | FOCBd5E] 2532034 094 105 
b=4 | FDOCBd66 | 253203 d 102 105 
b=5 | FOCBd6E} 2532034110 105 
b=6 | FOCBd 76} 2532034 118 105 
b=7 | FDCBd7E] 253203 d 126 105 
RESb.r N N N N N N 2 2 8 4 
t=A.b=0 | CB87 203 135 250 
b=1 | CB8F 203 143 250 
b= 2 | CB97 203 151 250 
b=3 | CBOF 203 159 250 
b=4 | CBA7 203 167 250 
b= 5 | CBAF 203 175 250 
b-6 | CBB 203 183 250 
b= 7 | CBBF 203191 250 
r=B.b=0 | CB80 203 128 250 
b=1 | CB88 203 136 250 
b=2 | CB90 203 144 250 
b=3 | CB98 203 152 250 
b=4 | CBAO 203 160 250 
b=5 | CBA8 203 168 250 
b=6 | CBBO 203 176 250 
b= 7 | CBB8 203 184 250 
r=C,b=0 | CB81 203 129 250 
b=1 | CB89 203 137 250 
b=2 | CB91 203 145 250 
b=3 | CB99 203 153 250 
b= 4 | CBAI 203 161 250 
b=5 | CBAQ 203 169 250 
b»=6 | CBBI1 203 177 250 
b=7 | CBB9 203 185 250 
r=Db-0 | CB82 203 130 250 
b= 1 | CB8A 203 138 250 
b=2 | CB92 203 146 250 
b=3 | CB9A 203 154 250 
b=4 | CBA2 203 162 250 
b=5 | CBAA 203 170 250 
b=6 | CBB2 203 178 250 
b=7 | CBBA 203 186 250 
r=E,b=0 | CB83 203 131 250 
b=1 | CB8B 203 139 250 
b=2 | CB93 203 147 250 
b=3 | CB9B 203 155 250 
b= 4 | CBA3 203 163 250 
b=5 | CBAB 203171 250 
b=6 | CBB3 203179 250 
b=7 | CBBB 203 187 250 
r=Hb=0 | CB84 203 132 250 
b=1 | CB8C 203 140 250 
b=2 | CB94 203 148 250 
b=3 | CB9C 203 156 250 
b=4 | CBA4 203 164 250 
b=5 | CBAC 203 172 250 
b=6 | CBB4 203 180 250 
b=7 | CBBC 203 188 250 
r=L.b=0 | CB85 203 133 250 
b=1 | CB8D 203 141 250 
b=2 | CB95 203 149 250 
b=3 | CB9D 203 157 250 
b=4 | CBAS 203 165 250 
b=§5 | CBAD 203 173 250 
b=6 | CBBS 203 181 250 
b=7 | CBBD 203 189 250 
RES b, (HL) N N N N N N 2 4 15 75 
b= | CB86 203 134 251 
b=1 | CB8E 203 142 251 
b=2 | CB96 203 150 251 
b=3 | CB9E 203 158 251 
b=4 | CBA6 203 166 251 
b=5 | CBAE 203 174 251 
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BIT SET, RESET AND TEST (FLAG) GROUP TABLE (cont.) 



































FLAGS NO. TIMING 
SOURCE OBJECT OF M Ti USEC @ CHS 
CODE ICODE (HEX)} DECIMAL H PV | N BYTES |CYCLES| STATES | 2MHZ [COMMENTS REF 
b=6 | CBB6 203 182 251 
b=7 | CBBE 203 190 251 
RES b,(IX +d) N N N 4 6 23 15 
b= 0 |DDCBd 86| 221 203 d 134 253 
b=1 DD CB d BE} 221 203 d 142 253 
b= 2 |DDCBd 96} 221 203 d 150 253 
b= 3 |DDCBd 9E} 221 203 d 158 253 
b= 4 |DDCBd A6| 221 203 d 166 253 
b= 5 |DDCBd AE 221 203 d 174 253 
b= 6 |DD CB d B6| 221 203 d 182 253 
b= 7 |DD CB d BE| 221 203 d 190 253 
RES b,(IY +) N N N 4 6 23 11.5 
b=@ |FOCBd 86 | 253 203 d 134 253 
b= 1 |FD CB d 8E| 253 203 d 142 253 
b= 2 |FDCBd 96 | 253 203 d 150 253 
b=3 |FDCBd 9E| 253 203 d 158 253 
b= 4 |FD CBd A6| 253 203 d 166 253 
b= 5 |FOCBdAE| 253 203 d 174 253 
b= 6 |FDCBd B6| 253 203 d 182 253 
b= 7 |FDCBd BE; 253 203 d 190 253 
SETb.r N N N 2 2 8 4 
r=A.b=0 | CBC7 203 199 312 
bel CBCF 203 207 312 
b=2 | CBO7 203215 312 
b=3 | CBOF 203 223 312 
b=4 | CBE7 203.231 312 
b=5 | CBEF 203 239 312 
b=6 | CBF7 203247 312 
b=7 | CBFF 203 255 312 
1=B.b=® | CBCO 203 192 312 
b=1 | CBC8 203 200 312 
b=2 |CBDO 203 208 312 
b=3 | CBD8 203216 312 
b= 4 | CBEO 203 224 312 
b=5 | CBE8 203 232 312 
b=6 | CBFO 203 240 312 
b=7 | CBF8 203 248 312 
r=C.b=0 | CBC1 203 193 312 
b=1 CBC9 203 201 312 
b=2 | CBOD1 203 209 32 
b=3 | CBO9 203217 312 
b=4 | CBE1 203 225 32 
b=5 | CBE9 203 233 312 
b=6 | CBFI 203.241 312 
b=7 | CBF9 203 249 312 
r=D,b=0 | CBC2 203 194 312 
b=1 | CBCA 203 202 312 
b=2 | CBD2 203210 312 
b=3 | CBDA 203218 312 
b=4 | CBE2 203 226 312 
b=5 | CBEA 203 234 312 
b=6 | CBF2 203242 312 
b=7 | CBFA 203250 312 
t=E.b=0 | CBC3 203 195 312 
b=1 | CBCB 203 203 a2 
b=2 | CBD3 203211 312 
b=3 | CBDB 203219 312 
b=4 | CBE3 203 227 312 
b=5 | CBEB 203 235 312 
b=6 | CBF3 203 243 312 
b=7 | CBFB 203251 312 
r=H,b=0 | CBC4 203 196 312 
b=1 | CBCC 203 204 312 
b=2 | CBD4 203212 312 
b=3 | CBOC 203 220 312 
b=4 | CBE4 203 228 312 
b=5 | CBEC 203 236 312 
b=6 | CBF4 203 244 312 
b=7 | CBFC 203 252 312 
r=L.b=0 | CBCS 203 197 312 
b=1 | CBCD 203 205 312 
b=2 | CBD5 203213 312 
b=3 | CBDD 203221 312 
b=4 | CBES 203 229 312 
b=5 | CBED 203 237 312 
b=6 | CBFS 203245 312 
b=7 | CBFD 203 253 312 
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BIT SET, RESET AND TEST (FLAG) GROUP TABLE (cont.) 






























































FLAGS No. | TIMING 
SOURCE OBJECT OF M T uSEC @ CH.S 
CODE CODE (HEX)| DECIMAL Ss Z H PN N C_ | BYTES |CYCLES| STATES | 2MHZ | COMMENTS | REF. 
SETb as N N N N N N 2 4 15 75 
=0 | CBC6 203 198 313 
o=1 CBCE 203 206 313 
b=2 | CBD6 203214 313 
b=3 | CBDE 203 222 313 
b=4 CBE6 203 230 313 
b=5 | CBEE 203 238 313 
b=6 | CBF6 203 246 313 
b=7 | CBFE 203 254 313 
SET b,(IX +d) N N N N N N 4 6 23 11.5 
b=0 DD CBd C6 221 203d 198 314 
b=1 DD CBdCE| 221 203 d 206 314 
b=2 DDCBd D6| 221 203d 214 314 
b=3 DD CBd DE 221 203 d 222 314 
b=4 |DDCBd E6| 221 203 d 230 314 
b=5 |DD CB d EE| 221 203 d 238 314 
b=6 p20 CB d F6| 221 203 d 246 314 
b=7 |DDCBdFE| 221 203 d 254 314 
SET b,(IY + d) N N N N N N 4 6 23 11.5 
b= |FD CB d C6) 253 203 d 198 314 
b= 1 | FD CBdCE| 253 203 d 206 314 
b= 2 |FD CB d D6| 253 203 d 214 314 
b=3 | FO CBd DE| 253 203 d 222 314 
b=4 |FDCBd E6| 253 203 d 230 314 
b=5 |FOCBd EE} 253 203 d 238 314 
b=6 | FD CBd F6| 253 203 d 246 314 
b=7 |FOCBdFE| 253 203 d 254 314 
FLAGKEY N Not affected 
Pp Contains the Parity of the result (1 = Parity Even) 
Vv Contains the Overtlow of the result (1. = Overtlow) 
0 RESET = 0 
1 SET=1 
? Unknown 
Affected according to the result 
BIT b,r Chapter 5, Page 101 


Where: 
b specifies the bit position concerned. 
r identifies one of the registers A, B, C, D, E, HorL. 
This instruction tests the specified bit in the nominated register and 
Sets/Resets the Z Flag in the Flag Register to the COMPLEMENT of that 
bit. 


BIT b, (HL) Chapter 5, Page 103 
Where: 
b specifies the bit position to be tested. 


Tests the specified bit ina memory location whose address is held in the 
Register Pair HL then Sets/Resets the Z Flag in the Flag Register to the 
COMPLEMENT of that bit. 


BIT b, (IX + d) Chapter 5, Page 105 
Where: 
b specifies the bit position concerned. 
d is the displacement, in bytes, from the memory location 
whose address is identified by the contents of Index 
Register IX. 
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Tests the specified bit ina memory location whose address is identified 
by he contents of Index Register IX (modified by displacement d, which 
is specified in the instruction) then Sets/Resets the Z Flag in the Flag 
Register to the COMPLEMENT of that bit. 


BIT b,(IY + d) Chapter 5, Page 107 
Where: 
b specifies the bit position concerned. 
d is the displacement, in bytes, from the memory location 
whose address is identified by the contents of Index 
Register lY. 


Tests the specified bit ina memory location whose address is identified 
by contents of Index Register lY (modified by displacement d, which 
is specified in the instruction) then Sets/Resets the Z Flag in the Flag 
Register to the COMPLEMENT of that bit. 


RES b,r Chapter 5, Page 250 
Where: 
b specifies the bit position required. 
r represents one of the registers A, B, C, D, E, HorL. 


Resets to @ the specified Bit in the register nominated in the instruction. 


RES b,(HL) Chapter 5, Page 251 
Where: 
b specifies the bit position required. 


Resets to @ the specified bit in the memory location whose address is 
held in the Register Pair HL. 


RES b,(IX + d) Chapter 5, Page 253 
Where: 
b specifies the bit position required. 
d is the displacement, in bytes, from the memory location 
whose address is identified by the contents of Index 
Register IX. 


Resets to @ the specified bit in the memory location whose address is 
identified by the contents of Index Register IX (modified by 
displacement d, which is specified in the instruction). 


RES b,(lY + d) Chapter 5, Page 253 
Where: 
b specifies the bit position required. 
d is the displacement, in bytes, from the memory location 
whose address is identified by the contents of Index 
Register lY. 
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Resets to @ the specified bit in the memory location whose address is 
indentified by the contents of Index Register IY (modified by 
displacement d, which is specified in the instruction). 


SET b,r Chapter 5, Page 312 
Where: 
b specifies the bit position required. 
r represents one of the registers A, B, C, D, E, HorL. 


Sets to 1 the specified bit in the Register nominated in the instruction. 


SET b,(HL) Chapter 5, Page 313 
Where: 
b specifies the bit position required. 


Sets to 1 the specified bit in the memory location whose address is held 
in Register Pair HL. 


SET b,(IX + d) Chapter 5, Page 314 
Where: 
b specifies the bit position required. 
dis the displacement, in bytes, from the memory location 
whose address is identified by the contents of Index 
Register Ix. 


Sets to 1 the specified bit in the memory location whose address is 
identified by the contents of Index Register IX (modified by 
displacement d, which is specified in the instruction). 


SET b,(lY + d) Chapter 5, Page 314 
Where: 
b specifies the bit position required. 
d is the displacement, in bytes, from the memory location 
whose address is identified by the contents of Index 
Register lY. 


Sets to 1 the specified bit in the memory location whose address is 
identified by the contents of Index Register IY (modified by 
displacement d, which is specified in the instruction). 


10. Jump, Sub-Routine Call and Return Group 


JUMP instructions transfer control to another location in memory but do 
not save the contents of the Program Counter (PC) to identify where the 
jump occurred. 


CALL instructions also transfer control to another memory location but 
save the original contents of the Program Counter in the Memory Stack. 
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RETURN instructions transfer the contents of the top of the Memory 
Stack to the Program Counter, thus returning control to the location 
where the CALL instruction occurred. 


JUMP, (SUB-ROUTINE) CALL AND RETURN GROUP TABLE 
































FLAGS NO TIMING Hf 
SOURCE OBJECT OF M if uSEC @ CHS 
CODE CODE (HEX)| DECIMAL} S Z H PN N C | BYTES |CYCLES| STATES | 2MHZ COMMENTS REF. 
CALL pq CD pq 205 pq N N N N N N 3 5 17 8.5 109 
CALL cc, pq N N N N N N 3 5 17 85 |Ifccistrue 
3 10 5 Itccisfalse 
ce = NZ C4 pq 196 pq 7 
co=Z CC pq 204 pq 116 
cc=NC | D4pq 212pq 112 
co=C DC pq 220pq Wd 
cc=PO | E4pq 228 pq 120 
cc = PE ECpq 236 pq 119 
ec =P F4pq 244 pq 113 
cc=M_ | FCpq 252pq 115 
DJNZe 10e-2 16e-2 N N N N N N 2 2 8 4 ItRegisterB = 0 146 
3 13 6.5  |IfRegisterB #0 
JP nn C3nn 195nn N | N]|NJ|N JIN IN 3 3 10 5 175 
JP cc, pq N N N N N N 3 3 10 5 
co = NZ C2qp 194qp 178 
co=Z CAqp 202 qp 178 
cec=NC | D2qp 210qp 178 
ec=C DAqp 218qp 178 
cc=PO | E2qp 226qp 178 
cc = PE EAqp 234 qp 178 
cc=P F2qp 242qp 178 
cc=M FAqp 250qp 178 
JP (HL) EQ 233 N N N N N N 1 1 4 2 176 
JP (IX) DDES 221 233 N N N N N N 2 2 8 4 177 
JP (IY) FDE9 253 233 N N N N N N 2 2 8 4 177 
JRe 18e-2 024e-2 N N N N N N 2 3 12 6 
JRC,e 38e-2 056e-2 N N N N N N 2 3 12 6 Ifconditionismet | 180 
2 (4 3.5 |Ifconditionnotmet] 181 
JRNC.e 30€-2 owe2 |N | N|N}]N]|NIN 2 3 12 6 _ | |fconditionismet 
2 7 3.5 | Ifconditionnotmet} 181 
JRNZ,e 20e-2 032e-2 N N N N N N 2 3 12 6 Ifcondition ismet 
2 ts 3.5 |Ifconditionnotmet]) 181 
JRZ,e 28-2 040e-2 N N N N N N 2 3 12 6 Itcondition ismet 
2 7 3.5 |Ifconditionnotmet} 181 
RET cg 201 N N N N N N 1 3 10 5 225 
RET cc N N N N N N 1 3 ial 5.5 |Ifccistrue 
1 5 25  |\fccistalse 
cc = NZ co 192 257 
co=Z C8 200 257 
cc=NC | DO 208 257 
ec=C D8 216 257 
cc = PO EO 224 257 
cc = PE E8 232 257 
ec =P FO 240 257 
cc=M F8 248 257 
RETI ED4D 237077 N N N N N N 2 4 14 7 259 
RETN —D45 237 069 N N N N N N a 4 14 ite 261 
RSTP N N N N N N 1 3 1 5.5 
p=00 
(Hex.) C7 199 299 
p= 08 
(Hex.) CF 207 299 
p=10 
(Hex.) D7 215 299 
p=18 
(Hex.) DF 223 299 
p=20 
(Hex.) E7 231 299 
p= 28 
(Hex.) EF 239 299 
p=30 
(Hex.) F7 247 299 
p=38 
(Hex.) FE 255 299 









































FLAGKEY: N_ -Notaffected 
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CALL pq Chapter 5, Page 109 
Where: 
p is the Lower Order byte of the address to which control is 
to be transferred. 
qis the Higher Order byte of the address to which control is 
to be transferred. 


Pushes the contents of the Program Counter (PC) on to the top of the 
Memory Stack then loads address pq into the Program Counter. This 
calls the subroutine which starts at memory address pq. 


NOTE: To return from the subroutine, a RET instruction must be included 
in the subroutine code. 


CALL cc,pq Chapter 5, Page 111-120 
Where: 
cc specifies the condition which must be met for the Call to 
become effective, based on the following table: 


Condition cc (Bin.) Flag 
Non-zero NZ 000 Z 
Zero Z 001 Z 
Non-Carry NC 010 C 
Carry Cc 011 C 
Parity Odd PO 100 P/V 
Parity Even PE 101 P/V 
Sign Positive P 110 S 
Sign Negative M 111 S 


p is the Lower Order byte of the address to which control is to be 
transferred. 


q is the Higher Order byte of the address to which control is to be 
transferred. 


Provided condition cc is TRUE, Pushes the contents of the Program 
Counter (PC) to the top of the Memory Stack then loads pq into the 
Program Counter. If Condition cc is NOT TRUE, the Program Counter is 
incremented and the program continues. 


NOTE: A RET instruction must be included in the subroutine code to 
return control to the main program. 


DJINZ e Chapter 5, Page 146 
Where: 
e is the displacement required if the Jump instruction is to 
be followed. 


NOTE: The initial value of the second byte of this instruction must be e-2. 
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Decrements register B and Jumps if the result is Non-Zero, when e is 
added to the Program Counter (PC) giving the address to which control 
is to be transferred. If the contents of register B are Zero, the Jump does 
not take place and the program continues with the next instruction. 


JP nn Chapter 5, Page 175 
Where: 
nn is amemory location specified in the instruction. 


Jumps unconditionally to memory location nn, where the next instruction 
is held. 


JP cc,pq Chapter 5, Page 178 
Where: 
cc specifies the condition which must be met for the Jump 
to become effective, based on the following table: 


Condition cc (Bin.) Flag 
Non-Zero NZ 000 Z 
Zero Z 001 Z 
Non-Carry NC 010 C 
Carry C Q11 C 
Parity Odd PO 100 P/V 
Parity Even PE 101 PV 
Sign Positive P 110 S 
Sign Negative M 111 S 


p is the Lower Order byte of the address to which control is 
to be transferred. 


q is the Higher Order byte of the address to which control is 
to be transferred. 


Provided Condition cc is TRUE, loads pq into the Program Counter (PC). 
If condition cc is False the Program Counter is incremented to the next 
sequential instruction. 


JP (HL) Chapter 5, Page 176 

Jumps unconditionally to the memory location whose address is 
held in Register Pair HL, i.e. the contents of HL are loaded into the 
Program Counter (PC). 


JP (IX) Chapter 5, Page 177 

Jumps unconditionally to the memory location whose address is 
held in Index Register IX, i.e. the contents of IX are loaded into the 
Program Counter (PC). 
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JP (IY) Chapter 5, Page 177 

Jumps unconditionally to the memory location whose address is 
held in Index Register IY, i.e. the contents of IY are loaded into the 
Program Counter (PC). 


JRe Chapter 5, Page 180 
Where: 
e is the displacement required from the current contents of 
the Program Counter (PC). 


Adds e to the Program Counter (PC), the next instruction being fetched 
from the location identified by the new contents of the Program Counter. 


JR C,e Chapter 5, Page 181 
Where: 
e is the displacement from the current contents of the 
Program Counter (PC) required if the Jump instruction is to 
be followed. 


JR NC,e Chapter 5, Page 181 
Where: 
e is the displacement from the current contents of the 
Program Counter (PC) required if the Jump instruction is to 
be followed. 


If the Carry Flag C = 1, the program continues to the next instruction and 
the Jump does not occur. If the Carry Flag C = Q, e is added to the 
Program Counter (PC) and the next instruction is fetched from the 
location identified by the new contents of the Program Counter. 


JR NZ,e Chapter 5, Page 181 
Where: 
e is the displacement from the current contents of the 
Program Counter (PC) required if the Jump instruction is to 
be followed. 


If the Zero Flag Z = 1 the program continues to the next instruction and 
the Jump does not occur. If the Zero Flag Z = Q, e is added to the 
Program Counter (PC) and the next instruction is fetched from the 
location identified by the new contents of the Program Counter. 


JR Z,e Chapter 5, Page 181 
Where: 
e is the displacement from the current contents of the 
Program Counter (PC) required if the Jump instruction is to 
be followed. 
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If the Zero Flag Z = @ the program continues to the next instruction and 
the Jump does not occur. If the Zero Flag Z = 1, e is added to the 
Program Counter (PC) and the next instruction is fetched from the 
location identified by the new contents of the Program Counter. 


RET Chapter 5, Page 255 

Returns program control to the main program after a subroutine has 
been executed. Loads the Lower Order byte of the Program Counter 
(PC) with the contents of the memory location whose address is 
identified by the Stack Pointer (SP) and the Higher Order byte of the 
Program Counter with the contents of the next sequential location, i.e. 
SP +1. 


RET cc Chapter 5, Page 257 
Where: 
cc specifies the condition which must be met for the Return 
to become effective, based on the following table: 


Condition cc (Bin.) Flag 
Non-Zero NZ 000 Z 
Zero Z 001 Z 
No Carry NC 010 c 
Carry C Q11 Cc 
Parity Odd PO 100 P/V 
Parity Even PE 101 P/V 
Sign Positive P 110 S 
Sign Negative M 111 S 


If the condition specified in the instruction is TRUE, control is returned to 
the main program. The Lower Order byte of the Program Counter (PC) is 
loaded with the contents of the memory location whose address is held 
in the Stack Pointer (SP) and the Higher Order byte of the Program 
Counter is loaded with the contents of the next sequential memory 
location (SP + 1). 


RET! Chapter 5, Page 259 

Returns control to the main program following an Interrupt by 
placing the contents of the top two bytes of the Memory Stack into the 
Program Counter (the Top byte of the Memory Stack is placed in the 
Lower Order byte of the Program Counter and the next byte in the Higher 
Order byte of the Program Counter). 


NOTE: An El instruction must be executed before the RETI instruction to 
re-enable interrupts. 


RETN Chapter 5, Page 261 
Similar to a RET instruction but used at the end of a subroutine 
servicing anon-maskable interrupt. Returns program control to the main 
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program by loading the Lower Order byte of the Program Counter (PC) 
with the contents of the top location in the Memory Stack and the Higher 
Order byte with the contents of the next sequential location (SP + 1). The 
contents of IFF2 Flip-Flop are also copied back into IFF1, restoring it to 
its original condition. 


RST p Chapter 5, Page 299 
Where: 
p is the Lower Order byte of an address in low memory 
where the program is to be restarted. 


NOTE: The Higher Order byte of this address is automatically loaded 
with QQH, thus restricting the number of possible restart 
addresses to eight, based on the following values of p: 


Hex. Bin. Hex. Bin. 
QQH — 00 20H — 100 
Q8H — 01 28H — 101 
10H — 010 30H — 110 
18H — 011 38H — 111 


The contents of the Program Counter (PC) are loaded on to the top of the 
Memory Stack (as for the PUSH instruction) and the Program Counter is 
then loaded with QQH in the Higher Order byte and the value of p 
specified in the instruction in the Lower Order byte. The next instruction 
is then fetched from the nominated location in low memory. 
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11. Input and Output Group 


This Group allows the transfer of single or multiple bytes (up to 256) 
between CPU registers or memory blocks and any one of 256 Input/ 
Output device addresses. 


INPUT AND OUTPUT GROUP TABLE 

































































FLAGS NO. TIMING 
SOURCE OBJECT OF M T |wSEC@ CH.5 
CODE CODE (HEX)|DECIMAL| S Zz seh PIV N C_ | BYTES |CYCLES| STATES | 2MHZ | COMMENTS | REF. 
INA, (N) OBN 219N N N N N N N 2 3 1 5.5 159 
INr,(C) ‘ " . Pp eo N 2 3 12 6 
r=A —D78 237 120 160 
r=B ED40 237 064 160 
r=C ED48 237072 160 
r=D EDSO 237080 160 
r=E EDS8 237 088 160 
r=H ED60 237 096 160 
r=b ED68 237 104 160 
IND EDAA 237 170 ? ® ? v5 1 N 2 4 16 8 169 
INI EDA2 237 162 2 . ? 7 q N 2 4 16 8 172 
INIR ED B2 237 172 ? i) ? ? ] N 2 5 21 10.5 | If Register B# 0} 170 
4 16 8 If Register B= 0 
INDR EDBA 237 186 2 1 ? ? | N 2 5 21 10.5 |IfRegisterB #0] 235 
4 16 8 \fRegisterB = 0 
OTOR ED BB 237 187 i 1 ? ? 1 N iS 5 21 10.5 |IfRegisterB #0| 173 
4 16 8 \tRegisterB = 0 
OTIR EDB3 237179 ? i 2: ? 1 N 2 5 2) 10.5 |IfRegisterB #0} 236 
4 16 8 | itRegisterB = 
OUT (n),A 03 n atin N N | N|]N ]N JN 2 3 "1 5.5 239 
OUT(C),r N N N N N N 2 3 12 6 
r=A ED79 237121 238 
r=B E041 237 065 238 
r=C —D49 237073 238 
r=D ED51 237081 238 
r=E ED59 237 089 238 
r=H €D61 237097 238 
r=t ED69 237 105 238 
OUTD EDAB 237171 | ? ‘ ? ? 1 N 2 4 16 8 240 
ouTi EDA3 237163 | ? B ? 2 1 N 2 4 16 8 241 
FLAGKEY: N_ -Notaffected. 1 -SET=1 
P  -Contains the Parity of the result(1 = Parity Even), 2? -Unknown 
Vv - Contains the Overflow of the result (1 = Overflow), *  ~ Affected according to the result 
@ -RESET=0 
IN A,(N) Chapter 5, Page 159 
Where 


(N) is the address of the Input Port, in the range @ to 255. 


N (the address of the Input Port) is placed in the Lower Order byte of the 
Address Bus and the contents of the Accumulator are placed in the 
Higher Order byte of that Bus. One byte from the Input Port is placed in 
the Accumulator. 


IN r,(C) Chapter 5, Page 160 
Where: 


r represents one of the registers A, B, C, D, E, HorL. 


The C register contains the address of an Input Port in the range @ to 255. 
This Input Port is read and the single byte of data loaded into the 
nominated register. The Lower Order byte of the address bus is copied 
from Register C while the Higher Order byte is the previous contents of 
the B register. 
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IND Chapter 5, Page 169 

This instruction reads, one byte at a time, up to 256 bytes of data 
from an Input Port and stores that data in consecutive memory locations. 
The address of the Input Port must be held in the C register (value @ to 
255) and Register B is used as a byte counter so must contain the 
number of bytes to be read. Register Pair HL must contain the address 
of the first memory location to be used to store the data. As each byte is 
read and stored both Register B and Register Pair HL are decremented. 


INI Chapter 5, Page 172 

Similar to instruction IND except that the contents of Register Pair 
HL are incremented, rather than decremented, as each byte is stored. 
Up to 256 bytes of data are read, one byte at a time, from an Input Port 
and stored in consecutive memory locations. Register C must contain 
the address (value @ to 255) of the Input Port and Register B must 
contain the number of bytes to be read. Register Pair HL must contain 
the address of the first memory location to be used to store the data. As 
each byte is read and stored Register B is decremented and Register 
Pair HL is incremented. 


INDR Chapter 5, Page 170 
Identical to IND except: 
1. If the contents of Register B — 1 = Q, the next instruction is 
executed. 
2. Ifthe contents of Register B— 1 + @, the Program Counter (PC) is 
decremented by 2 and the INDR instruction is repeated. 
NOTE 1: If the contents of Register b are @ at the start of this 
instruction, 256 Bytes of data will be input. 
NOTE 2: Interrupts will be recognised after each loop. 


INIR Chapter 5, Page 173 

Similar to the INDR instruction except that the contents of Register 
Pair HL are incremented after each execution instead of being 
decremented. 


OTDR Chapter 5, Page 235 

Outputs a pre-determined number of bytes of data, one byte at a 
time, to an output port selected from up to 256 (i.e., @ to 255) possible 
ports. The sequence of events is: 

1. The data stored ina memory location whose address is held in the 
Accumulator is temporarily stored in the CPU. 

2. Register B (used as a byte counter) is decremented and the new 
(decremented) value placed in the Higher Order byte of the 
Address Bus. 

3. The contents of Register C are placed in the Lower Order byte of 
the Address Bus. This contains the identity of the Output Port to 
which the data is to be directed, (i.e. a value between Q and 255). 


69 


4. The data byte temporarily stored in the CPU is placed on the Data 
Bus for output to the nominated Output Port. 

5. Register Pair HL is decremented. 

6. If Register B is non-zero, the Program Counter (PC) is 
decremented by 2 and the instruction is executed again. If the 
value of Register B is zero, the program proceeds with the next 
sequential instruction. 


NOTE 1: If Register B is set to zero prior to the first execution of this 
instruction then 256 bytes of data will be output. 
NOTE 2: Interrupts are permitted after each byte is output. 


OTIR Chapter 5, Page 236 
Similar to OTDR except that Register Pair HL is incremented 
instead of decremented after each data byte is output. 


OUT (n), A Chapter 5, Page 239 
Where: 
(n) is the address of one of 256 (i.e. @ to 255) Output Ports. 


Places the Output Port address (n) in the Lower Order byte of the 
Address Bus and the contents of the Accumulator in the Higher Order 
byte of the Address Bus. The contents of the Accumulator are then 
passed to the selected Output Port. 


OUT (C),r Chapter 5, Page 238 
Where: 
r represents one of the registers A, B, C, D, E, HorL. 


Outputs the contents of the nominated register to the Output Port whose 
identity (Q to 255) is held in the C Register. The contents of the C Register 
are placed in the Lower Order byte of the Address Bus. 


OUTD Chapter 5, Page 240 

Outputs one or more (up to 256) bytes of data from consecutive 
memory locations to an Output Port identified by the contents of 
Register C. Register B is used as a byte counter and must therefore 
contain the number of bytes to be output. Register Pair HL contains the 
address of the first byte to be output. After each data transfer both 
Register B and Register Pair HL are decremented. 


OUT! Chapter 5, Page 241 
This instruction is identical to OUTD except that, after each data 
transfer, Register Pair HL is incremented instead of decremented. 
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CHAPTER 5 


Z8@ Machine Code 
Instructions 


This chapter contains details of each Z8Q Machine Code instruction, in 
Source Code sequence, with the Object Code (Hexadecimal), Bit 
Pattern, Decimal Code, Flag Register Status, Addressing Mode, Timing 
and Description of each instruction. 


ADC A,n 


Description: Adds the contents of the Accumulator plus the carry bit ton 
and stores the result in the Accumulator. 


No. of Bytes: 2 

















Object Code (Hex.): CEn Decimal: 206 n 
Where n is an 8 Bit value, specified in the instruction. 
Bit Pattern 
119090111 @ n 
Flag Register: 
Flag | Code Bit Effect 
Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = @. 
Zero Z. 6 |SET = 1 if the result is zero, 
otherwise RESET = 9. 
— — 5 Not used. 
Half Carry H 4 |SET = 1 if Carry from Bit 3, 
otherwise RESET = 9. 
— — 3 Not used. 
Parity/Overflow P/V 2 | SET = 1 if Overflow, RESET = 9 if 
no overflow. 
Subtract N 1 RESET = @. 
Carry C Q | SET =1 if Carry from Bit 7. 

















J 
Cont. 
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Example: LD A,@2H 

SCF 

ADC A,@27H 
If the Accumulator contains 2H, the Carry Flag is set, and n in the 
instruction is 27H, then the result stored in the Accumulator will be 92H 
+ 27H + Q1H = 2AH. If the Carry Flag is not set, the result will be @2H + 
27H + QQH = 29H. 


Addressing Mode: Immediate. 


M Cycles T States psec @ 2 MHz. 
2 v4 3.5 


Timing: 
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ADCA,A 


Description: Adds the contents of the Accumulator plus the carry bit to 
itself and stores the result in the Accumulator. 


No. of Bytes: 1 











Object Code (Hex.): 8F Decimal: 143 
Flag Register: 
Flag Code Bit Effect 
Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = @ 
Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = 0 
— — 5 
Half Carry H 4 |SET = 1 if Carry from Bit 3, 
otherwise RESET = @ 
_— _ 3 Not used. 
Parity/Overflow P/V 2 | SET = 1 if Overflow, RESET = @ if 
no overflow 
Subtract N 1 RESET = 0 
Carry Cc Q | SET =1 if Carry from BIT 7. 





Example: LD A,@3H 
SCF 


CCF 
ADC A,A 
or 

LD A,@3H 
SCF 
ADC A,A 


If the Accumulator contains Q3H prior to this instruction being executed, 
and the Carry Flag is reset, the result will be Q6H. If the carry bit is set, the 


result will be @7H. 


Addressing Mode: Implicit. 


Timing: 





M Cycles 


T States 


psec @ 2 MHz. 





1 








4 


2 
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ADC A,r 


Where r is any of the registers B, C, D, E, HorL. 











Object Code: 
Hex Decimal 
ADC A,B 88 136 
ADC A,C 89 137 
ADC A,D 8A 138 
ADC A,E 8B 139 
ADC A,H 8C 140 
ADC A,L 8D 141 








Description: Adds the contents of the Accumulator plus the carry bit to 
the contents of any of the other registers and stores the result in the 
Accumulator. 

No. of Bytes: 1 


Flag Register: 











Flag Code | Bit Effect 

Sign S 7  |SET = 1 if the result is negative, 
otherwise RESET = @ 

Zero zZ 6 |SET = 1 if the result is zero, 
otherwise RESET = @ 

— _ 3) Not used. 

Half Carry H 4 |SET = 1 if Carry from Bit 3, 
otherwise RESET = 9. 

— _— 3 Not used. 

Parity/Overflow P/V 2  |SET = 1 if Overflow, RESET = @ if 
no Overflow. 

Subtract N 1 RESET = 9 

Carry C Q@ |SET = 1 if Carry from Bit 7, 








otherwise RESET = @ 








Cont. 


74 


Example: LD A,Q@1H 
SCF 


ADC A,B 

or 

LD A,Q@1H 

SCF 

CCF 

ADC A,B 
If the Accumulator contains 01H, the Carry Flag is set, and register B 
contains Q2H, the result will be Q1H + Q@1H + @2H = Q4H. If the Carry 
Flag is reset, the result will be 01H + OOH + Q2H = @3H. 


Addressing Mode: Implicit. 
Timing: 








| M Cycles 


T States | psec @ 2 MHz. 
1 


4 2 
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ADC A,(HL) 


Description: Adds the contents of the Accumulator plus the Carry Flag 
to the contents of the memory location whose address is held in Register 
Pair HL and stores the result in the Accumulator. 


No. of Bytes: 2 
Object Code (Hex.): 8E Decimal: 142 
Flag Register: 














Flag Code Bit} Effect 

Sign S 7 =|SET = 1 if the result is negative, 
otherwise RESET = @ 

Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = @ 

— — 8 Not used. 

Half Carry H 4 |SET = 1 if Carry from Bit 3, 
otherwise RESET = @ 

— — 3 Not used. 

Parity/Overflow P/V 2 |SET = 1 if Overflow, otherwise 
RESET = 0 

Subtract N 1 RESET = @ 

Carry Cc Q@ |SET = 1 if Carry from BIT : 
otherwise RESET = @. 





Cont. 
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Example: LD A,@2H 

LD L,@4H 

LD H,@5DH 

SCF 

ADC A,(HL) 

or 

LD A,@2H 

LD L,@4H 

LD H,@5H 

SCF 

CCF 

ADC A,(HL) 
If the Accumulator contains Q2H, the Carry Flag is reset, the H register 
contains 5DH and the L Register contains 04H then this instruction will 
add 92H to the contents of memory location 5D @4. If the contents of that 
location are 03H the result will be @2H + QOH + Q3H = M5H. If the carry 
flag is set, the result will be 22H + @1H + @3H = Q6H. The result is stored 
in the Accumulator, and there is no effect on the contents of the memory 
location. 


Addressing Mode: Indirect. 


M Cycles T States psec @ 2 MHz. 
2 7 3.5 


Timing: 
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ADC A,(IX+d) 
ADC A,(IY+d) 


Description: Adds the contents of the Accumulator plus the Carry Flag 
to the contents of a memory location whose address is identified by the 
contents of Index Register IX or lY (modified by displacement d, whichis 
specified in the instruction) and places the result in the Accumulator. 


No. of Bytes: 3 








Object Code: 
Hex Decimal 
ADC A,(IX+d) DD 8Ed 221 142d 
ADC A, (IY +d) FD 8Ed 253 142d 





Where d is the displacement, in bytes, from the memory location whose 
address is identified by the contents of Index Register IX. 


Flag Register: 














Flag Code [ Bit Effect 

Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = 0 

Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = @ 

— _ 5 Not used. 

Half Carry H 4 |SET = 1 if Carry from Bit 3, 
otherwise RESET = @ 

— _ 3 Not used. 

Parity/Overflow P/V 2 |SET = 1 if Overflow, otherwise 
RESET @. 

Subtract N 1 RESET = @ 

Carry C Q@ |SET = 1 if Carry from BIT 7, 
otherwise RESET = @. 











| | 





Cont. 
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Example: LD IX,3125H 

LD A,23H 

SCF 

ADC (A, (IX + 3) 

or 

LD IX,3125H 

LD A,23H 

SCF 

CCF 

ADC A,(1X + 3) 
If the contents of the IX Index Register are 3125H and the value of d is 
Q3H, the content of location 3128H is 15H, the value of the Accumulator 
is 23H, and the Carry Flag is reset, the result placed in the Accumulator 
will be 15H + QOH + 23H = 38H. If the Carry Flag is set, the result will be 
15H + Q@1H + 23H = 39H 


Addressing Mode: Indexed. 
Timing: 








19 9.5 


M Cycles 
5 


T States | psec @ 2 MHz. 
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ADC HL,rr 


Where rr is any of the register pairs BC, DE, HL, SP. 


Description: Adds the contents of Register Pair rr to the contents of 
Register Pair HL plus the Carry Flag, then stores the result in Register 








Pair HL. 

No. of Bytes: 2 

Object Code: 

Hex Decimal 

ADC HL,BC ED 4A 237 074 
ADC HL,DE ED 5A 237 090 
ADC HL,HL ED 6A 237 106 
ADC HL,SP ED 7A 237 122 





Flag Register: 











Flag Code | Bit Effect 7 

Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = @ 

Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = @ 

\— — 5 Not used. 

Half Carry H 4 |SET = 1 if Carry from Bit 11, 
otherwise RESET = @ 

— — 3 Not used. 

Parity/Overflow P/V 2 |SET = 1 if Overflow, otherwise 
RESET = @ 

Subtract N 1 RESET = @ 

Carry C @ |SET = 1 if Carry from BIT 15, 
otherwise RESET = @ 








Cont. 
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Example: LD HL,QF18H 

LD BC,3291H 

SCF 

ADC HL,BC 
If the contents of the BC Register Pair are 3291H and that of the HL 
Register Pair @F 18H and the Carry Flag is reset, then the result will be 
41A9H which is placed in Register Pair HL. If the Carry Flag is set, the 
result will be 414AAH. 


Addressing Mode: Implicit. 
Timing: 











M Cycles T States psec @ 2 MHz. 
4 15 75 
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ADD A,n 


Description: Adds n to the contents of the Accumulator, then stores the 
result in the Accumulator. 


No. of Bytes: 2 
Object Code (Hex.): C6n Decimal: 198n 


Where n is an 8 Bit value, specified in the instruction. 
Flag Register: 





Flag Code _ | Bit Effect 





Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = @ 


Zero Z 6 SET = 1 if the result is zero, 
otherwise RESET = @ 

— — 5 Not used. 

Half Carry H 4 |SET = 1 if Carry from Bit 3, 
otherwise RESET = @ 

— — 3 Not used. 

Parity/Overflow P/V 2 |SET = 1 if Overflow, otherwise 
RESET = @ 

Subtract N 1 RESET = @ 

Carry C @ |SET = 1 if Carry from BIT 7, 








otherwise RESET = @ 





Example: LD A,2AH 

ADD A,33H 
If the second byte of the instruction contains 33H and the contents of the 
Accumulator are 2AH, then the result will be 5DH. 


Addressing Mode: Immediate. 
Timing: 





T States 
7 


M Cycles 
2 


psec @ 2 MHz. 
3.5 
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ADD A, r 


Where r is any of the registers A, B, C, D, E, H, or L. 








Object Code: 

| Hex Decimal 
ADDA,A 87 135 
ADD A,B 80 128 
ADD A,C 81 129 
ADD A,D 82 130 
ADD A,E 83 131 
ADD A,H 84 132 
ADD A,L 85 133 





Description: Adds the contents of the Register r to the contents of the 
Accumulator and stores the result in the Accumulator. NOTE: in the case 
of ADD A,A the effect is to double the contents of the Accumulator. 


No. of Bytes: 1 
Flag Register: 














Flag | Code Bit Effect 

Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = @. 

Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = 9. 

~ a 5 Not used. 

Half Carry H 4 |SET = 1 if Carry from Bit 3, 
otherwise RESET = 9. 

— — 3 Not used. 

Parity/Overflow P/V 2 SET = 1 if Overflow, otherwise 
RESET = @. 

Subtract N 1 RESET = @. 

Carry C Q@ |SET = 1 if Carry from Bit 7, 

| otherwise RESET = 9. 








Cont. 
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Example: LD A,3EH 

LD B,@9H 

ADD A,B 
If the contents of the Accumulator are 3EH and the contents of the B 
register are Q8H, the result will be 47H. 


Addressing Mode: Implicit. 
Timing: 








M Cycles T States | psec @ 2 MHz. | 
1 4 2 
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ADD A,(HL) 


Description: Adds the contents of the memory location whose address 
is held in Register Pair HL to the contents of the Accumulator and stores 
the result in the Accumulator. 


No. of Bytes: 1 








Object Code (Hex.): 86 Decimal: 134 
Flag Register: 
Flag Code | Bit Effect 
Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = @ 
Zero Z 6 |SET = 1 if the result is negative,, 
otherwise RESET = @ 
— _— io) Not used. 
Half Carry H 4 |SET = 1 if Carry from Bit 3, 
otherwise RESET = Q 
— — 3 Not used. 
Parity/Overflow P/V 2 |SET = 1 if Overflow, otherwise, 
RESET = @ 
Subtract N 1 RESET = @ 
Carry C @ |SET = 1 if Carry from BIT 7, 











otherwise RESET = 9. 





Example: LD HL,5A@2H 

LD (HL),24H 

LD A,16H 

ADD A,(HL) 
If the contents of Register Pair HL are 5A02H, the contents of that 
location are 24H and the contents of the Accumulator are 16H, then the 
result, stored in the Accumulator, is 3AH. 


Addressing Mode: Indirect. 
Timing: 





psec @ 2 MHz. 
3.5 





2 7 





M Cycles | T States 
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ADD A,(IX + d) 
ADD A,(IY + d) 


Description: Adds the contents of the memory location identified by the 
contents of Index Register IX or lY (modified by displacement d, whichis 
specified in the instruction) to the contents of the Accumulator and 
stores the result in the Accumulator. 


No. of Bytes: 3 








Object Code: 
Hex Decimal 
ADD A,(IX + d) DD 86d 221134d 
ADD A,(IY + d) FD 86d 253 134d 





Where d is the displacement required from the memory location whose 
address is held in Index Register IX or IY. 





Flag Code Bit Effect 
Sign S 7  |SET = 1 if the result is negative, 
otherwise RESET = @ 
Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = @ 
— — 5 Not used. 
Half Carry H 4 |SET = 1 if Carry from Bit 3, 
otherwise RESET = @ 
— — 3 Not used. 
Parity/Overflow P/V 2 |SET = 1 if Overflow, otherwise, 
RESET = 0 
Subtract N 1 RESET = 0 
Carry C Q@ |SET = 1 if Carry from BIT 7, 
| otherwise RESET = 9. 











Cont. 
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Example: LD IX,122AH 

LD HL,125AH 

LD (HL),15H 

LD A,2AH 

ADD A, (IX + 30H) 
If the contents of Index Register IX are 12 2AH and displacement is 3QH, 
the required memory location is 12 5AH. If the contents of that location 
are 15H and the contents of the Accumulator are 2AH, then the result, 
stored in the Accumulator, will be 3FH. 


Addressing Mode: Indexed. 

Timing: 

M Cycles 
5 


T States 
19 


~ psec @ 2 MHz. 
9.5 
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ADD HL,rr 


Where rr is any of the register pairs BC, DE, HL, SP. 


Description: Adds the contents of Register Pair rr to the contents of 
Register Pair HL and stores the result in Register Pair HL. 


No. of Bytes: 1 






















Object Code: 
Decimal 
ADD HL,BC Q09 
ADD HL,DE 025 
ADD HL,HL 041 





ADD HL,SP 057 





Flag Register: 























Flag | Soe t Bit Effect 
Sign S 7 | Not affected. 
Zero Z 6 | Not affected. 
— — 5 Not used. 
Half Carry H 4 |SET = 1 if Carry from Bit 11, 
otherwise RESET = @ 
_— — 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 RESET = 0 
Carry C Q@ |SET = 1 if carry from Bit 15, 
otherwise RESET = @. 
ie | 
Example: LD BC,15@AH 
LD HL,2112H 
ADD HL,BC 


If the contents of Register Pair BC are 15Q@AH and the contents of 
Register Pair HL are 21 12H, the result is 36 1CH. 


Addressing Mode: Implicit. 
Timing: 





T States 
11 


psec @ 2 MHz. 
5.5 





M Cycles 
3 
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ADD IX,BC 
ADD IY,BC 


Description: Adds the contents of Register Pair BC to the contents of 
Index Register IX or lY and stores the result in Register |X or lY. 


No. of Bytes: 2 








Object Code: 
a Hex Decimal 
ADD |X,BC DD 09 221 009 
ADD |Y,BC FD 09 253 009 





Flag Register: 


Flag | Code | Bit Effect 














Sign S 7 | Not affected. 

Zero Z 6 _| Not affected. 

— _ 5 Not used. 

Half Carry H 4 |SET = 1 if Carry from Bit 11, 
otherwise RESET = @ 

— — 3 Not used. 

Parity/Overflow P/V 2 | Not affected. 

Subtract N 1 RESET = 0 

Carry C @ |SET = 1 if Carry from BIT 15, 


otherwise RESET = 9. 








Example: LD BC,1172H 

LD IX,1012H 

ADD IX,BC 
If the contents of Register Pair BC are 11 72H and the contents of Index 
Register IX are 1 12H, the result will be 21 84H. 


Addressing Mode: Implicit. 
Timing: 








M Cycles 
4 





T States psec @ 2 MHz. 
15 7.5 
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ADD IX,DE 
ADD IY,DE 


Description: Adds the contents of Register Pair DE to the contents of 
Index Register IX or lY and stores the result in Index Register IX or lY. 


No. of Bytes: 2 


























Object Code: 
Hex Decimal 
ADD |X,DE DD 19 221 025 
ADD lY,DE FD 19 253 025 
Flag Register: 
Flag Code Bit Effect 
Sign S 7 | Not affected. 
Zero Z 6 | Not affected. 
— _ 5 Not used. 
Half Carry H 4 |SET = 1 if Carry from Bit 11, 
otherwise RESET = @ 
_ — 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 RESET = @ 
Carry Cc @ |SET = 1 if Carry from BIT 15, 
| otherwise RESET = @. 
Example: LD DE,1321H 
LD IX,2243H 
ADD IX,DE 


If the contents of Register Pair DE are 13 21H and the contents of Index 
Register IX are 22 43H, the result will be 35 64H. 


Addressing Mode: Implicit. 
Timing: 





T States 
15 


usec @ 2 MHz. 
7.5 


M Cycles 
4 
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ADD IX, IX 


Description: Adds the contents of Index Register IX to the contents of 
Index Register IX and stores the result in Index Register IX, i.e. doubles 
the contents of that Index Register. 


No. of Bytes: 2 








Object Code (Hex.): DD 29 Decimal: 221 041. 
Flag Register: 

Flag Code Bit Effect 

Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

— — 5 | Not used. 

Half Carry H 4 |SET = 1 if Carry from Bit 11, 

otherwise RESET = @ 

= _— 3 Not used. 

Parity/Overflow P/V 2 | Not affected. 

Subtract N 1 RESET = @ 

Carry C Q@ |SET = 1 if Carry from BIT 15, 


otherwise RESET = 9. 





Example: LD IX,2345H 

ADD |X,IX 
If the contents of Index Register IX are 23 45H, then the result will be 23 
45H + 23 45H = 46 BAH. 


Addressing Mode: Implicit. 
Timing: 





M Cycles 
4 











T States usec @ 2 MHz. 
15 7.5 








91 


ADD IY, IY 


Description: Adds the contents of Index Register IY to the contents of 
Index Register lY and stores the result in Index Register IY, i.e. doubles 
the contents of Index Register IY. 


No. of Bytes: 2 














Object Code (Hex.): FD 29 Decimal: 253 041. 
Flag Register: 
Flag Code Effect 
Sign S 7 — |Not affected. 
Zero Z 6 _|Not affected. 
— — 5 Not used. 
Half Carry H 4  |SET = 1 if Carry from Bit 11, 
otherwise RESET = @ 
— — 3 Not used. 
Parity/Overflow P/V 2 __|Not affected. 
Subtract N 1 RESET = @ 
Carry Cc @ |SET = 1 if Carry from BIT 15, 


otherwise RESET = @. 





Example: LD IY,1342H 
ADDIY,IY 
IF the contents of Index Register lY are 13 42H, then the result is 13 42H 


+ 13 42H = 26 84H. 
psec @ 2 MHz. 
7.6 


Addressing Mode: Implicit. 
Timing: 








M Cycles T States 
4 15 
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ADD IX,SP 
ADDIY,SP 


Description: Adds the contents of the Stack Pointer (Register Pair SP) 
to the contents of Index Register IX or lY and stores the result in Index 


Register IX or lY. 
No. of Bytes: 2 




















Object Code: 
: Hex Decimal 
ADD IX,SP DD 39 221 057 
ADD lY,SP FD 39 253 057 
Flag Register: 
Flag Code Bit Effect 
Sign S 7 | Not affected. 
Zero Z 6 | Not affected. 
— — 5 Not used. 
Half Carry H 4 |SET = 1 if Carry from Bit 11, 
otherwise RESET = @ 
— — 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 RESET = @ 
Carry C Q@ |SET = 1 if Carry from BIT 15, 


otherwise RESET = 9. 





Example: LD SP,352BH 
LD 1X,221AH 
ADD |X,SP 


If the contents of the Stack Pointer are 35 2BH and the contents of Index 
Register IX are 22 1AH, the result will be 35 2BH + 22 1AH = 5745H. 


Addressing Mode: Implicit. 
Timing: 





T States 





M Cycles 
4 





15 


usec @ 2 MHz. 
7.5 
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AND n 


Description: Performs a Logical AND on the contents of the 
Accumulator with n, storing the result in the Accumulator. 


No. of Bytes: 2 

Object Code (Hex.): E6n Decimal: 230n 

Where n is an 8 Bit value, specified in the second byte of the instruction. 
Flag Register: 














| Flag Code _ | Bit Effect 

Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = @ 

Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = @ 

— — 5 | Not used. 

Half Carry H 4 |SET=1 

ra — 3 Not used. 

Parity/Overflow P/V 2 | SET =1 for Parity Even, RESET = 0 
for Parity Odd. 

Subtract N 1 RESET = @ 

Carry Cc @ |RESET=90 





Example: LD A,@A2H 

AND 38H 
If the contents of the Accumulator are A2(Hex). (Bit Pattern 10100010) 
and the value of n is 38H (Bit Pattern 00111@@Q) this has the effect of 
masking out Bits 7, 6, 2, 1 and Qin the Accumulator as follows: 


Accumulator — 190100010 








n — 00111000 
Result — 00100000 = 20H 
Addressing Mode: Immediate. 
Timing: 
M Cycles T States psec @ 2 MHz. 
2 7 3.5 
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ANDA 


Description: Performs a Logical AND on the contents of the 
Accumulator with the contents of the Accumulator and stores the result 
in the Accumulator. In practice, the contents of the Accumulator remain 
unaltered but the condition of the Flag Register Bits may change. 


No. of Bytes: 1 
Object Code (Hex.): A7 Decimal: 167. 


Flag Register: 














Flag Code Bit Effect 

Sign S 7 | SET = 1 if the result is negative, 
otherwise RESET = @. 

Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = @. 

— _ 5 Not used. 

Half Carry H 4 |SET=1 

-- _ 3 Not used. 

Parity/Overflow P/V 2 | SET =1 for Parity Even, RESET = @ 
for Parity Odd. 

Subtract N 1 RESET = @ 

Carry C @ | RESET =9. 








Example: LD A,@C3H 
ANDA 
If the contents of the Accumulator are C3(Hex.) (Bit Pattern 11090011) 
the Logical AND will perform as follows: 
Accumulator — 11000011 
Accumulator — 11900011 


Result — 11000011 = C3H 


Note that this has no effect on the value of the A register, but may 
change the values of the flags. This instruction is used specifically for its 
affects on the flags. For instance, if we want to RESET the Carry Flag, it is 
quicker and easier to say AND A than SCF followed by CCF. 


Addressing Mode: Implicit. 
Timing: 





M Cycles 
1 


T States 
4 





2 











psec @ 2 MHz. | 
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ANDr 


Where r is any of the registers B, C, D, E, HorL. 








Object Code: 
Hex Decimal 
AND B AQ 160 
AND C Al 161 
AND D A2 162 
AND E A3 163 
AND H A4 164 
AND L A5 165 








Description: Performs a logical AND on the contents of the 
Accumulator with the contents of any of the other registers and stores 
the result in the Accumulator. 


No. of Bytes: 1 
Flag Register: 














Flag Code Bit Effect 

Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = 9. 

Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = @. 

— = 5 Not used. 

Half Carry H 4 |SET=1. 

— — 3 Not used. 

Parity/Overflow P/V 2 | SET = 1 for Parity Even, RESET = 
for Parity Odd. 

Subtract N 1 RESET = @. 

Carry C @ |RESET=@9. 














Cont. 
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Example: LD A,@A1H 

LD B,29H 

AND B 
If the contents of the Accumulator are A1(Hex.) (Bit Pattern 10100001) 
and the contents of Register B are 29H (Bit Pattern 00101001) the 
Logical AND will perform as follows: 








Accumulator — 10100001 
Register B — 00101001 
Result — 00100001 = 21H 
Addressing Mode: Implicit. 
Timing: 
M Cycles | T States psec @ 2 MHz. 
1 4 2 
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AND (HL) 


Description: Performs a Logical AND on the contents of the 
Accumulator with the contents of a memory location whose address is 
held in Register Pair HL, then stores the result in the Accumulator. 


No. of Bytes: 1 
Object Code (Hex.): A6 Decimal: 166. 


Flag Register: 





Flag Code Effect 



















Sign S SET = 1 if the result is negative, 
otherwise RESET = @. 

Zero Z SET = 1 if the result is zero, 
otherwise RESET = @. 

— — Not used. 

Half Carry H SET = 1 


Not used. 
SET = 1 for Parity Even, RESET = 
for Parity Odd. 


RESET = @ 
RESET = @. 


Parity/Overflow P/V 





Subtract N 
Carry C 








Example: LD A,4AH 

LD (HL),@C8H 

AND (HL) 
If the contents of the Accumulator are 4A(Hex.) (Bit Pattern 01001010) 
and the contents of the memory location are C8H (Bit Pattern 11001000) 
the Logical AND will perform as follows: 








Accumulator — 01001019 = 4AH 
Memory Location — 119901900 = C8H 
Result — 91991900 = 48H 
Addressing Mode: Indirect. 
Timing: 
M Cycles T States psec @ 2 MHz. 
| 2 7 3.5 
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AND (IX + d) 
AND (IY + d) 


Description: Performs a Logical AND on the contents of the 
Accumulator with the contents of a memory location whose address is 
identified by the contents of Index Register IX or IY (modified by 
displacement d, which is specified in the instruction), then stores the 
result in the Accumulator. 


No. of Bytes: 3 
























Object Code: 
if Hex Decimal 
AND (IX + d) DD A6 d 221 166d 
AND (IY + d) FD A6d 253 166 d 
Flag Register: 
Flag Code Bit Effect 
Sign S 7  +|SET = 1 if the result is negative, 


otherwise RESET = 9. 


SET = 1 if the result is zero, 
otherwise RESET = 9. 


N 
[o>] 


Zero 











_— _ 5 Not used. 

Half Carry H 4 |SET=1 

— _ 3 Not used. 

Parity/Overflow P/V 2 | SET = 1 for Parity Even, RESET = 
for Parity Odd. 

Subtract N 1 RESET = @ 

Carry C @ |RESET=9. 





Cont. 
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Example: LD A,7DH 

LD (IX + 5),6CH 

AND (IX + 5) 
If the contents of the Accumulator are 7D(Hex.) (Bit Pattern 01111101) 
and the contents of the nominated memory location are 6CH (Bit Pattern 
0110119) the Logical AND will perform as follows: 


Accumulator — 91111101 = 7DH 
Memory Location — 911901100 = 6CH 
Result — 901101100 = 6CH 


Addressing Mode: Indexed. 


M Cycles T States psec @ 2 MHz. 
5 19 9.5 


Timing: 
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BIT b,r 


Description: Tests an individual Bit in the specified Register and sets the 
Z Flag in the Flag Register to the complement of the specified Bit. 


No. of Bytes: 2 


Where: 
b identifies the Bit to be tested by the instruction in the range @ 
to 7. 
r identifies one of the Registers A, B, C, D, E, H or L which 
contains the Bit to be tested. 


Object Code: (Hex.): CB xx Decimal 203 yyy 
Where: xx or yyy are taken from the table below: 





A B C D E H L 


yyy | Xx yyy | XxX yyy | Xx yyy 
47 Q71 | 40 @64 | 41 @65 | 42 66 | 43 Q67 | 44 968 | 45 069 


57 987 | 50 Q80 | 51 081 | 52 @82 | 53 Q83 | 54 984 | 55 Q85 
5F 995 | 58 988 | 59 989 | 5A 999 | 5B 991 | 5C 992 | 5D 993 


6F 111 | 68 104 | 69 105 | 6A 106 | 6B 107 | 6C 108 | 6D 109 
77 119 | 70 112 | 71 113 | 72 114 | 73 115 | 74 116 | 75 117 
7F 127 | 78 120 | 79 121 | 7A 122} 7B 123 | 7C 124} 7D 125 





D 
= 
x 
x 
< 
<< 
=< 
x 
x 
</ 
S| 
<< 
Pos 
x 
< 
< 
< 
Pad 
x 





NOOBRWN+-S& 
QD 
N 
= 
Ss 
wo 
fe) 
Ss 
Ss 
ive) 
oa 
[o>] 
= 
Ss 
ce) 
N 
fo) 
ine) 
Ss 
ive) 
© 
o>) 
wo 
Ss 
ive) 
oO 
D 
4 
= 
Ss 
Ss 
nD 
oa 
as 
Ss 
ss 





Flag Register: 











Flag | Code | Bit Effect | 

Sign S 7 | Unknown. 

Zero Z 6 | SET =1 if Bit B of Register R is 9, 
otherwise RESET = 9. 

— _— 5 Not used. 

Half Carry H 4 |SET=1. 

— — 3 | Not used. 

Parity/Overflow P/V 2 | Unknown. 

Subtract N 1 RESET = 9. 

Carry Cc Q | Not affected. 














Cont. 
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Example: LDC, 101001B 

BIT 3,C 
If bit 3 or the C register is set, BIT 3,C will leave the Z Flag = @. (BIT 3,C 
produces the Object Code CB 59.) 


Addressing Mode: Indexed 
Timing: 





psec @ 2 MHz. 
4 











M Cycles T States 
2 8 
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BIT b, (HL) 


Where b is any value from @ to 7. 








Object Code: 

Hex Decimal 
BIT Q,(HL) CB 46 203 070 
BIT 1,(HL) CB 4E 203 078 
BIT 2,(HL) CB 56 203 086 
BIT 3,(HL) CB5E 203 994 
BIT 4,(HL) CB 66 203 102 
BIT 5,(HL) CB6E 203 110 
BIT 6,(HL) CB 76 203 118 
BIT 7,(HL) CB7E 203 126 





a 





Description: Tests the appropriate Bit b of a memory location whose 
address is held in Register Pair HL and sets the Z Flag in the Flag 
Register to the complement of that Bit. 


No. of Bytes: 2 
Flag Register: 








Flag Code Bit Effect 

Sign S 7 | Unknown. 

Zero Z 6 |SET = 1 if Bit @ = Q, otherwise 
RESET = @. 

_— _ 5 Not used. 

Half Carry H 4 |SET=1. 

_ _ 3 Not used. 

Parity/Overflow P/V 2 | Unknown. 

Subtract N 1 RESET = 9. 

Carry C Q | Not affected. 
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Cont. 


Example: LD HL,26A1H 

LD (HL),@ 

BIT @,(HL) 
If the contents of Register Pair HL are 26 A1(Hex.) and Bit @ of memory 
address 26 A1 contains a @, then the Z Flag is SET = 1. 


Addressing Mode: Indirect. 
Timing: 








M Cycles T States psec @ 2 MHz. 
3 12 6 
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BIT b, (IX + d) 


Where d is the required displacement from the memory location whose 
address is held in Index Register IX. 











Object Code: 
Hex Decimal 
BIT Q,(IX + d) DD CB d 46 221 203d 070 
BIT 1,(IX + d) DD CBd4E 221 203 d 078 
BIT 2,(IX + d) DD CB d 56 221 203 d 086 
BIT 3,(IX + d) DD CBd 5E 221 203 d 094 
BIT 4,(IX + d) DD CB d 66 221 203d 102 
BIT 5,(IX + d) DD CBd6E 221 203d 110 
BIT 6,(IX + d) DD CBd 76 221 203d 118 
BIT 7,(IX + d) DD CBd/7E 221 203d 126 





Description: Tests Bit b of the contents of a memory location identified 
by the contents of Index Register IX (modified by the two’s complement 
displacement d, which is specified in the instruction), then sets the Z 
Flag in the Flag Register to the complement of that Bit b. 


No. of Bytes: 4 
Flag Register: 











Flag Code Bit Effect 

Sign S 7 | Unknown. 

Zero Z SET = 1 if Bit @ = Q, otherwise 
RESET = @. 

— — 5 Not used. 

Half Carry H 4 |SET=1. 

— — 3 Not used. 

Parity/Overflow P/V 2 | Unknown. 

Subtract N 1 RESET = @. 

Carry Cc Q | Not affected. 





Cont. 
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Example: LD, HL,1200H 
LD (HL),5 
LD IX,11FCH 
BIT 2,(IX + 4) 
If Bit 2 of the nominated memory location contains a 1, then the Z Flag is 


RESET = @. 
Addressing Mode: Indexed. 
Timing: 








M Cycles T States psec @ 2 MHz. 
5 20 10 











106 


BIT b, (IY + d) 


Where D is the required displacement from the memory location whose 
address is held in Index Register IY. 








Object Code: 
Hex Decimal 
BIT @, (IY + d) FD CB d 46 253 203 d 070 
BIT 1, (IY + d) FDCBd4E 253 203 d 078 
BIT 2, (IY + d) FD CB d56 253 203 d 086 
BIT 3, (IY + d) FD CBd5E 253 203 d 094 
BIT 4, (IY + d) FD CB d 66 253 203 d 102 
BIT 5, (IY + d) FD CB d6E 253 203 d 110 
BIT 6, (IY + d) FD CB d 76 253 203 d 118 
BIT 7, (IY + d) FD CB d7E 253 203 d 126 














Description: Tests Bit b of the contents of a memory location identified 
by the contents of Index Register lY (modifed by the two's complement 
displacement D, which is specified in the instruction), then sets the Z 
Flag in the Flag Register to the complement of that Bit b. 


No. of Bytes: 4 
Flag Register: 














Flag | Code Bit Effect 

Sign S 7 | Unknown. 

Zero Z 6 |SET = 1 if Bit @ = Q, otherwise 
RESET = @. 

_ — 5 Not used. 

Half Carry H 4 |SET=1. 

= — 3 Not used. 

Parity/Overflow P/V 2 | Unknown. 

Subtract N 1 RESET = @. 

Carry C Q@ | Not affected. 





Cont. 
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Example: LD HL,101H 
LD lY,1QQH 
LD (HL),44H 
BIT 3,(IY + 1) 
If Bit 3 of the nominated memory location contains a @, then the Z Flag is 
SET = 1. 
Addressing Mode: Indexed. 


Timing: 





M Cycles 
5 





T States psec @ 2 MHz. 
20 10 
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CALL nn 


Description: Calls a sub-routine whose address is specified in the 
second and third bytes of the instruction (nn). The existing contents of 
the Program Counter (PC) are pushed on to the top of the Memory Stack 
and the sub-routine address nn loaded into the Program Counter. The 
second byte of the instruction contains the Lower Order byte of the 
sub-routine address while the third byte contains the Higher Order byte 
of that address. 

NOTE: To return from the sub-routine to the main program, a RET 

instruction must be included in the sub-routine code. 


No. of Bytes: 3 
Object Code (Hex.): CD nn Decimal: 205 nn 


Where nn is the memory location to which control is to be transferred. 
Flag Register: None of the flags is affected. 


Example: If the existing contents of the Program Counter are 25 BA 
(Hex.) and the top of the Memory Stack is at location 48 18(Hex.), then 
the Stack Pointer (SP) will contain address 48 18H. If a CALL instruc- 
tion then quotes a sub-routine address 32 AA, the current contents 
of the Program Counter will be placed in memory locations 48 16 
and 48 17 (i.e. on top of the memory stack) and the contents of the 
Stack Pointer will be changed to 48 16H. The contents of the second and 
third bytes of the instruction are then placed in the Program Counter, 
which will then contain 32 AAH. 


Object 
Code Before After 


CD AA 32 | PC 25 BA 32 AA 
SP 48 18 48 16 


Loc’n 48 16 if, BA 
Loc’n 48 17 2 25 
Loc’n 48 18 Unchanged Unchanged 





NOTE: The Lower Order byte of the original contents of the Program 
Counter is placed in the higher of the two new memory locations 
at the top of the Memory Stack and the Stack Pointer (SP) will 
therefore contain the address of that Lower Order byte. 


Addressing Mode: Immediate. 


Cont. 
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Timing: 








M Cycles T States 
8.5 


psec @ 2 MHz. 
| 5 17 
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CALL C,nn 


Description: If the C Flag in the Flag Register indicates a Carry (i.e. = 1), 
this instruction CALLS a sub-routine whose address is specified in the 
second and third bytes of the instruction. If the C Flag contains @ the 
instruction is ignored. If the condition is met (C = 1), the existing 
contents of the Program Counter (PC) are pushed on the top of the 
Memory Stack and the sub-routine address nn loaded into the Program 
Counter. To return from the sub-routine a RET instruction should be 
included in the sub-routine code. 
NOTE: The second byte of the Object Code instruction contains the 
Lower Order byte of the address and the third byte contains the 
Higher Order byte of that address. 


No. of Bytes: 3 
Object Code (Hex.): DC nn Decimal: 220nn 


Where nn is the memory location to which control is to be transferred if 
the condition is met, i.e. True 


Flag Register: None of the flags is affected. 


Example: SCF 
CALL C,2425H 

If the C Flag = 1 (Carry), the existing contents of the Program Counter 
are 42 35 and the top of the Memory Stack is at memory location 46 2B, 
then he Stack Pointer (SP) will contain address 46 2B. If the CALL C nn 
instruction quotes address 24 25, then the current contents of the 
Program Counter (42 35) are placed in memory locations 46 2A (Higher 
Order byte) and 46 29 (lower Order byte), the Stack Pointer is changed 
to 46 29 and address 24 25 (nn in the instruction) is placed in the 
Program Counter. 


D4 25 24 | PC 42 35 24 25 
SP 46 2B 46 29 


Loc’'n 46 29 i, 
Loc’n 46 2A ? 42 
Loc’n 46 2B Unchanged Unchanged 





Addressing Mode: Immediate. 











Timing: M Cycles T States psec @ 2 MHz. 
Condition True 5 17 8.5 
Condition Untrue 3 10 5 





CALL NC,nn 


Description: If the C Flag in the Flag Register indicates a No Carry (i.e. = 
Q), this instruction CALLS a sub-routine whose address is specified in 
the second and third bytes of the instruction. If the C Flag contains 1 the 
instruction is ignored. If the condition is met (C = Q), the existing 
contents of the Program Counter (PC) are pushed on the top of the 
Memory Stack and the sub-routine address nn loaded into the Program 
Counter. To return from the sub-routine, a RET instruction should be 
included in the sub-routine code. 
NOTE: The second byte of the Object Code instruction contains the 
Lower Order byte of the address and the third byte contains the 
Higher Order byte. 


No. of Bytes: 3 
Object Code (Hex.): D4nn Decimal: 212 nn 


Where nn is the memory location to which control is to be transferred if 
the condition is met, ie. True 


Flag Register: None of the flags is affected. 


Example: SCF 

CCF 

CALL NC,1245H 
If the C Flag = @ (No Carry), the existing contents of the Program 
Counter are 45 A3 and the top of the Memory Stack is at memory 
location 56 78, then the Stack Pointer (SP) will contain address 56 78. If 
the CALL NC nn instruction quotes address 12 45, then the current 
contents of the Program Counter (45 A3) are placed in memory 
locations 56 77 (Higher Order byte) and 56 76 (Lower Order byte), the 
Stack Pointer is changed to 56 76 and address 12 45 (nn in the 
instruction) is placed in the Program Counter. 


Object 
Code Before After 


D4 4512 | PC — 45 A3 12 45 
SP — 56 78 56 76 
Loc’n 56 76 — ? A3 
Loc’n 56 77 — 4 45 
Loc'n 56 78 Unchanged Unchanged 


Addressing Mode: Immediate. 















Timing: M Cycles TStates | psec @2Mb#z. 
Condition True 5 17 8.5 


Condition Untrue | 3 10 5 
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CALL P,nn 


Description: If the S Flag in the Flag Register indicates a Positive sign 
condition (i.e. = Q), this instruction CALLS a sub-routine whose address 
is specified in the second and third bytes of the instruction. If the S Flag 
contains a 1 the instruction is ignored. If the condition is met (S Flag = 9), 
the existing contents of the Program Counter (PC) are pushed on to the 
top of the Memory Stack and sub-routine address nn is loaded into the 
Program Counter. To return from the sub-routine a RET instruction 
should be included in the sub-routine code. 
NOTE: The second byte of the Object Code instruction contains the 
Lower Order byte of the address and the third byte contains the 
Higher Order byte of that address. 


No. of Bytes: 3 
Object Code (Hex.): F4nn Decimal: 244nn 


Where nn is the memory location to which control is to be transferred if 
the condition is met, i.e. True. 


Flag Register: None of the flags is affected. 


Example: LDA,@ 

ADD A,1 

CALL P,2244H 
If the S Flag = @ (Sign Positive), the existing contents of the Program 
Counter are 15 67 and the top of the Memory Stack is at location 32 46, 
then the Stack Pointer (SP) will contain address 32 46. If the CALL P,nn 
instruction quotes address 22 44, then the current contents of the 
Program Counter (15 67) are placed in memory locations 32 45 (Higher 
Order byte) and 32 44 (Lower Order byte), the Stack Pointer is changed 
to 32 44 and address 22 44 (nn in the instruction) is placed in the 
Program Counter. 





Before 


F4 44 22 | PC 15 67 
SP 32 46 


Loc'n 32 44 ? 
Loc’n 32 45 ? 
Loc'n 32 46 Unchanged 








Addressing Mode: Immediate. 


Cont. 
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Timing: 





M Cycles T States psec @ 2 MHz. 





Condition True 5 17 8.5 





Condition Untrue 3 10 5 
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CALL M,nn 


Description: If the S Flag in the Flag Register indicates a Negative 
condition (i.e. = 1), this instruction CALLS a sub-routine whose address 
is specified in the second and third bytes of the instruction. If the S Flag 
contains a @ the instruction is ignored. If the condition is met (S Flag = 1), 
the existing contents of the Program Counter (PC) are pushed on to the 
top of the Memory Stack and sub-routine address nn is loaded into the 
Program Counter. To return from the sub-routine a RET instruction 
should be included in the sub-routine code. 
NOTE: The second byte of the Object Code instruction contains the 
Lower Order byte of the address and the third byte contains the 
Higher Order byte of that address. 


No. of Bytes: 3 
Object Code (Hex.): FC nn Decimal: 252nn 


Where nn is the memory location to which control is to be transferred if 
the condition is met, i.e. True. 


Flag Register: None of the flags is affected. 


Example: LDA,@ 

SUB A,1 

CALL M,3814H 
If the S Flag = 1 (Sign Negative), the existing contents of the Program 
Counter are 42 24 and the top of the Memory Stack is at location 9A 21, 
then the Stack Pointer (SP) will contain address 9A 21. If the CALL M,nn 
instruction quotes address 38 14, then the current contents of the 
Program Counter (42 24) are placed in memory locations 9A 29 (Higher 
Order byte) and 9A 1F (Lower Order byte), the Stack Pointer is changed 
to 9A 1F and address 38 14 (nn in the instruction) is placed in the 
Program Counter. 


Code Before After 


FC 14 38 | PC — 42 24 38 14 
SP — 9A 21 9A 1F 
Loc’n 9A 1F =e ? 38 
Loc’n 9A 20 — ? 14 















Loc’n 9A 21 Unchanged 
Addressing Mode: Immediate. 
Timing: M Cycles T States psec @ 2 MHz. 
Condition True 5 17 8.5 
Condition Untrue 3 10 5 
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CALL Z,nn 


Description: If the Z Flag in the Flag Register indicates Zero (i.e. = 1) this 
instruction CALLS a sub-routine whose address is specified in the 
second and third bytes of the instruction. If the Z Flag contains a @ the 
instruction is ignored. If the condition is met (Z = 1) the existing contents 
of the Program Counter (PC) are pushed on to the top of the Memory 
Stack and sub-routine address nn is loaded into the Program Counter. 
To return from the sub-routine a RET instruction should be included in 
the sub-routine code. 
NOTE: The second byte of the Object Code instruction contains the 
Lower Order byte of the address and the third byte contains the 
Higher Order byte of that address. 


No. of Bytes: 3 
Object Code (Hex.): CC nn Decimal: 204nn 


Where nn is the memory location to which control is to be transferred if 
the condition is met 


Flag Register: None of the flags is affected. 


Example: SUBA,A 
CALL Z,7639H 

If the Z Flag = 1, the existing contents of the Program Counter are 2A 26 
and the top of the Memory Stack is at location 58 2C, then the Stack 
Pointer (SP) will contain address 58 2C. If the CALL Z nn instruction 
quotes address 76 34, then the current contents of the Program Counter 
(2A 26) are placed in memory locations 58 2B (Higher Order byte) and 
58 SA (Lower Order byte), the Stack Pointer is changed to 58 2A and 
address 67 34 (nn int he instruction) is placed in the Program Counter. 














Before 
CC 34 76} PC — 2A 26 34 76 











SP — 58 2C 58 2A 
Loc’n 58 2A — ? 26 
Loc’n 58 2B — ? 2A 
Loc’n 58 2C — Unchanged Unchanged 


Addressing Mode: Immediate. 











Timing: 

g M Cycles T States psec @ 2 MHz. 
Condition True 5 17 8.5 
Condition Untrue 3 10 5 
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CALL NZ,nn 


Description: If the Z Flag in the Flag Register indicates a Non-Zero (i.e. 

= Q) this instruction CALLS a sub-routine whose address is specified in 

the second and third bytes of the instruction. If the Z Flag = 1 the 

instruction is ignored. 

NOTE: The second byte of the Object Code instruction contains the 
Lower Order byte of the address and the third byte contains the 
Higher Order byte. 


If the condition is met, the existing contents of the Program Counter (PC) 
are pushed on to the top of the Memory Stack and the sub-routine 
address (nn) loaded into the Program Counter. To return from the 
sub-routine to the main program, a RET instruction should be included 
in the sub-routine code. 


No. of Bytes: 3 
Object Code (Hex.): C4nn Decimal: 196 nn 


Where nn is the memory location to which control is to be transferred if 
the condition is met. 


Flag Register: None of the flags is affected. 


Example: LDA,@ 

ADD A,1 

CALL NZ,3521H 
If the Z Flag = @, the existing contents of the Program Counter are 17 
14(Hex.) and the top of the Memory Stack is at memory location 28 1A, 
then the Stack Pointer (SP) will contain address 28 1A. If the CALL NZ nn 
instruction quotes sub-routine address 35 21, the current contents of the 
Program Counter (17 14) are placed in memory locations 28 19 (Higher 
Order byte) and 28 18 (Lower Order byte), the Stack Pointer is changed 
to 28 18 and address 35 21 (nn in the instruction) is placed in the 
Program Counter. 


Code 


C4 35 21 







Before 











PC — 17 14 35 21 
SP — 281A 28 18 
Loc’n 28 18 = ? 14 
Loc’n 28 19 = ? 17 
Loc’n 28 1A — Unchanged Unchanged 


Addressing Mode: Immediate. 














Cont. 
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Timing: 





M Cycles T States psec @ 2 MHz. 








ondition True 5 17 8.5 
Condition Untrue 3 10 5 
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CALL PE,nn 


Description: If the P/V Flag in the Flag Register indicates a Parity Even 
condition (i.e. = 1), this instruction CALLS a sub-routine whose address 
iS specified in the second and third bytes of the instruction. If the P/V 
Flag contains a @ the instruction is ignored. If the condition is met (P/V = 
1), the existing contents of the Program Counter (PC) are pushed on to 
the top of the Memory Stack and sub-routine address nn is loaded into 
the Program Counter. To return from the sub-routine a RET instruction 
should be included in the sub-routine code. 
NOTE: The second byte of the Object Code instruction contains the 
Lower Order byte of the address and the third byte contains the 
Higher Order byte of that address. 


No. of Bytes: 3 
Object Code (Hex.): EC nn Decimal: 236 nn 


Where nn is the memory location to which control is to be transferred if 
the condition is met, i.e. True. 


Flag Register: None of the flags is affected. 


Example: LDA,@ 

AND 1BH 

CALL PE,12DFH 
If the P/V Flag = 1 (Parity Even), the existing contents of the Program 
Counter e 68 54 and the top of the Memory Stack is at location 35 9A, 
then the Stack Pointer (SP) will contain address 35 9A. If the CALL PE,nn 
instruction quotes address 12 DF, then the current contents of the 
Program Counter (68 54) are placed in memory locations 35 99 (Higher 
Order byte) and 35 98 and (Lower Order byte), the Stack Pointer is 
changed to 35 98 and address 12 DF (nn in the instruction) is placed in 
the Program Counter. 


Before After 


EC DF 12 | PC — 68 54 12 DF 
SP — 359A 35 98 
Loc’n 35 98 — if, 54 
Loc’n 35 99 — 2 68 
Loc’n 35 9A Unchanged 




















Addressing Mode: Immediate. 

Timing: M Cycles T States psec @ 2 MHz. 
Condition True 5 17 8.5 
Condition Untrue 3 10 5 
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CALL PO,nn 


Description: If the P/V Flag in the Flag Register indicates a Parity Odd 
condition (i.e. = Q), this instruction CALLS a sub-routine whose address 
is specified in the second and third bytes of the instruction. If the P/V 
Flag contains a 1 the instruction is ignored. If the condition is met (P/V = 
@), the existing contents of the Program Counter (PC) are pushed on to 
the top of the Memory Stack and sub-routine address nn is loaded into 
the Program Counter. To return from the sub-routine, a RET instruction 
should be included in the sub-routine code. 
NOTE: The second byte of the Object Code instruction contains the 
Lower Order byte of the address and the third byte contains the 
Higher Order byte of that address. 


No. of Bytes: 3 
Object Code (Hex.): E4nn Decimal: 228nn 


Where nn is the memory location to which control is to be transferred if 
the condition is met, i.e. True. 


Flag Register: None of the flags is affected. 


Example: LDA,@ 

AND 19H 

CALL PO,3A4FH 
If the P/V Flag = @ (Parity Odd), the existing contents of the Program 
Counter are 13 31 and the top of the Memory Stack is at location 18 05, 
then the Stack Pointer (SP) will contain address 18 @5. If the CALL PO,nn 
instruction quotes address 3A 4F, then the current contents of the 
Program Counter (13 31) are placed in memory locations 18 04 (Higher 
Order byte) and 18 03 (Lower Order byte), the Stack Pointer is changed 
to 18 @3 and address 3A 4F (nn in the instruction) is placed in the 
Program Counter. 


Code Before After 


E4 4F 3A | PC — 13 31 3A 4F 






SP — 18 05 18 03 
Loc’n 18 Q3 _ ? 31 
Loc’n 18 04 = ? 13 









Loc’n 18 Q5 — Unchanged Unchanged 
Addressing Mode: Immediate. 











TURIN, M Cycles T States psec @2 MHz. 
Condition True 5 17 8.5 
Condition Untrue 3 10 5 
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CCF 


Description: Complements the Carry (C) Flag in the Flag Register, i.e. if 
the existing content is 1, it is changed to Q; if the existing content is 9, it is 
changed to 1. 


No. of Bytes: 1 
Object Code (Hex.): 3F Decimal: 063 


Flag Register: 











Flag Code Bit Effect 

Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

— — 5 |Notused. 

Half Carry H 4 Previous carry status 

— — 3 Not used. 

Parity/Overflow P/V 2 _| Not affected. 

Subtract N 1 RESET =@ 

Carry C @ | SET =1 if previous content was @, 


otherwise RESET = 9. 








Addressing Mode: Implicit. 


M Cycles | T States + psec @ 2 MHz. 
1 4 2 


Timing: 
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CP n 


Description: Compares the contents of the Accumulator with the 8 Bit 
value n and sets a flag according to the result. 


No. of Bytes: 2 

Object Code (Hex.): FEn Decimal: 254 n 
Where n is an 8 Bit value, specified in the instruction. 
Flag Register: 














Flag Code Effect 

Sign S SET = 1 if the result is negative, 
otherwise RESET = @ 

Zero Z SET = 1 if the result is @, otherwise 
RESET = @ 

— — Not used. 

Half Carry H SET = 1 if no Borrow from Bit 4, 


otherwise RESET = @ 

Not used. 

SET = 1 if Overflow, otherwise 
RESET 9. 

SET =1 

SET = 1 if no Borrow, otherwise 
RESET = @. 


Parity/Overflow P/V 


Subtract N 
Carry C 








Example: LD A,127 

CP 129 
If the contents of the Accumulator are 127 (Decimal) and the value on n 
in the instruction is 129, then n (129) is subtracted from 127 giving a 
result of —2. The S Flag and the N Flag are both SET = 1 and Flags Z, H, 
P/V and C are all RESET = @. The contents of the Accumulator remain 
unchanged and the result is discarded. 


Addressing Mode: Immediate. 
Timing: 





M Cycles T States psec @ 2 MHz. 
2 7 3.5 








122 


CPA 


Description: Compares the contents of the Accumulator with the 
contents of the Accumulator and sets a flag or flags according to the 
result. The contents of the Accumulator remain unchanged and the 
result is discarded. 


NOTE: The result of this instruction must always be zero. 
No. of Bytes: 1 

Object Code (Hex.): BF Decimal: 191 

Flag Register: 











Flag Code Bit Effect 

Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = @ 

Zero Z 6 |SET =1 ifthe result is 0, otherwise 
RESET = Q. In practice this will 
always be SET = 1. 

— _ 5 Not used. 

Half Carry H 4 | SET = 1 if no Borrow from Bit 4, 
otherwise RESET = @ 

— — 3 | Not used. 

Parity/Overflow P/V 2 |SET = 1 if Overflow, otherwise 
RESET @. In practice this will 
always be RESET = @. 

Subtract N 1 SET = 1 

Carry Cc @ | SET = 1 if no Borrow, otherwise 
RESET = @Q. In practice this will 











always be RESET = 9. 





Example: LD A,23H 

CPA 
If the contents of the Accumulator are 23H the result is calculated as 
23H — 23H = @. Flags Z, H, NandC are SET = 1 and flags S and P/V are 
RESET = Q. 


Addressing Mode: Immediate. 
Timing: 








: M Cycles 


1 4 2 








T States | psec @ 2 MHz. | 
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CPr 


Where r is one of the registers B, C, D, E, H, L. 


Description: Compares the contents of Register B with the contents of 
the Accumulator and sets a flag or flags according to the result. The 
contents of the register and the Accumulator remain unchanged while 


the result is discarded. 
No. of Bytes: 1 














Object Code: 
Hex Decimal 
CPB B8 184 
CRC BQ 185 
CPD BA 186 
CPE BB 187 
CPH BC 188 
CRiL BD 189 
Flag Register: 
Flag Code Bit Effect 
Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = @ 
Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = @. 
— — 5 | Notused. 
Half Carry H 4 | SET = 1 if no Borrow from Bit 4, 
otherwise RESET = @ 
= — 3 Not used. 
Parity/Overflow P/V 2 |SET = 1 if Overflow, otherwise 
RESET = @. 
Subtract N 1 SET =1 
Carry C @ |SET = 1 if no Borrow, otherwise 


RESET = 9. 





Cont. 
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Example: LD A,17H 

LD B,@2H 

CPB 
If the contents of the Accumulator are 17H and the contents of Register 
B are Q2H, the result is calculated as 17H — @2H = 15H. Flags H, N and 
C are SET = 1 and flags S, Z and P/V are RESET = @. 


Addressing Mode: Immediate. 


Timing: 








2 


M Cycles T States 
1 4 


psec @ 2 MHz. | 
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CP (HL) 


Description: Compares the contents of a memory location whose 
address is held in Register Pair HL by subtracting the contents of that 
memory location from the Accumulator then sets a flag or flags 
according to the result. The contents of the register and the 
Accumulator remain unchanged while the result is discarded. 


No. of Bytes: 1 
Object Code (Hex.): BE Decimal: 190 


Flag Register: 

















Flag Code Bit Effect 
Sign S 7  |SET = 1 if the result is negative, 
otherwise RESET = @ 
Zero Z: 6 |SET = 1 if the result is zero, 
otherwise RESET = 9. 
_ — 5 Not used. 
Half Carry H 4 |SET = 1 if no Borrow from Bit 4, 
otherwise RESET = @ 
— — 3 Not used. 
Parity/Overflow P/V 2 |SET = 1 if Overflow, otherwise 
RESET = 9. 
Subtract N 1 SET =1 
Carry C @ |SET = 1 if no Borrow, otherwise 
RESET = 9. 
Example: LD A,34H 
LD (HL),21H 
CP (HL) 


If the contents of the Accumulator are 34H and the contents of the 
memory location are 21H, the result is calculated as 34H — 21H = 13H. 
Flags H and N are SET = 1 while flags S, Z, P/V and C are RESET = 0. 


Addressing Mode: Indirect. 
Timing: 





M Cycles 
2 





T States psec @ 2 MHz. 
7 3.5 
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CP (IX + d) 
CP (IY + d) 


Description: Compares the contents of the Accumulator with the 
contents of a memory location identified by the contents of Index 
Register |X or lY (modified by displacement d, which is specified in the 
instruction). The contents of the memory location are subtracted from 
the Accumulator and a flag or flags set according to the result. The 
contents of both the Accumulator and the memory remain unchanged 
while the result is discarded. 


No. of Bytes: 3 








Object Code: 
Hex Decimal 
CP (IX + d) DD BEd 221190d 
CP (IY + d) FD BEd 253 190d 





Where d is the required displacement from the memory location whose 
address is held in Index Register IX or lY. 


Flag Register: 








Flag Code | Bit Effect 

Sign S 7 | SET = 1 if the result is negative, 
otherwise RESET = @ 

Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = @. 

— — io) Not used. 

Half Carry H 4 | SET = 1 if no Borrow from Bit 4, 
otherwise RESET = @ 

— — 3 Not used. 

Parity/Overflow P/V 2 S = 1 if Overflow, otherwise 
RESET = 9@. 

Subtract N 1 | SET =1 

Carry Cc Q | SET = 1 if no Borrow, otherwise 
RESET = @. 











Cont. 
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Example: LD A,12H 

LD (19Q@H),A 

LD A,17H 

LD lY,@FQQH 

CP (IY + 1QQH) 
If the contents of the Accumulator are 17H and the contents of the 
nominated location are 12H, the result is calculated as 17H — 12H = 
Q5H. Flags H and N are SET = 1 while flags S, Z, P/V and C are RESET = 
0. 


Addressing Mode: Indexed. 
Timing: 





T States 
19 


M Cycles 
5 





psec @ 2 MHz. 
9.5 
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CPD 


Description: The contents of the Accumulator are compared with the 
contents of a memory location whose address is held in Register Pair 
HL. The contents of the memory location are subtracted from the 
Accumulator and a flag or flags set depending on the result. The 
contents of the memory location and the Accumulator remain 
unchanged while the result is discarded. The contents of both Register 
Pair HL and Register Pair BC (Byte Counter) are decremented. 


No. of Bytes: 2 
Object Code (Hex.): ED AQ Decimal: 237 169 


Flag Register: 





Flag Code Bit Effect 





Sign S 


NI 


SET = 1 if the result is negative, 
otherwise RESET = @ 














Zero Z 6 |SET =1 ifthe result is zero, i.e. A = 
(HL), otherwise RESET = 9. 
— — 5 Not used. 
Half Carry H 4  |SET = 1 if no Borrow from Bit 4, 
otherwise RESET = @ 
— _ 3 Not used. 
Parity/Overflow P/V 2 | SET = 1 if the contents of Register 
Pair BC — 1 (i.e. the Byte Counter) 
= Q, otherwise RESET = 9. 
Subtract N 1 SET = 1 
Carry | (e: Q | Not affected. 
Example: LD A,16H 
LD (HL),12H 
CPD 


If the contents of the Accumulator are 16H and the contents of the 
memory location are 12H, the result is calculated as 16H — 12H = Q4H. 
Flags H andN are SET = 1, flags S, Zand P/V are RESET = @ while flag C 
is unaffected. 

Addressing Mode: Indirect. 


Timing: 





T States 
16 


psec @ 2 MHz. 
8 





M Cycles 
4 
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CPDR 


Description: The contents of a memory location whose address is held 
in Register pair HL are subtracted from the contents of the Accumulator. 
If the result is zero (i.e. A = (HL)), the zero bit is set and both Register 
Pair HL and Register Pair BC are decremented and the instruction is 
terminated. The instruction is also terminated if the new value of Register 
Pair BC is zero, even if the contents-of the memory location and the 
Accumulator are not equal. If the new value of Register Pair BC is not 
zero, AND the contents of the memory location do not equal the contents 
of the Accumulator, the Program Counter is decremented (by 2) and the 
instruction is repeated, i.e. the Program Counter is returned to the value 
it contained when the CPDR instruction was initiated. 


NOTE 1: If the Register Pair BC is initialised to Q prior to this instruction 
being initiated it will fail the BC = @ test and cycle through all 
64K of memory. 

NOTE 2: Data interrupts can be recognised after each time the 
instruction is processed. 


No. of Bytes: 2 
Object Code (Hex.): ED B9 Decimal: 237 185 


Flag Register: 














Flag Code | Bit Effect | 

Sign S 7  |SET = 1 if the result is negative, 
otherwise RESET = @ 

Zero Z 6 SET = 1 if the contents of the 


memory location and the 
Accumulator are equal, otherwise 








RESET = @. 

— — 5 Not used. 

Half Carry H 4 |SET = 1 if no Borrow from Bit 4, 
otherwise RESET = @ 

— — 3 Not used. 

Parity/Overflow P/V 2  |SET = 1 if the contents of Register 
Pair BC<>9, otherwise RESET = 
Q. 

Subtract N 1 SET = 1 

Carry C Q | Not affected. 








Cont. 
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Example: If the contents of the Accumulator are 25H and the contents 
of the memory location whose address is held in Register Pair HL are 
22H, then the Program Counter is returned to the point where the 
instruction was initiated while Register Pair HL and Register Pair BC are 
decremented. The instruction is then repeated (provided Register Pair 
BC does not contain zero), using the PRECEDING memory location. If 
the contents of this new location equal the contents of the Accumulator, 
then Flag Z will be SET = 1 and the instruction terminated. 


Addressing Mode: Indirect. 











Timing: 
M Cycles TStates | wsec @ 2 Mrz. 
BC = Qor 
A = (HL) 4 16 8 
BC<>9@ and 
A<>(HL) 5 21 9.5 
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CPI 


Description: The contents of the memory location whose address is held 
in Register Pair HL are subtracted from the Accumulator and a flag or 
flags set depending on the result. Register pair HL is INCREMENTED 
while Register Pair BC is DECREMENTED. The contents of the memory 
location and the Accumulator remain unchanged while the result is 
discarded. 


No. of Bytes: 2 
Object Code (Hex.): ED A1 Decimal: 237 161 


Flag Register: 





Flag Code Bit Effect 





Sign S 


N 


SET = 1 if the result is negative, 
| otherwise RESET = @ 








Zero Z 6 |SET =1 if the result is @, otherwise 
RESET = @ 
— — is) Not used. 
Half Carry H 4  |SET = 1 if no Borrow from Bit 4, 
otherwise RESET = @ 
— — 3 Not used. 
Parity/Overflow P/V 2 | RESET = @ if new value of Register 
Pair BC = Q, otherwise SET = 9. 
Subtract N 1 SET = 1 
Carry C Q | Notaffected. 
Example: LD A,@A3H 
LD (HL),A 
LD BC,1 
CPI 


If the contents of both the Accumulator and the nominated location are 
A3H, the result is calculated as ASH — A3H = QQH. Flags Z, Hand N are 
SET = 1 (also P/V if the new value of Register Pair BC = @ while flag S is 
RESET = @. Flag C is not affected. 


Addressing Mode: Indirect. 
Timing: 











4 16 8 





M Cycles | T States | psec @ 2 MHz. | 
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CPIR 


Description: The contents of a memory location whose address is held 
in Register Pair HL are subtracted from the contents of the Accumulator. 
If the result zero, i.e. A = (HL), the zero flag is set, Register Pair HL is 
INCREMENTED and Register Pair BC is DECREMENTED, then the 
instruction is terminated. The instruction is also terminated if the new 
value of Register Pair BC is zero, even if the contents of the memory 
location are not equal to the contents of the Accumulator. If the new 
value of Register Pair BC is not zero, AND the contents of the memory 
location do not equal the contents of the Accumulator, the Program 
Counter is decremented (by 2) and the instruction is repeated, i.e. the 
Program Counter is returned to the value it contained when the CPIR 
instruction was initiated. 


NOTE 1: If Register Pair BC is initialised to @ prior to this instruction 
being initiated it will fail the BC = @ test and cycle through all 
64K of memory. 

NOTE 2: Data interrupts can be recognised after each time the 
instruction is processed. 


No. of Bytes: 2 
Object Code (Hex.): ED B1 Decimal: 237 177 


Flag Register: 








| Flag | Code Bit Effect 

Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = @ 

Zero Z 6 |SET = 1 if the contents of the 


memory location and_ the 
Accumulator are equal, otherwise 























| RESET = 

— — 5 Not used. 

Half Carry H 4 | SET = 1 if no Borrow from Bit 4, 
| otherwise RESET = @ 

— — 3 | Not used. 

Parity/Overflow P/V 2 | RESET = 0 if new value of Register 

Pair BC = Q, otherwise SET = 1. 
Subtract N 1 SET =1 
Carry C Q | Not affected. 





Cont. 


133 


Example: LD A,@A3H 

LD (HL),95H 

LD BC,2 

CPIR 
If the contents of the Accumulator are A3H and the contents of the 
memory location, whose address is held in Register Pair HL, are 95H, 
then the Program Counter is returned to the point where the instruction 
was initiated while Register Pair HL is INCREMENTED and Register Pair 
BC is DECREMENTED. Provided Register Pair BC does not then contain 
zero, the instruction is repeated, using the NEXT memory location (now 
pointed to by the contents of Register Pair HL). If the contents of this new 
location equal the contents of the Accumulator, then Flag Z will be SET 
= 1 and the instruction terminated. 


Addressing Mode: Indirect. 














Timing: 
M Cycles T States | psec @ 2 MHz. 
BC = Qor 
A = (HL) 4 16 8 
BC <> @ and 
A<>Q 5 21 9.5 
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CPL 


Description: Complements the contents of the Accumulator. 
No. of Bytes: 1 
Object Code (Hex.): 2F Decimal: 047 


Flag Register: 











Flag Code Bit Effect 
Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

— - 5 Not used. 

Half Carry H 4 |SET=1. 

— _ 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 SET =1 

Carry C Q | Not affected. 





Example: LD A,3DH 

CPL 
If the contents of the Accumulator are 3DH (Bit Pattern 00111101) they 
are changed to C2H (Bit Pattern 11000010) and Flags H and N are both 
SET = 1. 


Addressing Mode: Implicit. 
Timing: 





psec @ 2 MHz. 
2 








M Cycles T States 
1 4 
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DAA 


Description: Adjusts the Accumulator to obtain the correct Bit Pattern for 
Binary Coded Decimal (BCD). This is achieved by conditionally adding 
6 to either the left or right half byte of the Accumulator, based on the 
status of flags after an arithmetic operation. 


No. of Bytes: 1 
Object Code (Hex.): 27 Decimal: 039 


Flag Register: 


Flag Code | Bit Effect 
Sign S 7 | SET = if the Most Significant Bit 




















(MSB) of the Accumulator = 1 after 
the instruction is executed, 
otherwise RESET = @. 

Zero Z 6 |SET = 1 if the value of the 
Accumulator = @Q after the 
instruction is executed. 

— — 5 Not used. 

Half Carry H 4 | See Operation Table below. 

— — 3 Not used. 

Parity/Overflow P/V 2  |SET = 1 if the Accumulator has 
Parity Even after the instruction is 
executed. 

Subtract N 1 Not affected. 

[Cary C Q | See Operation Table below. 
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Operation Table: 




















Initial Value of Value Final 

N C  LowerDigit H UpperDigit | Added Value 

(Bits 3 — Q) (Bits 7— 4) | toAcc. of C. 
Q Q—9 Q Q—9 00 ) 
0 A—F ) Q—8 06 0 
0 Q-3 1 Q—9 06 0 
0 Q—9 Q A—F 60 1 
Q A—F Q 9—F 66 1 
i) Q—3 1 A—F 66 1 
1 Q—9 ) Q—2 60 1 
1 A—F Q Q—2 66 1 
1 Q—3 1 QQ—3 66 1 
0 Q—9 Q Q—9 QO Q 
0 6—F 1 Q—8 FA Q 
1 Q-—9 Q 7—F AQ 1 
1 6—F 1 6—F 9A 1 











Example: LD A,@BBH 
INCA 


DAA 
Assuming that the preceding arithmetic operation was NOT a subtract, 
then the value of the N Flag will be @. If, as a result of that operation, the 
contents of the Accumulator are BC (Hex.) and the value of the H Flag is 
@, then 66H is added to the Accumulator, making the value of the 
contents 22(BCD). The C Flag is made = 1. 


Addressing Mode: Implicit. 
Timing: 


M Cycles T States psec @ 2MHz. 


1 4 2 
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DECr 


Decrements Register contents. 
Where r is any of the registers A, B, C, D, E, HorL. 








Object Code: 
Hex Decimal 
3D 061 
Q5 005 
QD 013 
15 021 
1D 029 
25 Q37 
2D 045 








Description: Subtracts 1 from specified Register. 
No. of Bytes: 1 
Flag Register: 








Flag Code Bit Effect 

Sign S 7  |SET = 1 if the result is negative, 
otherwise RESET = @. 

Zero Z 6 SET = 1 if the result is zero, 
otherwise RESET = 9. 

— — 5 Not used. 

Half Carry H 4 |SET = 1 if no Borrow from Bit 4, 

| otherwise RESET = 9. 

— — 3 Not used. 

Parity/Overflow P/V 2 SET = 1 if the contents of the 
Accumulator were 8Q(Hex.) before 
the instruction was carried out, 
otherwise RESET = 9. 





Subtract N 1 SET = 1. 
Carry GC Q | Not affected. 
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Example: LD A,8AH 

DEC A 
If the original contents of the Accumulator are 8A(Hex.), then after the 
instruction is carried out the contents of the Accumulator will be 
89(Hex.), Flags H and N will be SET = 1 and Flags S, Z and P/V will be 
RESET = 9. 


Addressing Mode: Implicit. 
Timing: 








M Cycles | T States 
2 


psec @ 2 MHz. 
1 4 
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DEC (HL) 


Description: Decrements the contents of a memory location whose 
address is held in Register Pair HL. 


No. of Bytes: 1 
Object Code (Hex.): 35 Decimal: 053 


Flag Register: 


Flag | Code Bit Effect 

















Sign S 7 | SET = 1 if the result is negative, 
otherwise RESET = 9@. 

Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = 9. 

— — 5 Not used. 

Half Carry H 4 |SET = 1 if no Borrow from Bit 4, 
otherwise RESET = @. 

— — 3 Not used. 

Parity/Overflow P/V 2 |SET = 1 if the contents of the 
memory location were 8Q(Hex.) 
before the instruction was 
processed, otherwise RESET = 9. 

Subtract N 1 SET = 1. 

Carry C Q | Not affected. 

Example: LD HL,24ACH 

LD (HL),45H 
DEC (HL) 


If, before the instruction was processed, the contents of Register Pair HL 
were 24 AC and the contents of memory location 24 AC were 45(Hex.), 
then after the in instruction is processed the contents of Register Pair HL 
will remain unchanged, the contents of memory location 24 AC will be 
44(Hex.), Flags H and N will be SET = 1 and Flags S, Z and P/V will be 
RESET = @. 


Addressing Mode: Indirect. 
Timing: 





T States 
11 


M Cycles 
3 


psec @ 2 MHz. 
5.5 
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DEC (IX + d) 
DEC (IY + d) 


Description: Decrements the contents of a memory location identified 
by the contents of Index Register IX or IY (modified by displacement d, 
which is specified in the instruction). 


No. of Bytes: 3 








Object Code: 
| Hex Decimal 
DEC (IX + d) DD 35d 221 053d 
DEC (IY + d) FD 35d 253 053 d 





Where d is the required displacement from the memory location whose 
address is held in Index Register IX or lY. 


Flag Register: 




















Flag Code Bit Effect 

Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = @. 

Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = @. 

— — 5 Not used. 

Half Carry H 4 | SET = 1 if no Borrow from Bit 4, 
otherwise RESET = @. 

— o 3 Not used. 

Parity/Overflow P/V 2 |SET = 1 if the contents of the 
memory location were 8Q(Hex.) 
before the instruction was 
processed, otherwise RESET = 9. 

Subtract N 1 | SET=1. 

Carry C Q | Notaffected. 

2 
Cont. 
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Example: LD A,@A9H 

LD (86ADH),A 

LD IX,36ABH 

DEC (IX + 2) 
lf, before the instruction was processed, the contents of Index Register 
IX were 36 AB, the contents of memory location 36 AD were AQ(Hex.) 
and the value of d in the instruction was @2(Hex.), then after the 
instruction was processed, the contents of the Index Register IX remain 
unchanged, the contents of memory location 36 AD will be A8(Hex.), 
Flags H and Nwill be SET = 1 and Flags S, Z and P/V will be RESET = @. 


Addressing Mode: Indirect. 
Timing: 





T States 
23 


M Cycles 
6 





11.5 











psec @ 2 MHz. | 
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DEC rr 


Where rr is any of the register pairs BC, DE, HL or SP. 








Object Code: 
Hex Decimal 
DEC BC QB 011 
DEC DE 1B 027 
DEC HL 2B 043 
DEC SP 3B Q59 





Description: Decrements the 16-Bit contents of the Register Pair BC, 
DE, HL or SP. 


No. of Bytes: 1 
Flag Register: 














Flag Code Bit Effect 
Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

— — 5 Not used. 

Half Carry H 4 | Not affected. 

— a 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 

Carry C Q | Notaffected. 








Example: LD BC,@AC11H 

DEC BC 
If the contents of Register Pair BC and AC 11, then the effect of this 
instruction will be to decrement those contents to AC 19. 


Addressing Mode: Implicit. 
Timing: 





T States 
6 


| M Cycles 
| 1 





psec @ 2 MHz. : 
3 
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DEC IX 
DEC IY 


Description: Decrements the contents of Index Register IX or lY. 
No. of Bytes: 2 




















Object Code: 
Hex Decimal | 
DEC IX DD 2B 221 043 
DEC IY FD 2B 253 043 
Flag Register: 
Flag Code Bit Effect 
Sign S 7 | Not affected. 
Zero Zz 6 Not affected. 
—_— — 5 Not used. 
Half Carry H 4 | Not affected. 
— — 3 Not used. 
Parity/Overflow P/V 2 | Notaffected. 
Subtract N 1 Not affected. 
Carry C Q | Not affected. 





Example: LD IX,45H 

DEC Ix 
If the original contents of the register are 45(Hex.) then after the 
instruction is processed those contents will be 44(Hex.) 


Addressing Mode: Implicit. 
Timing: 


| M Cycles 





T States 
10 


psec @ 2 MHz. 
5 





2 
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DI 


Description: Resets the Interrupt Flip-Flops, thus disabling the 
Maskable Interrupt function. 


No. of Bytes: 1 
Object Code (Hex.): F3 Decimal: 243 


Flag Register: 




















Flag Code Bit Effect 

Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

— _ 5 | Not used. 

Half Carry H 4 | Not affected. 

~— _— 3 | Not used. 

Parity/Overflow P/V 2 _| Not affected. 

Subtract N 1 | Not affected. 

Carry Cc Q | Not affected. 
Addressing Mode: Implicit. 
Timing: 

M Cycles T States psec @ 2 MHz. 
1 4 2 
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DJNZ,d 


Description: Decrements the contents of Register B and performs a 
Jump instruction if the new contents of that register are non-zero by 
adding displacement d to the Program Counter (PC), which then 
contains the address of the next instruction to be carried out. If the new 
contents of Register B are zero, the Jump instruction is ignored and the 
next sequential instruction is obeyed. 


No. of Bytes: 2 
Object Code (Hex.): 19 d-—2 Decimal: 016 d—2 


Where d is the displacement required from the current contents of the 
Program Counter (PC) if the Jump instruction is to be obeyed. 


Flag Register: 





















| Flag | Code | Bit | 
Sign 7 | Not affected. 
Zero 6 | Not affected. 
— 5 Not used. 
Half Carry 4 | Not affected. 
— 3 Not used. 
Parity/Overflow 2 | Not affected. 
Subtract 1 Not affected. 
Carry @ | Notaffected. 


















Example: LD BC,@1 
DJNZ 6 

If the contents of the Program Counter are 1@ 11, the contents of 
Register B are 01, and displacement d in the instruction is 06, then the 
effect of this instruction is to decrement the contents of Register B to 00, 
the Jump instruction is ignored and the contents of the Program Counter 
are incremented by 2 to 10 13. If B were not zero, the program counter 
would be set to 1017. 


Addressing Mode: Immediate. 











Timing: 

M Cycles T States psec @ 2 MHz. 
B<>Q 3 13 6.5 
B=90 2 8 4 
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FI 


Description: Sets the Interrupt Flip-Flops thereby enabling the 
Maskable Interrupt function. 


No. of Bytes: 1 
Object Code (Hex.): FB Decimal: 251 


NOTE: The Maskable Interrupt function is not enabled until this 
instruction has been completed. 


Flag Register: 











Flag Code | Bit Effect 
Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

— — 5 Not used. 

Half Carry H 4 | Not affected. 

— — 3 | Not used. 
Parity/Overflow P/V | 2 | Notaffected. 
Subtract N 1 Not affected. 

Carry C Q | Not affected. 





Addressing Mode: Implicit. 


Timing: 
M Cycles T States psec @ 2 MHz. 
1 4 | 2 
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EX AF,AF’ 


Description: Exchanges the contents of Register Pair AF with the 
contents of Register AF’ 


No. of Bytes: 1 
Object Code (Hex.): 08 Decimal: 008 


Flag Register: 








Flag Code Bit Effect 
Sign S 7 | Not affected. 
Zero Z 6 | Not affected. 
_ _ 5 Not used. 
Half Carry H 4 | Not affected. 
— — 3 Not used. 
Parity/Overflow P/V 2 | Not affeced. 
Subtract N 1 Not affected. 
Carry Cc Q | Not affected. 
L 





Example: Ifthe contents of Register Pair AF are 34H and the contents of 
Register Pair AF’ are ABH, then after this instruction is processed 
Register Pair AF will contain ABH and Register Pair AF’ will contain 34H. 


Addressing Mode: Implicit. 
Timing: 











psec @ 2 Mrz. | 


1 4 2 





M Cycles T States 
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EX DE,HL 


Description: Exchanges the contents of Register Pair DE with the 
contents of Register Pair HL. 


No. of Bytes: 1 
Object Code (Hex.): EB Decimal: 235 


Flag Register: 











Flag Code Bit Effect 
Sign S 7 | Not affected. 
Zero Z 6 | Not affected. 
— — 5 Not used. 
Half Carry H 4 | Not affected. 
— — 3 | Notused. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 
Carry C Q | Notaffected. 

Example: LD DE,23H 
LD HL,67H 
EX DE,HL 


If the contents of Register Pair DE are 23H and the contents of Register 
Pair HL are 67H, then after this instruction is processed Register Pair DE 
will contain 67 H and Register Pair HL will contain 23H. 


Addressing Mode: Implicit. 
Timing: 





psec @ 2 MHz. | 
2 | 





1 4 





M Cycles | T States 
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EX (SP),HL 


Exchange contents of Register Pair HL with the top of the Stack. 
Object Code: 





| | Hex Decimal 
| EX(SP).HL | E3 227 








Description: Exchanges the Low Order byte of Register Pair HL (i.e. the 
contents of Register L) with the contents of the memory location whose 
address is pointed to by the contents of the Stack Pointer (SP) and 
exchanges the High Order byte of Register Pair HL with the contents of 
the next sequential memory location. The contents of the Stack Pointer 
remain unchanged. 


No. of Bytes: 1 
Flag Register: 








Flag Code Bit Effect 
Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

= —_ 5 Not used. 

Half Carry H 4 Not affected. 

— _ 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 

Carry C Q | Notaffected. 














Example: LD BC,@FAACH 

LD (1824H),BC 

LD SP,1824 

LD HL,7A2BH 

EX (SP),HL 
If the contents of Register Pair HL are 7A 2B, the Stack Pointer contains 
the address of memory location 18 24, memory location 18 24 contains 
AC and memory location 18 25 contains FA, then after this instruction is 
processed the contents of Register Pair HL will be FA AC, the contents 
of memory location 18 24 will be 2B and the contents of memory location 
18 25 will be 7A. 


Addressing Mode: Indirect. 
Cont. 
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Timing: 





M Cycles | T States 
5 | 19 





psec @ 2 MHz. 
9.5 
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EX (SP),IX 
EX (SP), IY 

Exchange contents of an Index Register and top of Stack. 
Object Code: 








Hex Decimal 
Ex (SP), IX DD E3 221,227 
Ex (SP),lY FD E3 253, 227 





Description: Exchanges the Low Order byte of designated Index 
Register with the contents of the memory location whose address is held 
in the Stack Pointer (SP) and exchanges the High Order byte of that 
Index Register with the contents of the next sequential memory location. 
The contents of the Stack Pointer remain unaltered. 


No. of Bytes: 2 
Flag Register: 








Flag Code | Bit Effect 
Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

— _ 5 | Not used. 

Half Carry H 4 | Not affected. 

= — 3 | Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 

Carry C Q | Not affected. 














Cont. 


152 


Example: LD IX,89ADH 
LD SP,34A6H 
LD (SP),@219H 
EX (SP),IX 


If the contents of Register Pair IX are 89 AD, the Stack Pointer contains 
the address of memory location 34 A6, memory location 34 A6 contains 
19 and memory location 34 A7 contains 02, then after this instruction is 
processed the contents of Index Register IX will be 02 19, the contents of 
memory location 34 A6 will be AD and the contents of memory location 
34 A7 will be 89. 


Addressing Mode: Indirect. 
Timing: 








M Cycles T States psec @ 2 MHz. 
6 23 11.5 
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EXX 


Description: Exchanges the contents of Register Pairs BC, DE and HL 
with the contents of the equivalent Register Pairs BC’, DE’ and HL’. 


No. of Bytes: 1 
Object Code (Hex.): D9 Decimal: 217 


Flag Register: 

















Flag & Bit Effect 
Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

— — 5 Not used. 

Half Carry H 4 | Not affected. 

_— — 3 | Not used. 
Parity/Overflow P/V 2 _| Not affected. 
Subtract N 1 Not affected. 

Carry Mee Q | Not affected. 





Example: If the contents of Register Pairs BC, DE and HL are 19 99, 
29 34 and DA AD respectively, and the contents of Register Pairs BC’, 
DE’ and HL’ are AB CD, EF 12 and 34 56 respectively, then after this 
instruction has been processed the contents of each of these Register 
Pairs are: 








BC — ABCD DE — EF 12 HL — 3456 
BC’ — 1990 DE’ — 2034 HL’ — DAAD 
Addressing Mode: Implicit. 
Timing: 
M Cycles T States psec @ 2 MHz. 
1 4 2 
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HALT 


Description: CPU suspends operations, executing NOP’s until either an 
nterrupt or a reset is received. 


\lo. of Bytes: 1 




















Dbject Code (Hex.): 76 Decimal: 118 
“lag Register: 
Flag Code Bit Effect 
Sign S 7 | Not affected. 
Zero Z 6 | Not affected. 
_ — 5 Not used. 
Half Carry H 4 | Not affected. 
= -- 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 
Carry C Q | Notaffected. 
\ddressing Mode: Implicit. 
Timing: 
M Cycles T States psec @ 2 MHz. 
1 4 2 + Indefinite 


NOP's 





155 


IM 9 


Description: Sets Interrupt Mode @ allowing the interrupting device to 
insert an instruction on to the Data Bus for immediate execution. 


No. of Bytes: 2 
Object Code (Hex.): ED 46 Decimal: 237 070 


Flag Register: 











Flag Code Bit Effect | 
Sign S 7 | Not affected. | 
Zero Z 6 | Not affected. 

— -— 5 | Not used. 

Half Carry H 4 | Not affected. 

— — 3 Not used. 

Parity/Overflow P/V 2 | Not affected. 

Subtract N 1 Not affected. 

Carry C Q | Not affected. | 





Addressing Mode: Implicit. 
Timing: 











M Cycles T States psec @ 2 MHz. 
2 8 4 
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IM 1 


Description: Sets Interrupt Mode 1, i.e. the C.P.U. will execute a Restart 
to memory location Q@ 38(Hex.) when an Interrupt occurs. 


No. of Bytes: 2 


Object Code (Hex.): ED 56 


Flag Register: 


Decimal: 237 086 

















Flag Code Bit Effect 

Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

— _ 5 Not used. 

Half Carry H 4 | Not affected. 

— — 3 | Not used. 

Parity/Overflow P/V 2 | Not affected. 

Subtract N 1 Not affected. 

Carry C Q | Not affected. 
Addressing Mode: Implicit. 
Timing: 

| M Cycles ! T States | psec @ 2 MHz. | 
2 8 4 
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IM 2 


Description: Sets Interrupt Mode 2. When an interrupt occurs a single 
byte is provided by the interrupting device and this is used as the Low 
Order byte of a memory location address to which control is to be 
transferred as a result of the interrupt. The contents of the Interrupt 
Register (I) are used as the High Order byte of that address. 


No. of Bytes: 2 
Object Code (Hex.): ED 5E Decimal: 237 094 


Flag Register: 











Flag Code | Bit Effect 
Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

— — 5 Not used. 

Half Carry H 4 | Not affected. 

— _ 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 

Carry C Q@ | Not affected. 





Addressing Mode: Implicit. 
Timing: 





M Cycles 
2 





T States psec @ 2 MHz. : 
8 4 
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IN A,(n) 


Input to Accumulator from Port n. 
Object Code: 





| Hex Decimal | 
| IN A,(n) DBn 219 n | 








Description: Loads the Accumulator with a single byte of data from the 
Input Port identified by n in the instruction. The value of n is placed in the 
Lower Order byte of the address bus and the contents of the 
Accumulator are placed in the High Order byte of that address bus while 
the instruction is being processed. 


No. of Bytes: 2 
Flag Register: 

















Flag Code Bit Effect 
Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

— — 5 Not used. 

Half Carry H 4 | Not affected. 

_ — 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 

Carry C Q | Not affected. 





Example: LDA,@ 

IN A,(3) 
If the second byte of the instruction contains @3H as the value of n, and 
the accumulator contains QQH, a single data byte will be loaded from 
Input Port 3 to the Accumulator. 


Addressing Mode: External. 
Timing: 





M Cycles 
3 





11 5.5 





T States | psec @ 2 MHz. 
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IN r,(C) 


Input to Register r where ris any of the registers A, B, C, D, E, HorL. 








Object Code: 

Hex Decimal 
IN A, (C) ED 78 237 120 
IN B, (C) ED 40 237 064 
INC, (C) ED 48 237 072 
IN D, (C) ED 50 237 080 
INE, (C) ED 58 237 088 
INH, (C) ED 60 237 096 
INL, (C) ED 68 237 104 





Description: The address (Range @ - 255) of an Input Port is held in 
Register C and this address is placed in the Lower Order byte of the 
address bus. The previous contents of Register B are used as the 
Higher Order byte in the address bus. A singlebyte of data is read from 
the nominated Input Port and placed in Register r. 


No. of Bytes: 1 














Flag Register: 

Flag Code Bit Effect 

Sign S 7 |SET = 1 if the input data is 
negative, otherwise RESET = 9. 

Zero Z 6 | SET = 1 if the input data is zero, 
otherwise RESET = @. 

— _ 5 Not used. 

Half Carry H 4 SET = 1 if no Borrow from Bit 4 
otherwise RESET = 9. 

_— _ 3 Not used. 

Parity/Overflow P/V 2 | SET = 1 if Parity Even, RESET = Oif 
Parity Odd. 

Subtract N 1 RESET = @. 

Carry i Cc Q | Notaffected. 
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Example: LDA,21H 

LD C,Q@9H 

INA,(C) 
If the B register contains 21H and Register C contains @9H the address 
bus will be loaded with 21 Q9, which identifies Input Port 9. If Input Port 9 
holds a data byte, value A2H, that value is placed in the Accumulator, 
replacing the original contents (21H). 


Addressing Mode: External. 
Timing: 





M Cycles 
3 





* T States psec @ 2 MHz. 
12 6 
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INCr 


Increment Register contents where ris any of the Registers A, B, C, D, E, 


























HorL. 
Object Code: 
Hex Decimal 

INCA 3C 060 
INC B 04 004 
INC C QC 012 
INC D 14 020 
INCE 1C 028 
INC H 24 036 
INCL 2C 044 

Description: Add 1 to the specified register. 

No. of Bytes: 1 

Flag Register: 

Flag Code Bit Effect 

Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = 9. 

Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = 9@. 

= — 5 Not used. 

Half Carry H 4 |SET = 1 if Carry from Bit 3, 
otherwise RESET = 9. 

— — 3 Not used. 

Parity/Overflow P/V 2 |SET = 1 if the contents of the 
Accumulator were 7F(Hex.) before 
the instruction was executed, 
otherwise RESET = 9. 

Subtract N 1 RESET = @. 

Carry C Q | Notaffected. 
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Example: LD A,18H 

INCA 
If the contents of the Accumulator are 18H the effect of INC A is to 
increment those contents to 19H, then RESET flags S, Z, H, P/V and N = 
Q. 


Addressing Mode: Implicit. 
Timing: 





M Cycles 
1 





T States psec @ 2 MHz. 
4 2 
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INC rr 


Where rr is any of the register pairs BC, DE, HL or SP. 








Object Code: 
Hex Decimal 
INC BC 03 003 
INC DE 13 (019 
INC HL 23 035 
INC SP 33 051 





Description: Increments the 16 bit contents of the Register Pairs BC, 
DE, HL, or SP. 


No. of Bytes: 1 
Flag Register: 

















Flag Code [ Bit Effect 
Sign S i, Not affected. 

Zero Zz. 6 | Not affected. 

— — 5 Not used. 

Half Carry H 4 | Not affected. 

— — 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 

Carry C | Q | Not affected. 





Example: LD BC,412H 

INC BC 
If the contents of register pair BC are 412H, then INC BC will change this 
to 413H. None of the flags will be changed. 


Addressing Mode: Implicit. 
Timing: 








M Cycles | T States | psec @ 2 MHz. 
1 6 3 
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INC (HL) 


Description: Increments the contents of a memory location whose 
address is held in Register Pair HL. 


No. of Bytes: 1 
Object Code (Hex.): 34 Decimal: 052 


Flag Register: 





Flag Code Bit Effect 





Sign S 7  |SET = 1 if the result is negative, 
otherwise RESET = @. 











Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = @. 

— —_ 5 Not used. 

Half Carry H 4 |SET = 1 if Carry from Bit 3, 
otherwise RESET = 9. 

— — 3 Not used. 

Parity/Overflow P/V 2 |SET = 1 if the contents of the 
nominated location were 7F(Hex.) 
before this instruction was 
processed, otherwise RESET = 9. 

Subtract N 1 RESET = 9. 

Carry Cc @ | Not affected. 

Example: LD HL,1815H 

LD (HL),1FH 
INC (HL) 


If the contents of Register Pair HL were 18 15, and the contents of 
memory location 18 15 were 1F, the effect of this instruction is to 
increment the contents of memory location 18 15 to 2Q@(Hex.), SET flag H 
= 1 and RESET flags S, Z, P/V and N = @. 


Addressing Mode: Indirect. 
Timing: 





T States 
11 


M Cycles 
3 





psec @ 2 MHz. 
5:5 
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INC (IX + d) 
INC (IY + d) 


Description: Increments the contents of the memory location identified 
by the contents of Index Register IX or IY (modified by displacement d, 
which is specified in the instruction). 


No. of Bytes: 3 








Object Code: 
Hex Decimal 
INC (IX + d) DD 34d 221 052 d 
INC (IY + d) FD 34d 253 052 d 





Where d is the displacement required from the memory location whose 
address is held in Index Register IX or IY. 


Flag Register: 














Flag Code Effect 

Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = 9. 

Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = 9. 

— — 5 Not used. 

Half Carry H 4 |SET = 1 if Carry from Bit 3, 
otherwise RESET = 9. 

— — 3 Not used. 

Parity/Overflow P/V 2 |SET = 1 if the contents of the 
nominated location were 7F(Hex.) 
before the instruction was 
processed, otherwise RESET = 9. 

Subtract N 1 RESET = @. 

Carry C Q | Notaffected. 
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Example: LD IX,56A2H 

LD HL,56A8H 

LD (HL),7FH 

INC (IX + 6) 
If d in the instruction is @6H and the contents of Index Register IX are 56 
A2, this instruction will increment the contents of memory location 56 A8. 
If the contents of that location were 7F they will be incremented to 
80(Hex.), flags S, H and P/V will be SET = 1 and flags Z and N will be 
RESET = @. 


Addressing Mode: Indexed. 
Timing: 
M Cycles | T States 








11.5 


psec @ 2 MHz. 
6 23 
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INC IX 








Increment contents of an Index Register. 
Object Code: 
Hex Decimal 
INC IX DD 23 221 035 
INC IY FD 23 253 035 





Description: The contents of the designated Index Register is 
increased by one. 


No. of Bytes: 2 
Flag Register: 








Flag Code _ | Bit Effect 
Sign S 7 | Not affected. 

Zero iL. 6 _| Not affected. 

_— _— 5 Not used. 

Half Carry H 4 | Not affected. 

— _ 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 

Carry C Q | Not affected. 





Example: LD lY,804H 

INC IY 
If the contents of the lY register are 804H, the effect of INC IY will be to 
change this to 805H. None of the flags will be changed. 


Addressing Mode: Implicit. 
Timing: 





psec @ 2 MHz. 
5 








M Cycles T States 
2 10 
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IND 


Description: The address (Range @ - 255) of an Input Port is held in 
Register C and this address is placed in the Lower Order byte of the 
address bus. The contents of Register B (which is used as a Byte 
Counter) are placed in the Higher Order byte of the address bus. A 
single byte of data is read from the designated Input Port and stored in 
the memory location whose address is held in Register Pair HL, then 
both Register B and Register Pair HL are decremented. 


No. of Bytes: 2 
Object Code (Hex.): ED AA Decimal: 237 170 
Flag Register: 











Flag Code i Effect 
Sign S Unknown. 
Zero Z SET = 1 if the contents of Register 
B are zero AFTER the instruction is 
processed, otherwise RESET = 9. 
— _ Not used. 
Half Carry H Unknown 


Parity/Overflow P/V 
Subtract 


N SET =1. 
Carry Cc 


Not affected. 








Example: LD C,@4H 
LD HL,1824H 


If the contents of Register C are @4(Hex.), this identifies Input Port 4. If 
the contents of Register pair HL are 18 24 and the contents of Register B 
are Q1H, this instruction will transfer the data byte from Input Port 4 to 
memory location 18 24, decrement Register Pair HL to 18 23, decrement 
Register B to QQ and SET flags Z and N = 1. 


Addressing Mode: External. 
Timing: 








4 16 8 





M Cycles T States 





usec @ 2 MHz. | 
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INDR 


Description: The address (Range @ - 255) of an Input Port is held in 

Register C and this address is placed in the Lower Order byte of the 

address bus. The contents of Register B (which is used as a Byte 

Counter) are placed in the Higher Order byte of the address bus. A 

single byte of data is read from the designated Input Port and stored in 

the memory location whose address is held in Register Pair HL, then 
both Register B and Register Pair HL are decremented. If the new 
contents of Register B = @ the Program Counter (PC) is decremented by 

2 and the instruction is repeated. If the new contents of Register B = 0 

then the instruction is terminated. 

NOTE 1: Ifthe contents of Register B are set = Q prior to this instruction 
being processed, 256 bytes of data will be input and stored in 
consecutive memory locations. 

NOTE 2: Interrupts can be accepted after each iteration of this 
instruction. 


No. of Bytes: 2 
Object Code (Hex.): ED BA Decimal: 237 186 


Flag Register: 








Flag Code Bit Effect 
Sign S 7 | Unknown. 

Zero Z 6 | SET=1 

— _ 5 Not used. 

Half Carry H 4 Unknown. 

— — 3 Not used. 
Parity/Overflow P/V 2 | Unknown. 

Subtract N 1 SET = 1, 

Carry C Q@ | Notaffected. 
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Example: LD C,Q@6H 

LD HL,2410H 

LD B,@8H 

INDR 
If the contents of Register C are 6, this identifies Input Port 6. If the 
contents of Register Pair HL are 24 10 and those of Register B are 08H, 
this instruction will transfer 8 bytes of date from Input Port 6 and store 
them in memory locations 24 1@ to 24 @3. Register B will be 
decremented progressively to zero while Register Pair HL will also be 
progressively decremented to 24 Q3. Flags Z and N will be SET = 1. 


Addressing Mode: External. 











Timing: 

M Cycles T States psec @ 2 MHz. 
B=0 4 16 8 
B<>0 5 21 10.5 
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INI 


Description: The address (Range @ - 255) of an Input Port is held in 
Register C and this address is placed in the Lower Order byte of the 
address bus while the contents of Register B (which is used as a Byte 
Counter) are placed in the Higher Order byte of the address bus. A 
single byte of data is read from the designated Input Port and stored in 
the memory location whose address is held in Register Pair HL, then 
Register B is Decremented and Register Pair HL is Incremented. 


No. of Bytes: 2 
Object Code (Hex.): ED A2 Decimal: 137 162 
Flag Register: 











Flag Code Bit Effect 
Sign S 7 | Unknown. 
Zero Z 6 | SET = 1 if the contents of Register 


B are zero AFTER the instruction is 
processed, otherwise RESET = 9. 








— — 5 Not used. 
Half Carry H 4 Unknown. 
—_ — 3 Not used. 
Parity/Overflow P/V 2 | Unknown. 
Subtract N 1 SET = 1. 
Carry C Q@ | Not affected. 
Example: LD C,Q1H 

LD HL,1613H 

LD B,18H 

INI 


If the contents of Register C are @1(Hex.), this identifies Input Port 1. If 
the contents of Register pairl HL are 16 13 and those of Register B are 
18H, this instruction will transfer one data byte from Input Port 1 to 
memory location 16 13, Increment Register Pair HL to 16 14, decrement 
Register B to 17H, and SET flag N = 1 and RESET flag Z = @. 


Addressing Mode: External. 
Timing: 








4 16 8 





M Cycles T States psec @ 2 MHz. | 
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INIR 


Description: The address (Range @ - 255) of an Input Port is held in 

Register C and this address is placed in the Lower Order byte of the 

address bus. The contents of Register B (which is used as a Byte 

Counter) are placed in the Higher Order byte of the address bus. A 

single byte of data is read from the designated Input Port and stored in 

the memory location whose address is held in Register Pair HL, then 

Register B is Decremented and Register pair HL is Incremented. If the 

new contents of Register B = @ the Program Counter (PC) is 

decremented by 2 and the instruction is repeated. If the new contents of 

Register B = Q then the instruction is terminated. 

NOTE 1: Ifthe contents of Register B are set = @ prior to this instruction 
being processed, 256 bytes of data will be input and stored in 
consecutive memory locations. 

NOTE 2: Interrupts can be accepted after each iteration of this 
instruction. 


No. of Bytes: 2 
Object Code (Hex.): ED B2 Decimal: 237 178 


Flag Register: 








Flag Code Bit Effect 
Sign S 7 | Unknown. 

Zero Z 6 | SET=1 

_ — 5 Not used. 

Half Carry H 4 Unknown. 

== _ 3 Not used. 
Parity/Overflow P/V 2 | Unknown. 

Subtract N 1 SET = 1. 

Carry C Q@ | Not affected. 
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Example: LD C,@AH 
LD HL,2302H 
LD B,@5H 


INIR 
If the contents of Register C are @A, this identifies Input Port 1@. If the 
contents of Register Pair HI are 23 02 and those of Register B are QH, this 
instruction will transfer 5 bytes of data from Input Port 10 and store them 
in memory locations 23 92 to 23 Q6. Register B will be decremented 
progressively to zero while Register Pair HL will be incremented 
progressively to 23 @6. Flags Z and N will be SET =1. 


Addressing Mode: External. 











Timing: 

M Cycles T States psec @ 2 MHz. 
B=0 4 16 8 
B<>Q 5 21 10.5 
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JP nn 


Description: Unconditional Jump to a memory location specified in the 
second and third bytes of the instruction. 
NOTE: The contents of the Program Counter are NOT saved. 


No. of Bytes: 3 
Object Code (Hex.): C3nn Decimal: 195nn 
Where nn is the memory location to which control is to be transferred. 














Flag Register: 

Flag Code Bit Effect J 
Sign S 7 | Not affected. 
Zero Z 6 | Not affected. 
— _— 5 Not used. 
Half Carry H 4 | Notaffected. 
— _ 3 Not used. 

| Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 | Not affected. 
Carry C Q | Notaffected. 
ieee 





Example: JP 2E14H 

If the second and third bytes in this instruction contain 2E 14, the 
contents of the Program Counter (PC) will be replaced by 2E 14 and the 
next instruction will be fetched from that memory location. 


Addressing Mode: Immediate. 
Timing: 


M Cycles T States psec @ 2 MHz. 
3 10 5 
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JP (HL) 


Jump to address contained in register pair HL. 
Object Code: 





Decimal | 
233 | 


Hex 
E9 





JP (HL) 











Description: Unconditional jump to a memory location whose address 
is held in Register Pair HL. The contents of that register pair are loaded 
into the Program Counter and the next instruction fetched from that 
location. 


No. of Bytes: 1 
Flag Register: 

















Flag | Code | Bit Effect 
Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

_ _ 5 Not used. 

Half Carry H 4 | Not affected. 

_ 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 

Carry C | Q | Not affected. 





Example: LD HL,142BH 

JP (HL) 
If the contents of Register Pair HL are 14 2B that data will be placed in 
the Program Counter (PC) by this instruction and the next instruction will 
be fetched from memory location 14 2B. 


Addressing Mode: Implicit. 
Timing: 





M Cycles 
1 











T States psec @ 2 MHz. 
4 2 
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JP (IX) 
JP (IY) 


Jump to address contained in the designated Index Register. 
Object Code: 








Hex Decimal 
JP (IX) DD E9 221, 233 
JP (IY) FD E9 253, 233 





Description: Unconditional jump to a memory location whose address 
is held in the designated Index Register. The contents of that Index 
Register is loaded into the Program Counter and the next instruction 
fetched from that location. 


No. of Bytes: 2 








Flag Register: 

Flag Code Bit Effect 
Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

—_ _ 5 Not used. 

Half Carry H 4 Not affected. 

-- _— 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 

Carry C Q | Not affected. 





L 


Example: LD IX1F34H 

JP (IX) 
If the contents of Index Register IX are 1F 34, that data will be placed in 
the Program Counter (PC) by this instruction and the next instruction will 
be fetched from memory location 1F 34. 





Addressing Mode: Implicit. 
Timing: 





T States 
8 


M Cycles 
2 


psec @ 2 MHz. | 
4 | 
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JP cc,nn 


Jump to address nn if condition cc is met, where nn is the memory 
location to which control is to be transferred and cc can be NZ, Z, NC, C, 
PO, PE, PorM. 


Object Code: 





Hex Decimal 


JP NZ,nn C2nn 
JP Z,nn CAnn 
JP NC,nn D2nn 
JP C,nn DAnn 
JP PO,nn E2nn 
JP PE,nn EAnn 
JP P,nn F2nn 
JP M,nn FAnn 











Description: A Conditional Jump is obeyed only if the condition in the 

Flag Register is met. The address specified in the second and third 

bytes of the instruction is loaded into the Program Counter (PC) and the 

next instruction is fetched from that memory location. For detailed 

explanations of the various conditions, see the conditional CALL 

instructions, such as CALL NZ,nn, CALL Z, nn, etc. 

NOTE 1: The second byte of the instruction contains the Lower Order 
byte of the address and the third byte contains the Higher 
Order byte of that address. 

NOTE 2: The previous contents of the Program Counter are NOT saved. 


Condition Flag 
Non zero Z 
Zero Z 
Non carry C 
Carry Cc 
Parity odd P/O 
Parity even P/E 
Sign positive P 
Sign negative M 


No. of Bytes: 3 
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Flag Register: 

















Flag Code Bit Effect 
Sign S 7 | Not affected. 
Zero Z 6 | Not affected. 
— — 5 Not used. 
Half Carry H 4 | Notaffected. 
— — 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 
Carry Cc Q | Not affected. 
Example: LDA,@ 
ADD A,1 
JP NZ,18A2H 


If nn in the instruction contains 18 A2(Hex.) and the Z flag in the Flag 
Register = 1, the instruction is ignored and the next sequential 
instruction is obeyed. 


Addressing Mode: Immediate. 











Timing: 
M Cycles T States psec @ 2 MHz. 
3 10 5 
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JRd 


Description: Adds the value of d—2 to the contents of the Program 

Counter (PC) and stores the result in the Program Counter. The next 

instruction is fetched from the memory location whose address is the 

new contents of the Program Counter. 

NOTE 1: The value of d specified in the Object Code instruction must 
be two less than the required displacement because the 
Program Counter will already be incremented by 2 on reading 
this instruction. The Source Code value of d is decremented 
automatically by the assembler process. 


No. of Bytes: 2 

Object Code (Hex.): 18 d—2 Decimal: 024d-2 

Where d is the required displacement from the current contents of the 
Program Counter (d may be negative). 

Flag Register: 








Flag Code Bit Effect 
Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

— _ 5 Not used. 

Half Carry H 4 | Not affected. 

— — 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 

Carry C Q | Not affected. 











Example: JR9 

A Source Code statement of JR 9 will result in an Object Code instruction 
of 18 @7 (Hex.). If the contents of the Program Counter are 1A 28 
immediately prior to this instruction being read, the contents of that 
Program Counter will become 1A 2A when the instruction is read, then 
1A 31 when the instruction is obeyed, giving a total displacement of 9 
from the original contents of the Program Counter. 


Addressing Mode: Relative. 
Timing: 





T States 
12 


M Cycles 
3 


psec @ 2 MHz. 
6 
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JR cc,d 


Where: cc is one of the condition codes NZ, Z, NC or C. 
d is the required displacement from the current contents of the 
Program Counter. (NOTE: d may be negative). 








Object Code: 
Hex Decimal 
JR NZ,d 20 d-2 032 d-2 
JR Z,d 28 d-2 040 d-2 
JR NC,d 30 d-2 048 d-2 
JRC,d 38 d-2 056 d-2 





Description: A Conditional Jump instruction which is obeyed only if the 
condition stated is true. If the condition is met, this instruction adds the 
value d—2 to the contents of the Program Counter (PC) and stores the 
result in the Program Counter. The next instruction is then fetched from 
the memory location whose address is the new contents of the Program 
Counter. If the condition is not met, this instruction is ignored and the 
next sequential instruction is executed. For detailed descriptions of the 
conditions, see the conditional call instructions, such as CALL NZ,nn 
and CALL Z,nn. 


No. of Bytes: 2 
Flag Register: 

















Flag Code Bit Effect 
Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

— — 5 Not used. 

Half Carry H 4 Not affected. 

— ~ 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 

Carry Cc Q | Not affected. 
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Example: SCF 
JRC,4 

A Source Code statement of JR C,4 will result in an Object Code 
instruction of 38 @2(Hex.). If the contents of the Program Counter are 2B 
62 before this instruction is read, the contents of that Program Counter 
will become 2B 64 when the instruction is read, then 2B 66 if the 
instruction is obeyed, giving a total displacement of 4 from the original 
contents of the Program Counter. 


Addressing Mode: Relative. 


M Cycles psec @ 2 MHz. 


Timing: 


Condition 
true 
Condition 
false 
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LD AI 
Object Code: (Hex) ED 57 (Decimal) 237 87. 


Description: Loads the Accumulator with the contents of the | register. 
The | register is unaltered. 


No. of Bytes: 2 
Flag Register: 








Flag Code Bit Effect 

Sign S 7 | SET=1 if result negative, otherwise 
RESET=9. 

Zero Z 6 | SET=1 if result is zero, otherwise 
RESET=9. 

a —_ 5 Not used. 

Half Carry H 4 RESET=9. 

— — 3 Not used. 

Parity/Overflow P/V 2 Set to equal the contents of 


Interrupt Flip Flop 2. 
Subtract N RESET=9. 
Carry C Q | Notaffected. 


_ 





Addressing Mode: Implicit. 
Timing: 








2 9 4.5 





Mee | T States | psec @ 2 MHz. 
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LD A,R 
Object Code: (Hex) ED 5F (Decimal) 237 95. 


Description: Loads the Accumulator with the contents of the R register. 
The R register is unaltered. 


No. of Bytes: 2 
Flag Register: 








Flag Code Bit Effect 

Sign S 7 | SET=1 if result negative, otherwise 
RESET=9. 

Zero Z 6 |SET=1 if result is zero, otherwise 
RESET=9. 

= — 5 Not used. 

Half Carry H 4 | RESET=9. 

— _ 3 Not used. 

Parity/Overflow P/V 2 | Set to equal the contents of the 
Interrupt Flip Flop 2. 

Subtract N 1 RESET=9. 


Carry Gg Q@ | Not affected. 





Addressing Mode: Implicit. 
Timing: 





M Cycles 
2 








T States psec @ 2 MHz. 
9 45 
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LD A,(nn) 


Description: Loads the contents of a memory location whose address is 

specified as nn in the instruction into the Accumulator, leaving the 

contents of that memory location unaltered. 

NOTE 1: In the Object Code, the second byte of the instruction 
contains the Lower Order byte of the address and the third 
byte contains the Higher Order byte of the address. 


No. of Bytes: 3 

Object Code (Hex.): 3Ann Decimal: 058 nn 
Where nn is the address of a memory location. 

Flag Register: 











Flag Code Bit Effect 
Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

_ _ 5 Not used. 

Half Carry H 4 Not affected. 

— — 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract - N 1 | Not affected. 

Carry C Q | Not affected. 





Example: An instruction LD A,(3D18) will result in an Object Code 
(Hex.) instruction 3A 18 3D. The contents of memory location 3D 18 will 
be loaded into the Accumulator, leaving the same value unchanged in 
memory location 3D 18. 


Addressing Mode: Direct. 
Timing: 





T States 
13 





psec @ 2 MHz. | 


6.5 


M Cycles 
4 
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LD A,(BC) 


Description: Loads the Accumulator with the contents of a memory 
location whose address is held in Register Pair BC, leaving the contents 
of that memory location unaltered. 


No. of Bytes: 1 
Object Code (Hex.): OA Decimal: 010 


Flag Register: 

















Flag Bit Effect 
Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

— _— 5 Not used. 

Half Carry H 4 | Not affected. 

= — 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 

Carry C Q | Notaffected. 








Example: LD HL,142AH 

LD (HL),@ADH 

LD BC,142AH 

LD A,(BC) 
If Register Pair BC contains 14 2A, and the contents of memory location 
14 2A are AD, this instruction will load AD into the Accumulator, leaving 
the same value in memory location 14 2A. 


Addressing Mode: Indirect. 
Timing: 





T States 
7 


psec @ 2 MHz. 
3:5 


M Cycles 
2 
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LD A,(DE) 


Description: Loads the Accumulator with the contents of a memory 
location whose address is held in Register Pair DE, leaving the contents 
of that memory location unaltered. 


No. of Bytes: 1 
Object Code (Hex.): 1A Decimal: 026 


Flag Register: 


Flag Code i Effect 
[ Fi | 























Sign S Not affected. 
Zero Z Not affected. 
— — Not used. 

Half Carry H Not affected. 


Not used. 

Not affected. 
Not affected. 
Not affected. 


Parity/Overflow P/V 
Subtract 
Carry 








Oz 
S+-NWOHRONODN 








Example: LD HL,4D23H 

LD (HL),68H 

LD DE,4D23H 

LD A,(DE) 
If Register Pair DE contains 4D 23, and the contents of memory location 
4D 23 are 68, this instruction will load 68 into the Accumulator, leaving 
the same value in memory location 4D 23. 


Addressing Mode: Indirect. 
Timing: 











M Cycles T States psec @ 2 MHz. 
2 7 3.5 
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LD r,n 
Where r is one of A,B,C,D,E,H,L. 


Description: Loads the value of n into register r. 
No. of Bytes: 2 








Object Code: 
if Hex i Decimal 
LD A,n 3En Q62 n 
LD B,n 06 n QQ6 n 
LDc,n QEn 014n 
LD D,n 16n 022 n 
LD E,n 1En 030 Nn 
LD H,n : 26n 038 n 
LDL,n 2En 046 n 





Where n is an 8 Bit integer, specified in the instruction. 
Flag Register: 








Flag Code Bit Effect 
Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

— —- 5 Not used. 

Half Carry H 4 Not affected. 

— a 3 Not used. 
Parity/Overflow P/V 2 Not affected. 
Subtract N 1 Not affected. 

Carry @ | Notaffected. 





Example: The Source Code statement LD B,14H will load the value 
14(Hex.) into the accumulator. 


Addressing Mode: Immediate. 
Timing: 





psec @ 2 MHz. 
3.5 











M Cycles  TStates 
2 7 
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LD r,r’ 


Where r and r’ are any of the Registers A,B,C,D,E,H or L. 


Description: Loads Register r with the contents of Register r’. Register 
r’ is unaltered. 


No. of Bytes: 1 


Object Code: LD rr’ produces the object code xx(Hex.) or 
yyy(Decimal.), where xx and yyy are taken from the table below. 


r 


A 
XxX YYY 
7F 127 
rf 78 120 
79121 
7A 122 
7B 123 
7C 124 
7D 125 


Flag Register: 


B 


XX yyy 
47071 
40 064 


41 065 
42 066 
43 067 


44 068 
45 069 


Cc 
xx yYY 
4F 079 
48 072 
49073 
4A 074 
4B 075 
4C 076 
4D 077 


D 
Xx yYY 
57 087 
50 080 
51081 
52 082 
53 083 
54 084 
55 085 


E 
xx YY 
5F 095 
58 088 
59 089 
5A 090 
5B 091 
5C 092 
5D 093 


H 
xx YY 
67 103 
60 096 
61 097 
62 098 
63 099 
64 100 
65 101 


L 
xx yyy 
6F 111 
68 104 
69 105 
6A 106 
6B 107 
6C 108 
6D 199 

















Flag Code Bit Effect 
Sign S 7 | Not affected. 
Zero Zz 6 Not affected. 
— — 5 Not used. 
Half Carry H 4 | Not affected. 
— — 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 
Carry Cc @ | Not affected. 
Example: LD A,53H 
LDL,A 
If the contents of the Accumulator are 53H, _ this 


instruction will load 53H into Register L, leaving the same value in the 
Accumulator. Cont. 
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Addressing Mode: Implicit. 
Timing: 








usec @ 2 MHz. | 
2 








M Cycles T States 
1 4 
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LD r,(HL) 


Where ris any of registers A,B,C,D,E,H or L. 


Description: Loads Register r with the contents of the memory location 
whose address is held in Register Pair HL, leaving the contents of that 
memory location unaltered. Note that in the cases of LD H,(HL) and LD 
L,(HL), the contents of the HL Register Pair will be altered. 


No. of Bytes: 1 








Object Code: 
Hex Decimal 
LD A,(HL) 7E 126 
LD B,(HL) 46 070 
LD C,(HL) 4E 0178 
LD D,(HL) 56 086 
LD E,(HL) 5E 9094 
LD H,(HL) 66 102 
LD L,(HL) 6E 110 





Where n is an 8 Bit integer, specified in the instruction. 
Flag Register: 











Flag Code Bit Effect 
Sign S 7 | Not affected. 
Zero Z 6 Not affected. 
— _— 5 Not used. 
Half Carry H 4  |Not affected. 
— — 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 
Carry C Q | Not affected. 
Example: LD HL, 4732H 
LD (HL), 56H 
LD E,(HL) 


If the Register Pair HL contains 47 32H, and the content of memory 
location 4732H is 56H, this instruction will load 56H into Register E, 
leaving the same value in memory location 47 43H. 

Cont. 


191 


Addressing Mode: Indirect. 
Timing: 





M Cycles 





T States psec @ 2 MHz. 
7 3:5 








2 
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LD r,(IX + d) 
LD r,(IY + d) 


Where ris one of the Registers A,B,C,D,E,HorL, and dis an 8 bit integer. 


Description: Loads register r with the contents of the memory location 
whose address is indentified by the contents of Index Register IX or lY 
(modified by displacement d, which is specified in the instruction), 
leaving the contents of that memory location unaltered. 


No. of Bytes: 3 

















Object Code: 
Hex Decimal 
LD A,(IX+d) DD 7Ed 221 126d 
LD A,(IY+d) FD 7Ed 253 126d 
LD B,(IX+d) DD 46d 221 070d 
LD B,(lY+d) FD 46d 253 070d 
LD C, (IX+d) DD 4Ed 221 078d 
LD C,(lY +d) FD 4Ed 253 078d 
LD D,(IX+d) DD 56d 221 086d 
LD D,(IY+d) FD 56d 253 086 d 
LD E,(IX+d) DD 5Ed 221 094d 
LD E,(IY+d) FD 5Ed 253 094 d 
LD H,(1X+d) DD 66 d 221 102d 
LD H,(lY +d) FD 66 d 253 102 d 
LDL,(IX+d) DD 6Ed 221110d 
LDL,(IY+d) FD 6Ed 253 110d 
Flag Register: 
Flag Code Bit Effect 
Sign S 7 | Not affected. 
Zero Z 6 | Not affected. 
— _— 5 Not used. 
Half Carry H 4 | Not affected. 
— _ 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 
Carry C @ | Not affected. 








Cont. 


193 


Example: LD HL, 3224H 

LD (HL), 62H 

LD IX, 3221H 

LC C,(IX+3) 
If Index Register IX contains 3221 (Hex.), and din the instruction is 3, the 
required memory location is 3224 (Hex.). If the content of memory 
location 3224 is 62 (Hex.), this instruction will load 62 into register C, 
leaving the same value in memory location 32 24. 


Addressing Mode: Indexed. 
Timing: 





psec @ 2 MHz. 
9.5 





M Cycles T States 
5 19 
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LDI,A 


Load Interrupt Vector Register from Accumulator. 
Object Code: 





Hex Decimal 
LDI,A ED 47 237 071 








Description: Loads the contents of the Accumulator into the Interrupt 
Vector Register (Register |), leaving the contents of the Accumulator 
unaltered. 


No. of Bytes: 2 
Flag Register: 


























Flag | Code Effect | 
Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

— — 5 Not used. 

Half Carry H 4 | Notaffected. 

= — 3 Not used. 

Parity/Overflow P/V |2 _ | Notaffected. 

Subtract N 1 | Not affected. 

Carry Cc Q | Notaffected. 











Example: LD A,24H 

LDI,A 
If the Accumulator contains 24, this instruction loads 24 into Register 1, 
leaving the contents of the Accumulator unaltered. 


Addressing Mode: Implicit. 
Timing: 





M Cycles 


T States | psec @ 2 MHz. | 
2 


9 i 45 | 
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LD R,A 


Description: Loads the contents of the Accumulator into the Memory 
Refresh Register (Register R), leaving the contents of the Accumulator 
unaltered. 


No. of Bytes: 2 
Object Code (Hex.): ED 4F Decimal: 237 079 


Flag Register: 














Flag Code Bit Effect 
Sign S 7 | Not affected. 

Zero Z 6 | Notaffected. 

_ — 5 Not used. 

Half Carry H 4 | Not affected. 

— _ 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 

Carry Cc Q@ | Notaffected. 








Example: LD A,38 

LDR,A 

If the contents of the Accumulator are 38, this instruction will load 38 into 
Register R, leaving the same value in the Accumulator. 


Addressing Mode: Implicit. 


M Cycles T States psec @ 2 MHz. 
2 9 4.5 


Timing: 
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LD rr, nn 


Load Immediate into Register pair rr 16 bits of data nn, where rr is any of 
the Register Pairs BC, DE, HL or SP and nnis a two byte integer. 


Object Code: 








Hex Decimal 
LD BC,nn Minn 001 nn 
LD DE,nn Jinn Q17nn 
LD HL,nn 21nn 033 nn 
LD SP,nn 31nn 049 nn 





Description: Loads specified Register Pair with the two byte integer nn 
specified in the instruction. The second byte of the Object Code 
instruction is the Lower Order byte of the integer nn and the third byte of 
the Object Code instruction is the Higher Order byte of integer nn. 


No. of Bytes: 3 








Flag Register: 

Flag Code Bit Effect 
Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

— — 5 Not used. 

Half Carry H 4 | Not affected. 

— — 3 | Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 

Carry Cc Q | Not affected. 








Example: The Source Code statement LD HL,244EH will produce the 
Object Code instruction 21 4E 24(Hex.), which will load Register Pair HL 
with the data 24 4E(Hex.). 


Addressing Mode: Immediate. 
Timing: 





M Cycles 
3 





10 5 








T States psec @ 2 Mkz. 
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LD [X,nn 
LD IY,nn 


Description: Loads Index Register IX or lY with the two byte integer nn 
specified in the instruction. The third byte of the Object Code instruction 
is the Lower Order byte of the integer nn, and is loaded into the Lower 
Order byte of the Index Register, while the fourth byte of the Object 
Code instruction is the Higher Order byte of nn and is loaded into the 


Higher Order byte of the Index Register. 
No. of Bytes: 4 








Object Code: 
Hex Decimal 
LD IX,nn DD 21nn 221 033 nn 
LDIY,nn FD 21nn 253 933 nn 





Where nn is a two Byte integer, specified in the instruction. 
Flag Register: 























Flag | Code Effect 

Sign S 7 | Not affected. 
Zero Z 6 _| Not affected. 
— — 5 Not used. 

Half Carry H 4 | Not affected. 
— _— 3 Not used. 

Parity/Overflow P/V 2 _| Not affected. 
Subtract N 1 Not affected. 
Carry C Q | Not affected. 

sillier oi 








Example: The Source Code statement LD IX,192QH will produce the 
Object Code instruction DD 21 20 1@(Hex.), which will load Index 


Register IX with the data 10 20(Hex.). 
Addressing Mode: Immediate. 
Timing: 








M Cycles T States psec @ 2 MHz. 
4 14 t 
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LD rr,(nn) 


Load Register Pair from memory where rr is either BC, DE, HL or SP. 
Object Code: 








| | Hex Decimal 
LD BC,(nn) ED 4Bnn 237 075nn 
LD DE,(nn) ED 5Bnn 237 091 nn 
LD HL,(nn) ED6Bnn 237107nn 
LD SP,(nn) ED7Bnn 237 123 nn 





Description: Loads Register Pair rr with the contents of the memory 
location whose address is specified in the instruction AND the contents 
of that memory location + 1. The contents of the specified memory 
location are loaded into the Lower Order byte of Register Pair rr and the 
contents of the next memory location into the Higher Order byte of that 
Register pair. 


No. of Bytes: 4 
Flag Register: 











Flag Code Bit Effect 
Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

— — 5 Not used. 

Half Carry H 4 | Not affected. 

_ _ 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 

Carry C Q | Notaffected. 





Cont. 
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Example: LD HL,3145H 

LD (HL),68H 

LD BC,(3145H) 
Source Code statement LD BC,(3145) will become Object Code 
instruction ED 4B 45 31. If the contents of memory location 31 45 are 68, 
and those of memory location 31 46 are A3, this instruction will load A3 
into Register B and 68 into Register C, making the contents of Register 
Pair BC = A3 68. 


Addressing Mode: Direct. 
Timing: 








M Cycles T States psec @ 2 Mkz. 
6 20 10 
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LD TY,(nn) 
LD IX,(nn) 


Description: Loads Index Register IX or lY with the contents of amemory 
location whose address is specified in the instruction AND the contents 
of the next sequential memory location. The contents of the specified 
memory location are loaded into the Lower Order byte of Index Register 
IX or IY and the contents of the next memory location into the Higher 
Order byte of that Register. 


No. of Bytes: 4 








Object Code: 

| Hex Decimal 
LD IX,(nn) DD 2Ann 221 042 nn 
LD IY,(nn) FD 2Ann 253 042 nn 





Where (nn) is the address of amemory location. 
Flag Register: 








| Flag | Code | Bit Effect 
Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

— — 5 Not used. 

Half Carry H 4 | Not affected. 

— — 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 

Carry C Q | Not affected. 

















Cont. 
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Example: LD HL,1812H 

LD (HL),6AH 

LD IX,(1812 H) 
The Source Code statement LD IX,(1812) will produce Object Code 
instruction DD 2A 12 18. If the contents of memory location 18 12 are 6A, 
and the contents of memory location 1813 are 24, this instruction will 
load 6A into the Lower Order byte of Index Register IX and 24 into the 
Higher Order byte of that Register, making the contents 24 6A. 


Addressing Mode: Direct. 
Timing: 








‘MCycles T States usec @ 2 MHz. 
6 20 10 
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LD SP, HL 


Move contents of Register Pair HL to Stack Pointer. 
Object Code: 





Hex Decimal 
LD SP, HL FQ 249 








Description: Loads the Stack Pointer with the contents of Register Pair 
HL, leaving the contents of Register Pair HL unaltered. 


No. of Bytes: 1 

















Flag Register: 

Flag Code | Bit Effect 
Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

_ — 5. Not used. 

Half Carry H 4 | Not affected. 

— _ 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 

Carry C Q | Notaffected. 





Example: LD HL,5B24H 

LD SP,HL 
If the contents of Register Pair HL are 5B 24, this instruction will load 5B 
24 into the Stack Pointer (SP), leaving the same value in Register Pair 
HL. 


Addressing Mode: Implicit. 
Timing: 








1 6 


| M Cycles T States 
3 





usec @ 2 MHz. | 
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LD SP, IX 








LD SP, IY 
Move contents of Index Register to Stack Pointer. 
Object Code: 
Hex Decimal | 
LD SP, IX DD F9 221 249 
LD SP, lY FD F9 253 249 








Description: Loads the Stack Pointer (SP) with the contents of specified 
Index Register, leaving the contents of Index Register unaltered. 


No. of Bytes: 2 








Flag Register: 

Flag Code Bit Effect 
Sign S 7 Not affected. 
Zero Z 6 _| Not affected. 
— -- 5 Not used. 

Half Carry H 4 | Not affected. 
— — 3 Not used. 

Parity/Overflow P/V 2 _| Not affected. 
Subtract N 1 Not affected. 
Carry C Q@ | Not affected. 





Example: LD IX,26A5 

LD SP, IX 
If Index Register IX contains 26 AS, this instruction will load the Stack 
Pointer with the data 26 A5, leaving the same value in Index Register IX. 


Addressing Mode: Implicit. 
Timing: 





psec @ 2 MHz. 
5 





M Cycles [ T States 
2 | 10 
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LD (nn),A 


Store Accumulator in memory location nn where nn is a two byte 
address. 


Object Code: 





| Hex Decimal 
| LD (nn),A 32 nn Q50 nn 








Description: Loads the contents of the Accumulator into the memory 
location whose address is specified in the second and third bytes of the 
Object Code instruction, leaving the contents of the Accumulator 
unaltered. 


No. of Bytes: 3 











Flag Register: 

Flag Code Bit Effect 
Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

_— _ 5 Not used. 

Half Carry H 4 | Not affected. 

_— — 3 Not used. 
Parity/Overflow P/V 2 | Notaffected. 
Subtract N 1 Not affected. 

Carry C Q | Notaffected. 





Example: LD A,9CH 

LD (1A49H),A 
If nn is specified in the Source Code statement as 1A 49, this will 
produce the Object Code instruction 32 49 1A (Note that the Lower 
Order byte of the address appears in the second byte of the Object 
Code instruction). If the contents of the Accumulator are 9C, this 
instruction will load 9C into memory location 1A, 49, leaving the same 
value in the Accumulator. 


Addressing Mode: Direct. 
Timing: 








4 13 6.5 








M Cycles | T States | psec @ 2 MHz. 
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LD (nn),rr 


Store Register Pair into memory location nn where rr can be any of the 
Registers BC, DE, HL or SP. 


NOTE: The Lower Order byte of the address is held in the third byte of 
the Object Code instruction and the Higher Order byte of that 
address is held in the fourth byte of that instruction. 


Object Code: 














Decimal 
237 067 NN 






ED 43nn 


ED 53nn 237 083 nN 
ED63nn 237 999 nn 
ED 73nn 237 115nn 








Description: Loads the Lower Order byte of the contents of the 
specified Register Pair into the memory location whose address is 
specified in the instruction, and the Higher Order byte of that Register 
Pair into the next sequential memory location, leaving the contents of the 
Register Pair unaltered. 


No. of Bytes: 4 
Flag Register: 














Flag Code Bit Effect 
Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

— — 5 Not used. 

Half Carry H 4 | Not affected. 

— — 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 

Carry Cc @ | Notaffected. 
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Example: LD BC,6789H 

LD (3456),BC 
If nn is specified in the Source Code statement as 34 56, LD (3456),BC 
will produce the Object Code instruction ED 43 56 34. If the contents of 
Register Pair BC are 67 89, this instruction will load the value 89 into 
memory location 34 56 and the value 67 into memory location 34 57, 
leaving the value 67 89 in Register Pair BC. 


Addressing Mode: Direct. 
Timing: 


| M “ers T States eed psec @2 aoe 
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LD (nn),IX 
LD (nn), IY 


Store Index Register into memory location nn where nn is the 2 byte 
address. 








Object Code: 
Hex Decimal 
LD (nn), |X DD 22nn 221 034nn 
LD (nn),lY FD 22 nn 253 034 nn 





Description: Loads the Lower Order byte of the contents of the 
specified Index Register into the memory location whose address is 
specified in the instruction, and the Higher Order byte of that Index 
Register into the next sequential location, leaving the contents of the 
Index Register unaltered. 


No. of Bytes: 4 
Flag Register: 

















Flag | Code | Bit Effect 
Sign S 7 | Not affected. 

Zero Z 6 _| Not affected. 

— — 5 Not used. 

Half Carry H 4 | Not affected. 

— — 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N i 1 Not affected. 

Carry | C | Q | Notaffected. 





Cont. 
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Example: LD IX,7766H 

LD (11AAH),IX 
If nn is specified in the Source Code statement as 11 AA, LD (11AA),|Y 
will produce the Object Code instruction FD 22 AA. If the contents of 
Index Register lY are 77 66; this instruction will load 66 into memory 
location 11 AA and 77 into memory location 11 AB, leaving the value 77 
66 in Index Register lY. 


Addressing Mode: Direct. 
Timing: 





M Cycles 
6 





20 10 











T States psec @ 2 MHz. 
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LD (rr),A 


Load Accumulator into memory location addressed by Register Pair rr 
where rr is Register Pairs BC or DE. 








Object Code: 
Hex Decimal 
LD(BC),A 02 Q02 
LD(DE),A 12 018 





Description: Loads the contents of the Accumulator into a memory 
location whose address is held in Register Pair rr, leaving the contents of 
the Accumulator unaltered. 


No. of Bytes: 1 
Flag Register: 








Flag Code Effect 



















Sign S 7 | Not affected. 
Zero Z 6 | Not affected. 
— — 5 Not used. 

Half Carry H 4 | Not affected. 
— — 3 Not used. 

Parity/Overflow P/V 2 Not affected. 
Subtract N 1 Not affected. 
Carry C Q | Not affected. 





Example: LD BC,1A24H 

LD A,4AH 

LD (BC),A 
If the contents of Register Pair BC are 1A 24, and the contents of the 
Accumulator are 4A, this instruction will load 4A into memory location 1A 
24, leaving the same value in the Accumulator. 


Addressing Mode: Indirect. 
Timing: 











psec @ 2 MHz. 
3.5 





M Cycles T States 
2 7 
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LD (HL),n 


Load Immediate into memory n, where n is an 8 bit integer. 


Object Code: 





Hex 


Decimal 


| 





36n 





LD (HL),n 


054 n 





Description: Loads the value n into a memory location whose address 


is held in Register Pair HL. 
No. of Bytes: 2 
Flag Register: 













Sign S 
Zero Z 








Half Carry H 

Parity/Overflow P/V 
Subtract 
Carry 


Oz 














Effect 





Not affected. 
Not affected. 
Not used. 

Not affected. 
Not used. 

Not affected. 
Not affected. 
Not affected. 








Example: LD HL,223CH 
LD (HL),1CH 


The Source Code statement LD HL,1CH will produce the Object Code 
instruction 36 1C(Hex.). If the contents of Register Pair HL are 22 3C, this 


instruction will load the value 1C(Hex.) into memory location 22 3C. 


Addressing Mode: Immediate/Indirect. 


Timing: 





psec @ 2 MHz. 





3 10 


| M Cycles | T States 





5 
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LD (HL),r 


Load memory location from Register r where r is any of the Registers 


A,B,C, D, E, Hor. 








Object Code: 
Hex Decimal 
LD (HL),A 77 119 
LD (HL),B 70 112 
LD (HL),C 71 113 
LD (HL),D 72 114 
LD (HL),E 73 115 
LD (HL),H 74 116 
LD (HL),L 75 117 








Description: Loads the contents of Register r into a memory location 
whose address is held in Register Pair HL, leaving the contents of 


Register r unaltered. 


No. of Bytes: 1 
Flag Register: 














Flag Code Bit | Effect 
Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

= — 5 Not used. 

Half Carry H 4 | Not affected. 

—_ — 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 

Carry C Q | Notaffected. 











Cont. 
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Example: LD HL,48E1H 

LD A,87H 

LD (HL),A 
If the contents of Register Pair HL are 48 E1, and the contents of the 
Accumulator are 87, this instruction will load 87 into memory location 48 
E1, leaving the same value in the Accumulator. 


Addressing Mode: Indirect. 
Timing: 





T States 
7 


psec @ 2 MHz. 
3.5 








M Cycles 
2 
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LD (IX + d),n 
LD (IY + d),n 


Description: Loads the integer n into a memory location which is 
identified by the contents of Index Register IX or IY (modified by 
displacement d, which is specified in the instruction), leaving the 
contents of that memory location unaltered. 


No. of Bytes: 4 











Object Code: 
Hex Decimal | 
LD (IX + d),n DD 36dn 221 054 dn 
LD (IY + d),n FD 36 dn 253 054 dn 





Where: d is the required displacement from the memory location whose 
address is held in Index Register IX or IY. 


Flag Register: 

















Bit Effect 

Sign 7 | Not affected. 
Zero 6 | Not affected. 
— 5 Not used. 

Half Carry 4 | Not affected. 
— 3 Not used. 

Parity/Overflow 2 | Not affected. 
Subtract 1 Not affected. 
Carry Q | Not affected. 





Example: LD IX,2A35H 

LD (IX+3),5H 
If the contents of Index Register IX are 2A 35 and d and nare specified in 
he instruction as 3 and 5 respectively, this instruction will load the value 
Q@5(Hex.) into memory location 2A 38. 


Addressing Mode: |Indexed/Immediate. 
Timing: 








9.5 


psec @ 2 MHz. 
3 19 








M Cycles : T States 
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LD (IX+d),r 
LD (IY+d),r 


Load memory from Register r using Index Register IX or lY, where rcan 
be any of the registers A, B, C, D, E, H or L and d is the required 
displacement from the memory location whose address is held in the 
Index Register. 


Object Code: 








Decimal 


253 119d 
253 112d 
253 113d 


253 114d 
253 115d 
253 116d 
253 117d 















Decimal 


221119d 
221112d 
221 113d 
221115d 
221116d 
221117d 

















Description: Loads the contents of Register r into a memory location 
whose address is identified by the contents of Index Register |X or lY 
(modified by displacement d, which is specified in the instruction), 
leaving the contents of the Register unaltered. 


No. of Bytes: 3 


Cont. 


215 


Flag Register: 








Flag Code Bit Effect 
Sign S 7 | Not affected. 

Zero Z 6 _| Not affected. 

= — 5 Not used. 

Half Carry H 4  |Not affected. 

— — 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 | Not affected. 

Carry C Q | Notaffected. 








Example: LD IX, 34A1H 
LD A,48H 
LD (IX+6),A 


If the contents of Index Register IX are 34 A1, and d inthe instruction is 6, 
the required memory location is 34 A7. If the contents of the 
Accumulator are 48, this instruction will load 48 into memory location 34 
A7, leaving the same value in the Accumulator. 


Addressing Mode: Indexed. 


Timing: 





M Cycles 











5 


T States psec @ 2 MHz. 
19 9.5 
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LDD 


Data transfer between memory locations. Decrement source and 
destination addresses. 


Object Code: 





Hex Decimal 
LDD ED A8 237 168 








Description: Transfers one byte of data from the memory location 
whose address is held in Register Pair HL to the memory location whose 
address is held in Register Pair DE, then decrements Register Pairs BC 
(which is used as a byte counter), DE and HL. 


No. of Bytes: 2 
Flag Register: 

















[ Flag Code Bit Effect 

Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

— _ 5 Not used. 

Half Carry H 4 | RESET =@. 

-- — 3 Not used. 

Parity/Overflow P/V 2 |SET = 1 if the new contents of 
Register Pair BC # @, otherwise 
RESET = @. 

Subtract N 1 RESET = @. 

Carry C @ | Notaffected. 
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Example: LD HL,2145H 

LD DE,6785H 

LD BC,Q1H 

LDD 
If the contents of Register Pair HL are 21 45 and the contents of Register 
Pair DE are 67 85, this instruction will transfer the contents of memory 
location 21 45 to memory location 67 85, leaving the same value in 
memory location 21 45. It will also decrement Register Pair HL to 21 44, 
Register Pair DE to 67 84 and, if the original contents of Register Pair BC 
were 01, that Register Pair will be decremented to QQ, then Flags H, P/V 
and N will be RESET = @. 


Addressing Mode: Indirect. 


M Cycles T States psec @ 2 M#z. 
4 16 8 


Timing: 
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LDDR 


Data transfer between memory locations until counter is zero. 
Decrement source and destination registers. 


Object Code: 








Hex Decimal 
LDDR ED B8& 237 184 




















Description: Transfers one byte of data from the memory location 
whose address is held in Register Pair HL to the memory location whose 
address is held in Register Pair DE, then decrements Register Pairs BC 
(which is used as a byte counter), DE and HL. If the new contents of 
Register Pair BC = @ the instruction is terminated, otherwise the 
Program Counter (PC) is decremented by 2 and the instruction is 
repeated. 

NOTE 1 If the initial value of Register Pair is set to zero, this instruction 

will cycle through all 64K of memory. 
NOTE 2 Interrupts can be accepted after each transfer is complete. 


No. of Bytes: 2 














Flag Register: 
Flag Code Bit Effect 
Sign S 7 | Not affected. 
Zero Z 6 | Not affected. 
oo — 5 Not used. 
Half Carry H 4 | RESET =9Q. 
— —_— 3 Not used. 
Parity/Overflow P/V 2 | RESET=9. 
Subtract N 1 RESET = Q. 
Carry C Q | Notaffected. 
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Example: LD HL,468QH 

LD DE,2435H 

LD BC,Q3H 

LDDR 
If the contents of Register Pair HL are 46 89, the contents of Register Pair 
DE are 24 35 and the contents of Register Pair BC are 9003, this 
instruction will transfer the contents of memory location 46 80 to memory 
location 24 35, then decrement the contents of Register Pairs HL to 46 
7F, DE to 24 34 and BC to QQ @2 and RESET Flags H, P/V and N = 9. 
Because the new contents of Register Pair BC = @, the Program Counter 
will be decremented by 2 (which returns it to the address of this 
instruction) and the LDDR instruction is repeated using the new memory 
location addresses in Register Pairs HL and DE. 


Addressing Mode: Indirect. 











Timing: 
M Cycles T States psec @ 2 MHz. 
BC #0 5 21 7 10.5 
BC =9@ 4 16 ‘8 
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LDI 


Data transfer between memory locations. Increment source and 
destination addresses. 


Object Code: 





Hex Decimal 
LDI ED AQ 237 160 








Description: Transfers one byte of data from the memory location 
whose address is held in Register Pair HL to the memory location whose 
address is held in Register Pair DE, then increments Register Pairs HL 
and DE and decrements Register Pair BC (which is used as a byte 
counter). 


No. of Bytes: 2 
Flag Register: 








Flag Code _ | Bit Effect 

Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

— — 5 Not used. 

Half Carry H 4  |RESET=@9. 

— — 3 Not used. 

Parity/Overflow P/V 2 |SET = 1 if the new contents of 


Register Pair BC = Q, otherwise 





RESET = 0. 
Subtract N 1 RESET = @. 
Carry C Q | Not affected. 
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Example: LD HL,4567H 

LD DE,32A5H 

LD BC,1628H 

LDI 
If the contents of Register Pair HL are 45 67 and the contents of Register 
Pair DE are 32 A5 and the contents of Register Pair BC are 16 28, this 
instruction will transfer the contents of memory location 45 67 to memory 
location 32 A5, leaving the same value in location 45 67, then increment 
the contents of Register Pairs HL and DE to 45 68 and 32 A6 respectively 
and decrement the contents of Register Pair BC to 16 27. Flags H andN 
will be RESET = Q and Flag P/V will be SET = 1. 


Addressing Mode: Indirect. 
Timing: 








4 


M Cycles 
16 8 








T States | psec @ 2 MHz. 
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LDIR 


Data transfer between memory locations until counter is zero. Increment 
source and destination registers. 


Object Code: 





Hex Decimal 
LDIR ED BQ 237 176 








Description: Transfers one byte of data from the memory location 
whose address is held in Register Pair HL to the memory location whose 
address is held in Register Pair DE, then increments Register Pairs HL 
and DE and decrements Register Pair BC (which is used as a byte 
counter). If the new contents of Register Pair BC = @ the instruction is 
terminated, otherwise the Program Counter (PC) is decremented by 2 
and the instruction is repeated, using the new addresses in Register 
Pairs HL and DE. 

NOTE 1 If the initial value of Register Pair BC is set to zero, this 

instruction will loop through all 64K of memory. 
NOTE 2 Interrupts can be accepted after each transfer is complete. 


No. of Bytes: 2 
Flag Register: 








Flag Code Bit Effect 
Sign 5 7 | Not affected. 

Zero Z 6 | Not affected. 

— — 5 Not used. 

Half Carry H 4 | RESET =9. 

— —_ 3 Not used. 
Parity/Overflow P/V 2 | RESET =9. 
Subtract N 1 RESET = @. 

Carry C Q | Notaffected. 
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Example: LD HL,4668H 

LD DE,2332H 

LD BC,Q11H 

LDIR 
If the contents of Register Pair HL are 46 68, the contents of Register Pair 
DE are 23 32 and the contents of Register Pair BC are QQ 11, this 
instruction will transfer the contents of memory location 46 68 to memory 
location 23 32, leaving the same value in location 46 68, then increment 
the contents of Register Pairs HL and DE to 46 69 and 23 33 respectively 
and decrement the contents of Register Pair BC to 00 10. Flags H, P/V 
and N will be RESET = 9. 


Addressing Mode: Indirect. 











Timing: 

M Cycles T States psec @ 2 Mtz. | 
[Bc +0 5 21 10.5 
|BC=0 | 4 16 8 
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NEG 


Description: Negates the contents of the Accumulator by subtracting 

those contents from zero (two’s complement) and storing the result in 

the Accumulator. 

NOTE: If the contents of the Accumulator are 8Q(Hex.), those contents 
will not be changed by this instruction. 


No. of Bytes: 2 
Object Code (Hex.): ED 44 Decimal: 237 068 


Flag Register: 











Flag Code Bit Effect 

Sign S 7 {SET = 1 if the result is negative, 
otherwise RESET = 9. 

Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = 9. 

~ — 5 Not used. 

Half Carry H 4 | SET = 1 if no Borrow from Bit 4, 
otherwise RESET = 9. 

_ _— 3 Not used. 





Parity/Overflow P/V 2 | SET = 1 if the original value of the 
Accumulator was 8Q(Hex.), 
otherwise RESET = 9. 

Subtract N SET = 1. 

Carry C @ | SET = 1 if the original value of the 
Accumulator was NOT QQ, 
otherwise RESET = 9. 


—_ 











Example: LD A,@2H 

NEG 
If the original contents of the Accumulator are Q2(Hex.), this instruction 
will make those contents equal FE(Hex.), then SET Flags S, NandC = 1 
and RESET Flags Z, H and P/V = @. 


Addressing Mode: Implicit. 
Timing: 





M Cycles 
2 





8 4 











T States : psec @ 2 MHz. 
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NOP 


Description: Nothing occurs for one Machine Cycle. 
No. of Bytes: 1 
Object Code (Hex.): 00 Decimal: 000 


Flag Register: 








Flag i Effect 








Not affected. 
Not affected. 
Not used. 


Not affected. 
Not used. 


Not affected. 
Not affected. 
Not affected. 


Sign 
Zero 


Half Carry 


Parity/Overflow 
Subtract 
Carry 


S- NWA ND N 








Addressing Mode: Implicit. 
Timing: 


M Cycles | T States psec @ 2 MHz. | 
1 4 | 2 
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OR n 


OR Accumulator with data n, where n is an 8 bit integer. 
Object Code: 
Where n is an 8 Bit integer, specified in the instruction. 





Hex Decimal 
ORn F6n 246n 








Description: Performs a Bit by Bit logical OR between the contents of 
the Accumulator and the integer n, then stores the result in the 
Accumulator. 


No. of Bytes: 2 
Flag Register: 





Flag Code Bit Effect 





Sign S 7 | SET = 1 if the result is negative, 
otherwise RESET = 9. 











Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = 9. 

— _ is) Not used. 

Half Carry H 4 | RESET=@Q. 

— _ 3 Not used. 

Parity/Overflow P/V 2 | SET = 1 for Parity Even, RESET = 0 
for Parity Odd. 

Subtract N 1 RESET = @. 

Carry C @ | RESET =9. 





Cont. 
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Example: LD A,6AH 

OR 15H 
If the contents of the Accumulator are 6AH (Bit Pattern 6119101) and n 
in the intructions is 15H (Bit Pattern #601911) the result will be 7FH 
(Bit Pattern 61111111) and this is stored in the Accumulator, while Flags 
S, Z, P/V, N, H and C are RESET = @. 


Addressing Mode: Immediate. 
Timing: 








3.5 


psec @ 2 MHz. 
2 t 








M Cycles | T States 
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ORr 


Or Register r with the Accumulator where r is any of the Registers A, B, 








C,D,E, Hor c. 
Object Code: 
Hex Decimal 

ORA B7 183 
ORB BO 176 
ORC B1 177 
ORD B2 178 
ORE B3 179 
ORH B4 180 
ORL B5 181 





Description: Performs a Bit by Bit logical OR between the contents of 
the Accumulator and the contents of specified register, then stores the 
result in the Accumulator leaving the contents of the specified register 
unaltered. Note that this instruction will never change the value of the A 
register, but will change the value of some of the flags. As with AND A, 
OR A is used only for setting flags to useful values. 


No. of Bytes: 1 
Flag Register: 














Flag Code _ | Bit Effect 

Sign S 7 | SET = 1 if the result is negative, 
otherwise RESET = 9. 

Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = Q. 

_— — 5 Not used. 

Half Carry H 4 |RESET=@9. 

— _— 3 Not used. 

Parity/Overflow P/V 2 | SET =1 for Parity Even, RESET = 0 
for Parity Odd. 

Subtract N 1 RESET = @. 

Carry C RESET = @. 








Cont. 


229 


Example: LDA,21H 
ORA 

If the contents of the Accumulator are 21(Hex.) the logical OR is 

performed as follows: 














Hex Binary 
Accumulator 21 00100001 
Accumulator 21 00100001 
Result 21 00100001 





Flag P/V is SET = 1 and Flags S, Z, N, H and C are RESET = 9. 


Addressing Mode: Implicit. 
Timing: 
psec @ 2 MHz. 
2 








M Cycles T States 
1 4 
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OR (HL) 


Description: Performs a Bit by Bit logical OR between the contents of the 
Accumulator and the contents of a memory location whose address is 
held in Register Pair HL. The contents of both Register Pair HL and the 
memory location remain unaltered. 


No. of Bytes: 1 
Object Code (Hex.): B6 Decimal: 182 


Flag Register: 











Flag Code Effect 

Sign S SET = 1 if the result is negative, 
otherwise RESET = @. 

Zero Z SET = 1 if the result is zero, 
otherwise RESET = 9. 

— — Not used. 

Half Carry H RESET = @ 

— — Not used. 

Parity/Overflow P/V SET = 1 for Parity Even, RESET = @ 
for Parity Odd. 





Subtract N 
Carry C 





RESET = 9. 
RESET = @. 














Example: LD A,24H 

LD HL,A367H 

LD (HL),12H 

OR (HL) 
If the contents of the Accumulator are 24(Hex.), the contents of Register 
Pair HL are A3 67 and the contents of memory location A3 67 are 12, the 
logical OR is performed as follows: 

















Hex Binary 
Accumulator 24 00100100 
Location A3 67 12 00010010 
Result 36 00110110 





Flag P/V is SET = 1 while Flags S, Z, N, Hand C are RESET = 9. 
Addressing Mode: Indirect. 
Cont. 
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Timing: 





T States psec @ 2 MHz. 





2 


M Cycles 
7 








3.5 
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OR (IX + d) 
OR (IY + d) 


Description: Performs a Bit by Bit logical OR between the contents of the 
Accumulator and the contents of a memory location whose address is 
identified by the contents of Index Register IX or IY (modified by 
displacement d, which is specified in the instruction), then stores the 
result in the Accumulator. The contents of both Index Register IX and lY 
and the memory location remain unaltered. 


No. of Bytes: 3 








Object Code: 
Hex Decimal 
OR (IX + d) DD B6d 221 182d 
OR (IY + d) FD B6d 253 182 d 





Where d is the required displacement from the memory location whose 
address is held in Index Register IX or lY. 


Flag Register: 


Flag | Code Bit Effect 














Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = 9. 

Zero Z 6 SET = 1 if the result is zero, 
otherwise RESET = 9. 

= = 5 Not used. 

Half Carry H 4 |RESET=@Q@. 

— — 3 Not used. 

Parity/Overflow P/V 2 | SET = 1 for Parity Even, RESET = Q 
for Parity Odd. 

Subtract N 1 RESET = @. 

Carry C  |@ | RESET =9. 
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Example: LD IX,2105H 

LD HL,2198H 

LD (HL),12H 

LD A,@A3H 

OR (IX+3) 
If the contents of Index Register IX are 21 05 and d in the instruction is 3, 
the required memory location is 21 @8. If the contents of the Accumulator 
are A3 and the contents of memory location 21 98 are 12, the logical OR 
performs as follows: 






Binary 

























Accumulator 10100011 
Location 21 08 00010010 
Result 10110011 








Flag S is SET = 1, while Flags Z, H, P/V, N and C are RESET = 9. 
Addressing Mode: Indexed. 
Timing: 


M Cycles T States psec @ 2 MHz. 
5 19 9.5 
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OTDR 


Description: Outputs, to the device identified by the contents of Register 
C, the contents of a memory location whose address is held in register 
Pair HL, then decrements register B (which is used as a byte counter) 
and Register Pair HL. If Register B is then <> Q, the Program Counter 
(PC) is decremented by 2 and the instruction is repeated. 


NOTE: Register C supplies Bits 9 to 7 to the Address Bus and Register 
B provides Bits 8 to 15 (after Register B is decremented. 


No. of Bytes: 2 




















Object Code (Hex.): ED BB Decimal: 237 187 
Flag.Register: 
Flag {= Bit Effect | 
Sign S 7 | Not known. 
Zero Z 6 |SET=1 
— — 5 Not used. 
Half Carry H 4 | Not known. 
— — 3 Not used. 
Parity/Overflow P/V 2 | Not known. 
Subtract N 1 SET = 1. 
Carry C Q | Not affected. 
flee 
Example: LD C,21H 
LD HL,43A1H 
LD B,1 
OTDR 


If Register C contains 21(Hex.) and Register Pair HL contains 43 A1, this 
instruction will output the contents of memory location 43 A1 to device 
number 21H, then decrements Register B and Register Pair HL. If the 
new contents of Register B = 9, the instruction is terminated, otherwise 
the Program Counter reverts to the address of the instruction which is 
then repeated (Register Pair HL will now contain 43 AQ). 


Addressing Mode: External. 











Timing: 
M Cycles T States psec @ 2 MHz. 
B<>Q 5 21 10.5 
B=0 4 16 8 | 
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OTIR 


Description: Outputs, to the device identified by the contents of Register 
C, the contents of a memory location whose address is held in register 
Pair HL, then decrements register B (which is used as a byte counter) 
and increments Register Pair HL. If Register B is then <> Q, the 
Program Counter (PC) is decremented by 2 and the instruction is 
repeated. 


NOTE: Register C supplies Bits @ to 7 to the Address Bus and Register 
B provides Bits 8 to 15 (after Register B is decremented). 


No. of Bytes: 2 
Object Code (Hex.): ED B3 Decimal: 237 179 
Flag Register: 














Flag Code Bit Effect 
Sign S 7 | Not known. 
Zero Ze 6 |SET=1 
— — 5 Not used. 
Half Carry H 4 | Not known. 
— _ 3 Not used. 
Parity/Overflow P/V 2 Not known. 
Subtract N 1 SET = 1. 
Carry C Q | Not affected. 

Example: LD C,8H 
LD HL,3564H 
LD B,1$H 
OTIR 


If Register C contains @8(Hex.) and Register Pair HL contains 35 64, this 
instruction will output the contents of memory location 35 64 to device 
number 8, then decrements Register B and increments Register Pair HL 
to 35 65. If the new contents of Register B are zero, the instruction is 
terminated, otherwise theProgram Counter reverts to the address of this 
instruction which is then repeated using the new memory location 
address which is now held in Register Pair HL. 


Addressing Mode: External. 


Cont. 
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Timing: 





M Cycles T States psec @ 2 Mkz. 





B<>Q 5 21 10.5 





B=0 4 16 8 
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OUT (C),r 


Output from Register r where ris any of the registers A, B, C, D, E, HorL. 








Object Code: 

Hex Decimal 
OUT (C),A ED 79 237 113 
OUT (C),B ED 41 237 065 
OUT (C),C ED 49 237 073 
OUT (C),D ED 51 237 081 
OUT (C),E ED 59 237 089 
OUT (C),H ED 61 237 097 
OUT (C),L ED 69 237 105 





Description: Output from Register r to |/O Port addressed by Register 
C. 


No. of Bytes: 2 











Flag Register: 

Flag Code Bi Effect 
Sign S 7 | Not affected. 
Zero Z 6 | Not affected. 
_ — 5 Not used. 
Half Carry H 4 | Not affected. 
—_ _— 3 Not used. 
Parity/Overflow | P/V 2 | Not affected. 
Subtract N 1 Not affected. 
Carry | Cc Q | Notaffected. 

Example: LD A,18H 
LD C,QAH 
OUT (C),A 


If the contents of the Accumulator are 18(Hex.) and the contents of 
Register C are QA(Hex.), OUT (C),A will output 18(Hex.) to Port number 
QAH, leaving the original values in both the Accumulator and Register C. 


Addressing Mode: External. 


Timing: 





T States 


psec @ 2 MHz. 





3 


| M Cycles | 


12 


6 
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OUT (n),A 


Output A from the Accumulator to Port n, where n is any value from 
Q-—255. 


Object Code: (Hex.) D3 n Decimal: 211 n 
Description: Output from the Accumulator to Port n. 
No. of Bytes: 2 








Flag Register: 

Flag Code | Bit Effect 
Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

— — 5 Not used. 

Half Carry H 4 | Not affected. 

— _— 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 

Carry C @ | Notaffected. 





L 


Example: LDA,18H 

OUT (QAH),A 
If the contents of the Accumulator are 18(Hex.) and the value of n is 
@A(Hex.), this instruction will output 18(Hex.) to Port number Q@AH 
leaving the original value in the Accumulator. 





Addressing Mode: External. 
Timing: 











M Cycles T States 
3 11 





psec @ 2 MHz. 
5.5 
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OUTD 


Description: Outputs the contents of amemory location, whose address 
is held in Register Pair HL, to the Port (one of 256) whose address is held 
in Register C. The contents of the memory location and Register C 
remain unchanged while the contents of Register B (which is used as a 
byte counter) and Register Pair HL are both decremented. 


No. of Bytes: 2 
Object Code (Hex.): ED AB Decimal: 237 171 
Flag Register: 














Flag Code Bit Effect 
Sign S 7 | Not known. 
Zero Z 6 | SET = 1 if the new value of Register 
B = Q, otherwise RESET = 9. 
— — 5 Not used. 
Half Carry H 4 Not known. 
— — 3 Not used. 
Parity/Overflow P/V 2 | Not known. 
Subtract N 1 SET =1. 
Carry Cc Q | Not affected. 
Example: LD HL,2134H 
LD C,@8H 
LD (HL),12H 
LD B,O 
OUTD 


If the contents of Register Pair HL are 21 34 and the contents of Register 
C are Q8(Hex.), the requirement is for the contents of memory location 21 
34 to be output to Port number 8. If thecontents of memory location 21 34 
are 12(Hex.), this instruction will output 12(Hex.) to Port number 8, 
decrement Register Pair HL to 21 33, decrement Register B, SET Flag N 
= @ and either SET Flag Z = 1 (if the new value ofRegister B = Q) or 
RESET that flag = @. 


Addressing Mode: External. 
Timing: 





M Cycles 
4 





16 8 











T States ! psec @ 2 MHz. 





240 





OUTI 


Description: Outputs the contents of amemory location, whose address 
is held in Register Pair HL, to the Port (one of 256) whose address is held 
in Register C. The contents of the memory location and Register C 
remain unchanged while the contents of Register B (which is used as a 
byte counter) are decremented, and Register Pair HL is incremented. 


No. of Bytes: 2 
Object Code (Hex.): ED A3 Decimal: 237 163 
Flag Register: 


























Flag Code Bit Effect 
Sign S ' 7 | Not known. 
Zero Z 6 | SET = 1 ifthe new value of Register 
B = Q, otherwise RESET = 9. 
— — 5 Not used. 
Half Carry H 4 | Not known. 
oa — 3 Not used. 
Parity/Overflow P/V 2 | Not known. 
Subtract N 1 SET = 1. 
eel G Q | Not affected. 
Example: LD HL,2134H 
LD (HL),12H 
LD C,@8H 
LD B,1 
OUTI 


If the contents of Register Pair HL are 21 34, and the contents of Register 
C are @8(Hex.), the requirement is for the contents of memory location 21 
34 to be output to Port number 8. If the contents of memory location 21 
34 are 12(Hex.), this instruction will output 12(Hex.) to Port number 8, 
increment Register Pair HL to 21 35, decrement Register B, SET Flag N 
= Q and either SET Flag Z = 1 (if the new value of Register B = 9) or 
RESET that flag = 9. 


Addressing Mode: External. 
Timing: 





M Cycles 
4 





T States psec @ 2 MHz. 
16 8 | 
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POP rr 


Read from top of Stack into Register Pair rr where rr is any of the Register 
Pairs AF, BC, DE or HL. 








Object Code: 
Hex Decimal 
POP AF FA 241 
POP BC C1 193 
POP DE D1 209 
POP HL E1 225 





Description: Loads the contents of the memory location, whose 
address is held in the Stack Pointer (SP), into the Lower Order Byte of the 
designated Register Pair and the contents of the next memory location 
(SP+1) into the Higher Order byte of that Register Pair. The Stack 
Pointer is incremented twice while the contents of both memory 
locations remain unaltered. 


No. of Bytes: 1 
Flag Register: 




















Flag Code et Effect 
Sign S 7 | Not affected. 
Zero Z 6 Not affected. 
a = 5 | Not used. | 
Half Carry H 4 | Not affected. 
= — 3 Not used. | 
Parity/Overflow P/V 2 | Notaffected. 
Subtract N 1 Not affected. 
Carry Cc | Q | Not affected. 

ate | 
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Example: LD BC,@568H 

LD (1234),BC 

LD SP,1234 

POP AF 
If the Stack Pointer (SP) contains 12 34, and memory location 12 34 
contains 68, that value (68) is loaded into Register F then the Stack 
Pointer is incremented to 12 35 and the contents of memory location 12 
35 (say 05H), loaded into the Accumulator after which the Stack Pointer 
is incremented again to 12 36. 


T States usec @ 2 MHz. ra 
10 5 | 


Addressing Mode: Indirect. 
Timing: 





M Cycles 
3 
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POP IX 
POP IY 


Read from top of Stack into Index Register. 
Object Code: 








Hex Decimal 
POP IX DD E1 221 225 
POP lY FD E1 253 225 





Description: Loads the contents of the memory location, whose 
address is held in the Stack Pointer (SP), into the Lower Order Byte of the 
designated Index Register and the contents of the next memory location 
(SP+1) into the Higher Order byte of that Index Register. The Stack 
Pointer is incremented twice while the contents of both memory 


locations remain unaltered. 
No. of Bytes: 2 
Flag Register: 

















Flag Code Bit 

Sign S 7 | Not affected. 
Zero ZL 6 | Not affected. 
_ — 5 | Not used. 
Half Carry H 4 | Not affected. 
— _— 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 
Carry C Q | Notaffected. 


Effect 


L ee ee 
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Cont. 


Example: LD BC,3714H 

LD (4589H),BC 

LD SP,4589H 

POP IX 
If the Stack Pointer contains 45 89, and memory location 45 89 contains 
14, that value (14) is loaded into the Lower Order byte of Index Register 
IX then the Stack Pointer is incremented to 45 8A and the contents of 
memory location 45 8A loaded into the Higher Order byte of Index 
Register IX. If the contents of location 45 8A are 37, the contents of Index 
Register IX will be 37 14. The Stack Pointer is then again incremented to 
45 8B. : 


Addressing Mode: Indirect. 
Timing: 





psec @ 2 Mkz. | 
7 | 





M Cycles T States 
4 14 
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PdSH rr 


Write contents of Register Pair rr to the top of the Stack, where rr can be 
AF, BC, DE or HL. 











Object Code: 
Hex Decimal 
PUSH AF F5 245 
PUSH BC C5 197 
PUSH DE D5 213 
PUSH HL E5 229 








Description: Pushes the contents of the specified Register Pair on to 
the top of the memory Stack. The Stack Pointer is decremented and the 
contents of the Higher Order byte of the Register Pair loaded into the 
memory location whose address is now held in the Stack Pointer (SP), 
then the Stack Pointer is again decremented and the contents of the 
Lower Order byte of the Register Pair loaded into the memory location 
whose address is the new contents of the Stack Pointer. The contents of 
the Register Pair remain unaltered. 


No. of Bytes: 1 
Flag Register: 











Flag Code Bit Effect 
Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

— — 5 Not used. 

Half Carry H 4 | Not affected. 

— _- 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 

Carry C @ | Not affected. 
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Example: LD SP,3462H 

LD BC,AABBH 

PUSH BC 
If the contents of the Stack Pointer are 34, 62, PUSH BC will decrement 
this to 34 61 and load the contents of the B Register into memory location 
34 61, decrement the Stack Pointer again to 34 69 and load the contents 
of the C Register into memory location 34 69. 


Addressing Mode: Indirect. 


M Cycles T States psec @ 2 MHz. 
3 11 5.5 


Timing: 
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PUSH IX 
PUSH IY 


Write contents of Index Register to the top of the Stack. 
Object Code: 








| Hex Decimal 
PUSH IX DD E5 221 229 
PUSH IY FD E5 253 229 








Description: Pushes the contents of the specified Index Register on to 
the top of the memory Stack. The Stack Pointer (SP) is decremented and 
the contents of the Higher Order byte of the Index Register loaded into 
the memory location whose address is now held in the Stack Pointer, 
then the Stack Pointer is again decremented and the contents of the 
Lower Order byte of the Index Register loaded into the memory location 
whose address is the new contents of the Stack Pointer. The contents of 


the Index Register remain unaltered. 
No. of Bytes: 2 
Flag Register: 

















Flag Code | Bit [ Effect 
Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

— _— 5 Not used. 

Half Carry H 4 Not affected. 

— — 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 

Carry G | Q | Notaffected. 
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Cont. 





Example: LD SP,5834H 

LD IX,@AABBH 

PUSH IX 
If the contents of the Stack Pointer are 58 34, this instruction will 
decrement this to 58 33 and load the contents of the Higher Order byte 
of Index Register IX into the memory location 58 33, decrement the 
Stack Pointer again, to 58 32, then load the contents of the Lower Order 
byte of Index Register IX into memory location 58 32. 


Addressing Mode: Indirect. 
Timing: 





T States 
15 


M Cycles 
4 








psec @ 2 MHz. 
7.5 
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RES b,r 


No. of Bytes: 2 
Object Code (Hex.): CB xx Decimal: 293 yyy 


Where: b is the specified Bit (Range @ — 7) to be RESET. 
ris the nominated Register (A, B, C, D, E, H or L) containing b. 
XxX and yyy are taken from the table below: 








A B C D E H L 
Bit | xx yyy | xx yyy | xx yyy | xx yyy | xx yyy | xx yyy | xx yyy 
@ |87 135] 80 128] 81 129 | 82 130 | 83 131 |84 132] 85 133 
1 |8F 143 | 88 136 | 89 137 | 8A 138 |8B 139 |8C 140] 8D 141 
2 |97 151190 144] 91 145 | 92 146 |93 147 |94 148] 95 149 
3 |9F 159] 98 152 | 99 153 19A 154 |9B 155 |9C 156] 9D 157 
4 |A7 167] AQ 160 | A1 161 | A2 162 |A3 163 |A4 164] A5 165 
5 |AF 175] A8 168] AQ9 169] AA 170 ]AB 171 |AC 172] AD 173 
6 |B7 183] BO 176 | 81 177 |B2 178 |B3 179 |B4 189]B5 181 
7 |BF 191 | B8 184] B89 185 |BA 186 |B8B 187 |BC 188/B8D 189 





nik 





Description: RESETS = @ the specified Bit in the nominated Register. 
Flag Register: 








Flag | Code Bit Effect | 
Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

— _— 5 Not used. 

Half Carry H 4 | Not affected. 
— — 3 Not used. 

Parity/Overflow P/V 2 | Not affected. | 
Subtract N 1 Not affected. 
Carry C Q | Notaffected. 











Example: LD E,@FFH 

RES 3,E 
The Source Code statement RES 3,E, will produce the Object Code 
instruction CB 9B(Hex.) which will RESET = @ Bit 3 in Register E. 


Addressing Mode: Implicit. 
Timing: 








M Cycles T States usec @2MHz. | 
2 8 4 | 
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RES b, (HL) 


Description: RESETS = 9 the specified Bit in the memory location whose 
address is held in Register Pair HL. 


No. of Bytes: 2 

Object Code (Hex.): CB xx Decimal: 203 yyy 

Where b is the specified Bit (range @ to 7) to be RESET. 
xx and yyy are taken from the table below: 





D 


XX | YYY 


86 | 134 
8E | 142 
96 | 150 
9E | 158 
A6 | 166 
AE | 174 
B6 | 182 
BE | 190 





NOORWN-O 





Description: RESETS = @ the specified Bit in the memory location whose 
address is held in Register Pair HL. 


Flag Register: 














Flag Code Bit Effect 

Sign S 7 ‘| Not affected. 
Zero Z 6 | Not affected. 
— _ 5 Not used. 

Half Carry H 4 | Not affected. 
-- — 3 | Not used. 

Parity/Overflow P/V |2 | Not affected. 
Subtract N 1 | Notaffected. 
Carry Cc Q vo affected. 

J 
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Example: LP HL,1Q0QQH 

LD (HL),@FFH 

RES 5,(HL) 
The Source Code statement RES 5,(HL), will produce the Object Code 
instruction CB AE(Hex.) which will RESET = 9 Bit 5 in the memory 
location whose address is held in Register Pair HL. 


Addressing Mode: Indirect. 
Timing: 











M Cycles T States psec @ 2 MHz. 
4 15 7.5 
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RES b,(IX+d) 
RES b,(IY+d) 


Description: RESETS = @ the specified bit in the memory location whose 
address is held in the specified Index Register (modified by 
displacement d, which is specified in the instruction). 


No. of Bytes: 
Object Code: 





RES b,(IX+d) |DDCBdxx 221 203 d yyy 


RES b,(IY+d) |FDCBd xx 253 203 d yyy 








Where: 
b is the specified bit (range Q to 7) to be RESET. 
dis the required displacement from the memory location whose 
address is held in the specified Index Register. 
Xx and yyy are taken from the table below. 





() 
1 
2 
3 
4 
5 
6 
7 
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Flag Register: 











Flag Code Bit Effect 
Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

— —_ 5 | Not used. 

Half Carry H 4 | Not affected. 

— — 3 | Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 | Not affected 

Carry C Q | Not affected. 





Example: LD HL,4569H 

LD (HL),@FFH 

LD |X,4567H 

RES 4,(IX+2) 
If the contents of Index Register IX are 4567, and d in the instruction is 2, 
the required memory location is 4569. The Source Code statement RES 
4,(IX+2) will produce the Object Code instruction DD CB 2 A6(Hex.) 
which will RESET = @ bit 4 in memory location 4569. 


Addressing Mode: Indexed. 
Timing: 


M Cycles T States psec @ 2 MHz. 
6 23 11.5 
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RET 


Return from subroutine. 
Object Code: 





Hex Decimal 
RET C9 201 











Description: Returns control to the main program after a sub-routine 
has been called and followed. When the sub-routine was called the 
contents of the Program Counter (PC) at that time were stored in two 
consecutive memory locations and the address of the higher of those 
locations was placed in the Stack Pointer (SP). This instruction loads the 
contents of the memory location whose address is held in the Stack 
Pointer into the Lower Order byte of the Program Counter, then 
increments the Stack Pointer and loads the contents of the memory 
location now pointed to by the Stack Pointer into the Higher Order byte 
of the Program Counter then the Stack Pointer is incremented again. 


No. of Bytes: 1 

















Flag Register: 

Flag Code Effect 
Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

— —_— 5 | Not used. 

Half Carry H 4 | Not affected. 

_ — 3 | Notused. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 

Carry C Q | Not affected. 
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Example: If the contents of the Stack Pointer are 21 14, and the contents 
of memory location 21 14 are 3A, the value 3A is loaded into the Lower 
Order byte of the Program Counter, the Stack Pointer is incremented to 
21 15 and the contents of memory location 21 15 (say 48) are loaded into 
the Higher Order byte of the Program Counter, making the contents of 
the Program Counter 48 3A. The Stack Pointer is then again 
incremented to 21 16. The next instruction will be fetched from memory 
location 48 3A. 


Addressing Mode: Indirect. 


M Cycles T States psec @ 2 MHz. 
3 10 5 


Timing: 
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RET cc 


Return from subroutine if condition cc is satisfied where cc can be NZ, Z, 
NC, C, PO, PE, Por M. 


Object Code: 





Decimal 


192 
200 
208 
216 
224 
232 
240 
248 

















Description: Conditionally returns control to the calling routine provided 
the condition is met. If this condition is not met, this instruction is 
ignored. If the condition is met, i.e. TRUE, this instruction loads the 
contents of the memory location whose address is held in the Stack 
Pointer into the Lower Order byte of the Program Counter, increments 
the Stack Pointer then loads the contents of the memory location now 
pointed to by the Stack Pointer into the Higher Order byte of the Program 
Counter, then again increments the Stack Pointer. 


Condition Flag 
Non zero Z 
Zero Z 
Non carry C 
Carry C 
Parity odd P/O 
Parity even P/O 
Sign positive S 
Sign negative S 


No. of Bytes: 1 


Cont. 


257 


Flag Register: 








Flag _ | Code Bit Effect 
Sign S 7 | Not affected. 

Zero Z 6 Not affected. 

— — 5 Not used. 

Half Carry H 4 | Not affected. 

— — 3 | Notused. 
Parity/Overflow P/V 2 __| Not affected. 
Subtract N 1 Not affected. 

Carry C Q | Not affected. 











Assuming that the C Flag is SET = 1, if the contents of the Stack Pointer 
are 65 23, the contents of memory location 65 23 are 4B and the 
contents of memory location 65 24 are 87, RET C will load 4B into the 
Lower Order byte of the Program Counter, increment the Stack Pointer 
to 65 24, load 87 into the Higher Order byte of the Program Counter and 
again increment the Stack Pointer (to 65 25). The new contents of the 
Program Counter will then be 87 4B, and the next instruction will be 
fetched from that location. 


Example: LD BC,874BH 
LD (6523H),BC 












LD SP,6523H 
SCF 
RET C 
Addressing Mode: Indirect. 
Timing: 
M Cycles T States psec @ 2 Mkz. 
Condition 
Met 
Condition 


Not Met 
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RETI 


Description: Returns control to the calling routine after an interrupt has 
been received and serviced. Loads the contents of the memory location 
whose address is held in the Stack Pointer to the Lower Order byte of the 
Program Counter, increments the Stack Pointer, then loads the contents 
of the memory location now pointed to by the Stack Pointer into the 
Higher Order byte of the Program Counter. Finally, the Stack Pointer is 
again incremented and the IFF1 and IFF2 Flip Flops are RESET = 9. 
NOTE: An El instruction must be obeyed prior to the RETI instruction in 
order to re-enable interrupts. 


No. of Bytes: 2 
Object Code (Hex.): ED 4D Decimal: 237 077 


Flag Register: 














Flag Bit Effect | 
Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

— — 5 Not used. 

Half Carry H 4 | Not affected. 

— — 3 Not used. 

Parity/Overflow P/V 2 | Not affected. 

Subtract N 1 Not affected. 

Carry Cc Q | Not affected. 








its 
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Example: LD SP,436AH 

LD BC,78A3H 

LD (436AH),BC 

El 

RETI 
If the Stack Pointer contains 43 6A, the contents of memory location 43 
6A are A3 and the contents of memory location 43 6B are 78, this 
instruction will load A3 into the Lower Order byte of the Program 
Counter, increment the Stack Pointer to 43 6B, load 78 into the Higher 
Order byte of the Program Counter, then again increment the Stack 
Pointer (to 43 6C). The new contents of the Program Counter will be 78 
A3, and the next instruction will be fetched from that memory location. 


Addressing Mode: Indirect. 
Timing: 


M Cycles T States psec @ 2 MHz. 
4 14 7 
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RETN 


Description: Returns control to the main program after a Non-Maskable 
Interrupt has been received and serviced. Loads the contents of the 
memory location whose address is held in the Stack Pointer to the Lower 
Order byte of the Program Counter, increments the Stack Pointer, then 
loads the contents of the memory location now pointed to by the Stack 
Pointer into the Higher Order byte of the Program Counter. The Stack 
Pointer is again incremented, then the contents of the IFF2 Flip-Flop 
(Storage flip-flop) are copied into the IFF1 Flip-Flop, restoring it to the 
condition which existed before the Non-Maskable Interrupt. 


No. of Bytes: 2 
Object Code (Hex.): ED 45 Decimal: 237 069 


Flag Register: 


























Flag Code | Bit | Effect 
Sign s 7 | Not affected. 
Zero Z 6 | Not affected. 
— _ 5 Not used. 
Half Carry H 4 | Not affected. 
_— —_ 3 | Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 
Carry C Q | Not affected. 
Ho 
Example: LD SP,3179H 

LD BC, $B42H 

LD (3179H),BC 

RETN 


If the Stack Pointer contains 31 79, the contents of memory location 31 
79 are 42 and the contents of memory location 31 7A are QB, this 
instruction will load 42 into the Lower Order byte of the Program 
Counter, increment the Stack Pointer to 31 7A, load @B into the Higher 
Order byte of the Program Counter, then again increment the Stack 
Pointer (to 31 7B). The contents of the IFF2 Flip-Flop will be copied in to 
the IFF1 FLip-FLop. The new contents of the Program Counter will be @B 
42 and the next instruction will be fetched from that memory location. 
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Addressing Mode: Indirect. 


M Cycles 
4 


Timing: 








T States psec @ 2 MHz. 
14 7 
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RLr 


Rotate Register r left where r is any of the registers A, B, C, D, E, HorL. 











Object Code: 
Hex Decimal 
RLA CB 17 203 23 
RLB CB10 203 16 
RLC CB11 203 17 
RLD CB12 203 18 
RLE CB13 203 19 
RLH CB14 203 20 
RLL CB15 203 21 











Description: Rotate contents of Register r left one bit through carry 


status. 


Lady ees 7-_________—4 ae 


Cf 


No. of Bytes: 2 
Flag Register: 


r 











Flag 

Sign 7 
Zero 6 
— 5 
Half Carry 4 
— 3 
Parity/Overflow 2 
Subtract 1 
Carry ) 





Effect | 





SET = 1 if the result is negative, 
otherwise RESET = 9. 

SET = 1 if the result is zero, 
otherwise RESET = @ 

Not used. 

RESET = @. 

Not used. 

SET = 1 for Parity Even, RESET = @ 
for Parity Odd. 

RESET = @. 

Contains the data previously held 
in Bit 7 of Register B. 
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Example: LD B,3AH 

SCF 

CCF 

RLB 
If Register B contains 3A(Hex.) and the C Flag = @, the effect of RL B will 
be: 








Register B 














Original Contents 

New Contents 
Flags S, Z, H and N are RESET = Q, Flag P/V is SET = 1 and Flag C will 
contain the @ previously held in Bit 7 of Register B. 





Addressing Mode: Implicit. 


M Cycles T States psec @ 2 Mkz. 
2 8 4 


Timing: 
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RL (HL) 


Description: Rotates Left the contents of the memory location whose 
address is held in Register Pair HL through the C (Carry) Flag in the Flag 
Register. Each Bit is shifted Left one position, i.e. the contents of Bit 0 are 
moved into Bit 1, the contents of Bit 1 are moved into Bit 2, etc. The 
contents of Bit 7 are moved into the C Flag and the previous contents of 
the C Flag are moved into Bit 0. : 


es 
Cf (HL) 


No. of Bytes: 2 
Object Code (Hex.): CB 16 Decimal: 203 922 


Flag Register: 

















Code Bit Effect 

Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = 9. 

Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = 9. 

— — 5 Not used. 

Half Carry H 4  |RESET=9. 

bas = 3 Not used. 

Parity/Overflow P/V 2 | SET =1 for Parity Even, RESET = 0 
for Parity Odd. 

Subtract N 1 RESET = @. 

Carry C Q | Contains the data previously held 





in Bit 7 of the memory location. | 
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Example: LD HL,2A15H 

LD (HL),58H 

RL (HL) 
If Register Pair HL contains 2A 15, the contents of memory location 2A 
15 are 58, and the C Flag = 1, the effect of this instruction will be: 








Memory Location 










765432190 


9101190090 
190110001 









Original Contents 
New Contents 











Flags Z, Hand N are RESET = @, Flags S and P/V are SET = 1 and Flag C 
will contain the @ previously held in Bit 7 of the memory location. 


Addressing Mode: Indirect. 


M Cycles T States psec @ 2 MHz. 
4 15 7.5 


Timing: 
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RL (IX + d) 
RL (IY + d) 


Description: Rotates Left the contents of the memory location whose 
address is identified by the contents of Index Register IX or lY (modified 
by displacement d, which is specified in the instruction) through the C 
(Carry) Flag in the Flag Register. Each Bit is shifted Left one position, i.e. 
the contents of Bit @ are moved into Bit 1, the contents of Bit 1 are moved 
into Bit 2, etc. The contents of Bit 7 are moved into the C Flag and the 
previous contents of the C Flag are moved into Bit @. 


SS 








Cf (IX+d) 
or 
lY 
No. of Bytes: 4 eno} 
Object Code 
Hex Decimal 
RL (IX + d) DD CBd16 221 203 d 922 
RL (IY + d) FD CBd 16 253 203 d 022 





Where d is the required displacement from the memory location whose 
address is held in Index Register IX or IY. 














Flag Register: 

Flag Code Bit Effect | 

Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = 9. 

Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = @. 

— — 5 Not used. 

Half Carry H 4 | RESET =9. 

— — 3 Not used. 

Parity/Overflow P/V 2 | SET = 1 for Parity Even, RESET = @ 
for Parity Odd. 

Subtract N 1 RESET = @. 

Carry C @ | Contains the data previously held 
in Bit 7 of the memory location. 
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Example: LD IX,5643H 

LD A,89 

LD (5649H),A 

SCF 

CCF 

RL (IX+6) 
If the contents of index Register IX are 56 43, and d in the instruction is 
Q6(Hex.), the required memory location is 56 49. If the contents of that 
memory location are 89 and the C Flag = 9Q, the effect of this instruction 
will be: 





Memory Location 
Bits C 
Hex. |76543219@] Flag 


Original Contents 89 100019001 Q 
New Contents 12 |9900190019 1 














Flags S, Z, Hand N are RESET = @Q, Flag P/V is SET = 1 and Flag C will 
contain the 1 previously held in Bit 7 of the memory location. 


Addressing Mode: Indexed. 
Timing: 





T States 
23 


psec @ 2 MHz. 
11.5 


M Cycles 
6 
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RLA 


Description: Rotates Left the contents of the Accumulator through the C 
(Carry) Flag. Each Bit is shifted Left one position, i.e. the contents of Bit @ 
are moved into Bit 1, the contents of Bit 1 are moved into Bit 2, etc. The 
contents of Bit 7 are moved into the C Flag and the previous contents of 
the C Flag are moved into Bit @. 


9} 


Cf 


NOTE: This instruction has the same effect as instruction RL A but is 
faster in execution, and has a different effect on the Flag 
Register. It is provided for compatibility with the Intel 8080. 


No. of Bytes: 1 








Object Code (Hex.): 17 Decimal: 023 

Flag Register: 
Flag Code Bit Effect 
Sign S 7 | Not affected. 
Zero Z 6 | Not affected. 
— — 5 Not used. 
Half Carry H 4 | RESET =9@. 
— — 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 RESET = @. 
Carry C Q | Contains the data previously held 


in Bit 7 of the Accumulator. 
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Example: LD A,57 

SCF 

RLA 
If the contents of the Accumulator are 57, and the C Flag =1, the effect of 
this instruction will be: 





Accumulator 
Bits Cc 
Hex. 1765432 Flag 


10 
Original Contents 57 91010111 1 
New Contents AF 1901011141 Q 














Flags H and N will be RESET = @, and Flag C will contain the @ previously 
held in Bit 7 of the Accumulator. 


Addressing Mode: Implicit. 
Timing: 





M Cycles 
1 





4 2 


T States | psec @ 2 MHz. 
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RLC r 


Rotate contents of Register r left circular where ris any of the registers A, 














B,C,D,E, HorL. 
Object Code: 
| Hex Decimal ; 
RLCA CB 07 203 007 | 
RLCB CB 00 203 000 
RLCC CB 01 203 001 
RLCD CB 02 203 002 
RLCE CBQ3 203 003 
RLCH CB 04 | 203 004 
RLCL CB 05 | 203 005 





Description: Rotate contents of Register r left circular one bit, copying 
bit 7 into the carry status. That is, bit 7 is copied into bit @, and also into 


the carry flag. 





oH 


No. of Bytes: 2 
Flag Register: 


r 





Effect 





| Fes Code Bit 








Sign S 7 
Zero Z 6 
— = 5 
Half Carry H 4 
— = 3 
Parity/Overflow P/V 2 
Subtract N 1 
Carry C Q 








SET = 1 if the result is negative, 
otherwise RESET = 9. 

SET = 1 if the result is zero, 
otherwise RESET = @ 

Not used. 

| RESET = Q. 

Not used. 

SET = 1 for Parity Even, RESET = Q 
for Parity Odd. 

RESET = 9@. 

Contains the data previously held 
in Bit 7 of the Accumulator. 
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Example: LD A,@B6H 
RLCA 


If the contents of the Accumulator are B6, the effect of this instruction will 
be: 





Accumulator 
Bits Cc 
Hex. 432190] Flag 


765 
Original Contents Be }19011901190 ? 
New Contents 6D ;/9119011901 1 

















Flags S, Z, H, P/V and N are RESET = Q and Flag C will contain the data 
previously held in Bit 7 of the Accumulator, which is identical to that now 
held in Bit @ of the Accumulator. 


Addressing Mode: Implicit. 


M Cycles T States psec @ 2 MHz. 
2 8 4 


Timing: 
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RLC (HL) 


Description: Rotates Left the contents of the memory location whose 
address is held in Register Pair HL. Each Bit is shifted Left one position, 
i.e. the contents of Bit @ are moved into Bit 1, the contents of Bit 1 are 
moved into Bit 2, etc. The contents of Bit 7 are moved into Bit @ and 
into the C (Carry) Flag in the Flag Register. 


oe i 











Cf (HL) 
No. of Bytes: 2 
Object Code (Hex.): CB 06 Decimal: 203 006 
Flag Register: 
Flag Code Bit Effect : 
Sign S 7 |SET = 1 if the result is negative, 


otherwise RESET = @. 





Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = @. 

— _ 5 Not used. 

Half Carry H 4 | RESET = 9. 

— _ 3 Not used. 

Parity/Overflow P/V 2 | SET = 1 for Parity Even, RESET = @ 
for Parity Odd. 

Subtract N 1 RESET = @. 

Carry C @ | Contains the data previously held 


in Bit 7 of the memory location. 
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Example: LD HL,1745H 

LD (HL),5AH 

RLC (HL) 
If the contents of Register Pair HL are 17 45, and the contents of memory 
location 17 45 are 5A, the effect of this instruction will be: 





Memory Location 
Bits C 
Hex. |7654321@01 Flag 


Original Contents 5A |910110190 ? 
New Contents B4 }/10119019090 ) 














Flags Z, Hand N are RESET = Q, Flags S and P/V are SET = 1 andFlag C 
will contain the data previously held in Bit 7 of the memory location, 
which is identical to that now held in Bit Q of the memory location. 


Addressing Mode: Indirect. 
Timing: 








M Cycles | T States 


psec @ 2 MHz. 
4 15 


ES 
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RLC (IX + d) 
RLC (IY + d) 


Description: Rotates Left the contents of the memory location whose 
address is identified by the contents of Index Register IX or lY (modified 
by displacement d, which is specified in the instruction). Each Bit is 
shifted Left one position. i.e. the contents of Bit @ are moved into Bit 1, the 
contents of Bit 1 are moved into Bit 2, etc. The contents of Bit 7 are 
moved into Bit @ and into the C Flag in the Flag Register. 


Te 


No. of Bytes: 4 











Object Code 

| Hex Decimal 
RLC (IX + d) DD CB d 06 221 203 d 006 
RLC (IY + d) FD CB d 06 253 203 d 006 





Where d is the required displacement from the memory location whose 
address is held in Index Register IX or IY. 


Flag Register: 








Flag Code Bit Effect 

Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = @. 

Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = 9. 

_ _ ie} Not used. 

Half Carry H 4  |RESET=9. 

— — 3 Not used. 

Parity/Overflow P/V 2 | SET =1 for Parity Even, RESET = @ 
for Parity Odd. 

Subtract N 1 RESET = @. 

Carry C Q Contains the data previously held 
in Bit 7 of the memory location. 
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Example: LD IX,4521H 

LD A,27H 

LD (452BH),A 

RLC (IX+@AH) 
If the contents of Index Register IX are 45 21, and d in the instruction is 
@A(Hex.), the required memory location is 45 2B. If the contents of 
Memory Location 45 2B are 27(Hex.) the effect of this instruction will be: 





Memory Location 
Bits C 
Hex. |7 6543 Flag 


210 
Original Contents 27 Q0100111 ? 
New Contents 4E 1010011190 Q 














Flags S, Z, Hand N are RESET = 9, Flag P/V will be SET = 1 and Flag C 
will contain the data previously held in Bit 7 of the memory location, 
which is identical to that now held in Bit @ of the memory location. 


Addressing Mode: Indexed. 
Timing: 








6 23 


M Cycles | T States : usec @ 2 MHz. | 
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RLCA 


Description: Rotates Left the contents of the Accumulator. Each Bit is 

shifted Left one position, i.e. the contents of Bit 9 are moved into Bit 1, the 

contents of Bit 1 are moved into Bit 2, etc. The contents of Bit 7 are 

moved into Bit @ and into the C (Carry) Flag in the Flag Register. 

NOTE: This instruction is identical to RLC A, except for the effect on the 
Flag Register, but is faster in execution. It is provided for 
compatibility with the Intel 8089. 


Hp 2 


Cf A 





No. of Bytes: 1 
Object Code (Hex.): Q7 Decimal: 007 


Flag Register: 








Code Effect 


D 
co 















Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

— — 5 Not used. 

Half Carry H 4 |RESET=9@. 

— _— 3 Not used. 

Parity/Overflow P/V 2 | Notaffected. 

Subtract N 1 RESET = @. 

Carry C Q |Contains the data previously held 


in Bit 7 of the Accumulator. 
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Example: LD A,37H 

RLCA 
If the contents of the Accumulator are 37(Hex.), the effect of this 
instruction will be: 













Accumulator 













90110111 
9119011190 


Original Contents 
New Contents 








Flags H and N are RESET = @ and Flag C will contain the data previously 
held in Bit 7 of the Accumulator, which is identical to that now held in Bit@ 
of the Accumulator. 


Addressing Mode: Implicit. 
Timing: 


| M Cycles T States | psec @ 2 MHz. 
1 4 2 
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RLD 


Description: Rotates Left Decimal the Lower Order 4 bits of the 
Accumulator with the Higher Order 4 bits and the Lower Order 4 bits of 
the memory location whose address is held in Register Pair HL. The 
Higher Order 4 bits of the specified location is moved into the Lower 
Order 4 bits of the Accumulator, the Lower Order 4 bits of the 
Accumulator is moved into the Lower Order 4 bits of the memory 
location, and the Lower Order 4 bits of the memory location is moved 
into the Higher Order 4 bits of the same memory location. 


No. of Bytes: 2 
Object Code (Hex.): ED 6F Decimal: 237 111 


Flag Register: 

















| Flag | Code Bit Effect 

Sign S 7 |SET = 1 if the result in the 
Accumulator is negative, otherwise 
RESET = 9. 

Zero Z 6 |SET = 1 if the result in the 
Accumulator is zero, otherwise 
RESET = 9. 

— — 5 Not used. 

Half Carry H 4 | RESET =9. 

—_— -- 3 Not used. 

Parity/Overflow P/V 2 |SET = 1 if for Parity Even in the 
Accumulator result, RESET = @ for 
Parity Odd in the Accumulator 
result. 

Subtract N 1 RESET = Q. 

Carry I Cc Q@ | Not affected. 
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Example: LD HL1QQQH 

LD (HL),28H 

LD A,6EH 

RLD 
If the contents of the Accumulator are 6E(Hex.) and the contents of the 
nominated memory location are 28(Hex.) the effect of this instruction will 
be: 








Original Contents New Contents 
Accumulator} Location Accumulator | Location 








| 6E 28 62 i BE 


| | | 


Flags S, Z, H, P/V and N are RESET = 9. 
Addressing Mode: Indirect 





Timing: 





M Cycles 
5 





T States psec @ 2 MHz. 
18 9 
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RRr 


Description: Rotates Right the contents of Register r through the 
C (Carry) Flag in the Flag Register. Each Bit is shifted Right one position, 
i.e. the contents of Bit 7 are moved into Bit 6, the contents of Bit 6 are 
moved into Bit 5, etc. The contents of Bit @ are moved into the C Flag and 
the previous contents of the C Flag are moved into Bit 7. 


sate o]—-| | 









































r Cf 
No. of Bytes: 2 
Object Code 
Hex Decimal 
RRA CB 1F 203 031 
RRB CB 18 203 024 
RRC CB 19 203 025 
RRD CB1A 203 026 
RRE CB 1B 203 027 
RRH CB1C 203 928 
RRL CB 1D 203 029 
Flag Register: 
Flag Code Effect 
Sign S SET = 1 if the result is negative, 
otherwise RESET = 9. 
Zero Z SET = 1 if the result is zero, 
otherwise RESET = 9. 
_— — 5 Not used. 
Half Carry H 4 |RESET=9. 
— _ 3 Not used. 
Parity/Overflow P/V 2 | SET =1 for Parity Even, RESET = 
for Parity Odd. 
Subtract N 1 |RESET=9. 
Carry Cc @ | Contains the data previously held 
ie in Bit Q of the memory location. 
i 
Cont. 
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Example: LD B,3AH 

SCF 

CCF 

RRB 
If Register B contains 3A(Hex.) and the C Flag = @Q, the effect of this 
instruction will be: 












Register B 
Bits 



















Original Contents 3A 1|9901110190 
New Contents 1D |900111901 
Flags S, Z, H and N are RESET = Q, Flag P/V is SET = 1 and Flag C 
contains the @ previously held in Bit 0 of Register B. 

Addressing Mode: Implicit. 

Timing: 


M Cycles T States usec @ 2 MHz. 
2 8 4 
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RR (HL) 


Description: Rotates Right the contents of the memory location whose 
address is held in Register Pair HL through the C (Carry) Flag in the Flag 
Register. Each Bit is shifted Right one position, i.e. the contents of Bit 7 
are moved into Bit 6, the contents of Bit 6 are moved into Bit 5, etc. The 
contents of Bit @ are moved into the C Flag and the previous contents of 
the C Flag are moved into Bit 7. 





= eae 


(HL) 


No. of Bytes: 2 
Object Code (Hex.): CB 1E 


Flag Register: 


Cf 


Decimal: 203 030 











Flag Code _ | Bit ; Effect 

Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = 9. 

Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = 9. 

— — 5 Not used. 

Half Carry H 4 |RESET=9. 

_ — 3 Not used. 

Parity/Overflow P/V 2 | SET = 1 for Parity Even, RESET = @ 
for Parity Odd. 

Subtract N 1 RESET = Q. 

Carry Cc Q | Contains the data previously held 
in Bit 9 of the memory location 
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Example: LD HL,2A15H 

LD (HL),58H 

SCF 

RR (HL) 
lf Register Pair HL contains 2A 15(Hex.), the contents of memory 
location 2A 15 are 58(Hex.) and the C Flag = 1, the effect of this 
instruction will be: 








Memory Location 
Bits C 
Hex. |7654321@ | Flag 
ee Contents 58 {919011909090 1 














ew Contents AC 119010119090 Q 








Flags Z, H and N will be RESET = Q, Flags S and P/V will be SET = 1 and 
the C Flag will contain the @ previously held in Bit @ of the memory 
location. 


Addressing Mode: Indirect. 
Timing: 


M Cycles T States 
4 15 











psec @ 2 MHz. 
“5 
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RR (IX + d) 
RR (IY + d) 


Description: Rotates Right the contents of the memory location whose 
address is identified by the contents of Index Register IX or lY (modified 
by displacement d, which is specified in the instruction) through the C 
(Carry) Flag in the Flag Register. Each Bit is shifted Right one position, 
i.e. the contents of Bit 7 are moved into Bit 6, the contents of Bit 6 are 
moved into Bit 5, etc. The contents of Bit @ are moved into the C Flag and 
the previous contents of the C Flag are moved into Bit 7. 


oe eee 











(IX+d) Cf 
or 
No. of Bytes: 4 (IX+d) 
Object Code: 
Hex Decimal 
RR (IX + d) DDCBd1E 221 203 d 030 
RR (IY + d) FD CBd1E 253 203 d 030 





Where d is the required displacement from the memory location whose 
address is held in Index Register IX or lY. 


Flag Register: 

















Flag Code Bit Effect 

Sign S 7 ~+|SET = 1 if the result is negative, 
otherwise RESET = @. 

Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = @. 

_ _- 5 Not used. 

Half Carry H | 4 RESET = 9. 

_ — | 3 | Notused. 

Parity/Overflow P/V 2 | SET = 1 for Parity Even, RESET = Q 
for Parity Odd. 

Subtract N 1 | RESET=9. 

Carry C Q | Contains the data previously held 
in Bit 0 of the memory location 








Cont. 
285 


Example: SCF 

CCF 

LD IX,5643H 

LD A,89H 

LD (5649H),A 

RR (|X+6) 
If the contents of Index Register IX are 56 43, and d in the instruction is 
Q6(Hex.), the required memory location is 56 49. If the contents of that 
memory location are 89 and the C Flag = 9, the effect of this instruction 
will be: 








Memory Location | 
Bits C 
Hex. 432190) Flag 


765 
Original Contents 89 1190019001 ) 
New Contents AA DAO DAO len 














Flags S, Z, H and N are RESET = Q, Flag P/V is SET = 1 and the C Flag 
contains the 1 previously held in Bit @ of the memory location. 


Addressing Mode: Indexed. 
Timing: 








M Cycles T States : psec @ 2 MHz. 
6 23 11.5 








286 


RRA 


Description: Rotates Right the contents of the Accumulator through the 

C (Carry) Flag. Each Bit is shifted Right one position, i.e. the contents of 

Bit 7 are moved into Bit 6, the contents of Bit 6 are moved into Bit 5, etc. 

The contents of Bit @ are moved into the C Flag and the previous 

contents of the C Flag are moved into Bit 7. 

NOTE: This instruction is provided for compatibility with the Intel 8080. 
It is similar to instruction RR A, except that the effect on the Flag 
Register is different and it is faster in execution. 


Leas oJ—-| | 











A Cf 

No. of Bytes: 1 
Object Code (Hex.): 1F Decimal: 031 
Flag Register: 

k Flag Code | Bit Effect 

Sign S 7 | Not affected. 

Zero VE 6 | Not affected. 

—_— _— 5 | Not used. 

Half Carry H 4  |RESET=9. 

— = 3 Not used. 

Parity/Overflow P/V 2 | Not affected. 

Subtract N 1 RESET = @. 

Carry C Q | Contains the data previously held 

in Bit O of the Accumulator. 











J 
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Example: LD A,57H 

SCF 

RRA 
If the contents of the Accumulator are 57, and the C Flag = 1, the effect 
of this instruction will be: 





Accumulator 











Bits C 
Hex. |76543219@/] Flag 

Original Contents 57 |01010111 1 
New Contents AB {101019011 1 








Flags H and N will be RESET = Q and Flag C will contain the 1 previously 
held in Bit @ of the Accumulator. 


Addressing Mode: Implicit. 
Timing: 








M Cycles | T States Sa | 
1 4 2 
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RRC r 


Rotate contents of Register r circular where r is any of the registers A, B, 
C,D,E, HorL. 














Object Code: 

| Hex Decimal 
RRC A CB QF 203 015 
RRC B CB QB 203 008 
RRC C CB 909 203 009 
RRC D CB QA 203 010 
RRC E CB 0B 203 011 
RRC H 203 012 
RRC L 203 013 











Description: Rotates Right the contents of Register r. Each Bit is shifted 
Right one position, i.e. the contents of Bit 7 are moved into Bit 6, the 
contents of Bit 6 are moved into Bit 5, etc. The contents of Bit @ are 
moved into Bit 7 and into the C (Carry) Flag in the Flag Register. 


er eee 




















i Cf 
No. of Bytes: 2 
Flag Register: 
Flag | Code Bit Effect | 
Sign SS) 7 |SET = 1 if the result is negative, 
otherwise RESET = 9. 
Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = 0 
— —- is} Not used. 
Half Carry H 4 |RESET=9. 
— — 3 Not used. 
Parity/Overflow P/V 2 | SET =1 for Parity Even, RESET = @ 
for Parity Odd. 
Subtract N 1 RESET = @. 
Carry C Q | Contains the data previously held 
in Bit @ of the Accumulator. 
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Example: LD A,@B6H 

RRC A 
If the contents of the Accumulator are B6(Hex.), the effect of this 
instruction will be: 










Accumulator 


Original Contents 
New Contents 





Flags S, Z, H, P/V and S are RESET = @ and Flag C will contain the @ 
previously held in Bit Q of the Accumulator, which is identical to that now 
held in Bit 7 of the Accumulator. 


Addressing Mode: Implicit. 
Timing: 


M Cycles T States psec @ 2 Mkz. 


2 8 4 
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RRC (HL) 


Description: Rotates Right the contents of the memory location whose 
address is held in Register Pair HL. Each Bit is shifted Right one 
position, i.e. the contents of Bit 7 are moved into Bit 6, the contents of Bit 
6 are moved into Bit 5, etc. The contents of Bit @ are moved into Bit 7 
and into the C (Carry) Flag in the Flag Register. 


ae qs 


(HL) Cf 





No. of Bytes: 2 
Object Code (Hex.): CB QE Decimal: 203 014 


Flag Register: 





Flag Code Effect 

















Sign S SET = 1 if the result is negative, 
otherwise RESET = 9. 

Zero Z SET = 1 if the result is zero, 
otherwise RESET = @. 

_ — 5 Not used. 

Half Carry H 4 |RESET=9. 

— — 3 | Notused. 

Parity/Overflow P/V 2 | SET =1 for Parity Even, RESET = @ 
for Parity Odd. 

Subtract N 1 RESET = @. 

Carry C @ |Contains the data previously held 





in Bit @ of the memory location. 
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Example: LD HL,1745H 

LD (HL),5A 

RRC (HL) 
If the contents of Register Pair HL are 17 45, and the contents of memory 
location 17 45 are 5A, the effect of this instruction will be: 





Memory Location 
Bits C 
Hex. |}765432190 | Flag 


Original Contents 5A 19101190190 Z 
New Contents 20 1/90190119090 0 














Flags S, Z, H, P/V and N are RESET = 9 and Flag C contains the data 
previously held in Bit Q@ of the memory location, which is identical to that 
now held in Bit 7 of the memory location. 


Addressing Mode: Indirect. 


M Cycles T States 
4 15 


Timing: 








psec @ 2 MHz. 
7.5 
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RRC (IX + d) 
RRC (IY + d) 


Description: Rotates Right the contents of the memory location whose 
address is identified by the contents of Index Register IX or lY (modified 
by displacement d, which is specified in the instruction). Each bit is 
shifted Right one position, i.e. the contents of Bit 7 are moved into Bit 6, 
the contents of Bit 6 are moved into Bit 5, etc. The contents of Bit @ are 


moved into Bit 7 and into the C (Carry) Flag in the Flag Register. 





ie fala 








(IX+d) Cf 
or 
(lY+d) 
No. of Bytes: 4 
Object Code: 
i Hex Decimal 
RRC (IX + d) DD CBd QE 221 203d 014 
RRC (IY + d) FD CBd QE 253 203 d 014 





Where d is the required displacement from the memory location whose 
address is held in Index Register |X or IY. 


Flag Register: 

















Flag Code Bit Effect 

Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = @. 

Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = @. 

a — 5 Not used. 

Half Carry H 4  |RESET=9@. 

_ _— 3 Not used. 

Parity/Overflow P/V 2 | SET =1 for Parity Even, RESET = 0 
for Parity Odd. 

Subtract N 1 RESET = @. 

Carry C Q | Contains the data previously held 
in Bit @ of the memory location. 
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Cont. 


Example: LD 1X,4521H 

LD A,27H 

LD (452BH),A 

RLC (IX+@AH) 
If the contents of Index Register IX are 45 21, and d in the instruction is 
@A(Hex.), the required memory location is 45 2B. If the contents of 
memory location 45 2B are 27(Hex.) the effect of this instruction will be: 





Memory Location 














765432190 


00100111 
1090010011 











Original Contents 
New Contents 








Flags Z, Hand N are RESET = @, Flags S and P/V are SET = Qand Flag C 
will contain the 1 previously held in Bit Q of the memory location, which is 
identical to that now held in Bit 7 of the memory location. 


T States psec @ 2 MHz. 
23 11.5 


Addressing Mode: Indexed. 
Timing: 





M Cycles 
6 
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RRCA 


Description: Rotates Right the contents of the Accumulator. Each Bit is 
shifted Right one position, i.e. the contents of Bit 7 are moved into Bit 6, 
the contents of Bit 6 are moved into Bit 5, etc. The contents of Bit @ are 
moved into Bit @ and into the C (Carry) Flag in the Flag Register. 


EtG aires 


A Cf 





NOTE: This instruction is identical to RRC A, except for the effect on the 
Flag Register, but is faster in execution. It is provided for 
compatibility with the Intel 8080. 


No. of Bytes: 1 
Object Code (Hex.): OF Decimal: 015 


Flag Register: 














Flag | Code | Bit Effect 

Sign S 7 | Not affected. 

Zero Z 6 | Not affected. 

= _— 5 Not used. 

Half Carry H 4 | RESET =@9. 

— — 3 Not used. 

Parity/Overflow P/V 2 | Not affected. 

Subtract N 1 RESET = @. 

Carry C @ | Contains the data previously held 
| in Bit @ of the Accumulator. 
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Example: LD A,37H 

RRCA 
If the contents of the Accumulator are 37(Hex.), the effect of this 
instruction will be: 





Accumulator 











Bits C 

Hex. 1765432190] Flag 

Original Contents 37 |90110111 ? 
New Contents 9B }10011011 1 





Flags H and N are RESET = @ and Flag C contains the 1 previously held 
in Bit @ of the Accumulator, which is identical to that now held in Bit 7 of 
the Accumulator. 


Addressing Mode: Implicit. 
Timing: 








usec @ 2 MHz. - | 





i. =a 








i M Cycles | T States _ 
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RRD 


Description: Rotates Right Decimal the Lower Order 4 bits of the 
Accumulator with the Higher Order and Lower Order 4 bits of the 
memory location whose address is held in Register Pair HL. The Lower 
Order 4 bits of the Accumulator is moved into the Higher Order 4 bits of 
the specified memory location, the Higher Order byte of the memory 
location is moved into the Lower Order 4 bits of the same location and 
the Lower Order 4 bits of that memory location is moved into the Lower 
Order 4 bits of the Accumulator. 


cS ae ee 


a 


ae ee eee 


No. of Bytes: 2 
Object Code (Hex.): ED 67 


Flag Register: 


Decimal: 237 193 





Bit 


Effect 





Flag Code 


Sign S 


Zero Z 


Half Carry 


H 
Parity/Overflow P/V 








Subtract N 
Carry | 





Noh OM 





SET = 1 if the result in the 
Accumulator is negative, otherwise 
RESET = @. 

SET = 1 if the result in the 
Accumulator is zero, otherwise 
RESET = @. 

Not used. | 

RESET = @. 

Not used. 

SET = 1 if for Parity Even in the 
Accumulator result, RESET = @ for 
Parity Odd in the Accumulator 
result. 

RESET = @. 

Not affected. 
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Example: LD HL,1Q0QH 

LD (HL),28H 

LD A,6EH 

RRD 
If the contents of the Accumulator are 6E(Hex.) and the contents of the 
nominated location are 28(Hex.) the effect of this instruction will be: 








Original Contents New Contents 
Location | Accumulator | Location 
28 68 E2 












Accumulator 
6E 












Flags S, Z, H, P/V and N are RESET = @. 
Addressing Mode: Indirect 
Timing: 


M Cycles T States psec @ 2 MHz. 
5 18 9 
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RST n 


Description: Restart from memory location @@ n. Pushes the contents of 
the Program Counter on to the top of the memory Stack by first 
decrementing the Stack Pointer (SP) and loading the Higher Order byte 
of the Program Counter (PC) into the memory location whose address is 
now held in the Stack Pointer, then decrementing the Stack Pointer 
again and loading the Lower Order byte of the Program Counter into the 
memory location whose address is the new contents of the Stack 
Pointer. Finally, the value QQ n is loaded into the Program Counter and 
the next instruction is fetched from that address. 


NOTE: The RST instructions transfer control to specific addresses in 
low memory. It can be used for a fast response to an interrupt 


No. of Bytes: 1 


























Object Code: 
; Hex Decimal 
RST 00 C7 199 
RST 08 CF 207 
RST 10 D7 215 
RST 18 DF 223 
RST 20 E7 231 
RST 28 EF 239 
RST 30 F7 247 
RST 38 FF 255 
Flag Register: 
Flag Code _ | Bit Effect | 
Sign S 7 | Not affected. 
Zero Z 6 | Not affected. 
— _ io) Not used. 
Half Carry H 4 | Not affected. 
_ _— 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 
Carry C Q | Not affected. | 
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Example: RST 0Q — If the contents of the Program Counter are 64 B1, 
and the contents of the Stack Pointer are 32 75, the effect of this 
instruction will be: 





Program Counter Location 


Higher | Lower | Stack | Address] Contents 
Byte Byte Pointer 











Original Contents | 64 B1 32 75 32 75 ? 
New Contents 00 QO 32 73 32 75 ?(Not 
Changed) 
32 74 64 
32 73 Bi 





Addressing Mode: Implicit. 
Timing: 








5.5 


M Cycles T States 
3 11 





psec @ 2MHz | 
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SBC A,n 


Description: Subtracts from the Accumulator the integer n, summed 
with the contents of the Carry Flag in the Flag Register. The result is 
stored in the Accumulator. 


No. of Bytes: 2 

Object Code (Hex.): DEn Decimal: 222 n 
Where nis an 8 Bit integer, specified in the instruction. 
Flag Register: 




















| Flag Code | Bit Effect 
Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = @. 
Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = 9. 
a = 5 | Notused. 
Half Carry H 4 | SET = 1 if no Borrow from Bit 4, 
otherwise RESET = 9. 
a — 3 Not used. 
Parity/Overflow P/V 2 |SET = 1 if Overflow, otherwise 
RESET = @. 
Subtract N 1 |SET=1. 
Carry C @ | SET = 1 if no Borrow, otherwise 
RESET = @. 
Example: LD A,45H 
SCF 
SBC A,4 


If the contents of the Accumulator are 45(Hex.), the C(Carry) Flag = 1 
and n in the instruction is 4, this instruction will subract 4 + 1 (=5) from 
the contents of the Accumulator and store 4Q(Hex.), the result, in the 
Accumulator. Flags S, Z and P/V are RESET = @ and Flags N and C are 
SET = 1. 


Addressing Mode: Immediate. 
Timing: 





T States 
7 


M Cycles 
2 


psec @ 2 MHz. 
3.5 
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SBCA,A 


Description: Subtracts from the Accumulator the contents of the 
Accumulator, summed with the contents of the C (Carry) Flag in the Flag 
register. The result is stored in the Accumulator. Note that the result in 
the Accumulator will always be @H or FFH (negative one in twos 
complement notation), depending on the contents of the carry flag. 


No. of Bytes: 1 
Object Code (Hex.): 9F Decimal: 159 
Flag Register: 








Flag Bit Effect 

Sign 7  |SET = 1 if the result is negative, 
otherwise RESET = @. 

Zero 6 |SET = 1 if the result is zero, 
otherwise RESET = @. 

_— 5 Not used. 

Half Carry 4 {SET = 1 if no Borrow from Bit 4, 
otherwise RESET = @. 

— 3 Not used. 

Parity/Overflow 2 |SET = 1 if Overflow, otherwise 
RESET = 9@. 

Subtract 1 SEH. 

Carry @ |SET = 1 if no Borrow, otherwise 





RESET = 9. 








Example: LD A,28H 

SCF 

CCF 

SBC A,A 
If the contents of the Accumulator are 28(Hex.) and the C Flag = Q, this 
instruction will subtract 28 + Q(=28) from the Accumulator and store the 
result (Q) in the Accumulator. Flags S and P/V are RESET = @ and Flags 
Z,H, Nand C are SET = 1. 


Addressing Mode: Implicit. 
Timing: 





usec @ 2 MHz. 
2 


T States 
4 


M Cycles 
1 
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SBC A,r 


Subtract Register r with carry from the Accumulator where r is any of the 


registers A, B,C, D, E, HorL. 











Object Code: 
Hex Decimal 
SBC A,B 98 152 
SBC A,C 99 153 
SBC A,D 9A 154 
SBC A,E 9B 155 
SBC A,H 9C 156 
SBC A,L 9D 157 





Description: Subtracts from the Accumulator the contents of Register r 
and the contents of the C (Carry) Flag in the Flag Register, then stores 


the result in the Accumulator. 


No. of Bytes: 1 
Flag Register: 





Effect il 





Flag Code Bit 
Sign S 7 
Zero Z 6 
— — 5 Not used. 
Half Carry H 4 
= — 3 | Not used. 
Parity/Overflow P/V 2 

RESET = @. 
Subtract N 1 SET = 1. 
Carry C Q 





SET = 1 if the result is negative, 
otherwise RESET = 9. 


SET = 1 if the result is zero, 
otherwise RESET = 0 


SET = 1 if no Borrow from Bit 4, 
otherwise RESET = 9. 


SET = 1 if Overflow, otherwise 


SET = 1 if no Borrow, otherwise 
RESET = @. 
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Example: LD A,@A9H 
LD B,16H 
SCF 
SBC A,B 


If the contents of the Accumulator are A9(Hex.), the contents of Register 
B are 16(Hex.) and the C Flag = 1, the effect of this instruction will be: 








Register C 
Accumulator B Flag 
Original Contents AQ 16 1 
Subtract 16 
(Register B) — 
93 
Subtract 1 
(C Flag) —— 
New Contents 92 16 1 














Flags Z and P/V are RESET = Q while Flags S, H, N and C are SET = 1. 
Addressing Mode: Implicit. 


Timing: 





M Cycles 


psec @ 2 MHz. 





1 








T States 
4 


2 
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SBC A,(HL) 


Description: Subtracts from the Accumulator the contents of the 
memory location whose address is held in Register Pair HL and the 
contents of the C (Carry) Flag in the Flag Register, then stores the result 
in the Accumulator. 


No. of Bytes: 1 
Object Code (Hex.): 9E Decimal: 158 


Flag Register: 








Flag Code | Bit Effect 

Sign S 7 +|SET = 1 if the result is negative, 
otherwise RESET = 9. 

Zero Z 6 SET = 1 if the result is zero, 
| otherwise RESET = Q. 


| Not used. 
Half Carry H 


5 
4 SET = 1 if no borrow from Bit 4, 
otherwise RESET = 9. 
_— — 3 Not used. 
Parity/Overflow P/V 2 |SET = 1 if Overflow, otherwise 





i RESET = @. 
Subtract N SETH. 
Carry Cc Q@ | SET = 1 if no Borrow, otherwise 
RESET = @. 


a1 
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Example: LD HL,@AF34H 

LD (HL),24H 

LD A,25H 

SCF 

SBC A,(HL) 
If the contents of Register Pair HL are AF 34, the required location is AF 
34. If the contents of the Accumulator are 25(Hex.), the contents of 
memory location AF 34 are 24(Hex.) and the C Flag = 1, the effect of this 
instruction will be: 

















Memory | C 
Accumulator Location Flag 
Original Contents 25 24 1 
Subtract 
(Memory Location) 24 
Subtract 01 
(C Flag) 1 
New Contents 00 24 1 





Flags S and P/V are RESET = @ while Flags Z, H, Nand C are SET = 1. 
Addressing Mode: Indirect. 
Timing: 





psec @ 2 MHz. 
3.5 











M Cycles T States 
2 7 
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SBC A,(IX + d) 
SBC A,(IY + d) 


Description: Subtracts from the Accumulator the contents of the 
memory location whose address is identified by the contents of Index 
Register IX or lY (modified by displacement d, which is specified in the 
instruction) and the contents of the C (Carry) Flag in the Flag Register, 
then stores the result in the Accumulator. 


No. of Bytes: 3 








Object Code: 
Hex Decimal 
SBC A,(IX + d) DD 9Ed 221 158d 
SBC A,(IY + d) FD 9Ed 253 158d 





Where d is the required displacement from the memory location whose 
address is held in Index Register IX or lY. 


Flag Register: 


| Fag Code Bit Effect 
S 7 




















Sign SET = 1 if the result is negative, 
otherwise RESET = @. 

Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = @. 

— _ 5 Not used. 

Half Carry H 4 |SET = 1 if no Borrow from Bit 4, 
otherwise RESET = @. 

— — 3 Not used. 

Parity/Overflow P/V 2 |SET = 1 if Overflow, otherwise 
RESET = @ 

Subtract N 1 SET = 1. 

Carry C @ |SET = 1 if no Borrow, otherwise 
RESET = @. 
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Example: SCF 

CCF 

LD HL,@A244H 

LD (HL),12H 

LD IX,0@A234H 

LD A,28H 

SBC A,(IX+1@QH) 
If the contents of Index Register IX are A2 34, and d in the instruction is 
16(1@ Hex.), the required memory location is A2 44. If the contents of the 
Accumulator are 28(Hex.), the contents of memory location A2 44 are 
12(Hex.) and the C Flag = 9, the result of this instruction will be: 














Memory 
Accumulator Location C 
A2 44 Flag 
Original Contents 28 12 0 
Subtract 12 
(Index Register |X) — 
16 
Subtract Q 
(C Flag) 
New Contents 16 12 | Q 





Flags S, Z and P/V are RESET = Q, while Flags H, N and C are SET = 1. 
Addressing Mode: Indexed. 
Timing: 





T States 
19 


M Cycles 
5 


psec @ 2 MHz. 
9.5 
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SBC HL,rr 


Where rr is any of the Register Pairs BC, DE, HL, SP. 

Description: Subtracts from the contents of Register Pair HL the 
contents of the specified register pair and the contents of the C (Carry) 
Flag in the Flag Register, then stores the result in Register Pair HL. 


No. of Bytes: 2 
































Object Code: 
Tex Decimal 
SBC HL,BC ED 42 237 066 
SBC HL,DE ED 52 237 082 
SBC HL,HL ED 62 237 098 
SBC HL,SP ED 72 237 114 ; 
Flag Register: 
Flag | Code Bit Effect 
Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = @. 
Zero Zz 6 |SET = 1 if the result is zero, 
otherwise RESET = @. 
— _— 5 Not used. 
Half Carry H 4  |SET = 1 if no Borrow from Bit 12, 
| otherwise RESET = 9. 
— — 3 | Not used. 
Parity/Overflow P/V 2 |SET = 1 if Overflow, otherwise 
RESET = Q 
Subtract N 1 |SET=1. 
Carry Cc Q@ |SET = 1 if no Borrow, otherwise 
| RESET = @. 
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Example: LD HL,2816H 

LD BC,2715H 

SCF 

SBC HL,BC 
If the contents of Register Pair HL are 28 16(Hex.), the contents of 
Register Pair BC are 27 15(Hex.) and the C Flag = 1, the effect of this 
instruction will be: 























Register Register C 
Pair HL Pair BC Flag 
Original Contents 28 16 2715 1 
Subtract 2715 
(Register Pair HL) —— 
Q1 01 
Subtract 1 
(C Flag) 
New Contents 01 00 2715 1 











Flags S, Zand P/V are RESET = @ while Flags H, N and C are SET = 1. 
Addressing Mode: Implicit. 
Timing: 


M Cycles T States psec @ 2 MHz. 
4 15 7.5 
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SCF 


Description: SETS the C (Carry) Flag in the Flag Register = 1. 
No. of Bytes: 1 

Object Code (Hex.): 37 Decimal: 955 

Flag Register: 








[ Flag Code Bit Effect 
Sign S 7 |Notaffected. 

Zero Z 6 Not affected. 

— — 5 Not used. 

Half Carry H 4 |RESET=9. 

— — 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 RESET = 9. 

Carry Cc Q@ |SET=1. 








Addressing Mode: Implicit. 
Timing: 








| M Cycles 
1 





T States psec @ 2 MHz. 
4 2 
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SET b,r 


Description: The specified Bit in the nominated Register is SET = 1. 
No. of Bytes: 2 
Object Code (Hex.): CB xx Decimal: 293 yyy 


Where:b is the Bit (Range @— 7) tobe SET = 1 andris the Register (A, B, 
C, D, E, Hor L) which contains that bit. 
Xx or yyy are taken from the table below: 








Bit | xx yyy | xx yyy | xx yyy | xx yyy | xx yyy | xx yyy | xx yyy 


Q 
1 
3 
2 E7 231} E® 224] E1 225) E2 226] E3 227] E4 228 | E5 229 
6 
7 





Flag Register: 








Flag Code Bit Effect 
Sign S 7 | Not affected. 

Zero Zz 6 Not affected. 

— _ 5 Not used. 

Half Carry H 4 Not affected. 

— _— 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 

Carry C Q | Notaffected. 





Example: LDE,@ 

SET 2,E 
The Source Code statement SET 2,E, will result in the Object Code 
(Hex.) instruction CB D3 which will SET = 1 Bit 2 in Register E. 


Addressing Mode: Implicit. 
Timing: 








2 8 4 





M Cycles T States | psec @ 2 MHz. 
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SET b,(HL) 


Description: The nominated Bit in the memory location whose address is 
held in Register Pair HL is SET = 1. 


No. of Bytes: 2 
Object Code (Hex.): CB xx Decimal: 203 yyy 
Where: xx or yyy are taken from the table below: 























Bit | xx | yyy 
@ | C6 | 198 
1 CE | 206 
2 D6 | 214 
3 | DE | 222 
4 | E6 | 230 
5 | EE | 238 
6 F6 | 246 
7 FE | 254 
Flag Register: 

Flag Code Bit Effect 
Sign S 7 | Not affected. 
Zero Z 6 | Not affected. 
— — 5 Not used. 
Half Carry H 4 | Not affected. 
— — 3 | Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 
Carry C Q | Notaffected. 





Example: LD HL,10QQH 

LD (HL),@ 

SET 5,(HL) 
The Source Code statement SET 5,(HL) will produce the Object Code 
(Hex.) instruction CD EE, which will SET = 1 Bit 5 in the memory location 
whose address is held in Register Pair HL. 


Addressing Mode: Indirect. 
Timing: 








4 15 75 





M Cycles ! T States 





psec @ 2 MHz. | 
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SET b,(IX + d) 
SET b,(IY + d) 


Description: SETs = 1 the nominated Bit in the memory location whose 
address is identified by the contents of Index Register IX or lY (modified 
by displacement d, which is specified in the instruction). 


No. of Bytes: 4 








Object Code: 
7 ; Hex Decimal 
SET b,(IX + d) DD CB d xx 221 203 d yyy 
SET b,(lY + d) FD CB d xx 253 203 d yyy 





Where:b is the Bit (Range @ — 7) to be SET = 1, and D is the required 
displacement from the memory location whose address is held 
in Index Register IX. 
xx or yyy are taken from the table below: 








Flag Register: 























Flag Effect 
Sign S 7 | Not affected. 
Zero Z 6 | Not affected. 
— — ia} Not used. 
Half Carry H 4 | Not affected. 

|— 3 Not used. 
Parity/Overflow P/V 2 | Not affected. 
Subtract N 1 Not affected. 
Carry Cc Q | Not affected. 
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Example: LD HL,348EH 

LD (HL),@ 

LD IX,348AH 

SET 2,(IX+4) 
The Source Code statement SET 2,(IX + 4) will produce the Object 
Code (Hex.) instruction DD CB 4 D6. If the contents of Index Register IX 
are 34 8A, the required memory location is 34 8E (i.e. 34 8A + 4). This 
instruction will SET = 1 Bit 2 in memory location 34 8E. 


Addressing Mode: Indexed. 
Timing: 





usec @ 2 MHz. 
11.5 





6 23 





M Cycles I T States 











315 


SLA r 


Where r is any of the registers A, B, C, D, E, H, L. 


Description: Shifts Left the contents of the specified register, through the 
C (Carry) Flag in the Flag Register. Bit 0 is RESET = 0, the previous 
contents of Bit 0 are moved into Bit 1, the previous contents of Bit 1 are 
moved to Bit 2, etc. The previous contents of Bit 7 are moved into the C 
(Carry) Flag in the Flag Register. The previous contents of the Carry Flag 


are destroyed. 


| ||? 


Cf 
No. of Bytes: 2 
Object Code: 


Flag Register: 


Flag 


Sign 
Zero 


Half Carry 


Parity/Overflow 


Subtract 
Carry 


N 


soi) Ee 


QZ 


V 





MOwh oO (op) 


Se -+ 





Q|-—0 


Decimal 
203 39 
203 32 
203 33 
203 34 
203 35 
203 36 
203 37 





Effect 


SET = 1 if the result is negative, 
otherwise RESET = @. 

SET = 1 if the result is zero, 
otherwise RESET = 9. 

Not used. 

RESET = @. 

Not used. 

SET = 1 for Parity Even, RESET = 
for Parity Odd. 

RESET = @. 

Contains the data previously held 
in Bit 7 of the Accumulator. 





Cont. 
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Example: LD A,93H 
SLA H 
If the contents of the Accumulator are 93(Hex.), the effect of this 


instruction will be: 





Accumulator 











Bits C 
Hex. |7654321@] Flag 

Original Contents 93 10010011 ? 
New Contents 26 |9019001190 1 











Flags S, Z, H, P/V and N are RESET = @ while Flag C contains the 1 
previously held in Bit 7 of the Accumulator. 


Addressing Mode: Implicit. 
Timing: 


4 


| ~ MCycles — | _ TStates | ~ psec @ 2 MHz. } 
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SLA (HL) 


Description: Shifts Left the contents of the memory location whose 
address is held in Register Pair HL, through the C (Carry) Flag in the Flag 
Register. Bit @ is RESET = @, the previous contents of Bit @ are moved 
into Bit 1, the previous contents of Bit 1 are moved into Bit 2, etc. The 
previous contents of Bit 7 are moved into the C Flag in the Flag Register. 
The previous contents of the carry flag are destroyed. 























It J 
Cf (HL) 
No. of Bytes: 2 
Object Code (Hex.): CB 26 Decimal: 203 038 
Flag Register: 
Flag Code Bit | 7 Effect | 
Sign S 7 |SET = 1 if the result is negative, 
| otherwise RESET = 9. 
Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = 9. 
_— _ 5 | Not used. 
Half Carry H 4 ;RESET=9. 
_— — 3 Not used. 
Parity/Overflow P/V 2 | SET = 1 for Parity Even, RESET = 0 
for Parity Odd. 
Subtract N 1 | RESET = 0. 
Carry Cc Q | Contains the data previously held 








| in Bit 7 of the memory location. 


1 — a ye eae re 
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Example: LD HL,QCD45H 

LD (HL),23H 

SLA (HL) 
If the contents of Register Pair HL are CD 45, and the contents of 
memory location CD 45 are 23(Hex.), the effect of this instruction will be: 





Memory Location CD 45 
Bits C 
Hex. 432190] Flag 


136-5 
Original Contents 23. 1/9001900011 ? 
New Contents 46 |0100901190 ) | 

















Flags S, Z, H, P/V and N are RESET = Q, while Flag C contains the @ 
previously held in Bit 7 of memory location CD 45. 


Addressing Mode: Indirect. 
Timing: 











M Cycles T States usec @2 MHz. | 
4 15 7.5 
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SLA (IX + d) 
SLA (IY + d) 


Description: Shifts Left the contents of the memory location whose 
address is identified by the contents of Index Register IX or lY (modified 
by displacement d, which is specified in the instruction), through the C 
(Carry) Flag in the Flag Register. Bit @ is RESET = @, the previous 
contents of Bit @ are moved into Bit 1, the previous contents of Bit 1 are 
moved into Bit 2, etc. The previous contents of Bit 7 are moved into the C 
Flag in the Flag Register. The previous contents of the carry flag are 
destroyed. 





-}—f J 
Cf (IX+d) 
or 

No. of Bytes: 4 (I¥-+d) 
Object Code: 

r | Hex  =——s«|~—sdDecimal- 

SLA (IX + d) DD CB d 26 221 203 d 38 

SLA (IY + d) FD CB d 26 253 203 d 38 


Where d Is the required displacement from the memory location whose 
address Is held in Index Register IX or lY. 


Flag Register: 











Flag | Code | Bit Effect 

Sign S 7  |SET = 1 if the result is negative, 
otherwise RESET = @. 

Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = 9. 

— _ 5 Not used. 

Half Carry H 4  |RESET=9. 

— — 3 Not used. 

Parity/Overflow P/V 2 | SET =1 for Parity Even, RESET = @ 
for Parity Odd. 

Subtract N 1 | RESET=@. 

Carry Cc Q | Contains the data previously held 
in Bit 7 of the memory location. 
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Example: LD HL,283AH 

LD (HL),16H 

LD 1IX,2834 

SLA (IX +6) 
If the contents of Index Register IX are 28 34 and d in the instruction is 6, 
the required location is 28 3A. If the contents of memory location 28 3A 
are 16(Hex.), the effect of this instruction will be: 














Memory Location 28 3A. 

Bis ek 

Hex. 17654321 Q@ | Flag 
OriginalContents | 16 [90010110] 2. 
New Contents 2c (/0010119090 ) 








Flags S, Z, H, P/V and N are RESET = @, while Flag C contains the @ 
previously held in Bit 7 of memory location 28 3A. 


Addressing Mode: Indexed. 
Timing: 





~ MCycles~ | - TStates | psec @ 2 MHz. | 


6 23 he 
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SRAr 


Arithmetic shift contents of Register r right, where r is any of the 
Registers A, B, C, D, E, HorL. 








Object Code: 

[ Hex Decimal 
SRAA CB 2F 203 047 
SRAB CB 28 203 040 
SRA C CB 29 203 041 
SRA D CB 2A 203 042 
SRA E CB 2B 203 043 
SRAH CB2C 203 044 
SRAL CB 2D 203 045 














Description: Shift Register r right one bit. Bit 7 is unchanged. Bit @ is 
moved into the carry flag. Bit 7 is moved into bit 6, but is not itself 
changed. Bit 6 is moved into bit 5. Bit 5 is moved into bit 4, etc. 


= 
P4 r Cf 


No. of Bytes: 2 
Flag Register: 






















Flag Bit Effect 

Sign S 7  |SET = 1 if the result is negative, 
otherwise RESET = 9. 

Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = @ 

— —_ 5 Not used. 

Half Carry H 4 RESET = @. 

= _ 3 Not used. 

Parity/Overflow P/V 2 | SET =1 for Parity Even, RESET = @ 

for Parity Odd. 
Subtract N 1 RESET = @. 
Carry Cc @ |Contains the data previously held 


in Bit @ of the Accumulator. 
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Example: LD A,93H 

SRA A 
If the contents of the Accumulator are 93(Hex.), the effect of this 
instruction will be: 











Accumulator 





Bits C 
Hex. |}765432190/)] Flag 

Original Contents 93 100190011 ? 
New Contents co }1190019001 1 





Flags Z, H and N are RESET = Q, Flags S and P/V are SET = 1 while Flag 
C contains the 1 previously held in Bit 0 of the Accumulator. 


Addressing Mode: Implicit. 
Timing: 








M Cycles T States psec @ 2 MHz. 
2 8 4 
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SRA (HL) 


Description: Shifts Right the contents of the memory location whose 
address is held in Register Pair HL, through the C (Carry) Flag in the Flag 
Register. The contents of Bit 7 remain unchanged but are copied into Bit 
6, the previous contents of Bit 6 are moved into Bit 5, the previous 
contents of Bit 5 are moved into Bit 4, etc. The previous contents of Bit @ 
are moved into the C (Carry) Flag in the Flag Register. 


[eect | ge 
po (HL) Cf 


No. of Bytes: 2 
Object Code (Hex.): CB 2E Decimal: 203 046 


Flag Register: 














Flag Code Bit Effect 

Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = @. 

Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = @. 

a — iS) Not used. 

Half Carry H 4 RESET = @. 

— _— 3 Not used. 

Parity/Overflow P/V 2 | SET =1 for Parity Even, RESET = @ 
for Parity Odd. 

Subtract N 1 RESET = @. 

Carry Cc Q | Contains the data previously held 
in Bit Q of the memory location. 
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Example: LD HL,QCD45H 

LD (HL),23H 

SRA (HL) 
If the contents of Register Pair HL are CD 45, and the contents of 
memory location CD 45 are 23(Hex.), the effect of this instruction will be: 





Memory Location CD 45 
Bits C 
Hex. |7654321@]| Flag 


Original Contents 23 {90100011 ? 
New Contents 11 90010001 1 




















Flags S, Z, H and N are RESET = @Q, Flag P/V is SET = 1 while Flag C 
contains the 1 previously held in Bit @ of memory location CD 45. 


Addressing Mode: Indirect 
Timing: 











4 15 7.5 


M Cycles } T States | usec @ 2 MHz. | 
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SRA (IX + d) 
SRA (IY + d) 


Description: Shifts Right the contents of the memory location whose 
address is identified by the contents of Index Register IX or lY (modified 
by displacement d, which is specified in the instruction), using the C 
(Carry) Flag in the Flag Register. The contents of Bit 7 remain 
unchanged but are copied into Bit 6, the previous contents of Bit 6 are 
moved into Bit 5, the previous contents of Bit 5 are moved into Bit 4, etc. 
The previous contents of Bit @ are moved into the C (Carry) Flag in the 
Flag Register. 


[eeeemereeeecees | gay ON 
is 5 








(IX+d) 
or 
No. of Bytes: 4 ne) 
Object Code: 
Hex at Decimal : 
SRA (IX + d) DD CB d 2E 221 203 d 046 
SRA (IY + qd) FD CB d 2E 253 203 d 046 








Where d is the required displacement from the memory location whose 
address is held in Index Register IX or IY. 


Flag Register: 











Code Bit Effect 





S 7  |SET = 1 if the result is negative, 
otherwise RESET = @. 

SET = 1 if the result is zero, 
otherwise RESET = @. 

Not used. 

RESET = @. 

Not used. 

SET = 1 for Parity Even, RESET = @ 
for Parity Odd. 

RESET = @. 


Contains the data previously held 
in Bit Q of the memory location. 


N 
Oo 


Noh oO 


V 


ey 


_ 





OZ 
Ss 
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Example: LD HL,283AH 

LD (HL),16H 

LD IX,2834H 

SRA (IX+6) 
If the contents of Index Register IX are 28 34 and D in the instruction is 6, 
the required location is 28 3A. If the contents of memory location 28 3A 
are 16(Hex.), the effect of this instruction will be: 





Memory Location 28 3A 











Original Contents 
New Contents 








Flags S, Z, H, P/V and N are RESET = Q, while Flag C contains the @ 
previously held in Bit @ of memory location 28 3A. 


Addressing Mode: Indexed. 


Timing: 





M Cycles T States usec @ 2 MHz. 








6 23 11.5 
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SRLr 


Shift contents of Register r right logical, where ris any of the Registers A, 








B,C, D, E, HorL. 
Object Code: 
Hex Decimal i 
SRLA CB 3F 203 063 
SRL B CB 38 203 056 
SRL C CB 39 203 057 
SRL D CB 3A 203 058 
SRLE CB 3B 203 059 
SRL H CB 3C 203 060 
SRLL CB 3D 203 061 








Description: Shift contents of Register r right one bit. Bit 7 is RESET = @. 
Bit @ is moved to the carry flag. 


—I- 











r Cf 
No. of Bytes: 2 
Flag Register: 
[ Flag | Code | Bit Effect | 
Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = @. 
Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = @ 
—_ — 5 Not used. 
Half Carry H 4 | RESET=9. 
— — 3 Not used. 
Parity/Overflow P/V 2 | SET =1 for Parity Even, RESET = 
for Parity Odd. 
Subtract N 1 RESET = @. 
Carry Cc @ | Contains the data previously held 
| in Bit @ of the Accumulator. 

















Cont. 
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Example: LD A,93H 
SRLA 
If the contents of the Accumulator are 93(Hex.), the effect of this 


instruction will be: 





Accumulator 
Bits C 
Hex. 4321901 Flag 


765 
Original Contents 93 10010011 ? 
New Contents 49 91001001 1 














Flags S, Z, H, P/V and N are RESET = Q, while Flag C contains the 1 
previously held in Bit Q@ of the Accumulator. 


Addressing Mode: Implicit. 
Timing: 





M Cycles 
2 








T States | psec @ 2 MHz. 
8 4 
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SRL (HL) 


Description: Logical Shift Right of the contents of the memory location 
whose address is held in Register Pair IX. Bit 7 is RESET = @, the 
previous contents of Bit 7 are moved into Bit 6, the previous contents of 
Bit 6 are moved into Bit 5, etc. The previous contents of Bit @ are moved 
into the C (Carry) Flag in the Flag Register. 


sa emer 


(HL) 


No. of Bytes: 2 
Object Code (Hex.): CB 3E 


Flag Register: 


Cf 


Decimal: 203 062 





























Flag Code Bit Effect 
Sign S 7  |SET = 1 if the result is negative, 
otherwise RESET = 9. 
Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = 9. 
— — 5 Not used. 
Half Carry H 4 RESET = @. 
— — 3 Not used. 
Parity/Overflow P/V 2 | SET =1 for Parity Even, RESET = 0 
for Parity Odd. 
Subtract N 1 RESET = 9. 
Carry Cc Q@ | Contains the data previously held 
| in Bit @ of the memory location. 
- ay 
Cont. 
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Example: LD HL,@CD45H 
LD (HL),23H 
SRL (HL) 


If the contents of Register Pair HL are CD 45, and the contents of 
memory location CD 45 are 23(Hex.), the effect of this instruction will be: 





Memory Location CD 45 | 
Bits C 
Hex. |7654321@] Flag 


Original Contents 23 |99019090011 ? 
New Contents 11 900190001 1 




















Flags S, Z, H and N are RESET = 9, Flag P/V is SET = 1, while Flag C 


contains the 1 previously held in Bit 9 of memory location CD 45. 
Addressing Mode: Indirect. 
Timing: 








M Cycles | T States 


psec @ 2 MHz. 
4 15 


LS 
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SRL (IX + d) 
SRL (IY + d) 


Description: Logical Shift Right of the contents of the memory location 
whose address is identified by the contents of Index Register IX or IY 
(modified by displacement d, which is specified in the instruction. Bit 7 
is RESET = Q, the previous contents of Bit 7 are moved into Bit 6, the 
previous contents of Bit 6 are moved into Bit 5, etc. The previous 
contents of Bit @ are moved into the C (Carry) Flag in the Flag Register. 


—I_T 


(IX+d) Cf 
or 
(IY +d) 
No. of Bytes: 4 
Object Code: 
eis, SS CS s Decimal 
SRL (IX + d) DD CBd 3E 221 203 d 62 
SRL (IY +d) FD CBd3E 253 293 d 062 


Where d Is the required displacement from the memory location whose 
address Is held in Index Register IX or lY. 


Flag Register: 


Effect 





Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = 9@. 


SET = 1 if the result is zero, 
otherwise RESET = 9. 

Not used. 

RESET = Q. 

; Not used. 


SET = 1 for Parity Even, RESET = @ 
| for Parity Odd. 


1 RESET = 9. 


Contains the data previously held 
in Bit @ of the memory location. 


N 
oO 
3 
N 
(o>) 


Half Carry 


Parity/Overflow 


o2|r| 
NwonRa 


V 


Subtract 
| Carry 


OZ 
Ss 
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Example: LD HL,283AH 

LD (HL),16H 

LD 1X,2834H 

SRL (IX+6) 
If the contents of Index Register IX are 28 34 and d in the instruction is 6, 
the required location is 28 3A. If the contents of memory location 28 3A 
are 16(Hex.), the effect of this instruction will be: 














Memory Location 28 3A _ 

Bits Cc | 

Hex. 176543210] Flag 
OriginalContents | 16 |00010110| ? 
New Contents QB 900019011 Q 








Addressing Mode: Indexed. 
Timing: 








M Cycles a T States i 
6 23 


usec @2 MHz. _ 
11.5 
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SUB n 


Description: Subtracts the integer n from the contents of the 
Accumulator and stores the result in the Accumulator. 


No. of Bytes: 2 

Object Code (Hex.): D6 n Decimal: 214n 
Where n is an 8 Bit integer, specified in the instruction. 
Flag Register: 











Flag Code Bit Effect 

Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = 9. 

Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = 9. 

_ — 5 Not used. 

Half Carry H 4  |SET = 1 if no Borrow from Bit 4, 
otherwise RESET = @. 

— — 3 Not used. 

Parity/Overflow P/V 2 |SET = 1 if Overflow, otherwise 
RESET = @ 

Subtract N 1 SET =1. 

Carry C @ |SET = 1 if no Borrow, otherwise 





RESET = 9. 





Example: LD A,45H 

SUB 4 
If the contents of the Accumulator are 45(Hex.) and n in the instruction is 
4, the effect of this instruction will be: 





Accumulator (Hex.) 








Original Contents 45 
Subtract n 4 
New Contents 41 





Flags S, Z and P/V are RESET = @ while Flags H, N and C are SET = 1. 
Addressing Mode: Immediate. 


Cont. 
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Timing: 








2 7 3.5 





M Cycles | T States | usec @ 2 MHz. : 
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SCBA 


Description: Subtracts the contents of the Accumulator from the 
contents of the Accumulator and stores the result in the Accumulator. 
Note that this will always leave a result of zero in the Accumulator. 


No. of Bytes: 1 











Object Code (Hex.): 97 Decimal: 151 
Flag Register: 
Flag | Code Bit Effect 
Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = 9. 
Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = @. 
— — 5 Not used. 
Half Carry H 4 SET = 1 if no Borrow from Bit 4, 
otherwise RESET = 9. 
— _ 3 Not used. 
Parity/Overflow P/V 2 |SET = 1 if Overflow, otherwise 
RESET = @ 
Subtract N 1 SET = 1. 
Carry Cc Q |SET = 1 if no Borrow, otherwise 





RESET = 9. 


Example: LD A,28 

SUB A 
If the contents of the Accumulator are 28(Hex.), the effect of this 
instruction will be: 





Accumulator (Hex.) 








Original Contents 28 
Subtract 28 
New Contents Q0 





Flags S and P/V are RESET = @ while Flags Z, H, C and N are SET = 1. 
Addressing Mode: Implicit 
Timing: 











M Cycles ! T States usec @ 2 MHz. | 
1 4 2 
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SUB r 


Subtract Register r from the Accumulator, where r is any of the Registers 








B,C, D,E, HorL. 
Object Code: 
Hex Decimal 

SUB B 90 144 
SUB C 91 145 
SUB D 92 146 
SUBE 93 147 
SUB H 94 148 
SUBL 95 149 








Description: Subtract the contents of Register r from the contents of the 
Accumulator, contents of Register r unchanged. 


No. of Bytes: 1 
Flag Register: 











Flag [ Code | Bit Effect 

Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = @. 

Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = @ 

— — 5 Not used. 

Half Carry H 4 |SET = 1 if no Borrow from Bit 4, 
otherwise RESET = Q. 

— _— 3 Not used. 

Parity/Overflow P/V 2 |SET = 1 if Overflow, otherwise 
RESET = @. 

Subtract N 1 SET = 1. 

Carry Cc @ |SET = 1 if no Borrow, otherwise 

| RESET = @. 
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Example: LD A,@A9H 

LD B,16H 

SUB B 
If the contents of the Accumulator are A9(Hex.), and the contents of 
Register B are 16(Hex.), the effect of this instruction will be: 











Register 
Accumulator B 
Original Contents AQ 16 
Subtract 16 
(Register B) 
New Contents 93 16 





Flags S, Z, and P/V are RESET = Q, while Flags H, NandC are SET = 1. 
Addressing Mode: Implicit. 
Timing: 








M Cycles T States | psec @ 2 MHz. | 
1 4 2 
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SUB (HL) 


Description: Subtracts from the Accumulator the contents of the 
memory location whose address is held in Register Pair HL, then stores 
the result in the Accumulator. The contents of the memory location 


remain unchanged. 
No. of Bytes: 1 
Object Code (Hex.): 96 


Flag Register: 


Decimal: 150 








Flag Code Bit Effect | 

Sign S 7  |SET = 1 if the result is negative, 
otherwise RESET = @. 

Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = 9. 

— — 5 Not used. 

Half Carry H 4 |SET = 1 if no Borrow from Bit 4, 
otherwise RESET = @. 

= _ 3 Not used. 

Parity/Overflow P/V 2 |SET = 1 if Overflow, otherwise 
RESET = 0 

Subtract N 1 SET = 1. 

Carry Cc Q@ |SET = 1 if no Borrow, otherwise 





RESET = 9. 





Cont. 
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Example: LD HL,QAF34H 

LD (HL),24H 

LD A,25H 

SUB (HL) 
If the contents of Register Pair HL are AF 34, the required memory 
locatin is AF 34. If the contents of the Accumulator are 25(Hex.), and the 
contents of memory location AF 34 are 24(Hex.), the effect of this 
instruction will be: 











Memory 
Accumulator | Location 
AF 34 
Original Contents 25 24 
Subtract 
(Memory Location) 24 
New Contents 01 24 


Flags S, Z and P/V are RESET = Q, while Flags H, Nand C are SET = 1. 
Addressing Mode: Indirect. 
Timing: 





| MCycles- | —TStates” | eee? MHz. 
3.5 
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SUB (IX + d) 
SUB (IY + d) 


Description: Subtracts from the Accumulator the contents of the 
memory location whose address is identified by the contents of Index 
Register IX or lY (modified by displacement d, which is specified in the 
instruction), then stores the result in the Accumulator. The contents of 
the memory location remain unchanged. 


No. of Bytes: 3 





Object Code: 
Hex Decimal 
SUB (IX + d) DD 96d 221 150d 
SUB (IY + d) FD 96d 253 150d 


Where d is the required displacement from the memory location whose 
address is held in Index Register IX or IY. 


Flag Register: 























Flag Code Bit Effect | 

Sign S 7  |SET = 1 if the result is negative, 
otherwise RESET = 9. 

Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = @. 

_ ~ 5 Not used. 

Half Carry H 4  |SET = 1 if no Borrow from Bit 4, 
otherwise RESET = @. 

— _— 3 Not used. 

Parity/Overflow P/V 2 |SET = 1 if Overflow, otherwise 
RESET = @ 

Subtract N 1 SEIS 

Carry C Q@ |SET = 1 if no Borrow, otherwise 

| RESET = 9. 





a 





Cont. 
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Example: LD HL,@A244H 

LD (HL),12H 

LD IX,@A234H 

LD A,28H 

SUB (IX+1QH) 
If the contents of Index Register IX are A2 34, and d in the Source Code 
is 16(1@Hex.), the required memory location is A2 44. If the contents of 
the Accumulator are 28(Hex.), and the contents of memory location A2 
A44are 12(Hex.), the effect of this instruction will be: 











Memory 
Accumulator} Location 
A2 44 
Original Contents 28 12 
Subtract 
(Memory Location 12 
A2 44) 
New Contents 16 12 


Flags S, Z and P/V are RESET = Q, while Flags H, N and C are SET = 1. 
Addressing Mode: Indexed. 





Timing: 





T States 
19 


MM Cycles 
5 





psec @2 MHz. 
9.5 
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XORn 


Description: Performs a Bit by Bit logical Exclusive OR between the 
contents of the Accumulator and integer n, then stores the result in the 
Accumulator. For any corresponding bit positions, if the two contents 
are equal, i.e. both = 1 or both = Q, the result, for that bit position, will be 
Q, but if the two contents are not equal, i.e. one = Q and the other = 1, the 
result for that bit position will be 1. 

NOTE: The XOR instruction can be used to complement the 

Accumulator by specifying n as 255, i.e. FF(Hex.). 


No. of Bytes: 2 

Object Code (Hex.): EEn Decimal: 238n 
Where nis an 8 Bit integer, specified in the instruction. 
Flag Register: 











Flag | Code Bit Effect 

Sign S 7  |SET = 1 if the result is negative, 
otherwise RESET = @. 

Zero Z 6 SET = 1 if the result is zero, 
otherwise RESET = Q. 

— — 5 Not used. 

Half Carry H 4 |RESET = 6 

— _— 3 Not used. 

Parity/Overflow P/V 2  |SET =1 for Parity Even, RESET = 
for Parity Odd. 

Subtract N 1 RESET = @. 

Carr C Q@ |RESET=0 

i a 2 











Cont. 
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Example: LD A,67H 

XOR 5EH 
If the contents of the Accumulator are 67(Hex.), and n is specified in the 
Source Code as 94 (5E Hex.), the effect of this instruction will be: 














Bits 
Hex. |765432190 
Accumulator 67 |0911001 14 
Value of n 5E |}9010111190 
Result 39 1|901119001 





Flags S, H, Z, Nand C are RESET = Q, while the P/V flag is SET = 1. 
Addressing Mode: Immediate. 
Timing: 





M Cycles T States usec @ 2MHz. | 
2 v6 39 








344 


XORA 


Description: Performs a Bit by Bit logical Exclusive OR between the 

contents of the Accumulator and the contents of the Accumulator. For 

any corresponding bit positions, if the two contents are equal, i.e. both 

= 1 or both = Q, the result, for that bit position, will be @, but if the two 

contents are not equal, the result for that bit position will be 1. 

NOTE: The effect of this instruction will be to make the contents of the 
Accumulator equal QQ(Hex. ). 


No. of Bytes: 1 
Object Code (Hex.): AF Decimal: 175 


Flag Register: 














Flag Code Bit Effect 

Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = 9. 

Zero Zz. 6 |SET = 1 if the result is zero, 
otherwise RESET = @. 

—_ — 5 Not used. 

Half Carry H 4 |RESET=9. 

_ aa 3 | Not used. 

Parity/Overflow P/V 2 | SET = 1 for Parity Even, RESET = 
for Parity Odd. 

Subtract N 1 RESET = @. 

Carry | C @ |RESET=90 








Cont. 
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Example: LD A,F4H 
XORA 
If the contents of the Accumulator are F4(Hex.), the effect of this 


instruction will be: 














Bits 
Hex. 1765432190 
Accumulator F4 11119019090 
Accumulator F4 11119019090 
Result @ |}90O0O00000 





Flags S, Nand C are RESET = Q, while Flags Z, H and P/V are SET = 1. 
Addressing Mode: Implicit 
Timing: 








M Cycles | T States 


msec @ 2 MHz. : 
1 
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XORr 


Exclusive OR Register r with the Accumulator where r is any of the 
registers B, C, D, E, HorL. 











Object Code: 
Hex Decimal 
XOR B A8 168 
XORC AQ 169 
XOR D AA 170 
XORE AB 171 
XOR H AC 172 
XORL AD 173 





| 





Description: Exclusive OR Accumulator with the specified Register r. 
Contents of Register r unchanged. 


No. of Bytes: 1 
Flag Register: 

















Flag | Code Bit Effect 

Sign S 7 | SET = 1 if the result is negative, 
otherwise RESET = @. 

Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = @ 

— — 5 | Not used. 

Half Carry H 4 | RESET = 9. 

— _ 3 | Not used. 

Parity/Overflow P/V 2 | SET =1 for Parity Even, RESET = 
for Parity Odd. 

Subtract N 1 RESET = @. 

Carry C |@ | RESET =9. 











Cont. 
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Example: LD A,@C4H 

LD B,@A7H 

XORB 
If the contents of the Accumulator are C4(Hex.), and the contents of 
Register B are A7(Hex.), the effect of this instruction will be: 








Accumulator 
Register B 
Result 








Flags S, H, Z, Nand C are RESET = Q, while the P/V flag is SET = 1. 
Addressing Mode: Implicit. 


| M Cycles T States psec @ 2 Mkz. 
1 4 2 


Timing: 











348 


XOR (HL) 


Description: Performs a Bit by Bit logical Exclusive OR between the 
contents of the Accumulator and the contents of the memory location 
whose address is held in Register Pair HL, then stores the result in the 
Accumulator. For any two corresponding bit positions, if the contents 
are equal, i.e. both = 1 or both = @, the result, for that bit position, will be 
Q, but if the two contents are not equal, the result will be 1. 


No. of Bytes: 1 














Object Code (Hex.): AE Decimal: 174 
Flag Register: 
Flag | Code | Bit Effect 
Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = @. 
Zero Z 6 |SET = 1 if the result is zero, 
otherwise RESET = 9. 
— _ 5 Not used. 
Half Carry H 4 |RESET=9@. 
— _ 3 Not used. 
Parity/Overflow P/V 2 | SET =1 for Parity Even, RESET = 0 
for Parity Odd. 
Subtract N 1 RESET = 9. 
Carry Cc @ |RESET=90 








Cont. 
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Example: LD HL,@AD45H 

LD (HL),@B6H 

LD A,9DH 

XOR (HL) 
If the contents of Register Pair HL are AD 45, the contents of memory 
location AD 45 are B6, and the contents of the Accumulator are 
9D(Hex.), the effect of this instruction will be: 














Bits 
Hex. 1765432190 
Accumulator 90 }10011101 
Memory Location AD 45 B6 }19011901190 
Result 28 100101011 





Flags S, H, Z, Nand C are RESET = @, while the P/V flag is SET = 1. 
Addressing Mode: Indirect 
Timing: 








M Cycles. | T States 


usec @2 MHz. 
2 7 


3.5 
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XOR (IX + d) 
XOR (IY + d) 


Description: Performs a Bit by Bit logical Exclusive OR between the 
contents of the Accumulator and the contents of the memory location 
whose address is identified by the contents of Index Register IX or lY 
(modified by displacement d, which is specified in the instruction), then 
stores the result in the Accumulator. For any two corresponding hit 
positions, if the contents are equal, i.e. both = 1 or both = Q, the result, 
for that bit position, will be Q, but if the two contents are not equal, the 
result for that bit position will be 1. 


No. of Bytes: 3 


Object Code: 
eles “Hex  —S«||_~——sdDeecimal:— 
XOR (IX + d) DD AEd 221174d 
XOR (IY + d) FD AE d 253 174d 


Where d is the required displacement from the memory location whose 
address 1s held in Index Register IX or IY. 














Flag Code | Bit Effect 
Sign S 7 |SET = 1 if the result is negative, 
otherwise RESET = 9. 
Zero Z 6 SET = 1 if the result is zero, 
otherwise RESET = 9. 
_ — 5 Not used. 
Half Carry H 4 RESET = @. 
— _ 3 Not used. 
Parity/Overflow P/V 2 | SET =1 for Parity Even, RESET = Q 
for Parity Odd. 
Subtract N 1 RESET = 9. 
Carry C @ |RESET=90 
__] 
Cont. 
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Example: LD HL,45BDH 

LD (HL),18H 

LD IX,45ADH 

LD A,22H 

XOR (IX+1QH) 
If the contents of Index Register IX are 45 AD, and d in the instruction is 
16 (1@Hex.), the required memory location is 45 BD. If the contents of the 
Accumulator are 22(Hex.) and the contents of memory location 45 BD 
are 18(Hex.), the effect of this instruction will be: 














Bits 
Hex. |765432190 
Accumulator 22 |00100010 
Memory Location 45 BD 18 |00011000 
Result 3A |9011190190 





Flags S, Z, H, Nand C are RESET = @, while the P/V flag is SET = 1. 
Addressing Mode: Indexed 
Timing: 








~ MCycles | T States | sce2it_| 
5 19 
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CHAPTER 6 


Hints and Tips 


Experienced programmers frequently develop and use methods of 
doing things within a program which are unlikely to occur to the 
newcomer, or indeed, to other skilled programmers. This chapter gives 
details of some of these which may prove useful to the reader. 


Using a Register Pair as a Loop Counter 

Decrementing a Register Pair as a loop counter requires specific code 
to test for a Zero condition. A simple way of achieving this, using 
Register Pair BC as the Loop Counter, is: 


DEC BC Decrement Register Pair BC (Loop Counter) 

LD A,C Load the contents of Register C into the Accumulator. 
ORB Perform a Logical OR between the contents of the 
Accumulator and the contents of Register B. 

JRNZ,nn _ Where nn is the address of the DEC BC instruction. This 
will repeat the loop until a Zero condition exists, which 
will only occur when the contents of both Register B and 
Register C are Zero. 


Memory Switching 
A convenient way of switching between two different areas of memory is 
to utilise the XOR (Exclusive OR) instruction: 

XORA Clears the Accumulator to Zero. 

XOR96 Makes the Accumulator = 6Q(Hex.) 

XOR96 = Makes the Accumulator = @. 


Incorporation in a program of a loop which XORs the Accumulator 
repeatedly with the same integer changes the contents of the 
Accumulator to that integer, then to zero, then back to the integer, etc. 
This can then be used to switch control between different areas of 
memory. 


Loading a Single Byte into a Register Pair 

Sometimes it is necessary to load an 8 Bit number into a Register Pair 
without knowing the sign of that number. For positive numbers, the 
Higher Order byte of the Register Pair should contain Q@(Hex.), while for 
negative numbers that byte should contain FF(Hex.). An 8 Bit number in 
Register E can be loaded into Register Pair BC using the following 
Code: 


LD C,E Loads the contents of Register E into Register C, i.e. the 
Lower Order byte of Register Pair BC. 
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RLE Rotates Left Register E, placing the sign bit into the 
Carry Flag in the Flag Register. 

SBCA,A  Subtracts the contents of the Accumulator from itself, 
leaving a value of @ but the sign from the Carry Flag 
affects the result so that, if the Carry Flag = @, the 
contents of the Accumulator become @Q(Hex.), i.e. Q, 
but if the Carry Flag = 1, the contents of the 
Accumulator become FF(Hex.), i.e. —@. 

LDB,A Loads Register B with the contents of the Accumulator, 
i.e. 0@(Hex.) or FF(Hex.) to match the original sign bit of 
Register E. 


Similarly, if it is necessary to load a 16 Bit number into a 32 Bit field, the 
sign can be moved into the Carry Flag, then copied throughout Register 
Pair HL by using the instruction SBC HL,HL. 


Rotating 16-Bit (Two Byte) Register Through the Carry Flag 

There is no instruction to rotate a 16 Bit Register Pair Left through the 
Carry Flag, a facility which is sometimes necessary. This can be 
achieved, using the Register Pair HL, by using the instruction ADC 
HL,HL, which adds the contents of Register Pair HL to itself, with carry. 


Converting ASCII Characters from Lower to Upper Case 

The only differences between the binary representation of Upper and 
Lower Case ASCII characters is that the Upper Case character has Bit 5 
RESET = Q, while the equivalent Lower Case character has Bit 5 SET = 
1. The instruction AND n, where n = DF(Hex.) — 11011111 Binary, will 
RESET = @ Bit 5 regardless of its original value, thus ensuring that the 
character in the Accumulator is Upper Case. 


NOTE: Confusion may be caused when using this tip if the input 
character is non alphabetic. 

Quick Division 

The contents of a Register can be divided by any multiple of 2 by using 

the SRA r instruction (where r is the specified Register) one for each 

power of 2, e.g. 3 times to divide by 8. After each iteration of the SRA r 

instruction the remainder is placed in the Carry Flag in the Flag Register. 


Quick Multiplication 

A number can be multiplied by a multiple of 2 by using the appropriate 
SLA instruction, provided the result will not cause Overflow in the 
Register or Memory Location. 


A number less than 256, contained in a Register Pair (say DE), can be 
multiplied by 256 by: 


LDD,E Loads the contents of Register E (the Lower Order byte 
of the Register Pair, hence the number less than 256) into 
the Higher Order byte of the Register Pair. 


354 


LDE,+@ Loads QQ(Hex.) into the Lower Order byte of the Register 
Pair. 
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APPENDIX A 


ASCII Codes 





Binary Binary Binary 
MSD LSD Hex Char MSD LSD Hex Char MSD LSD Hex Char 





0000 0000 90 NUL 019 9000 20 SP 0100 0000 40 @ 





























0000 0001 91 SOH 9010 0001 21 | 0100 9001 41 A 
0000 0010 92 STIX 010 0010 22 "9100 0010 42 B 
0000 0011 93 ETX 0010 0011 23 # 0100 0011 43 G 
0000 0100 04 ECT 0010 0190 24 $ 0100 0100 44 D 
0000 0101 95 ENQ 0010 0101 25 % 9100 0101 45 E 
0000 0110 96 ACK 0010 0110 26 & 0100 0119 46 F 
0000 0111 07 BEL 0010 0111 27 "9100 0111 47 G 
0000 1000 98 BS 0010 1990 28 ( 0100 1000 48 H 
0000 1001 99 HT 0010 1091 29 ) 0100 1901 49 | 
0000 1010 OA LF 9010 1910 2A * 0100 1010 4A 

0000 1011 9B VT 0010 1011 2B + 0100 1011 4B K 
0000 1100 @C FF 0019 1100 2C 0100 1100 4C L 
0000 1101 9D CR 0010 1101 2D - 0100 1191 4D M 
0000 1110 GE SO 0010 1110 2E 0100 1110 4E N 
0000 1111 OF Sl 0019 1111 2F / 0100 1111 4F O 
0001 0000 10 DLE 0011 0000 30 9 0101 0000 50 P 
0001 0001 11 DC1 9011 0991 31 1 0101 0001 51 Q 
0001 0010 12 DC2 0011 0010 32 2 0101 0010 52 R 
9001 0011 13 DC3 0011 0011 33 3 0101 0011 53 S 
0001 0100 14 DC4 011 0190 34 4 0101 0100 54 i 
0001 0101 15 NAK 011 0101 35 5 0101 0101 55 U 
0001 0110 16 SYN 011 0110 36 6 9101 0110 56 V 
0001 0111 17 ETB 0011 0111 37 7 0101 0111 57 Ww 
0001 1000 18 CAN 011 1009 38 8 0101 1000 58 x 
0001 1001 19 EM 011 1901 39 9 9101 1001 59 Y 
0001 1010 1A SUB 011 1010 3A 0101 1010 5A Z 
0001 1011 1B ESC 011 1011 3B 0101 1011 58 [ 
0001 1100 1C FS 9011 1190 3C < 0101 1190 5C / 
0001 1101 1D GS 011 1101 3D = 0101 1101 5D ] 
0001 1110 1€ RS 0011 1110 3E > 0101 1110 5 A 
0001 1111 1F = US. 9011. 1111 3F 2? 0101 1111 SF = 
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Binary Binary Binary 
MSD’ LSD Hex Char MSD LSD Hex Char MSD LSD Hex Char 











0110 0000 60 ‘9119 1011 6B k 0111 0110 76 Vv 
0110 0001 61 a 110 1100 6C | @111 0111-77 Ww 
9110 0010 62 b 0110 1101 6D m 9111 1000 78 x 
9110 0011 63 c 0110 1110 6E n 0111 1001 79 y 
0110 0100 64 d 0110 1111 6F o 111 7A z 
0110 0101 65 e 0111 0000 70 p 0111 1011 7B { 
110 0110 66 f 0111 0001 71 qe OIA aA 7C 

9110 0111 67 g 111 0010 72 r 0111 1101 7D } 
0110 1000 68 h 0111 0011 73 s 0111 1110 7E ~ 
0110 1001 69 i Q111 0100 74 t @111 1111 7F DEL 
0110 1010 6A j 9111 0101 75 u 
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APPENDIX B 


ASCII/Hexadecimal/Decimal Conversion 


Hex Dec 
QO Q 
01 1 
Q2 2 
Q3 3 
04 4 
Q5 5 
06 6 
Q7 14 
98 8 
99 9 
QA 10 
9B 11 
QC 12 
QD 13 
QE 14 
QF 15 
10 16 
11 17 
12 18 
13 19 
14 20 
15 21 
16 22 
17 23 
18 24 
19 25 
1A 26 
1B 27 
1C 28 
1D 29 
1E 30 
1F 31 


ASCII 
SP 


” 


OO NOOO wno-6 ~: 


SWE WASP 


Hex Dec 

20 32 
21 33 
22 34 
23 35 
24 36 
25 37 
26 38 
27 39 
28 40 
29 4 
2A 42 
2B 43 
2C 44 
2D 45 
2E 46 
2F 47 
30 48 
31 49 
32 50 
33 51 
34 52 
35 53 
36 54 
37 55 
38 56 
39 57 
3A 58 
3B 59 
3C 60 
3D 61 
3E 62 
3F 63 


ASCII 


[~~ “*N<&X S<CH MDOV OZZr- ACTIT OTNMO OD>e 
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Hex Dec 
40 64 
41 65 
42 66 
43 67 
44 68 
45 69 
46 70 
47 71 
48 72 
49 73 
4A 74 
4B 75 
4C 76 
4D EL 
4E 78 
4F 79 
50 80 
51 81 
52 82 
53 83 
54 84 
55 85 
56 86 
57 87 
58 88 
59 89 
5A 90 
5B 91 
5C 92 
5D 93 
5E 94 
5F 95 


ASCII Hex Dec 


37AT TT at*OaQ OOM 


NS xk 2<C7 9700 O05 


3: 


DEL 


60 
61 
62 
63 


Special Character Codes 


Code — Explanation Code Explanation 
ACK — Acknowledge FF Form Feed 
BEL Bell or Alarm FS File Separator 
BS Backspace GS Group Separator 
CAN Cancel HT Horizontal Tabulation 
CR Carriage Return LF Line Feed 
DC1 Device Control 1 NAK — Negative Acknowledge 
DC2 Device Control 2 NUL Null 
DC3 Device Control 3 RS Record Separator 
DC4 _— Device Control 4 S| Shift In 
DEL Delete SO Shift Out 
DLE Data Link Escape SOH _ Start of Heading 
EM End of Medium SP Space 
ENQ — Enquiry STX Start of Text 
EOT End of Transmission SUB Substitute 
ESC Escape SYN Synchronous Idle 
ETB End of Transmission US Unit Separator 
Block 
ETX End of Text VT Vertical Tabulation 
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APPENDIX C 


Quick Reference to Z80 Instruction Set 


SINGLE BYTE (8 BIT) LOAD GROUP TABLE 






FLAGS LNG 





OF uSEC @ 
Ss Zz H PIV BYTES pices sires 2MHZ 


CH.5 
COMMENTS | REF. 





SOURCE OBJECT 
CODE CODE (HEX)} DECIMAL 
Dependent on value of 
LDrr (Bits 5,4,3) and r1(Bits 2, 1,0) randr’ 
Ole rer! Sheesh és 
egistersA,B, 
(Binary) C,D,E,HorL. 
randr’ Bit 
Patternis: 
A=111 189 
B = 000 189 
C=001 189 
D=010 189 
E—E=011 189 
= 100 189 
L=101 189 
LDrn N N N N N N 2 2 7 3.5 
r=A 3En 062n 188 
r=B 06 n 006 n 188 
r=C OEn 014n 188 
r=D 16n 022n 188 
r=e£ TEN 030n 188 
r=H 26n 038 n 188 


c9€ 


SINGLE BYTE (8 BIT) LOAD GROUP TABLE (cont.) 




















FLAGS NO. 
SOURCE OBJECT OF M T |pSEC@ CH.5 
CODE CODE (HEX)| DECIMAL | S$ Z H | PV | N C_ |BYTES |CYCLES| STATES | 2MHZ | COMMENTS | REF. 
reik, 2En 046n 188 
LDr, (HL) N N N N N N 1 2 7 3.5 
r=A 7E 126 191 
r=B 46 070 191 
r=C 4E 078 191 
r=D 56 086 191 
r=E 5E 094 191 
r=H 66 102 191 
r= 6E 110 191 
LD r, (IX + d) N N N N N N 3 5 19 95 
r=A DD 7Ed 221 126d 193 
r=B DD 46d 221 070d 193 
r=C DD 4Ed 221 078d 193 
r=D DD 56d 221 086 d 193 
r=E DD 5E d 221 094d 193 
r=H DD 66 d 221 102d 193 
r=L DD 6E d 221 110d 193 
LD r, (IY + d) N N N N N N 3 5 19 95 
r=A FD 7Ed 253 126d 193 
r=B FD 46d 253 070d 193 
r=C FD4Ed_ | 253078d 193 
r=D FD 56d 253 086 d 193 
r=E FD 5Ed 253 094 d 193 
r=H FD 66d 253 102 d 193 
r=L FD 6E d 253 110d 193 
LD (HL), r N N N N N N 1 2 7 3.5 
r=A 77 119 212 











€9€ 


SINGLE BYTE (8 BIT) LOAD GROUP TABLE (cont.) 





























re FLAGS TIMING 
SOURCE | OBJECT T |yuSEC@ CH.5 
CODE |CODE(HEX)| DECIMAL | s | z PIV aves CYCLES STATES | 2MHZ | COMMENTS | REF. 
r=B 70 112 212 
r=a'C 71 113 212 
ro 72 114 212 
fee 73 115 212 
r=H 74 116 212 
r=L 7 117 212 
LD (IX + d),r N N N N N N 3 5 19 9.5 
r=A DD 77d 221 119d 215 
r=B DD 70d 221 112d 215 
r=C DD 71d 221 113d 215 
r=D DD 72d 221 114d 215 
r=E DD 73d 221 115d 215 
r=H DD 74d 221 116d 215 
r=L DD 75d 221 117d 215 
LD (IY + d),r N N N N N N 3 5 19 9.5 
r=A FD 77d 253 119 d 215 
r=B FD 70d 253 112'd 215 
r=C FD 71d 253 113 d 215 
r=D FD 72d 253 114d 215 
r=E FD 73d 253 115d 215 
r=H FD 74d 253 116d 215 
r=L FD 75d 253 117d 
LD(HL),n 36n 054n N N N N N N 2 3 10 5 211 
LD (IX + d),n | DD36dn |221054dn| N N N N N N 4 5 19 9.5 214 
LD (IY + d),n | FD 36dn |253054dn| N N N N N N 4 S 19 9.5 214 
LDA, (BC) OA 010 N N N N N N 1 2 7 25 186 
LDA, (DE) 1A 026 N N N N N N 1 2 vf 3.5 187 
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SINGLE BYTE (8 BIT) LOAD GROUP TABLE (cont.) 
















































































TIMING 
SOURCE OBJECT M CH.5 
CODE  |CODE (HEX)| DECIMAL CYCLES] STATES | 2MHZ | COMMENTS | REF. 
LDA, (nn) 3Ann 050nn N N 4 13 6.5 
LD(BC), A 02 002 N N | oN 2 7 3.5 210 
LD (DE), A 12 018 N N | ON 2 7 3.5 210 
LD(nn), A 32nn 050nin N N 4 13 6.5 205 
LDA, | ED57 237 087 ‘ 0 2 9 4.5 183 
LDA,R EDSF 237 095 ‘ 0 2 9 45 184 
LDI,A ED47 237071 N N 2 9 4.5 195 
LDR, A ED4F 237079 N N 2 9 45 196 
FLAG KEY: N_ -Notaffected. 
@ -RESET=29. 
1 -SET=1. 
2 -—Unknown. 


— Affected according to the result. 
IFF -Content of Interrupt Flip Flop 2 copied into flag. 


S9E 


TWO BYTE (16 BYTE) LOAD GROUP TABLE 


DECIMAL isi 


SOURCE 
CODE 


LD, dd, nn 
dd = BC 
dd = DE 
dd = HL 
dd = SP 


LDIX, nn 
LDIY, nn 
LD dd, (nn) 
dd = BC 
dd = DE 
dd = HL 
dd = SP 
LD IX (nn) 
LDIY, (nn) 
LD (nn), dd 
dd = BC 
dd = DE 
dd = HL 
dd = SP 
LD (nn), IX 
LD (nn), lY 
LDSP HL 
LD, SP IX 








OBJECT 
CODE (HEX) 


01 nn 

11 nn 
21 nn 

31 
DD21nn 
FD21nn 


ED 4B nn 
ED 5B nn 
ED 6B nn 
ED 7B nn 
DD2Ann 
FD2Ann 


ED43nn 
ED53nn 
ED63nn 
ED73nn 
DD22nn 
FD22nn 
FQ 
DDF9 


001 
017 
033 
049 
221033nn 
253033 nn 


237 075 
237 091 
237 107 
237 123 
221042nn 
253042nn 


237 067nn 
237 083nn 
237 099nn 
237115nn 
221034nn 
253034nn 
249 





221 249 


Zz 


Zz 


z Zz 


Pa age hag” 


aaa eee 


[| | 


Zz 


2222 


Zz 


Zz 


ZZ ZZ. 


On 
BYTES eycuES 


Zz 


ZZ222 


Zz 


Zz 


(Le ie ee 


ES 


yNo-s PA 


o ‘ 


w+ OD OD 


-—__TMIng_ 


uSEC @ 
Saree 2MHZ 


14 
14 
20 


20 
20 
20 


20 
20 


10 


10 
10 
10 


COMMENTS 





CH.5 
REF. 


197 
197 
197 
197 
198 


198 


199 
199 
199 
199 
201 
201 


206 
206 
206 
206 
208 
208 
203 
204 





996 


TWO BYTE (16 BYTE) LOAD GROUP TABLE (cont.) 








































































FLAGS }—_TMNG_] 
SOURCE OBJECT oe pSEC @ 
CODE CODE (HEX)} DECIMAL H PIV BYTES eicnes Sares 2MHZ | COMMENTS 
LD SP IY FDF9 253 249 N N 
PUSH rr : 1 : 
r= AF F5 245 
r= BC C5 197 246 
rr = DE D5 213 246 
r= HL E5 229 246 
PUSH IX DDES5 221 229 248 
PUSHIY FDES 253 229 248 
POP rr 
r= AF FA 241 242 
r= BC C1 193 242 
r= DE D1 209 242 
r= HL E1 225 242 
POP IX DDE1 221 225 
POPIY FDE1 253 225 


FLAG KEY: N_ -Notaftectea. 
() - Reset = 0. 
1 -Set = 1. 
a — Unknown. 


- Affected according to the result. 
IFF -Content of Interrupt Flip Flop copied into flag. 


L9E 


EXCHANGE, BLOCK TRANSFER AND SEARCH GROUP TABLE 


SOURCE 

CODE 
EX DE, HL 
EX AF, AF 
EXX 
EX(SP), HL 
EX (SP), Ix 
EX (SP), IY 
LDD 
LDDR 


LDI 
LDIR 


CPD 
CPDR 


CPI 
CPIR 





FLAG KEY: N 
0 





OBJECT 


CODE (HEX)} DECIMAL 


EB 
08 
D9 
E3 
DD E3 
FD E3 
ED A8 
ED B8 


ED AO 
ED BO 


ED AQ 
ED B9 


ED A1 
ED B1 





— Not affected. 
- RESET = 0. 





235 
008 
217 
227 
221 227 
253 227 
237 168 
237 184 


237 160 
237 176 


237 169 
237 185 


237 161 
237 177 


1 











FLAGS NO. TIMING | 
is | 2 [few] w | c [ovtesloretessutes|amne fer 
S) Z H PIV N C | BYTES |CYCLES| STATES | 2MHZ | COMMENTS | REF. 
N N N N N N 1 1 4 2 149 
N N N N N N 1 1 4 2 148 
N N N N N N 1 1 4 2 154 
N N N N N N 1 5 19 9.5 150 
N N N N N N 2 6 23 11.5 152 
N N N N N N 2 6 23 11.5 152 
N N () 5 1) N 2 4 16 8 217 
N N 1) 1) () N 2 5 21 11.5 |IfBC #0 219 
4 16 8 IfBC =0 
N N 1) : ) N 2 4 16 8 221 
N N (1) i) (1) N 2 5 21 11.5 |IfBC #0 223 
4 16 8 IfBC = 0 
e B a * 1 N 2 4 16 8 129 
. . * . 1 N 2 5 21 10.5 |IfBC #@and | 130 
A # (HL) 
4 16 8 IfBC = OorA 
= (HL) 
- : : 1 N 2 4 16 8 132 
z ; A 1 N 2 5 21 10.5 |IfBC #@Oand | 133 
A # (HL) 
4 16 8 IfBC = @orA 
= (HL) 
-SET = 1. is - Affected according to the result. 
— Unknown. IFF - Content of Interrupt Flip Flop copied into flag. 








89 


SINGLE BYTE (8 BIT) ARITHMETIC GROUP TABLE 


SOURCE 
CODE 


ADCA,n 


ADCA,r 
r=A 
r=B 


iT 


iow wea 
Ge he ©: 


ADCA, (HL) 
ADC A, (IX + d) 
ADC A, (IY + d) 
ADDA,n 


A AAA 
Mth He FIR lt 


ADD A, (IX + d) 
ADD A, (IY + D) 
DECd 












OBJECT 
cape TED 





86 


DD 86 d 
FD 86 D | 


143 
136 
137 
138 
139 
140 
141 


142 

221 142d 
253 142d 
198)n 


135 
128 
129 
130 
131 
132 
133 


134 
221 134d 
253 134 D| 


cecnms| 5 | 2 


* 


* 


aaa ode 6 MPERGO ce = 


few 


<i <a, <a 


<<< 


Oe 
BYTES 


sseeese 98 


es 9s 


- NON WWO = 


- NOM PP 


doce SE 


pSEC @ 
eos sacs 2MHZ 


19 
19 


19 
19 


3.5 
9.5 
9.5 
3.5 


3.5 
9.5 


9.5 


CH.5 


OMMENTS | REF. 


Adds with 
Carry 
Adds with 
Carry 








71 


73 
74 
74 
74 
74 
74 
74 


76 
78 
78 
82 





69€ 


SINGLE BYTE (8 BIT) ARITHMETIC GROUP TABLE (cont.) 














SOURCE OBJECT 
CODE CODE (HEX)} DECIMAL 
ax 3D 061 
d=B 05 005 
d=C OD 013 
aD 15 021 
d=£ 1D 029 
d=H 25 037 
d=L 2D 045 
DEC (HL) 35 053 
DEC (IX + d) DD 35d 221 053 d 
DEC (IY + d) FD 35d 253 053 d 
INCr 
r=A 3C 060 
r=B 04 004 
f=¢ OC 012 
r= 0 14 020 
r=E 1C 028 
r-H 24 036 
rack 2C 044 
INC (HL) 34 052 
INC (IX + d) DD 34d 221 052 d 
INC (IY + d) FD 34d 253 052 d 
SBCA,n DEn 222n 
SBCA, r 
r=A OF 159 














=. << 


< 





-seeses 

















NO. TIMING 
OF M Th pSEC @ CH.5 
BYTES |CYCLES] STATES | 2MHZ | COMMENTS | REF. 
1 1 4 2 138 
1 1 4 2 138 
1 1 4 2 138 
1 1 4 2 138 
1 1 4 2 138 
1 1 4 2 138 
1 1 4 2 138 
1 3 11 55 140 
3 6 23 11.5 141 
3 6 23 11.5 141 
1 1 4 2 
162 
162 
162 
162 
162 
162 
162 
N 1 3 11 5.5 165 
N 3 6 23 1D 166 
N 3 6 23 a habeo) 166 
i 2 2 i 3.5 Subtract with 301 
Carry 

. 1 1 4 2 Subtract with 

Carry 302 














OLE 


SINGLE BYTE (8 BIT) ARITHMETIC GROUP TABLE (cont.) 














FLAGS NO. TIMING 
SOURCE OBJECT OF M T uSEC @ 
CODE [CODE (HEX)] DECIMAL] S C_ | BYTES |CYCLES|] STATES | 2MHZ | COMMENTS 
r=B 98 152 
r=C 99 153 
r=D 9A 154 
T=E 9B 155 
r=H 9C 156 
rock 9D 157 
SBCA, (HL) 9E 158 a 7 
SBC A, (IX + d) DD 9Ed 221 158d); * 19 
SBC A, (IY + d) FD 9Ed 253 158 d ba 19 
SUBn D6n 214n - 7 
SUBr ‘ 4 
r=A 97 151 
r=B 90 144 
r=C 91 145 
r=D 92 146 
r=E 93 147 
r=H 94 148 
r=L 95 149 
SUB (HL) 96 150 xy ig 
SUB (IX + d) DD 96d 221 150d| * 19 
SUB (IY + d) FD 96 d 253 150d| * 19 
FLAGKEY: N_ -Notaffected 1 -SET=1 
P -Contains the Parity of the result (1 = Parity Even) 2 —Unknown 
V_ -Contains the Overflow of the result (1 = Overflow) *  — Affected according to the result 
@ -RESET=0 








IFF - Content of Interrupt Flip Flop copied into flag. 





3.5 
9.5 
9.5 
3.5 


3.5 
9.5 
9.5 


CH.5 
REF. 


303 
303 
303 
303 
303 
303 


305 
307 
307 
334 


336 
337 
337 
337 
337 
337 
337 


339 
341 
341 


LZE 


TWO BYTE (16 BIT) ARITHMETIC GROUP TABLE 


SOURCE 
CODE 


ADDIX,pp 
pp = BC 
pp = DE 
pp = IX 
pp = SP 

ADDIY, rr 
rr=BC 
r= DE 
r=lY 
tr=SP 





OBJECT 
CODE (HEX) 





ED 4A 
ED 5A 
ED 6A 
ED 7A 


ED 42 
ED 52 
ED 62 
ED 72 


09 
19 
29 
39 


DDOg9 
DD 19 
DD 29 
DD39 


FD 09 
FD 19 
FD 29 
FD39 


cecns| 5 | 


237 74 
237 90 
237 106 
237 122 


237 66 
237 82 
237 98 
237 114 


009 
025 
041 
057 


221009 
221025 
221041 
221057 


253009 
253025 
253041 
253057 


eS AGS 


ju few 


. N 
i N 
i N 


ee 
BYTES CYCLES 


1 . 2 4 
@ | * 1 3 
o}|* 2 4 
aan bes 2 4 


he 


uSEC @ 
Seek 2MHZ 


15 


11 


15 


7.5 


5.5 


7.5 


7.5 


COMMENTS 


CH.5 
REF. 


80 


80 
80 


309 
309 
309 
309 


88 


88 
88 


89 
90 
91 


89 


92 
93 





cle 


TWO BYTE (16 BIT) ARITHMETIC GROUP TABLE (cont.) 




















FLAGS NO. TIMING 
SOURCE OBJECT OF M Ti uSEC @ CH.5 
CODE CODE (HEX)} DECIMAL} S$ Z H P/V N C | BYTES |CYCLES] STATES | 2MHZ | COMMENTS | REF. 
DEC ss N N N N N N 1 1 6 3 
ss = BC OB 011 143 
ss = DE IB 027 143 
ss = HL 2B 043 143 
ss = SP 3B 059 143 
DECIX DD 2B 221 043 N N N N N N 2 2 10 5 144 
DECIY FD 2B 253043 N N N N N N 2 2 10 5 144 
INC ss N N N N N N 1 1 6 3 
ss = BC 03 003 164 
ss = DE 13 019 164 
ss = HL 23 035 164 
ss = SP 33 051 164 
INC IX DD 23 221035 N N N N N N 2 2 10 5 168 
INC IY FD 23 253035 N N N N N N 2 2 10 5 168 





FLAGKEY: N_ -Notaffected. 

- Reset = 0. 

-Set = 1. 

— Unknown. 

— Affected according to the result. 


*rvn- 86 


ele 


LOGICAL GROUP TABLE 


SOURCE 
CODE 


ANDn 
ANDr 
r=A 
r=B 
r=C 
r=D 
r=E 
t=H 
r=c 
AND (HL) 
AND (IX + d) 
AND (IY + d) 
CPn 
CPr 


CP (HL) 
CP (IX + d) 
CP (IY + d) 












OBJECT 
CODE (HEX) 


scons | 2 | s 


230n 


167 
160 
161 
162 
163 
164 
165 


166 

221 166d 
253 166 d 
n 


181 
184 
185 
186 
187 
188 
189 


190 
221 190d 
253 190 d 


* 


* 


aa eae 


1 


ee car as 


A 


<< 00 VU 


< 


ne 
BYTES cveies 


: 


-+-¢es09ss9e 


; 


» Ose 8 


1 


- NHN WwW = 


1 


- NO OM MY 


uo 


| _TiMING_ 


uSEC @ 
Sak 2MHZ 
T 


4 


19 
19 


19 
19 


2 


3.5 
9.5 
9.5 
3.5 


3.5 
9.5 
9.5 


CH.5 
COMMENTS | REF. 
94 


122 


123 
124 
124 
124 
124 
124 
124 


126 
127 
127 


vLe 


LOGICAL GROUP TABLE (cont.) 

















FLAGS NO. TIMING 
SOURCE OBJECT OF M T pSEC @ CH.5 
‘CODE CODE (HEX)} DECIMAL| S Z H PIV N C | BYTES |CYCLES] STATES | 2MHZ | COMMENTS | REF. 
ORn Fé n 246 n * % 1 P 1) () 2 2 7 3.5 227 
ORr * x 1 P 1) ) 1 1 4 2 
r=A B7 183 229 
r=B BO 176 229 
r=C B1 177 229 
r=D B2 178 229 
r=E B3 179 229 
r=H B4 180 229 
r=L B5 181 229 
OR (HL) B6 182 ° . 1 P ) 1) 1 2 7 3.5 231 
OR (IX + d) DD B6 d 221 182d] * e 1 P ") 1) 3 5 19 9.5 233 
OR (IY + d) FDB6d |253182d| * x 1 P ") 0 3 5 19 9.5 233 
XORn EEn 238n ‘ “4 1 RP t") ) 2 2 7 3.5 343 
XORr ‘ 5 1 P 1) 1) 1 1 4 2 
r=A AF 175 345 
r=B A8 168 347 
r=C AQ 169 347 
r=D AA 170 347 
r=E AB 171 347 
r=H AC 172 347 
rea AD 173 347 
XOR (HL) AE 174 is 2 1 P (1) 1) 1 2 7 3.5 349 
XOR (IX + d) DDAEd |221174d; * z 1 P 0 0 3 5 19 9.5 351 
XOR (IY + d) FDAEd |253174d| * . 1 P ) i) 3 5 19 9.5 351 
FLAG KEY: N ~ Not affected. 1) —RESET = 0. i - Affected according to the result. 
P  -Contains the Parity of the result (1 = Parity Even). 1 -SET = 1. 
V_ _-Contains the Overflow of the result (1 = Overflow). 2? -—Unknown. 


SLE 


GENERAL PURPOSE ARITHMETIC AND C.P.U. CONTROL GROUP TABLE 


N 
SOURCE OBJECT ie) M 
CODE CODE (HEX)} DECIMAL] S Z C_ | BYTES |CYCLES 


O. 
F 
ES 
063 1 


047 
039 
243 
251 
118 
237070 
237 086 
237 094 
237 068 
000 
055 



















mal 
pul 
> 
G) 
n 











TIMING 


T 
STATES 












uSEC @ CH.5 
2MHZ | COMMENTS | REF. 










Poe oe 


eS 2. 4e82.2:°2°2 2-2 = fz | 

















2 2 ee ae 












-z<zzzzzz0z2/3 | 
oz-zzzzzzz-0lz_ 


ee) ND RD: ND? ‘ND: Sk ase Se 


penne nonnen ol El 


*Z 
saw nme es aaa [Bey 
wee oeen anne ald 





FLAG KEY: - Not affected. 

- Contains the Parity of the result (1 = Parity Even). 
- Contains the Overflow of the result (1 = Overflow). 
- RESET = 0. 

-SET = 1. 

- Unknown. 

- Affected according to the result. 


ryV3e< UZ 


9Ze 


ROTATE AND SHIFT GROUP TABLE 

















}—_TiMNe_ 
SOURCE | OBJECT pees uSEC @ CH.5 
CODE  |CODE (HEX)| DECIMAL ie |e BYTES COMMENTS | REF. 
RLr a . o |p | o 
r=A CB17 203 023 263 
r=B CB10 203016 263 
r=C CB11 203017 263 
r=D CB12 203018 263 
r=E CB13 203019 263 
r=H CB14 203 020 263 
r=L CB15 203021 263 
| RLA 17 023 n | nN |] @]N] @ : 1 1 4 2 269 
RL (HL) CB16 203 022 * * o|P]|o : 2 4 15 7.5 265 
RL (IX + d) | DD CBd 16| 221 203d 022| * * o|Pp|o * 4 6 23 11.5 267 
RL (IY + d) | FD CBd 16/253 203 d 022 | * . o|p|o * 4 6 23 11.5 267 
RLCr : o|]Pp | o ‘ 2 2 8 4 
r=A CBO7 203007 271 
=B CBOO 203000 271 
r=C CBO1 203001 271 
r=D CB02 203002 271 
r=E CB03 203003 271 
r=H CBO04 203 004 271 
r=L CBO5 203 005 271 
RLCA 07 07 nN | n | 0 | N ] O : 1 1 4 2 277 
RLC (HL) CB06 203 006 : é o |p }o : 2 4 15 7.5 273 
RLC (IX + d)| DD CB d 06| 221 203d 006| * * o |p }|o * 4 6 23 11.5 275 
RLC (IY + d)| FD CB d 06/253 203d 006 | * * o|P|o : 4 6 23 11.5 275 





LZLE 


ROTATE AND SHIFT GROUP TABLE (cont.) 


cecmn. | s | 2 | 











SOURCE OBJECT 
CODE [CODE ( (HEX) 
RLD ED6F 
RRr 
r=A CB1F 
r=B CB18 
=C CB19 
r=D CB1A 
r=E CB1B 
r=H CB1C 
r= CB1D 
RRA 1F 
RR (HL) CB1E 
RR (IX + d) | DD CBdIE 
RR (IY + d) | FD CBdIE 
RRCr 
r=A CBOF 
r=B CB08 
r=C CBO09 
r=D CBOA 
r=E CBOB 
r=H CBOC 
fies: CBOD 
RRCA OF 
RRC (HL) CBOE 
RRC (IX + d)} DD CB dOE 
RRC (IY + d) 


FD CB d 0E| 253 203 d 014 





237111 


203 031 
203 024 
203025 
203 026 
203027 
203 028 
203029 


31 
203 030 


221 203 d 030 
253 203 d 030 


203015 
203 008 
203 009 
203010 
203011 
203012 
203013 


15 


203014 
221 203 d 014 


* 


* 


i laos 


i | | 


: 


eeeses © 


esses o 


cs 


vVv— VV Zz 


vTG,x TU 2 


Oe 
BYTES Mees 


: 


esses o 





esses Oo 


* 


; 


mo fF DM 


= 


-& BRM 


: 


NON ODOoD +> 


aor = 


| _TiMiINg__. 


uSEC @ 
ie 2MHZ 


. 


15 
23 
23 


15 
23 
23 


4 


7.5 
11.5 
11.5 


7.5 
11.5 
11.5 


COMMENTS 


CH.5 
REF. 


279 


281 
281 
281 
281 
281 
281 
281 


287 


283 
285 
285 


289 
289 
289 
289 
289 
289 
289 


295 
291 
293 
293 





8Ze 


ROTATE AND SHIFT GROUP TABLE (cont.) 


SOURCE 
CODE 


a 


Aaa AA 
tou de tou 


SLA (HL) 


SLA (IY + d) 


SRA r 
r=A 


= 


ll 
TFrmMmodw 


aa 


SRA (HL) 
SRA (IX + d) 
SRA (IY + d) 


SRLr 
r=A 
r=B 
r= C 






OBJECT 
CODE (HEX) 


ED67 


CB27 
CB20 
CB21 
CB 22 
CB23 
CB24 
CB25 


CB26 
FD CB d 26 


CB2F 
CB28 
CB29 
CB2A 
CB2B 
CB2C 
CB2D 


CB2E 
DD CBd 2E 





DECIMAL 


n 





237 103 


203 039 
203 032 
203 033 
203 034 
203 035 
203 036 
203 037 


203 038 
253 203 d 038 


203 047 
203 040 
203041 
203042 
203043 
203 044 
203045 


203 046 
221 203 d 046 


FD CBd 2E| 253 203 d 046 


CB3F 
CB38 
CB39 


203 063 
203 056 
203 057 


* 


*IN 


FLAGS 


) P 


i) 


Ss 


seseesese 


P 


v 


vTvTTDT UD 


NO. 
OF 
C |BYTES 
1) N 2 


1) 


Ss 


esses 


* 


2 


e~ 


mf FNM 





M aT; uSEC @ 
CYCLES] STATES | 2MHZ 
5 18 9 


2 


o>) 


NOD 


TIMING 


8 


15 
23 


15 
23 
23 


4 


7.5 
11.5 


7.5 
11.5 
11.5 


COMMENTS 


CH.5 
REF. 


297 


316 
316 
316 
316 
316 
316 
316 


318 


322 
322 
322 
322 
322 
322 
322 


324 
326 
326 


328 
328 
328 


6LE 


ROTATE AND SHIFT GROUP TABLE (cont.) 


SOURCE 
CODE 
r=D 
r=E 
r=H 
r= 


SRL (HL) 


SRL (IX + d)] DD CBd 3E| 221 203 d 062 
SRL (IY + d)| FD CBid 3E] 253 203 d 062 


FLAG KEY: 


rvn=-OE8< UZ 






OBJECT 
CODE (HEX) 
CB3A 203 058 
CB3B 203 059 
CB3C 203 060 
CB3D 203.061 
CB3E 203 062 


- Not affected. 
- Contains the Parity of the result (1 = Parity Even). 

- Contains the Overflow of the result (1 = Overflow). 
- RESET = 0. 


-SET = 1. 


- Unknown. 


- Affected according to the result. 


* 


* 


* 


aes aa) 


z[nlew|w | o 


) P ) 
i) P () 
1) P ) 


TIMING 


T 


ores CYCLES] STATES 





15 


23 
23 





uSEC @ 
2MHz | COMMENTS 


7.5 
11.5 
11.5 


CH.5 
REF. 


328 
328 
328 
328 
330 
332 
332 


Ose 


BIT SET, RESET AND TEST (FLAG) GROUP TABLE 


























| _Timine__ 
SOURCE OBJECT te pSEC @ CH.5 
CODE CODE (HEX)} DECIMAL Ss Z H | PV BYTES eyCLES eres 2MHZ | COMMENTS | REF. 

BITb,r ? ; 1 ? 

r=A,b=0 | CB47 203071 101 
b=1 | CB4F 203079 101 
b=2 | CB57 203 087 101 
b=3 | CB5F 203 095 101 
b=4 | CB67 203 103 101 
b=5 | CB6F 203 111 101 
b=6 | CB77 203 119 101 
b=7 | CB7F 203 127 101 

r=B,b=0 | CB40 203 064 101 
b=1 | CB48 203072 101 
b=2 | CB50 203 080 101 
b=3 | CB58 203 088 101 
b=4 | CB60 203 096 101 
b=5 | CB68 203 104 101 
b=6 | CB70 203.112 101 
b=7 |CB78 203 120 101 

r=C,b=0 | CB41 203065 101 
b=1 | CB49 203 073 101 
b=2 | CB51 203 081 101 
b=3 | CB59 203 089 101 
b=4 | CBé1 203 097 101 
b=5 | CB69 203 105 101 
b=6 | CB71 203 113 101 
b=7 |CB79 203 121 101 

r=D,b=0 | CB42 203 066 101 
b=1 |CB4A 203074 101 











L8e 


BIT SET, RESET AND TEST (FLAG) GROUP TABLE (cont.) 


















































FLAGS NO. TIMING 
SOURCE OBJECT OF M T |pSEC@ CH.5 
CODE CODE (HEX)| DECIMAL Ss z H | PV | N C | BYTES |CYCLES| STATES | 2MHZ | COMMENTS | REF. 

b=2 | CB52 203 082 101 | 
b=3 |CB5A 203 090 101 
b=4 | CB62 203 098 101 
b=5 | CB6A 203 106 101 
b=6 | CB72 203.114 101 
b=7 |CB7A 203 112 101 

r=E,b=0 | CB43 203 067 101 
b=1 | CB4B 203075 101 
b=2 | CB53 203 083 101 
b=3 | CB5B 203 091 101 
b=4 | CB63 203 099 101 
b=5 | CB6B 203 107 101 
b=6 |CB73 203115 101 
b=7 |CB7B 203 123 101 

r=H,b=0 | CB44 203 068 101 
b=1 | CB4C 203076 101 
b=2 | CB54 203 084 101 
b=3 | CBS5C 203 092 101 
b=4 | CB64 203 100 101 
b=5 | CB6C 203 108 101 
b=6 | CB74 203116 101 
b=7 |CB7C 203 124 101 

r=L,b=0 | CB45 203 069 101 
b=1 |CB4D 203077 101 
b=2 | CB55 203085 101 
b=3 | CB5D 203 093 101 
b=4 | CB65 203 101 101 
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BIT SET, RESET AND TEST (FLAG) GROUP TABLE (cont.) 


SOURCE 
CODE 


OBJECT 
CODE (HEX) 


DECIMAL 


S 


N 





oO 
ol 
NOM 


BITb, 


fad 
~~ 


ToOoCOoOooOoOoOs oF 
inn nonna 


NOOBRWNM+ 86 


BIT b, ( 


X + D) 


oil tow i 
NOOR WN- GS 


TO0O0O0O0O0O0 
tl 


BIT b, 


= 
+ 
Q 


TO000 
th ee etl 
RWNM+8 





CB6D 
CB75 
CB7D 


CB46 
CB4E 
CB56 
CB5E 
CB66 
CB6E 
CB76 
CB7E 


DDCB d 46 
DDCB d4E 
DDCB d56 
DDCA d5E 
DDCB d66 
DDCB d6E 
DDCB 476 
DDCB d7E 


FDCB d 46 
FOCBd4E 
FDCBd 56 
FDCBd 5E 
FDCB d 66 





203 109 
203 117 
203 125 


203070 
203078 
203 086 
203 094 
203 102 
203 110 
203 118 
203 126 


221203 d070 
221 203 d 078 
221 203 d 086 
221 203 d 094 
221203 d 102 
221 203d 110 
221 203d 118 
221 203 d 126 


253 203 d 070 
253 203 d 078 
253 203 d 086 
253 203 d 094 
253 203 d 102 











FLAGS 


NO. 
OF 
BYTES 


TIMING 


M 
CYCLES 





T 
STATES 


20 


20 





uSEC @ 
2MHZ 


10 





COMMENTS 





CH.5 
REF. 


101 
101 
101 


103 
103 
103 
103 
103 
103 
103 
103 


105 
105 
105 
105 
105 
105 
105 
105 


105 
105 
105 
105 
105 


ese 


BIT SET, RESET AND TEST (FLAG) GROUP TABLE (cont.) 





























FLAGS NO. TIMING 
SOURCE OBJECT OF M T |ySEC@ CH.5 
CODE |CODE(HEX)} DECIMAL | Ss | Zz | H | PV | N | C |BYTES|CYCLES|STATES| 2MHZ | COMMENTS | REF. 
b=5 | FDOCBd6E| 2532034110 105 
b=6 | FDCBd76| 2532034118 105 
b=7 | FDCBd7E| 253203 d 126 105 
RESb,r n | Nn | nN | N | N]N 2 2 8 4 

r=A,b=0 | CB87 203 135 250 
b=1 | CB8F 203 143 250 
b=2 | CB97 203 151 250 
b=3 | CBOF 203 159 250 
b=4 | CBA7 203 167 250 
b=5 | CBAF 203 175 250 
b=6 | CBB 203 183 250 
b=7 | CBBF 203 191 250 
r=B,b=0 | CB80 203 128 250 
b=1 | CB88 203 136 250 
b=2 | CB90 203 144 250 

b=3 | CB98 203 152 250 
b=4 | CBAO 203 160 250 
b=5 | CBA8 203 168 250 
b=6 | CBBO 203 176 250 
b=7 | CBB8 203 184 250 
r=C,b=0 | CBat 203 129 250 
b=1 | CB89 203 137 250 
b=2 | cBg91 203 145 250 
b=3 |CB99 203 153 250 
b=4 | CBAI 203 161 250 
b=5 | CBAg 203 169 250 
b=6 |CBBI 203 177 250 

b=7 | CBB9 203 185 250 





v8Ee 


BIT SET, RESET AND TEST (FLAG) GROUP TABLE (cont.) 





























d TIMING 
SOURCE OBJECT M T uSEC @ 
CODE CODE (HEX)}| DECIMAL CYCLES] STATES | 2MHZ | COMMENTS 
r=D,b=0 | CB82 203 130 
b=1 CB8A 203 138 
b=2 | CB92 203 146 
b=3 | CB9A 203 154 
b=4 | CBA2 203 162 
b=5 | CBAA 203 170 
b=6 | CBB2 203 178 
b=7 |CBBA 203 186 
r=E,b=0 | CB83 203 131 
b=1 CB8B 203 139 
b=2 | CB93 203 147 
b=3 |CB9B 203 155 
b=4 | CBA3 203 163 
b=5 | CBAB 203 171 
b=6 | CBB3 203 179 
b=7 |CBBB 203 187 
r=H,b=0 | CB84 203 132 
b=1 CB8C 203 140 
b=2 | CB94 203 148 
b=3 |CB9C 203 156 
b=4 | CBA4 203 164 
b=5 | CBAC 203 172 
b=6 | CBB4 203 180 
b=7 | CBBC 203 188 
r=L,b=0 | CB85 203 133 
b=1 CB 8D 203 141 
b=2 |CB95 203 149 














Sse 


BIT SET, RESET AND TEST (FLAG) GROUP TABLE (cont.) 








] 












































. FLAGS NO. TIMING 
SOURCE | OBJECT OF CH.5 
CODE [CODE (HEX)| DECIMAL | s | z | H | PV | N BYTES |CYCLES| STATES | 2MHz | COMMENTS | REF. 

b=3 | CB9D 203 157 250 
b=4 |CBAS 203 165 250 
b=5 |CBAD 203 173 250 
b=6 | CBBS5 203 181 250 
b=7 |CBBD | 203189 250 

RES b, (HL) N NIN | N 2 
b=0 | CB86 203 134 251 
b=1 | CB8E 203 142 251 
b=2 | CB96 203 150 251 
b=3 | CB9E 203 158 251 
b=4 |CBA6 203 166 251 
b=5 | CBAE 203174 251 
b=6 | CBB6 203 182 251 
b=7 |CBBE 203 190 251 

RES b,(IX+d) N nN | N |N 4 
b=0 |DDCBd8e6| 221 203 d 134 253 
b=1 |DDCBd8e| 221 203 d 142 253 
b=2 |DDCBd96| 221 203 d 150 253 
b=3 |DDCBd9e| 221 203d 158 253 
b=4 |DDCBd A6| 221 203 d 166 253 
b=5 |DDCBdAe| 221 203d 174 253 
b=6 |DDCBd B6| 221 203 d 182 253 
b=7 |DD CBdBe| 221 203 d 190 253 

RES b,(IY +d) N N | N | ON 4 
b=0 |FD CBd 86 | 253 203 d 134 253 
b=1 |FDCBd8e| 253 203 d 142 253 
b=2 |FD.CBd96| 253 203 d 150 253 
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BIT SET, RESET AND TEST (FLAG) GROUP TABLE (cont.) 


Sanaa eee }—__TMING_| 
SOURCE OBJECT Oe pSEC @ CH.5 
CODE CODE (HEX)} DECIMAL PIV BYTES Acs aes 2MHZ | COMMENTS | REF. 








b=3 |FDCBd 9E| 253 203 d 158 253 
b=4 |FDCBd A6| 253 203 d 166 253 
b=5 |FDCBd AE} 253 203 d 174 253 
b=6 |FDCBd Bé6| 253 203 d 182 253 
b=7 |FDCBd BE| 253 203 d 190 253 
SET b,r N N N N N N 2 2 8 4 
r=A,b=0 | CBC7 203 199 312 
b=1 CBCF 203 207 312 
b=2 |CBD7 203215 312 
b=3 | CBDF 203 223 312 
b=4 | CBE7 203 231 312 
b=5 | CBEF 203 239 312 
b=6 | CBF7 203 247 312 
b=7 | CBFF 203 255 312 
r=B,b=0 |CBCO 203 192 312 
b=1 CBC8 203 200 312 
b=2 |CBDO 203 208 312 
b=3 |CBD8 203 216 312 
b=4 |CBEO 203 224 312 
b=5 | CBE8 203 232 312 
b=6 |CBFO 203 240 312 
b=7 | CBF8 203 248 312 
r=C,b=0 |CBC1 203 193 312 
b=1 CBC9 203 201 312 
b=2 |CBD1 203 209 312 
b=3 |CBD9 203 217 312 
b=4 |CBE1 203 225 312 





Z8€ 


BIT SET, RESET AND TEST (FLAG) GROUP TABLE (cont.) 


SOURCE 
CODE 


nou dl 


noueb tou bo ueou 


Hou dw tou db wea 





coocoooooo TOOOO0OOO COOOOO0OOO OOF 
NOORWNMHBO NOMA WNH BO NOUS WNHHOBO NOM 


Hobe wd we ote we eu 





OBJECT 
CODE (HEX) 


CBE9 
CBF1 
CBF9 


CBC2 
CBCA 
CBD2 
CBDA 
CBE2 
CBEA 
CBF2 
CBFA 


CBC3 
CBCB 
CBD3 
CBDB 
CBE3 

CBEB 
CBF3 

CBFB 


CBC4 
CBCC 
CB D4 
CBDC 
CBE4 
CBEC 
CBF4 
CBFC 








FLAGS 


203 233 
203 241 
203 249 


203 194 
203 202 
203210 
203 218 
203 226 
203 234 
203 242 
203 250 


203 195 
203 203 
203211 
203 219 
203 227 
203 235 
203 243 
203 251 


203 196 
203 204 
203 212 
203 220 
203 228 
203 236 
203 244 
203 252 


NO. 
OF M 
N C_ | BYTES |CYCLES 








TIMING 


i pSEC @ 
STATES | 2MHZ | COMMENTS 








CH.5 
REF. 


312 
312 
312 


312 
312 
312 
312 
312 
312 
312 
312 


312 
312 





312 
312 
312 
312 
312 
312 


312 
312 
312 
312 
312 
312 
312 
312 
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BIT SET, RESET AND TEST (FLAG) GROUP TABLE (cont.) 
















SOURCE 
CODE 


OBJECT 
CODE (HEX) 





DECIMAL 












































r=L,b=0 | CBCS5 203 197 
b=1 | CBCD 203 205 
b=2 | CBDS5 203 213 
b=3 |CBDD 203 221 
b=4 | CBES 203 229 
b=5 |CBED 203 237 
b=6 | CBFS5 203 245 
b=7 |CBFD 203 253 

SET b, (HL) N 
b=0 | CBC6 203 198 
b=1 |CBCE 203 206 
ps2 CB D6 203214 
b=3 | CBDE 203 222 
b=4 | CBE6 203 230 
b=5 |CBEE 203 238 
b=6 | CBF6 203 246 
b=7 | CBFE 203 254 

SET b,(IX +d) N 
b=0 DDCBdC6| 221 203 d 198 
b=1 DD CB d CE| 221 203 d 206 
b=2 DD CB d D6| 221 203 d 214 
b=3 DD CB d DE} 221 203 d 222 
b=4 DD CB d E6} 221 203 d 230 
b=5 DD CB d EE} 221 203 d 238 
b=6 DD CB d F6} 221 203 d 246 
bar DD CB d FE| 221 203 d 254 
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BIT SET, RESET AND TEST (FLAG) GROUP TABLE (cont.) 


SOURCE 


i 


b 
b 
b 
b= 
b 
b 
b 


i] 


FLAG KEY: 


evVie<UZ 


OBJECT 
CODE (HEX) 


DECIMAL 





FD CB d C6 
FD CB d CE 
FD CB d D6 
FD CB d DE 
FD CB d E6 
FD CBd EE 
FD CB d F6 
FD CB d FE 


253 203 d 198 
253 203 d 206 
253 203 d 214 
253 203 d 222 
253 203 d 230 
253 203 d 238 
253 203 d 246 
253 203 d 254 











- Not affected. 
— Contains the Parity of the result (1 = Parity Even). 
- Contains the Overflow of the result (1 = Overflow). 


~ RESET = 


-SET = 1. 


- Unknown. 


0. 


- Affected according to the result. 

















06€ 


JUMP, (SUB-ROUTINE) CALL AND RETURN GROUP TABLE 


[2s yy AGS —_— Mine _| 
SOURCE OBJECT Or uSEC @ CH.5 
CODE CODE (HEX)} DECIMAL PIV BYTES ries Dee 2MHZ COMMENTS REF. 








CALL pq CD pq 205 pq 109 
CALL cc, pq ‘ ¥ Hs - 3 Ifccis true 
10 5 Ifccisfalse 
cc = NZ C4 pq 196 pq 117 
cc=Z CC pq 204 pq 116 
cc = NC D4 pq 212pq 112 
cc=C DC pq 220 pq 111 
cc=PO | E4pq 228 pq 120 
ce:="PE EC pq 236 pq 119 
cc=P F4pq 244pq 113 
cc=M FC pq 252 pq 115 
DJNZe 10e-2 16e-2 N N N N N N 2 2 8 4 IfRegisterB = 0 146 
3 13 6.5 |IfRegisterB # 0 
JPnn C3nn 195nn N N N N N | N 3 3 10 5 175 
JP cc, pq N N N N N N 3 3 10 5 
cc = NZ C2qp 194qp 178 
cc=Z CAaqp 202 qp 178 
cc = NC D2qp 210qp 178 
cc=C DAqp 218qp 178 
cc = PO E2qp 226 qp 178 
ce:= PE EAqp 234 qp 178 
cc =P F2qp 242qp 178 
cc=M FAqp 250 qp 178 
JP (HL) EQ 233 N N N N N N 1 1 4 2 176 
JP (IX) DDE9 221 233 N N N N N N 2 2 8 4 177 
JP (IY) FDEQ 253 233 N N N N N N 2 2 8 4 177 
JRe 18e-2 024 e-2 N N N N N N 2 3 12 6 





L6E 


JUMP, (SUB-ROUTINE) CALL AND RETURN GROUP TABLE (cont.) 

















NO. 
SOURCE OBJECT OF M T pSEC @ CH.5 
CODE CODE (HEX)}DECIMAL| S Le: H PIV N C_ | BYTES |CYCLES| STATES | 2MHZ COMMENTS REF. 
JRC,e 38e-2 056e-2 N N N N N 2 3 12 6 If condition is met 180 
2 7 3.5 Ifcondition notmet} 181 
JRNC,e 30e-2 048 e-2 N N N N N N 2 3 12 6 | Ifcondition is met 
2 7 3.5 Ifconditionnotmet| 181 
JRNZ,e 20e-2 032 e-2 N N N N N N 2 3 12 6 If condition is met 
2 7 3.5 Ifcondition not met] 181 
JRZ,e 28 e-2 040 e-2 N N N N N N 2 3 12 6 If condition is met 
2 vA 3.5 Ifconditionnotmet| 181 
RET cg 201 N N N N N N 1 3 10 5 225 
RET cc N N N N N N 1 3 11 5.5 Ifccistrue 
1 5 25 Ifccis false 
cc = NZ Co 192 257 
cos Z C8 200 257 
cc=NC | DO 208 257 
cc=C D8 216 257 
cc = PO EO 224 257 
cc = PE E8 232 257 
cc =P FO 240 257 
cc=M F8 248 257 
RETI ED4D 237 077 N N N N N N 2 4 14 7 259 
RETN ED45 237 069 N N N N N N 2 4 14 7 261 
RSTP N N N N N N 1 3 11 5.5 
p=00 
(Hex.) C7 199 299 
p=08 
(Hex.) CF 207 299 





p=10 


c6E 


JUMP, (SUB-ROUTINE) CALL AND RETURN GROUP TABLE (cont.) 

















|} —_ Timing _| 

SOURCE OBJECT Me uSEC @ CH.5 
CODE CODE (HEX)| DECIMAL] S Z H PIV BYTES pocies suis 2MHZ COMMENTS REF. 
(Hex.) D7 215 299 
p=18 
(Hex.) DF 223 299 
p=20 
(Hex.) E7 231 299 
p= 28 
(Hex.) EF 239 299 
p=30 
(Hex.) F7 247 299 
p=38 
(Hex.) FF 255 299 

FLAG KEY: N -Notaffected. 





€6E 


INPUT AND OUTPUT GROUP TABLE 


SOURCE 
CODE 


INA, (N) 


TrImMmoeowy 








OBJECT 
CODE (HEX) 


DBN 


ED78 
ED 40 
ED 48 
ED 50 
ED58 
ED60 
ED68 


EDAA 
EDA2 
ED B2 


EDBA 


ED BB 


EDB3 


D3 n 


ED79 
ED41 
ED49 
ED51 
ED59 
ED61 





DECIMAL 
219N 





237 120 
237 064 
237072 
237 080 
237 088 
237 096 
237 104 


237 170 
237 162 
237 172 


237 186 


237 187 


237 179 


211Nn 


237 121 
237 065 
237073 
237 081 
237 089 
237 097 














NO. 

OF M 
N C_ | BYTES JCYCLES 
N N 2 3 


1) 


N 


Zz 


2 


nm 


3 


Owohah ah afoans A 





TIMING 


T pSEC @ 
STATES | 2MHZ | COMMENTS 
11 5.5 


12 


16 
16 
21 
16 
21 


16 
21 


16 
21 


16 
11 
12 





6 


10.5 


10.5 


10.5 


10.5 


5.5 





If Register B# 0 
If Register B= 0 
IfRegisterB + 0 
IfRegisterB = 0 
IfRegisterB + 0 
IfRegisterB = 0 
IfRegisterB + 0 
IfRegisterB = 0 


CH.5 
REF. 


159 


160 
160 
160 
160 
160 
160 
160 


169 
172 
170 


235 


173 


236 


239 


238 
238 
238 
238 
238 
238 





v6E 






INPUT AND OUTPUT GROUP TABLE (cont.) 


SOURCE 
CODE 


r=L 
OUTD 


FLAG KEY: 





N 
p 
Vv 
1) 
1 
? 
















OBJECT 
CODE (HEX) 











237 105 


237171 
237 163 


- Not affected. 
- Contains the Parity of the result (1 = Parity Even). 


- Contains the Overflow of the result (1 = Overflow). 


- RESET = 0. 

-SET = 1. 

- Unknown. 

- Affected according to the result. 





TIMING 


M T uSEC @ 
CYCLES] STATES | 2MHZ | COMMENTS 









240 





The Z80 Reference Guide is an essential book for programmers 
involved in Z80 machine language programming. 


The well laid out format of this book will make it clearer for readers 
to understand the capabilities of the Z80 instruction set. 


Many of the instructions which operate on all of the registers have been 
grouped together, placing all of the opcodes on the one page for 
easier reference. 


All the opcodes are HEX and decimal, making machine language 
programs for BASIC programmers easier to implement. 


The book serves as a quick and informative reference manual. 


The effect each instruction has on the status register has been clearly 
presented for easy reference. 


The Z80 Reference Guide Is an indispensable book for anyone 
interested in learning machine language programming skills. 


£9.95 
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